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Building Types Study: Schools 

Building for Reynolds Metals by Yamasaki 
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ILLUSION 


Full-color Sketchbook 
showing fl designs, textures 
and colors now available 
from your local ceramic 
tile contractor 
«+. Or write direct. 


When you Specify Goodyear true Vinyl Flooring, your 
choice cannot fail to reflect credit on your judgment. 


For with this finest of Vinyls you gain an array of 
advantages unmatched in the flooring field. 


antly new-looking. (In countless applications, this floor- 
ing has actually paid for itself in maintenance savings 
alone.) 


Then there is the superb beauty of this one, true Vinyl, 
It comes in a wide range of color patterns—marbleized 
and solid colors, and lighter, brighter Shades as well, 

You can Specify this incomparable flooring both in Cus- 
tom grade and DeLuxe (homogeneous construction). It 


Before you write the flooring spees on that next job— 
get the story on Goodyear Vinyl. Just drop a card to 
Goodyear, Flooring Dept. K-8211, Akron 16, Ohio, for 


GOODFYEAR 


Vinyl Flooring 


For Floors . Walls . Counter Tops . By tile or yard 
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The Rotary Oildraulic Elevator needs no 
penthouse or complicated hatchway construction 


Rotary Oildraulic Elevator 


chosen for building 


which explores architectural 


possibilities of concrete 


pe of elevator. 


required for this ty 
modern 


hitects are turning to this r 
istinctive design in buildings to 
ate the relative mechanical 
hich provides high 


porting sidewalls are 
More and more, arc 
elevator to help attain d 
six stories. Their clients appreci 
simplicity of Oildraulic operation W 
efficiency and keeps maintenance costs down. 
Controls, speeds, capacities and cabs are availabl 
all volumes and patterns of traffic flow. For freight service, 
Rotary Oildraulic Elevators are designed to handle loads 


of 100,000 pounds or more 


public attention in an exciting yet 
ant objective in design of 
adquarters building in 
and delicacy, with a 
achieved by 


= Bringing concrete to 
dignified way was One import 
American Concrete Institutes he 
Detroit. The impression of lightness 
material normally considered ponderous, was 
using a precast folded-plate roof. 

Such design did not permit an elevator penthouse, so 


the Rotary Oildraulie Elev its 
pushed up from below by 
pulled from above, no overhe 


The modern elevator for modern buildings 
Oildraulic 


e for 


ator was chosen. Because 
an oil-hydraulic plunger, not 
ad machinery or heavy sup- 


economically. 
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and no elevator penthouse 
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AMERICAN CONCRETE INSTITUTE HEADQUARTERS, 
Detroit, Mich. 


An international distributor organization provides 
prompt, expert assistance on plans, specifications and in- 
stallation. Mail the coupon for catalogs or look for *Rotary 
Oildraulic" under "Elevators" in your phone book. 


ARCHITECTS-ENGINEERS: 
Yamasaki, Leinweber & Associates 


GENERAL CONTRACTOR: Pulte-Strang, Inc. 
ROTARY LIFT COMPANY 


Division of the Dover Corporation, Memphis Tennessee— 
Chatham, Ontario 


Rotary Oildraulic Passenger Elevator sold and 
installed by Acme Elevator Co. 


First name in oil-hydraulic passenger and freight elevators— 
industrial lifting devices—auto lifts. 


SEE OUR CATALOG IN SWEET'S FILES MAIL FOR DATA FILE 


Rotary Lift Company 
1006 Kentucky, Memphis 2, Tenn. 


Please send data file on passenger O freight [7] elevators. 


Name_ 


Elevators 


PASSENGER AND FREIGHT 


Company 


Address_ 
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4-D represents the most signifi- 
cant development in the history 
of wrought iron metallurgy. It 
was achieved by substantially in- 
creasing the deoxidation of the 
base metal, slightly increasing 
the phosphorous content and us- 
ing a more siliceous iron silicate. 
Result is increased corrosion re- 
sistance, improved physical and 
mechanical properties. 


Combats Corrosion 

4-D Wrought Iron Pipe is an aggres- 
sive deterrent to corrosion failures in 
drainage systems. The permanence 
and durability of 4-D Wrought Iron 
Pipe increase the value of any build- 
ing. 4-D’s piping permanence is espe- 
cially important where inaccessibility 
makes replacement and repair a major 
expenditure for the owner. 


Saves Space 

To save space, many architects favor 
Durham Systems with 4-D Wrought 
Iron. Such systems eliminate weak 
and bulky lead-wiped joints, and en- 
able longer runs without damage from 
building settlement, vibration, or wide 
temperature variations. And 4-D 
Wrought Iron Pipe meets building 
code requirements. 


Installs Easily 
4-D’s availability in long random 
lengths results in fewer joints, fewer 
supports, and less labor costs. And 
there’s less weight involved with 4-D 
Wrought Iron Pipe. When corrosion 
resistance and strength are factors, 
4-D’s cost story is easier to substan- 
tiate than that of clog-prone, extra- 
heavy piping materials. 

Outlasts Ordinary Metals 
Ultimate service life of any piping 
material in any piping service depends 
upon its quality and its composition. 
Thousands of non-rusting iron silicate 
fibers, uniformly distributed in a 
highly refined base metal, make 4-D 
unique in its ability to resist corro- 
sion. There’s nothing finer. There’s 
no “ог equal." And due to its micro- 
scopically rougher surface, which is 
accentuated by pickling, 4-D Wrought 
Iron takes up to a 50% tighter, heavier 
galvanized coating than other metals. 

Need proof? Write for 4-D Wrought 
Tron literature and test results. A. M. 
Byers Company, Clark = 
Building, Pittsburgh 22, | 
Pennsylvania. پس‎ 


BYERS 4-0 WROUGHT IRON 
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“Sighting the Sixties: Launching a Second U.S.A.” 


The annual F. W. Dodge Corporation analysis of future construction potential, by 
Dr. George Cline Smith, with the collaboration of Clyde Shute, Edwin W. Magee, Jr., 
and Edward А, Sprague. 8A 
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VICTOR LUNDY’S CHURCHES 


Victor Lundy's flair for the forms and spaces that evoke a human re- 
sponse is probably nowhere shown to better advantage than in his 
churches, It may be hopeful to say that most church-goers are looking 
for a new symbolism, but there is material here for them to look at if 
they are. Four of his newer church designs are grouped together in 
our Building Types Study. 


INDEXING 


For some years the RECORD did not publish indexes in its pages, this in 
the mistaken belief that indexes were for librarians. Well, we got some 
screams from librarians yes, and we printed and mailed out separate 
indexes to the screamers. But we heard enough from working archi- 
tects and engineers too to convince us that indexes were a real service. 
They have been back in the regular copies, at semi-annual intervals, for 
the last year and a half or so. It is worth mentioning here, as another 
December issue looms, to be sure that readers all know that they are 
back there again. 


ACOUSTICS AT HIGH INTENSITIES 


Problems of acoustics at higher intensities—that means real noise— 
are not quite the same as those at more normal levels. Engine test cells, 
machine rooms—these and many others give the architect some special 
problems. A December article brings together the recommendations; 
it will be supplemented by some Time-Saver Standards summarizing 
the data. 
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BUILDING WITH GLASWELD— 


Weldwood's NEW 
multi-purpose, color- 


fast, all-mineral panel 


New Glasweld — an incombustible, waterproof, 
flat building panel — introduces a new concept in 
permanent exterior color. Used as opaque glazing 
in curtain wall components and sash inserts, as 
well as fascias and soffits, Glasweld answers the 
need for an economical, highly durable facing 

Glasweld is an exterior grade, steam-cured, as- 
bestos-reinforced panel with a permanent all- 
mineral enameled surface. Available in over 30 
standard patterns and colors, it is guaranteed for 
structural integrity and against color fading. It is 
strong, chemical- and abrasion-resistant, and re- 
quires virtually no maintenance. 

Stone-like in character, Glasweld presents 
amazing resistance to dimensional change. While 
Glasweld stops the passage of free water, it has 
the advantage of slow passage of moisture vapor 
— the panel "breathes." Glasweld comes in 1/8", 
3/16", 1/4" and 5/16" in panels 4’ x 8’, In addi- 
tion, 4’ x 10’ panels are also available in 1/8". 

For detailed drawings, specifications, and 
prices for stock and special colors and sizes, mail 
the coupon. 


GLASWELD® 
by WELDWOOD® 


в” PLYWOr 


FASCIAS and SOFFITS 


SPANDREL PANELS 


SPANDREL PANEL 


SEALANT 


PANELS 


А bt: 
i" WEATHERBAN 


MASONRY FACING| 


SASH INSERT 


GLASWELD 
CAP TRIM, 


---------- FREE NEW GLASWELD BOOKLET----------, 
n L 
United States Plywood Corporation 1 
Dept. AR 11-59, 55 West 44th Street, New York 36, N. Y. i 

T I 

Please send me the new data booklet, “Weldwood Glasweld 4 
-#1914 ! 

Please send me prices and delivery information on specific job | 
(description herewith) i 

1 

Мате i 
Bii corre РО, tide ITEMS H 

! 

Address 1 
City Zone State | 

! 
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These windows (also the Ware top-hinged Projected Window) are adaptable to Ware Curtain-Wall Systems 


University of Miami Women’s Dormitory • Robert M. Little, Architect 
J. E. Peabody, Norman J. Dignum, Engineers • M. R. Harrison Construction Co., Contractor 


Whatever curtain-wall treatment you may be planning 
next, Ware engineers are equipped to help you meet the 
most challenging requirements. For Ware has developed 
a quality series of curtain-wall systems that you can 
confidently depend on for weathertightness, structural 
strength, and simplified installation. 
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You can count on 


CURTAIN: WALLS 


a dependable system 
for your every need 


Why not send us your full or quarter-scale details and 
let us show how we can serve you. Or write for our 
new curtain-wall brochure, Dept. AR-11. 


WARE LABORATORIES, Inc. 3700 N.W. 25th St., Miami, Fla. 


Wright’s Guggenheim Opens 

Just over six months after his death, 
Frank Lloyd Wright’s Guggenheim 
Museum opened last month. The 
paintings were in place, the lighting 
was almost installed, and the time 
had come when the public and his fel- 
low architects could judge the truth 
of Mr. Wrights words: “The suc- 
cess of the museum means the libera- 
tion of the picture from the exploi- 
tation of the picture-broker and puts 
the painting more at ease according 
to its nature and the nature of the 
observer” (in a RECORD article on the 
Guggenheim, May 1958, pages 182- 
190). Mr. Wright also called this 
building the most faithful expression 
of the nature of its material ever 
built; and he thought its completion 
would make a suitable occasion for 
that final article he was always prom- 
ising to write for his famous series 
for the RECORD—“In the Cause of 
Architecture,” subtitled “The Nature 
of Materials.” He would clasp his 
two hands together tightly and de- 
claim: “It’s all one: see, you can’t 
pull it apart—no joints, no arthritis. 
It makes every other building in 
New York obsolete.” Its opening 
does, in any event, make obsolete any 
architectural tour of New York that 
doesn’t include it. 


The Practice of Relevance 

An article by Robin Boyd in the 
September issue of Harper's, discus- 
sing architecture as expression, de- 
clares that the search for excitement 
has supplanted the purification of 
the glass wall as the esthetic objec- 
tive of architecture’s "restless crea- 
tors” if not yet of all their imitators. 
Discussing some of the results in 
their relation to architectural ex- 
pression, Mr. Boyd observes: “Much 
of the new architecture of excitement 
is so strong and confident that it may 


тнв RECORD revorts Perspectives 


delude us for a moment that it is lead- 
ing to new realms of architectural 
beauty. But birds and curves can 
pall at least as quickly as boxes. .. . 
Ultimate satisfaction is achieved on- 
ly when the long-term visual reac- 
tion is appropriate to the human ac- 
tivities involved—and when the ar- 
chitectural environment engenders 
a quicker sense of the realities of the 
situation, a sharpening of each ex- 
perience. . . .” As it is, “It must be 
admitted that few people outside the 
higher ranks of the architectural and 
engineering professions take their ar- 
chitectural excitement with any dis- 
crimination.” The problem as Mr. 
Boyd see it is “how to control 
irrelevant enrichment and irresponsi- 
ble structural gymnastics and restrict 
the foreground gems to genuine 
poetry. This is a task which in- 
volyes everyone. The better archi- 
tects should practice relevance in 
their excitement. Less gifted archi- 
tects should be encouraged to keep 
to the anonymous, unexciting but lu- 
erative backdrop. The audience 
should learn to see the line which di- 
vides any sincere expression from 
the displays and advertisements, and 
to keep raising the line another 
peg. ... It requires only that peo- 
ple grow more aware of the possi- 
bilities of architectural expression, 
and awareness is undoubtedly being 
stimulated even now by the experi- 
ments in enrichment and excitement. 
Later, if this awareness can develop 
into a public demand for genuine and 
appropriate character, architecture 
will be on the way back to its former 
status at the head of the family of 
arts." 


A Holiday for Some Sketches! 

The Old World every now and then 
seems like the Old World again. The 
following ad appeared in the October 


3 issue of the British New States- 
man: “HOTEL proprietor in remote 
Orkney Island offers free wildfowl- 
ing holiday to brace of architects 
with view to future business. Box 
11254." 


Castles in the Air Jets 

Buildings may be supported on air 
sooner than you think. That same 
air jet principle which some auto- 
mobile manufacturers are applying 
in experimental (wheel-less) ears is 
being applied by a firm called Space- 
tronics Inc. to a “large” platform de- 
vice that raises off the ground and 
moves (not flies or hurtles) through 
the air. If a "large" platform is un- 
der development, a larger and a larg- 
er will surely follow, and how long 
for the earth are buildings? 


*Salute to the Architect" 

A pleasant publie relations note. 
The Armstrong Circle Theater, spon- 
sored by Armstrong Cork Com- 
pany, on October 14 devoted the 
opening announcement of its coast- 
to-coast telecast to a “Salute to the 
Architect” intended “to make known 
the many contributions and services 
made by the architect to the com- 
munity and the nation.” The script: 
“Today marvelous new buildings are 
changing the face of every city and 
town in our land. And every one of 
these new buildings is the creation of 
a talented architect who has parti- 
cipated in every step in its develop- 
ment from the initial ideas and the 
drawing of the plans through all the 
stages of construction. It’s also the 
architect’s responsibility to select 
all the materials that go into his 
building. Through research, Arm- 
strong has worked closely with the 
architect for many years,” etc. This 
was Armstrong’s second TV salute to 
architects; the first was last year. 
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Buildings in the News 


The new University of Chicago Law School 
center, dedicated last month, consists of four 
stone, glass, and steel buildings occupying 
a square bloek, Construction cost: $4.1 mil- 
lion. From left, the structures are: dodecag- 
onal courtroom-auditorium building; ela: 
room-seminar building emphasizing hori- 


Below: The new $20-million main office of 
the National Bank of Detroit has 14 stories 
above ground and two below. The building, 
281 by 130 ft and 232 ft high, provides 
598,000 gross sq ft. The steel-frame, rein- 
forced concrete structure has a skin of 
white Cherokee marble, stainless steel, and 
glass. Albert Kahn Associated Architects & 
Engineers, Ine, architects and engineers; 
Bryant & Detwiler Co., general contractor 


\ 
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story library-office building 
with glass walls; two-level administration 


а 


zontal lines; s 


building. All structures are connected by 
glass-walled corridors. An open court with 
reflecting pool is in the center, Eero Saari- 
nen, architect; S, N, Nielsen Co., general 
contractor 


E. 


Below: Quincy House, Harvard's eighth un- 
dergraduate residence structure and the 
first since 1931, was opened in September. 
(See AR, Feb. '59, 160-161.) The building 
consists of a seven-story residence hall with 
a master’s penthouse residence above; there 
are also dining room and library wings. The 
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Above: A night view of "Structures by 
Buckminster Fuller," an exhibition in the 
garden of the Museum of Modern Art, New 
York, that opened September 22 and is to 
run through the winter. Left in photo: Ten- 
segrity Mast, built by Shoji Sadao & Edison 
Price, Inc. Right: Rigid Geodesie Radome, 
lent by Lincoln Lab., M.LT. Background: 
Octet Truss, contributed by Aluminium, Ltd. 


Left: A new model of Lincoln Center for 
the Performing Arts in New York was un- 


veiled last month; the siting and approxi- 
mate mass of each of the buildings are now 
presented as 


final (designs, however, are 
still in the development stage). Clockwi 
from foreground: The 


se 
ater for the Dance 
(Philip Johnson ates); Metropolitan 
Opera House (W K. Harrison) with 
its tower for offices, workshops, and cen- 
tral air-conditioning equipment for all 
theaters and halls; Repertory Theater and 
Library-Museum (Eero Saarinen and Skid- 
more, Owings & Merrill); the Juilliard 
School (Pietro Belluschi), across 65th St.; 
Philharmonie Hall (Max Abramovitz), on 
which construction began last May. Wallace 
K. Harrison is chief architect, General con- 
tractors are four firms associated under the 
name Turner-Fuller-Walsh-Slattery 


“skip-stop” plan, with corridors only on the 
third and sixth living-room floors, and bed- 
rooms above and below, is used; thus there 
are two of these three-floor units (the 
ground floor: tutors' apartments), Shepley, 
Bulfinch, Richardson & Abbott, architects; 
George A. Fuller Co., general contractor 


EASY TO HANDLE. Mechanic easily connects a length of 6-inch copper tube. More than 16,000 pounds of Anaconda 
Copper Tube, Type M, in sizes up to 8 inches, was used for the sanita 
ion of Architecture. Mechanical 
Robert E. McKee, Inc., Los Angeles. Plumbing Contractor: 


California State Div 


| AIA 


lrainage systems. Architect and Engineer: 
Division of Architecture. General Contractor: 
y, Inc., Pasadena. 


COMPACT COPPER SANITARY DRAINAGE SYSTEM GIVES 


NEW CALIFORNIA HOSP 
: | e 


CLOSE WORK LIKE THIS is possible only with copper tube. 
Water and drainage lines hug the ceiling, giving ample 
basement headroom. Even in tight quarters, connections are 
easy to make. Sizes in this photo range from %” water lines 
to 4" for drain and vent lines. 


ITAL MORE USABLE SPACE 


Copper tube sanitary drainage lines in the hospital building 
and administration wing of the new Fairview State Hospital 
at Costa Mesa, California, eliminated wasted space in furred 
areas and allowed ample headroom in the basement. Equally 
important to the project owners, however, was the fact that 
copper tube drainage systems are easier to install, are long 
lasting, require less maintenance than other materials. 

Copper tube was used also for the hot and cold water lines 
and for the radiant heating system. 


TREND TO COPPER "The factors important to us as mechanical 
contractors are the work-saving features of copper tube. It has 
proved to be easier to handle, more adaptable to space problems, 
less trouble to test, and as a consequence, faster to install than 
other methods considered standard." B. J, Sabin, Manager, E. O. 
Nay, Inc., plumbing contractor on Fairview State Hospital, 


Specify Anaconda Copper Tubes and Fittings — Types K and 
L for water supply and heating lines; Type M and the new 
lighter weight Type DWV for sanitary drainage systems. 
Anaconda wrought and cast solder-joint fittings for pressure 
and drainage applications. Write for Publication C-33. Ad- 
dress: The American Brass Company, Waterbury 20, Conn. 
In Canada: Anaconda American Brass Ltd., New Toronto, 


Ontario. 
9 COPPER TUBE 
ANACONDA, т: 


PRODUCTS OF THE AMERICAN BRASS COMPANY 
Available through plumbing wholesalers 


5907 
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Buildings in the News 


HOUSING FOR THE AGING: 


In keeping with its theme, “Designs 
for Retirement,” the University of 
Michigan’s 12th Annual Aging Con- 
ference included in its program an 
architectural exhibition of current 
housing and nursing facilities for the 
aging in this country. More than 50 
projects were entered in the exhibit, 
of which 11 were selected as “out- 
standing,” 


11 INSTITUTIONS AND PROJECTS CITED AS “OUTSTANDING” 


The competition jury was com- 
posed of E. Everett Ashley III, chief 
of the housing economies branch of 
the Housing and Home Finance 
Agency, Washington; Bo Boustedt, 
of the architectural firm Boustedt & 
Heineman, Kungalv, Sweden (see 
AR, October 1958, pp. 179-186) ; Rob- 
ert C. Metcalf, assistant professor of 
architecture at the University of 


—— 


DAY ROOM 


DINING 
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Michigan; William — Muschenheim, 
professor of architecture, also at the 
University of Michigan; and Edna E. 
Nicholson, director of Central Serv- 
ices for the Chronically Ill at Chica- 
go's Institute of Medicine. 

(For a report on other activities 
at the conference, see ARCHITEC- 
TURAL RECORD, August 1959, pp. 32, 
36, 40.) 


Category: Institutional Housing. 
Designer: Bruce Harrison, Depart- 
ment of Architecture, University of 
Illinois. Jury's comment: “best stu- 
dent work." This project was based 
on observations of Swedish housing 
made in a study for the Forest Park 
Foundation. The requirements pre- 
sented called for “basic communi- 
ties” of 12-16 residents, each to be 
provided with bedroom, lavatory and 
water closet, and to share dining 
facilities, lounge, bath and laundry. 
Mr, Harrison’s solution offered sepa- 
rate buildings for library, crafts and 
auditorium, and for the infirmary, 
employe quarters and guest rooms. 


Category: High-rise Housing. Ar- 
chitects: Thorshoy & Cerny, for Min- 
neapolis Housing and Redevelopment 
Authority, Lyndale Homes. Jury’s 
comment: “good, compact design.” 
The 12-story apartment house in the 
center of this development contains 
88 units, all of them intended for oc- 
cupancy by the aging. The row hous- 
ing is oceupied by younger families. 
On the ground floor of the apartment 
building, lounges, crafts rooms and 
kitchen serve all residents. No medi- 
cal facilities are included, as a large 
general hospital is nearby. Down- 
town Minneapolis is within walking 
distance (seven blocks). 


Category: Institutional Housing. 
Architects: Begrow & Brown, for 
MeWilliams Nursing Home, Saraso- 
ta, Fla.; Slater & Schneider, associ- 
ate architects. Jury's comment: “ех- 
cellent environment.” This project 
was designed for nursing care, rath- 
er than as simple residence. Ambu- 
latory patients will occupy the larg- 
est wing (at left), which will con- 
tain both single and double rooms, as 
well as some facilities for therapy. 
Another wing (upper right) will be 
set aside for non-ambulatory pa- 
tients, and these two wings will be 
connected by buildings containing 
dining rooms, offices and more ther- 
apy rooms. 


Category: Institutional Housing. 
Designer: A. L. Bruner, for Clinton 
Convalescent Center, North East De- 
troit, Mich.; Begrow & Brown, asso- 
ciate architects. Jury's comment: 
“interesting orientation and design.” 
A dual problem of space and conges- 
tion was presented. Space require- 
ments were for a 100-bed nursing 
home to be located on a two-acre lot; 
to reduce the “institutional” atmos- 
phere, three wings, each with com- 
mons and dining areas, were designed 
to house 32-36 patients each. To give 
residents some privacy on a corner 
with much traffic, walled courts were 
provided. 


Category: Institutional Housing. 
Architect: J. Wesley Olds, for the 
Hawley Nursing Home, Adrian, 
Mich. Jury's comment: “pleasant, 
economical design.” An almost 
square plan, with a landscaped court 
in the center, will provide each room 
with a pleasant outlook. This small 
home will house only 40 patients, 32 
of them in double rooms located in 
the wings perpendicular to the main 
entrance. In front wing are nurses’ 
station, work rooms and a double- 
duty room for occupational therapy 
and chapel. Rear wing contains 
kitchen and dining facilities. Provi- 
sions are included for future expan- 
sion. 
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Buildings in the News 


Category: Institutional Housing. 
Architect: Edward Mahlum, for the 
Norse Home, Inc, Seattle, Wash. 
Jury's comment: “straightforward, 
efficient design." The lack of “frills” 
is probably more than made up for 
by the home’s view of Puget Sound 
and the mountains. Typical floor 
plan includes one-room apartments 
with private bath, and, on each floor, 
two lounges and a coffee room; the 
third floor is set aside for nursing 
care. The two-story wing at ground 
level contains dining room and cen- 
tral lounge. The cost of the building, 
with equipment and furnishing, 
came to about $14 per sq ft. 


Category: Institutional Housing. 
Architects: Smith, Hinchman & 
Grylls, for Presbyterian Village, 
Syosset, Long Island, N. Y. Jury's 
comment: "excellent use of site." A 
master plan for an 11-acre site on a 
former estate will take some time to 
execute. The first building scheduled 
for construction is an addition to an 
existing house (top center), to house 
26 residents, as well as a library and 
crafts room. Eventually, facilities in 
the village will include one-bedroom 
apartments, bachelor apartments, a 
nursing unit and individual houses, 
scattered for variety. 


Category: Institutional Housing. 
Architects: Smith, Hinehman & 
Grylls, for St. Anne's Mead Episco- 
pal Home for the Aged, Detroit. 
Jury's comment: "excellent design 
and use of site." The first building in 
the master plan will be a community 
residence," to house 32 residents, 
with expansion plans for another 16. 
This building will also contain an in- 
firmary, matron's quarters, dining 
and lounge facilities. Another similar 
unit is planned, as are 11 studio 
apartments, and seven individual 
houses. The large units will have 
small wings to harmonize with the 
residential character of the project. 
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Category: High-rise Housing. Archi- 
tects; Loewenberg & Loewenberg, 
for Chicago Housing Authority, 
Housing for the Elderly. Jury’s com- 
ment: “good, simple plan.” This de- 
velopment contains 91 apartments, 
all with living room, dining area, 
kitchen and bath, 56 with bedroom. 
Built-in safety devices include hand- 
rails in bathrooms, automatic con- 
trols on pilot lights, nonslip floors, 
wide doors and corridors to accom- 
modate wheelchairs. Medical services 
are located on the ground floor, as 
are lounges and workrooms open to 
older members of the community as 
well as to the residents of the de- 
velopment. 


Category: Row Housing. Architect: 
William Hoskins Brown, for Fitch- 
burg, Mass., Housing Authority, 
Clinton Valley Terrace. Jury’s com- 
ment: “excellent design.” The 48 
apartments in this development were 
arranged in eight small buildings to 
preserve the rural appearance of the 
wooded site. Of these apartments, 16 
are for double occupancy, 32 for sin- 
gle, and all were intended for able- 
bodied residents. Special efforts were 
made to give each apartment individ- 
uality, by varying shapes and colors, 
and by setting off each entrance. Each 
apartment looks out on both the 
street side and garden side. 


Category: Row Housing. Architects: 
Munger, Munger and Associates, for 
the Toledo, Ohio, Metropolitan Hous- 
ing Authority, A. Gideon Spieker 
Terrace. Jury's comment: “good, 
modest housing for low income elder- 
ly.” Undertaken to provide adequate 
rental housing for aging couples and 
single persons on limited pensions, 
this development now houses 94 resi- 
dents in 44 one-bedroom apartments 
and six apartments without bed- 
rooms. The ten single-story houses 
and a central building which houses 
social activities occupy a 2.6 acre site 
near other publie housing and local 
transportation. 
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Hunouncing 
NEW 
WATERLOO Catalog‘ 


VOTERS GRILLES 
E CONTROL 
DOOR VENTILATORS PERS 


* Fully illustrated 
* Color keyed for easy reference 


* Contains complete 
data on wide range line of 


grilles and registers 


This new 58-page Catalog 
gives you information you need on 


Waterloo’s complete line of 
return and supply registers, extruded 


aluminum Airline grilles, 
removable core grilles, volume control 


dampers and door ventilators. 
Each type of unit is well illustrated 


and keyed in color for quick 
reference, The catalog contains many 


recent design developments. 


i 

WATERLOO RẸ 

Reo REGISTER 
AN 


im WATERLOO- | 
$K Write for your free copy of this L— 4, > К i 
comprehensive guide to the quality-built Waterloo line. | Air D Hi USON | 

[7 EQUIPMENT | 


WATERLOO REGISTER COMPANY, INC. 


P.O. BOX 72, WATERLOO, IOWA 


WR-113 
November 1959 
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FROM THE NATION'S LARGEST MANUFACTURER OF COMMERCIAL AND INDUSTRIAL LIGHTING EQUIPMENT... , 


NEWS 
about 
lighting's 
most 
versatile 
design 
elements 


EX 


UNI-FRAME 


recessed incandescent lens box line 
by 


| DAY-BRITE 
LIGHTING FIXTURES 
(oni FIXTURES 


New smaller size for 100-150 
watt lamps at lower price! 
New diffusing glass bowl! 
New matching splay trims! 
New application ideas! 
You'll find full details in this 
attractive UNI-FRAME booklet. 
Available from your Day-Brite 


and IDEAS on “how to use them representative listed in 


the Yellow Pages. Or 
write Day-Brite in St. Louis 


A = 
| for Catalog 00-1036, 


Day-Brite Lighting, Inc. St. Louis, Missouri Santa Clara, California 


"DEP. cose RR M uuum sso 


Texaco 
building team 
finds 

Granco products 
give a fast 
“one source" 
answer 

to many design 
problems 


PROJECT: A 16-story addition to the Texaco 
Building. 


REQUIREMENTS: Fast, economical construc- 
tion... floor systems to meet many load con- 
ditions . . . complete electrical flexibility, today 
and tomorrow. 


SOLUTION: Building team used severa/ 
Granco products to meet these various re- 
quirements. 


EXAMPLE: For extra strength in corridors and 
elevator areas — 18-gage Cofar. For heavy 
load conditions on equipment floor—24-gage 
Cofar. For normal loads on typical floors— 
24-gage Tufcor. For complete underfloor 
electrification —three-cell E/R Cofar. 


RESULT: All needs met efficiently and eco- 
nomically. 


CONCLUSION: Why not specify Granco prod- 
ucts on your next job? Granco has a floor or 
roof system for every type of framing, offers 
you more flexibility than competitive systems. 
Fast “one source” delivery. No delays. Jobs 
move faster. Owners occupy sooner. 


For more information, mail coupon at right. 
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TEXACO'S 
HOUSTON 
OFFICE 


Taller section at left is new addition. 


Office of Kenneth Franzheim, Architects 

Chas. S. Chase, Associate Architect 

Manhattan Construction Co. of Texas, General Contractor 
Peterson Bros., Steel Erector 


J. S. Copeland Electric Co., Inc., Electrical Contractor 


PEN 


{84 1/81/84 


PLACING E/R COFAR 
IS FAST, EASY. Choice 
of 1-, 2-, or 3-cell units. Long 
spans (up to 14/4") mean 
less framing, lower costs. 
E/R Cofar units permit fu- 
ture wiring without necessi- 
tating a network of cells 
under the entire floor, 


TUFCOR AND E/R COFAR BLEND PERFECTLY. Large E/R 
cells carry wiring to desks and machines anywhere on the floor. Accurate 
cell spacing permits preassembled shop-cut header ducts, 


MAIL FOR FREE PRODUCT MANUALS 


Check manuals desired . . . sign coupon 
... Clip to your company letterhead... 
and mail today. Ап: Dept. R-910. 


| 

| 

FIRM BASE for concrete. Unob- | 
| 

Г] Corruform and Tufcor Roofs | 
| 

| 

| 

| 

| 


structed work area speeds concreting. 
No wood forms, No wasted fill. Rein- 
forced concrete construction. Granco 
products are available in a number of 
widths and gages to help you meet 
yarious load conditions. 


Tufcor Floors 


Г] Cofar and E/R C Granco Roof 
Cofar Floors Deck 
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News of Architecture Abroad 


Israeli Archaeological Group 
Opens With Glass Museum 

The Museum of Glass, the first of a 
number of buildings ultimately to 
comprise the archaeological Museum 
Ha’aretz (Museum of the Land), was 
opened last June near Tel-Aviv in 
Israel. The architects of the Glass 
Museum are W. J. Wittkower and 
E. W. Baumann of Tel-Aviv. 

The two-story building contains an 
entrance lobby and 4000-sq-ft cir- 
cular exhibition hall above offices, 
laboratories, library, ete. Construc- 
tion is reinforced concrete; the roof 
is supported near its center by a 
curved concrete interior wall and on 
the perimeter by steel columns. The 
ceiling height rises from 14 ft 6 in. 
to 17 ft. 6 in. at the center. Exter- 
nal walls of the lobby are faced in 
Nazareth limestone in five colors; 
turquoise ceramic tiles are used for 
facing the main hall. 

The late Dr. Walter Moses, found- 
er of the Museum Ha'aretz, estab- 
lished a foundation which negotiated 
an agreement with the city of Tel- 
Aviv under which the city provided 
the museum site and is responsible 
for upkeep. Dr. Moses made a num- 
ber of archaeologieal collections, in- 
cluding the glass collection which is 
housed in the first building. The 
Glass Museum was financed by a con- 
tribution of the late Louis M. Rabin- 
owitz through the America-Israel 
Cultural Foundation. 


Site plan of the Museum Ha'aretz near 
Tel-Aviv, Israel, showing the locations of 
the first building and of the 13 others 
planned to house collections from various 
areas: 1. Museum of Glass; 2. folklore; 3. 
prehistory and geology; 4. Cyprus and is- 
lands; 5. Greece; 6. Egypt; 7. Israel; 8. 
Mesopotamia; 9. Syria and Anatolia; 10. 
period of the Crusades; 11. Islam; 12. By- 
zantium; 13. club and cafe; 14. entrance; 
15. parking; 16. Institute of Archaeology. 
The three photographs give a general ex- 
terior view of the Museum of Glass, a close- 
up of the exterior, showing the ceramie tiles, 
and a view of the circular exhibition hall 


Curtain Walls Made with Trinity White • Southland Center, Dallas 


Owners: Southland Life Insurance Co., Dallas 
Architects & Engineers: Welton Becket, 
FAIA, & Associates, Los Angeles and Dallas 
Curtain Walls: Manufactured by Wailes Pre- 
cast Concrete Corp., Los Angeles and Dallas 


A Product of 
GENERAL PORTLAND CEMENT CO. 
Chicago * Chattancege + Dallos + Fort Worth * Houston 


Fredonia (Kon.) * Jackson (Mich.] 
Tampa + Miami + Los Angeles 


4 Orientation View. The podium 
and the exterior ends of both the 
Southland Tower and Sheraton-Dalles 
are curtain walls made with Trinity 
White. 


4a Close-up. Looking upward 550 
feet at curtain wall on the 42-story 
Southland Life building. 


The advantages of concrete curtain walls 
are well established. To these advantages 
Trinity White Portland Cement makes 
an added contribution—the beauty of 
purest white and truer colors. 


ARCHITECTURAL RECORD November 1959 21 


T 


! 


= 
= 
= 
= 
= 
Е 
= 
= 


THE ELECTRONIC AGE demands technicians urgently. The need 
in many industries is critical. By the National Defense Educa- 
tion Act of 1958 the Federal Government has appropriated 
funds for aid to the states in providing facilities for this im- 
perative educational program. 

And now most schools of engineering are ready to evaluate 
secondary school courses in Electronics Technology for col- 
lege entrance. 

An important fact stands out—only the best of laboratory 
equipment can fulfill today’s educational requirements. Stu- 
dents must use instrumentation to learn technology. They 
must observe, test, check, experiment—with the most effec- 
tive use of time. Instruments and equipment must be identical 
to that employed in industry. 


"LABPOWER'' TASK AREA 
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the Electronic Age... 


Above is shown a complete Electronics Technology Laboratory for 
secondary schools—far advanced and in some aspects revolution- 
ary. It has been approved by industry and by leading educators. 
It is a completely coordinated installation by one responsible, con- 
tracting manufacturer—Associated Products and Service Co., Inc., 
LABPOWER Division. 

Task areas are scientifically planned—instructor sees and con- 
trols all work done. Basic conception fixes self-monitoring student 
responsibility. Education safety factors are built in. Suggested 
Syllabus provided. 

Now secondary schools can pioneer a whole new, vital field of 
education with such facilities. And Associated’s Continuing Re- 
search Program enables educators to maintain all facilities abreast 
of advances in technology. 


Labpower > 


DIVISION 


ASSOCIATED PRODUCTS AND SERVICE CO., INC. 


PACE-SETTER IN MODERN SCIENCE TEACHING EQUIPMENT 


SPECIFICATIONS of Electronics Tech- 
nology Laboratory, and free consultation 
if desired, on request. Write or wire 
today to Associated Products and Service 
Co., Inc., Long Branch, N. J. 


ARCHITECTURAL RECORD November 1959 


© 


WES ft SE NTE trate? 
POR UO SEAN ADIN d rri rte € ү „ 


TET TET hats O CC anh lo ot A 
eK dp a ali Ga E RP ro 
out tay ad {АЧЫ Co Pha Rien emnt 


í 


made with 
WEATHER-RESISTANT 


PARAPLEX® P-444 


acrylic-polyester resin 


Look for the label that assures WEATHER-RESISTANCE 


When you see this label on a glass-fiber reinforced panel, 
you can stop worrying about how the panel will look 
after years of outdoor exposure. The label certifies that 
the panel is made with ParapLex P-444 acrylic- 
polyester resin, and means that the panel will show 
practically no discoloration or fiber evidence even after 
years of exterior use. The photomicrographs below show 


36-MONTH FLORIDA EXPOSURE TEST 


Conventional light-stabilized resin PARAPLEX P-444 


the difference, after 36 months, between test panels 
made with ParapLex P-444 and those made with 
conventional light-stabilized polyester resin. 


Only panels made with Рлваргех P-444, the Rohm & 
Haas acrylic-polyester resin, can bear this identification 
label. We will be glad to send you the names of manu- 
facturers who use PARAPLEX P-444. 


Chemicals for Industry. 


LU ROHM £ HAAS 


COMPANY 
WASHINGTON SQUARE, PHILADELPHIA 5, PA, 


Panartex is a trademark, Reg, U.S, Pat, Of. and in principal foreign countries, 


ARAPLEX P-444 
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Meetings and Miscellany 


New York State Architects Meet 
More than 500 architects, exhibitors, 
wives, and guests attended the an- 
nual convention of the New York 
State Association of Architects at 
the Whiteface Inn, Lake Placid, Oc- 
tober 7-10. The meeting was timed to 
take fullest advantage of the spec- 
tacular fall foliage in the Adiron- 
dacks, which lived up to expectations. 
The N.Y.S.A.A. is composed of the 
New York State Regional Organiza- 
tion, A.I.A., plus various constituent 
societies over the state. 

High point of the program was the 
seminar on “Inside Our Profession.” 
Olindo Grossi, dean of Pratt’s School 
of Architecture, discussed future di- 
rections in architectural education; 
Vincent G. Kling, Philadelphia ar- 
chitect, provocatively suggested that 
the entire profession—as well as our 
total environment—might benefit 
should the architect become again the 
master builder; and John J. Calanese, 
assistant attorney general of New 
York State, pointed out deficiencies 
in the present registration statute, 
and offered cooperation to the 
N.Y.S.A.A. in remedying them. 

The group elected the following of- 
ficers for the coming year: John W. 
Briggs, president; Frederick H. 
Voss, first vice president; S. Elmer 
Chambers, second vice president; 
Simeon Heller, third vice president; 
F. Allen Macomber, secretary; Mar- 
tyn N. Weston, treasurer. Joseph F. 
Addonizio will continue as executive 
director, with offices in New York 
City. —James S. Hornbeck 


Producers’ Council Meets 

The 38th annual meeting of the Pro- 
ducers’ Council, Inc., held in St. 
Louis last month, drew more than 


—Drawn for the Record by Alan Dunn 


“A machine for living would date you—Under the new topology of the space-matter con- 
tinuum I’m giving you a synclastic shell for your envelope—" 


200. The following officers were re- 
elected: H. Dorn Stewart, Barrett 
Division, Allied Chemical Corp., 
president; Elmer A. Lundberg, Pitts- 
burgh Plate Glass Co., first vice pres- 
ident; Henry E. North Jr., Arcadia 
Metal Products, second vice presi- 
dent; T. D. Wakefield, The Wakefield 
Co., secretary; H. L. Cramer, West- 
inghouse Electric Corp., treasurer. 
Two new directors were also elected: 
Marvin Greenwood, Celotex Corp., 
and George Martens, Johns-Manville 
Sales Corp. 

Awards were presented to the Kan- 
sas City chapter for its project 
known as "Kansas City Kitty" and 
to A. M. "Brig" Young, Libey-Ow- 
ens-Ford Glass Co. as chairman of 
the year. Mr. Young's award, a new 
one, recognizes his continuing chair- 
manship of the seminars committee 
and his participation in all Council 
activities. 

P.C.'s seminars on specific con- 
struetion projeets were outlined. The 
first, on curtain walls, has been held ; 
the current series of meetings is con- 
sidering roofing and roofs. The third 
is to be on air conditioning. Also, pro- 
posals were made that P.C. spend 
$25,000 a year for the next three 
years on a detailed study of three ma- 
jor aspects of distribution complexi- 
ties: distribution channels them- 
selves, better identification of those 
who specify materials for jobs, and 
the elimination of "gaps" in con- 
struction statistics. —Ernest Mickel 


B.R.I. to Consider Six Topics 

The Building Research Institute's 
Fall Conferences, to be held Novem- 
ber 17-19 at the Shoreham Hotel in 
Washington, will focus on six main 
aspects of building technology. The 


program has been drawn up by a 
planning committee whose chairman 
is Thomas E. Werkema, industrial 
research analyst, Dow Chemical Co. 

Thesix primary topies are: 

Modular — Coordination—William 
H. Scheick, vice president, Timber 
Engineering Co., chairman; the par- 
ticipants include: Cyrus E. Silling, 
F.A.IL.A.; Byron Bloomfield, execu- 
tive director, Modular Building 
Standards Association; D. Kenneth 
Sargent, dean, School of Architec- 
ture, University of Syracuse. 


New Heating Techniques—John 
Everetts Jr., consulting engineer, 
chairman. 


Metal Curtain Walls—George P. 
Danforth, director, department of 
architecture, Illinois Institute of 
Technology, chairman. This confer- 
ence features “case studies” of se- 
lected buildings, including Morton 
Salt building (Graham, Anderson, 
Probst & White), New Orleans Public 
Library (Curtis & Davis), Sheraton 
Hotel, Philadelphia (Perry, Shaw, 
Hepburn & Dean). 

Building Research Workshop— 
“Manufacturers’ Problems with 
Component Construction”: Leonard 
G. Haeger, chairman; “Proposals for 
New Building Research”: Glenn H. 
Beyer, director, Housing Research 
Center, Cornell University, chair- 
man; "Documentation of building 
Science Literature": Charles H. Top- 
ping, senior architectural consultant, 
duPont, chairman. 

Sandwich Panel Design—Albert 
G. H. Dietz, professor of building en- 
gineering, Massachusetts Institute 
of Technology, chairman. The parti- 
cipants include: John Dinkeloo, part- 
ner, Eero Saarinen & Associates; 
Phillip Grennan, engineer associate, 
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First Christian Church of 
Tomorrow, Oklahoma City, 
Oklahoma. Meditation Walk 

and the Educational Building 
dramatically positioned beside 
a reflecting pool. Ceco 14%” 
Intermediate Projected Steel 
Windows with aluminum 
panels were field welded one 
on top of the other to the full 
height of the building. 
Stainless steel louvres 
separate each window unit. 
Louvres are so placed that no 
direct ray of sunlight enters 
the building, yet full 
daylighting is accomplished. 
Here's an example of how 
Ceco Steel Windows 
complement the crisp beauty 
of a functional church, yet 
perform with maximum 
efficiency, 

Architects: Connor & Pojezny; 
Contractor: 

Frederickson & Parks, Inc. 


Modern simplicity is exemplified in the Quincy Senior High School, Quincy, Illinois, riding the top of a rise as viewed here. Ceco Aluminum 
Projected Windows with porcelain enameled panels add to the pristine beauty of the structure while providing adequate daylighting for visual 
acuity. Architects and Engineers: Behrensmeyer & Horn; Contractor: J. L. Simmons Co., Inc. 
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New Portsmouth High School, Portsmouth, New Hampshire, is a large structure with multiple needs, architecturally speaking. Ceco Aluminum 
Projected Windows were specified along with Ceco Architectural Projected Steel Windows and assure the maximum in functional performance. 
Architects: August Lux Associates; Contractor: Davison Construction Co., Inc. 
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Whatever the building need 
Ceco windows meet it 


Versatile line, expert erection service satisfy every architectural requirement 


You are designing a building and want a certain window treatment. You can have it, whatever it is. 
For from Ceco's wide line you can find just the window to meet your requirements. You can 
adapt... create . . . satisfy every imaginative mood. 
So when planning your next project, look at the versatile Ceco window offerings . . . consult 
with Ceco specialized engineers. You'll be glad you did. Ceco Steel Products Corporation—sales 
offices, warehouses and fabricating plants in principal cities. General offices: 5601 West 26th Street, 


Chicago 50, Illinois. 


IM CONSTRUCTION PRODUCTS CECO ENGINEERING MAKES THE BIG DIFFERENCE 
Windows, Screens, Doors / Curtainwalls / Cecoframe Buildings / Roofing Products / Metal Lath / Steel Joists / Steelforms / Concrete Reinforcing 


TOTAL MANUFACTURING FOR THE BUILDING INDUSTRY FROM RAW TO FINISHED PRODUCTS 
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Meetings and Miscellany 


Alfred Easton Poor, Architects; Rob- 
ert F. Hastings, executive vice presi- 
dent, Smith, Hinchman & Grylls As- 
sociates. 

Building Research International— 
Douglas E. Parsons, chief, building 
technology division, National Bureau 
of Standards, chairman. 


N.A.H.B.—A.I.A. Design Clinic 
The National Association of Home 
Builders and the American Institute 
of Architects are sponsoring the first 
joint "Design Clinic," to be held 
November 4-7 at the University of 
Florida in Gainesville. The program 
is а result of A.LA.'s and N.A.H.B.'s 
joint endeavors to promote collabo- 
ration between house builders and ar- 
chiteets. The clinie will include dis- 
cussions of basie house design prin- 
ciples, the effect of design on selling, 
and reciprocal critiques of builders’ 
plans by architects and architects’ 
designs by builders. 


Competitions Open 

THE SIXTH ANNUAL ARCHITECTURAL 
AWARDS PROGRAM IN CATHOLIC INSTI- 
TUTIONAL DESIGN has been announced 
by its sponsor, the magazine Catho- 
lic Property Administration. The 
1960 program is under the jurisdic- 
tion of the Wisconsin Chapter, 
American Institute of Architects, 
which has selected Alvin E. Grellin- 
ger, A.I.A,, Milwaukee, as chairman 
of the jury. The categories this year 
are: churches seating no more than 
400; elementary schools accommo- 
dating 400 or more; high schools ac- 
commodating no more than 750; 
hospitals or hospital additions of no 
more than 100 beds; convents ac- 
commodating no more than 15. Any 
may be submitted when completed, 
under construction, or as an “ap- 
proved” design. Entries are to be re- 
ceived by December 1 by Catholic 
Property Administration, 20 W. Put- 
nam Ave., Greenwich, Conn. 

THE INDIANAPOLIS HOME SHOW, 
INC. announces its 1960 architectu- 
ral competition. There are no geo- 
graphical limitations on eligibility, 
and any architect, architectural de- 
signer, draftsman, or architectural 
student may compete. The problem is 
the design of a house in a midwest- 
ern city for a specific professor and 
his family. There will be prizes of 
$1000, $500, and $200, and six hon- 
orable mentions of $50 each. The 50 
best designs will be displayed at the 
1960 Indianapolis Home Show in 
February and published in a plan 
book. The jury will consist of: John 
Noble Richards, F.A.LA., president, 
American Institute of Architects, 
chairman; Charles J. Betts, A.LA., 
president, Indiana Society of Archi- 
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tects; Fran E. Schroeder, A.LA., 
president, Indianapolis Section, In- 
diana Society of Architects; Glen 
Smith, builder; James E. Holt. The 
architectural adviser is Donald E. 
Clark, A.LA., 1456 N. Delaware St., 
Indianapolis 2. The program and in- 
formation are available from Mr. 
Clark. Applications and entries, to 
be mailed to him, must be postmarked 
by December 1 and December 30, re- 
spectively. 

THE NATIONAL INSTITUTE FOR ARCHI- 
TECTURAL EDUCATION announces its 
annual competitions for students. The 
advanced problem (senior and post- 
graduate student), ‘Forecast for 
Ellis Island as a Project," carries the 
S.A.D.G. Groupe Americain Prize; 
the intermediate problem (students 
in third and fourth year of design), 
"A Concert Hall-Recital Center," 
carries the Emerson Memorial Prize; 
the elementary problem (students 
who have had at least two years of 
design), *An Exercise in Light, Col- 
or, and Form," carries the ARCHI- 
TECTURAL RECORD Prize. Entries must 
be in by January 11. Details from the 
Institute, 115 E. 40th St., New York 
16. 

THE FINE HARDWOODS ASSOCIATION 
announces the 1959 *Design in Hard- 
woods" Awards. Eligible is any 
American or Canadian product or ar- 
chitectural installation made of gen- 
uine hardwood or in which hard- 
woods play a major role. Entries, 
which must have been produced or 
be in existence, may be submitted by 
the designer, architect, decorator, or 
artist who created each one (or, if a 
manufactured product, by the firm 
for which it was created). Entries 
must be received by December 1 by 
the Fine Hardwoods Association, 
Room 1730, 666 Lake Shore Drive, 
Chicago 11. 


Now 51 Accredited Schools 

The 1959-60 list of accredited schools 
of architecture, issued by the Na- 
tional Architectural Accrediting 
Board, shows 51 schools, one more 
than in 1958-59. All are accredited 
for five years (subject to approval 
of an annual report) except the sev- 
en schools given provisional status. 
Of these, one is the addition this 
year: University of Houston. The 
provisional status of the University 
of Arkansas, University of Kansas, 
Montana State College, Virginia 
Polytechnic Institute, and Western 
Reserve University has been con- 
tinued; Rice Institute is newly in that 
category. 


Civil Engineers to Meet 
The Kansas City Section of the 
American Society of Civil Engineers 


November 1959 


The View Box, a demountable light-weight 
all-purpose shelter, was designed by John 
Matthias as a prototype for the Aluminum 
Company of America. Intended for easy con- 
struction (the prototype was erected, with- 
out tools, by a woman and a six-year-old), 
the structure is composed of structural 
aluminum members and plastic-and-ano- 
dized-aluminum sandwich panels. It is not 
currently on the market, though production 
is being considered 


will sponsor a Regional Conference 
on Construction, to be held Novem- 
ber 12-13 at the Continental Hotel in 
Kansas City. The general theme is to 
be “Mid-Century  Construction— 
What's Right? Wrong? New?" Ma- 
jor topies are concrete construction, 
steel construction, foundations. Ses- 
sion moderators are: Joseph Sorkin, 
partner, Howard, Needles, Tammen 
& Bergendorff, Consulting Engi- 
neers; Col. L. E. Laurion, district en- 
gineer, U. S. Corps of Engineers; 
S. J. Callahan, partner, S. J. Calla- 
han & Co, Consulting Engineers. 


Members of the Chicago Chapter of the 
American Institute of Architects, hosts at 
an October 9 luncheon, were among several 
A.I.A. groups to entertain an unofficial del- 
egation of 16 Soviet architects, engineers, 
and planners visiting the U.S.A. last month. 
Here, standing: John R. Fugard Jr., chair- 
man of the A.I.A.’s Committee on Foreign 
Relations; William J. Bachman, president 
of the Chicago chapter; and State Depart- 
ment interpreter Alexander de Bildering. 
Seated: Grigor C. Agababyan, civil engineer 
from Erivan, Armenia, and Boris V. Mura- 
viev, leader of the group and Architect of 
Public Works in Leningrad. In the course of 
a two weeks' tour, the visitors also stopped 
at New York, Philadelphia, Washington, 
and Dearborn, Mich. 


NOW! For the FIRST time... 


STANDARD ALUMINUM-FACED HONEYCOMB DOORS 


N 


mic 


GET THE JOB DONE 


Doors with Frame and Hardware Ready-To-Ship 


No cost guesswork; no production lead time! Panelfab’s 
famous aluminum-faced honeycomb doors now come to 
you fast, when you need them, with costs budgeted before 
you specify. This handsome, “Hi-Traffic” door is now 
ready for immediate shipment from factory stock and 
readily utilized wherever you need a lightweight, lifetime 
architectural door with exceptional strength characteristics. 
Check these added advantages of the Panelfab door: 


WRITE 
FOR 
FREE 
CATALOG! 


senescence 


Panelfab Products, Inc. 
2002 N. E. 146th Street 
Miami, Florida—Phone: Wilson 5-1411 


Gentlemen: 


Please send me complete information 
on Panelfab's aluminum-faced honey- 
comb door. 


* COMPLETE DOOR with * Unequalled torsional 
FRAME and HARDWARE rigidity and absolute (name) 
from a single source dimensional stability 

* Wide range of types and * No exposed screws or 
sizes unsightly facing seams - (iUe) 


PANELFAB 


PRODUCTS,INC. 


(street address) 


(city and state) 


sssssocooooosesssoooosssooooossososososooosesoe 
Petssosscsosososscocc.ceesececocccccceccececoo 


2002 М. E, 146th Street, Miami, Florida 


DIDIT 
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smart way in. 


Von Duprin pull bars are a// extruded aluminum or bronze. 
Here is a fully versatile line: reversible . . . no resizing necessary 
„.. modern or matching designs, each with studs to anchor A? or 88 
Von Duprin rim devices . . . plain or engraved grips are curved 
to fit the hand— safely. Matching push plates and pulls available 
for vestibule doors. Complete details are yours for the asking; write 
for Bulletin 576. 
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illustrated above: all extruded 
aluminum modern design with ex- 
tended and engraved grips. Catalog 
number E282-ENG. on active door; 
E282D T-ENG. on inactive door. 


the safe way out 


illustrated above: the sleek, smart 
Type 66 device . . . in stainless steel. 
Catalog number 6621 on active door; 
6627 on inactive door. Write for 
Bulletin 581 for full details. 


Von Duprin builds devices to last... give decades of dependable 
service with minimum maintenance! From Von Duprin's com- 
plete line, you can select a design, material, locking function and 
outside trim style to harmonize with every type exit. To perfect the 
performance of the entire door opening, you can choose from a 
wide range of quality auxiliary items. With Von Duprin, you know 


you have provided “the safe way out!" 


VONNEGUT HARDWARE СО. « VON DUPRIN DIVISION « INDIANAPOLIS, INDIANA 
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News of Art and Architecture 


Aluminum, stained glass and electric lights 
are the major components of a mural de- 
signed for the KLM Royal Dutch Airlines 
ticket offices in New York City by Gyorgy 
Kepes, Professor of Visual Design at Mass- 
achusetts Institute of Technology. The large 
(51 ft by 18 ft) mural was conce 


ed as an 


Right: Brass and electronies are combined 
in Harry Bertoia's sculpture for the Zenith 
Radio Corporation. The group will be on 
permanent exhibition at Zenith's Chicago 
display room. Symbolizing “world commu- 
nications in the atomic age," with the three 
smaller units representing light, sound and 
electronics, the sculpture will be specially 
illuminated: light impulses transmitted from 
the largest unit call forth similar light im- 
pulses from the smaller units. The sculpture, 
mounted on an orange wall, is visible from 
the street through a glass wall. Shaw, Metz 
ssociates of Chicago were the architects 
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expression of "the relationship of space to 
natural and man-made stars," according to 
Mr. Kepes. "This impression comes from the 
experience a person has flying in an 
plane at night and looking down on a pan- 
orama of city lights . . .” The gray alumi- 
num screen has around 60,000 perforations, 


as well as the 36-sq-ft cut-out filled with 
stained glass; combinations of incandescent 
and fluorescent lights flicker and dim behind 
it. A special air conditioning unit was in- 
stalled to offset the heat generated by the 
lighting. The architects for the offices were 
Antonin Raymond & L. L. Rado 


26 am А 


кес = 
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The American Airlines Passenger Termin- 
al, now under construction at New York's 
International Airport, was the sole subject 
of a recent exhibition, *Art in Architecture," 
held at the IBM Gallery of Arts and 
Sciences in New York. Among the works 
commissioned for the building: a stained 
glass wall by designer Robert Sowers, be- 
lieved to be the largest expanse of stained 
glass ever installed (see rendering, above 
left). Two interior murals, also good-sized 
(17 ft by 52 ft) will be executed by Brazil- 
ian painter Carybe, winner of a Western 
Hemisphere competition for the commission 
(at left, *Discovery of the Americas"; not 
shown, “Rejoicing and Feast of the Ameri- 
сав”). Architects of the terminal are Kahn 
& Jacobs; Turner Construction Co. is the 
general contractor 


There are many instances when Acoustical Fire 
Guard ceilings will provide greater fire protection 
to a building than would be the case with alterna- 
tive methods. In such cases, this additional pro- 
tection will usually be recognized in the form of 
lower fire insurance rates on the building and 
its contents. 


The plans for the new American Turners North- 
west Chicago Bowling Lanes called for a concrete 
floor on grade, solid masonry walls, and steel 
bar joists spanning from one wall to the other 


with a gypsum roof deck. Because one-hour ceil-* 


ing construction was required, the architect planned 
to use gypsum board with 56” or 34” mineral tile 
cemented to it. 


Then, at the request of the architect, the plans 
for the building were taken to the Cook County 
Rating Bureau for a comparison of the fire insur- 
ance rates with the above ceiling and with Armstrong 


architect: Frank L. Glick, Chicago 
general contractor: Munao & Son, Inc., Chicago 
acoustical contractor: Airtite, Inc., Chicago 


Acoustical Fire Guard. It was discovered that by 
substituting the two-hour Acoustical Fire Guard 
ceiling for the one-hour gypsum board and mineral 
tile ceiling, the rate per $100 evaluation of the 
building dropped to $.1104 from $.194. The rate 
on the contents showed a corresponding reduction. 


The owners of the bowling alley will realize an 
annual saving of $485 on the premiums for the 
building and its contents. And they will have a 
safer building at lower initial ceiling cost—since 
the Armstrong Acoustical Fire Guard ceiling 
actually cost less than the one-hour ceiling of 
gypsum board and mineral tile. 


The comparisons below are approximate for 
typical buildings. In view of the many variables 
affecting fire insurance rates, you are urged to 
contact your local insurance representative for 
exact comparisons on specific buildings. 


APPROXIMATE FIRE INSURANCE PREMIUM SAVINGS ON TYPICAL BUILDINGS* 


TWO-HOUR ACOUSTICAL FIRE GUARD FLOOR-CEILING ASSEMBLY VERSUS: 


Building Combustible Tile Ceiling Suspended Beneath Incombustible Tile Ceiling Suspended Beneath 
Type City Unprotected Bar Joists Unprotected Bar Joists 
School Bellingham, Wash. 24% Saving 12% Saving 
Supermarket Tulsa, Okla. 16% Saving 62% Saving 
School Wilkes-Barre, Pa. 22% Saving 5% Saving 


Bowling Alley 


Columbus, Ohio 


Peoria, Illinois 


Supermarket 


13% Saving 


61% Saving 


13%, Saving 


60% Saving 


Bowling Alley | Pontiac, Michigan 


79% Saving 


60% Saving 


Winnetka, Illinois 


60% Saving 


*Percentages compiled from data of three leading insurance firms 


50% Saving 


Classic design 


Full Random design 


And Armstrong Acoustical 
Fire Guard has all the advantages 
of a superior ceiling material 


Excellent sound absorption. Noise-reduction 
Coefficient of .70 for both 5%” and 34” material. 


Excellent resistance to sound transmission. 
Room-to-room attenuation factors (over ceiling- 
height partitions) are 42.8 db for 58” Acoustical 
Fire Guard and 44.0 db for 34” Acoustical Fire 
Guard (as measured by AMA test procedure by 
Geiger & Hamme, Consultants in Acoustics, Ann 
Arbor, Michigan—see table at right). Acoustical 
Fire Guard ceilings are compatible with the best 
movable, ceiling-height partitions. 


Three attractive designs. Fissured, Classic, and 
Full Random (see photographs). 
Excellent resistance to "breathing". Because of 


their special density and composition, Armstrong 


Acoustical Fire Guard ceilings resist "breathing," 


the passage of dirt-laden air up and down through 
the suspended ceiling. Dust and dirt do not build 
up on the surface of the tile. 


Easy maintenance. Acoustical Fire Guard can be 
washed when necessary and can be repainted 
several times without appreciably affecting acous- 
tical efficiency. 


Convenient accessibility, New access clip-panel 
arrangement allows access to any part of the 
ceiling’s plenum chamber. 


High light reflectance. Acoustical Fire Guard's 
white surface reflects light evenly, without glare, 
and has a light reflectance of "a" (over 75%). 


Self-leveiing T & G joint. Interlocking T & G 
edges assure a level, better-looking finished ceiling. 


Fissured design 


1000 2000 
Cycles Cycles 


93 80 


Mounting Thickness 


(7) Mechanically 


%” 


Suspended n” 


*Noise-reduction coefficient—AMA Tests /A 59-77 and A 59-116 


Room-to-Room Attenuation Factors for Armstrong Acoustical Fire Guard 


Average 
Attenuation Factor* 


Thickness 


428 db 


*Based on values at eleven frequencies 


For more information about or samples of Armstrong Acoustical Fire Guard, contact 
your Armstrong acoustical contractor, or your nearest Armstrong district office (see 


list below), or write Armstrong Cork Company, Dept. FG-2, Lancaster, Penna. 


ATLANTA 8 


BOSTON 


CHARLOTTE 3 


CHICAGO 34 


CINCINNATI 37 


CLEVELAND 14 


DALLAS 19 


DENVER 4 


DETROIT 26 


KANSAS CITY 8 


NEW YORK 16 


PHILADELPHIA 2 


ST. LOUIS 10 


SAN FRANCISCO 


SEATTLE 1 


727 W. Peachtree St., N.E. 


200 First Avenue 
New England Industrial Center 
Needham Heights 94, Mass. 


1127 E. Morehead St. 
6535 W. Irving Park Rd. 
1057 Meta Drive 

2975 Superior Ave. 

2727 Oak Lawn Ave. 

35 West Sth Avenue 


Free Press Building 
321 Lafayette Ave., West 


500 West 26th St. 
295 Fifth Avenue 


Robinson Building 
I5th & Chestnut Sts. 


1919 Hampton Avenue 


1814 Ogden Dr. 
Burlingame, Calif. 


Terminal Sales Bldg. 


TRinity 5-7201 


Hillerest 4-5700 
EDison 3-7741 
PEnsacola 6-9440 
ELmhurst 1-3330 
MAin 1-7900 
LAkeside 6-7468 


CHerry 4-0543 


WOodward 3-5670 
VIctor 2-9154 


MUrray Hill 4-6900 


LOcust 4-4290 


Mission 7-3200 


OXford 7-1833 


MAin 3-2772 


(Armstrong ACOUSTICAL CEILINGS 


SHERATON-PORTLAND HOTEL, PORTLAND, ORE. Architect: Church, Newberry, Roehr & Schutte; Consulting 
Engineer: J. Donald Kroeker & Associates; Mechanical Contractor: J. M. Harder Plumbing & Heating Company. 


hy Cystes 


Pumps out heat in summer, 
pumps in heat in winter... 
saves money all year 
for new Sheraton Hotel 


The most complete heat pump system ever installed 
in a hotel is providing a money-saving answer to the 
problem of all-year air conditioning for the new 
Sheraton-Portland, in Portland, Oregon. 


The system takes advantage of low local power 
rates and utilizes available well water. In summer, 
two 250-hp Chrysler Centrifugal Heat Pumps use the 
water to absorb heat from indoor air and keep the 
hotel cool. In winter, the cycle is reversed. Heat is 
extracted from the water and pumped into the hotel. 


Individual Chrysler fan-coil units give occupants of 
each room complete control over indoor climate. 
Public spaces are served by Chrysler central air- 
handling units. 


The Chrysler Heat Pump is versatile: It also sup- 
plies domestic hot water for the hotel’s 300 rooms, 
and delivers, through boosters, near-boiling water 
for the kitchen. And the system is economical: It costs 
less to operate than conventional year-round air con- 
ditioning . . . and it even warms the swimming pool 
without added cost. 


Whether your air conditioning requirements are best 
met by a heat pump or conventional air conditioning, 
Chrysler has the equipment and technical know-how 
to help you do the job better . . . for less. For infor- 
mation on the mechanics or economics of Chrysler 
equipment, write today. 


€ HRYSLER 


AIRTEMP 


Airtemp Division, Chrysler Corporation, Dept. M-119, Dayton 1, Ohio 
In Canada: Therm-O-Rite Products, Lid., Toronto, Ontario 
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Specify Asphalt built-up roofing— 
for long service at lowest cost 


Asphalt built-up roofing on your building delivers 
long service with a minimum of maintenance cost. 


“Custom-made” 
for dead-level decks 


Low-melting-point Asphalts are custom made 
for maximum waterproofing in built-up roofing 
on dead-level decks. Their temperature sus- 
ceptibility tends to eliminate hairline cracks 
in roof, seals it against standing water pud- 
dles. Yet, Asphalt doesn't flow away from high 
spots. And Asphalt roofing provides other 
important advantages. 


Long service life 


The record shows 20-, 30-, even 40-year serv- 
ice life for Asphalt built-up roofing on decks 
of all slopes . . . even on dead-level decks 
where conditions are most severe. Many such 
roofs outlast their buildings! 

Asphalt roofing is well proven in the severe 
sun exposure conditions of the West and in 
northern cold winters . . . a good reason why 
it’s used far more than any other type of 
roofing. 
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Lower cost 


Asphalt built-up roofing 
typically saves $1.00 to 
$4.00 per square and 
sometimes more. One 
reason is the healthy 
competition among roof- 
ing manufacturers, 


Application advantages 


Roofers are more familiar with the handling 
of Asphalt products. And most roofers are 
aware of their 
lower toxicity. 
Workmen gener- 
ally prefer to work 
with Asphalt over 
any other type of 
roofing material. 


Available anywhere 


Asphalt roofing manufacturers are strategi- 
cally located throughout the United States— 
their products are readily available for your 
job, regardless of location. This is not always 
the case with coal tar roofing products. 

Assure your next building of trouble- 
free, low cost protec- 
tion by specifying 
Asphalt roofing mate- 
rials. For more detailed 
information, contact 
your Asphalt roofing 
supplier. 


THE ASPHALT INSTITUTE 


Campus, University of Maryland, College Park, Md. 


=ч 


y 
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‘Easterns Star 
\ VENETIAN DRAPERIES 


Create new dimensions in room decor, new highs in client satisfaction 
.. . With Eastern's Star Venetian Draperies. Pull a cord, and Eastern's 


Star draws apart like the finest draperies . . « pull another cord, and EUN tor i] 
*"'S"-shaped slats rotate for complete control of light, air and privacy. opening, closing. No 
unsightly bottom track. light and air control. 

Custom-made to your specifications, versatile Eastern's Star Venetian pone ت ت ت‎ 
Draperies fit any opening . . . as draw draperies, window walls, room Eastern Products Corp., qi 
divid 1 td Available i EE 1601 Wicomico St., Baltimore 30, Md. 

МШЕ even closet doors. Available in many cc Please send delailed information on 
combinations, too . . . with an exclusive dirt-resistant Eastern's Star Venetian Draperies. 


finish to reduce maintenance to a minimum. 


NAME 


Eastern 


STREET 


1601 Wicomico Street, Baltimore 30, Maryland 
Makers of acoustical systems and drapery hardware 


сүтү 


SEND IN COUPON FOR FULL INFORMATION! 


і 
1 
I 
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The Record Reports 


Кайын ы с 


Square D Company, Glendale, Wis. Archi- 
tect: Grassold-Johnson & Associates. Con- 
tractor: Hunzinger Construction Company 


"Ten Top Plants of 1959" 
Get Factory Awards 
The “ten best manufacturing plants 
built in 1958" and selected by the 
editors of Factory, a MeGraw-Hill 
publication, to receive Factory's 1959 
Top Plants Awards are shown, in 
one exterior photograph each, on this 
and following pages. They were fully 
shown in a 52-page feature in the 
May issue of Factory, which marked 
continued on page 52 


fora perfect. N | 


Above: Texas Instruments Inc. Dallas. 
Architect: O'Neil Ford & Associates; Rich- 
ard S. Colley; A. B. Swank Associates. 
Contractor: Robert E. McKee General 
Contractor, Ine. Below: The Stuart Com- 


REVOLUTIONARY NEW ADHESIVE MORTAR pany, Pasadena, Calif. Architect: Edward 


D. Stone. Contractor: Myers Bros, & Brum- 


REDUCES MATERIAL AND LABOR COSTS mett & Demblon, Ine. 
: CUTS WALL WEIGHT UP TO 60%! 


Tile-Mate* is a self-curing, thin-bed mortar adhesive which permits instal- 
lation of ceramic tile or glass mosaics directly on dry back-up materials. 
Applied over dry wall board, foam styrene, concrete block or any masonry 
surface, it eliminates expensive metal lath, provides greater shear and 
bonding strength than other mortars, in a bed only 3/32" to 1/8" thick. 
Tile-Mate mixes with water at the job site. Tile is set and grouted dry. 
Non-combustible, non-toxic, frost-proof. Use indoors or outdoors Е 
. . . for swimming pools, too. Write for catalog. 

* Mf'd. under license issued by The Tile Council of America. 


THE UPCO CO. ^w. 


4805 LEXINGTON AVENUE ө CLEVELAND 3, OHIO 
Manufacturers of Hydroment Joint Filler 


320,000 sq. ft. East Ohio Building 
Cleveland, Ohio . Emery Roth & Sons, Architects 
Tishman Realty & Construction Co., General Contractors 
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Movable wall that 
are movable / 


Replacement of damaged panels . . . or actual 
rearrangement of the physical office is 
easy and economical with GR movable walls. 


Have you stopped to consider the problems in- 
volved in replacing a damaged panel in a movable 
wall line-up? In many instances the entire instal- 
lation may have to be taken down. Or suppose 
personnel demands force a quick rearrangement 
of existing physical office space. This, too, could 
require a complete takedown with attendant high 
costs and temporary loss of office working space. 
With GR Metal Walls and GR Richland Wood 
Walls it’s no problem...and no great expense. 
The easy, sure partition-pilaster hook-up gives 
you walls that really are movable. It’s a simple 
matter of using expendable pilasters . . . they can 
be replaced or moved to another location with a 
minimum loss of time and labor. If you are speci- 
fying movable walls on your next job, specify GR 
Products, Ine., — the movable walls that are 
movable. 


GR PRODUCTS INC. 


2417 Eastern Avenue S. E., Grand Rapids, Michigan 


Panel height adjusters plus floating 
removable base compensate for 
uneven floors. Eliminate scribing 
at floor line 


Panels are joined by metal spacer. 
Pilaster-faces clip on, presenting 
o flush pilaster-wall front, readily 
accessible for inspection or wiring 


The four illustrations above show the ease, speed and 
flexibility of GR Richland Wood Movable Wall instal- 
lations. For GR Metal walls the application technique 
differs slightly but the end result...fast, reliable 
set-up or ease in dismantling to allow for office re- 
arrangement ....is equally effective. 

See our complete file in Sweet's catalog. 

Г] Please send me color swatches. 

C Please send me copies of catalogs. 


Nae ll = Title. i 
Address. = =: i 
City Zone State — — i 
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. IMPORTANT NEWS 
° for Architects 


and Specifiers 
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Underwriters’ Labels will now 
identify the Lexsuco Vapor 
Barrier and Lexsuco Adhesive 
R907T, These products are 
the only ones of their kind 
to bear this well known label. 


LEXSUCO 


Noncombustible’ Lexsuco 
"Compile wi noncombestibhe standards э pe! 


жишш. 

eart Fre Undersrtry NATIONAL BUILDING CODES aed SEC. 22-1 
National Fire Protection Association's NA 
AEXSUCO INC. — 33095 MAINMIDO! 


iters’ Laboratori, 
ЧЕНГЕ tories, 

SHEATHING MATERIALS 
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LEXSUCO 


loncombustible* Lexsuco Adhesive R907T 
[Complies wth пресот 


SODES and SEC. 28-3 


Protection Association's NATIONAL FIRE CODES 
33098 BAInARIDGE кр. 


iters’ Laborato; 
INSPECTED 


зоом, оно 
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ADHESIVE 


"Whee erie In wes danas чий mande e Iain 


Noncombustible Standard met by Lexsuco Vapor Barrier 
and Lexsuco Adhesive R907T. Underwriters’ Label granted. 


€ Underwriters’ Laboratories, for the first time, has tested and accepted 
a roof vapor barrier and adhesive. Extensive tests proved that the 


Lexsuco Vapor Barrier and Lexsuco Adhesive R907T meet the non- 
combustible standards established by the National Fire Protection 
Association and the National Board of Fire Underwriters. 


COMPARE THESE TIME- AND 
MONEY-SAVING ADVANTAGES: 


Get a fire-retardent roof fast! Lexsuco mechan- 
ical applicator performs three operations on 
one pass —applies noncumbustible Lexsuco Ad- 
hesive R907T to underside of Lexsuco Vapor 
Barrier and puts ribbons of adhesive on top 
of the vapor barrier to secure the insulation, 


Distributed in Canada by Bishop Products Limited, Box 30, Toronto 14, Ont. 
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Assured Fire Protection. With or without 
a vapor barrier, the Lexsuco system 
completely eliminates combustible as- 
phaltic materials between the roof deck 
and roof insulation. When you specify 
Lexsuco Adhesive R907T with the 
Lexsuco Vapor Barrier, or the adhesive 
only, over metal roof deck, you get 
assured building fire protection. 


More for Your Roofing Dollar. Lexsuco prod- 
ucts give you far more yalue for the 
money you invest. When you put Lex- 
suco products in your base е: 
tions, subject to competitive idding, 
you pay little or no more for the extra 
окон and value of these noncom- 

ustible materials than you would for 
combustible materials. 


Lower Insurance Premiums, With Lexsuco 
roof constructions you may receive 
lower insurance rates, and this is a 
permanent saving, repeated year after 


yeer: Both Underwriters’ and Factory 
utual have tested and accepted the 
Lexsuco materials. Lexsuco Roof Con- 
structions are also recognized by Fac- 
tory Insurance Association and many 
State Rating and Inspection Bureaus. 
Investigate possible insurance savings 
on all your projects. 


Engineered Application. By removing much 
of the human element the Lexsuco sys- 
tem of engineered mechanical applica- 
tion assures a more thorough, uniform 
application and more dependable con- 
struction. 


Better Roof Construction. On all roof decks 
— metal, poured, precast or wood — 
you get economical and dependable 
securement with Lexsuco Adhesive 
R907T. Where it is necessary to pro- 
tect the insulated, built-up roof from 
moisture migration from within the 
building, you get proven protection 
with the.Lexsuco Vapor Barrier. 


Contact your distributor or Lexsuco representative for infor- 
mation and the Underwriters’ Report, or write to us direct. 


‚апа 


Ask about THE NEW LEXSUCO PVC WATERSTOPS. 


idney Roofing & Paper Co., Ltd., 500 Wiggins Street, Barnaby 3, B. C 


Photo: F. $. Lincoln 


Fashion Institute of Technology, New York, N. Y. • Architects: DeYoung, Moskowitz & Rosenberg * Contractor: Depot Construction Co. 


HIGH FASHION goes to school 


New York's new Fashion Institute of Technology is a striking example of how an architect can create beautiful 
design with today's modern maintenance-saving materials, Setting gold framed, double-hung aluminum 
windows into a background of rich brown colored aluminum panels, the architects, DeYoung, Moskowitz 

& Rosenberg, have created a truly outstanding building. Curtain walls, windows and architectural metalwork 
were fabricated by General Bronze. See our catalogs in Sweet's. 


CORPORATION + GARDEN CITY, N.Y. 
SALES OFFICE: 100 PARK AVE., NEW YORK 17, N. Y. 


PERMATITE DIVISION — Custom-built Windows, Curtain Walls, Architectural Metal Work and Revolving Doors. ALWINTITE DIVISION — $tock-size Aluminum Windows 
and Doors. BRACH MFG. CO. DIVISION — Radio, Television and Electronic Equipment, $TEEL WELDMENTS, INC. DIVISION — Custom fabrication in Steel and Iron. 
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The Record Reports 


Why concrete floor slabs cost less 
with EGSCO, PERMANENT STEEL FORMS 


EGSCO SHEETFORM 


CONGU Мы ы М 


2 corrugation profiles 
34 or 29%4 inch widths 
24 er 28 gage steel 

12 foot lengths 


EGSCO SQUAREFORM 


MMM ALATA 


2 corrugation profiles 
28%4 or 2912 inch widths 
26 or 28 gage steel 

12 foot lengths 


EG$CO V-FORM 


T Nae МУ 


One profile 
27'' width, 12 ft. length 
24 or 28 gage steel 


For complete loading data, spans, 


Labor costs are less because EGSCO high 
strength Sheetform is fastened directly to the 
support members by weld, bolt or nail, Large 
areas are quickly covered, no extra temporary 
suppett is needed and there is no form stripping 
or cleanup—and no underside cement finishing. 
Material costs are less per square foot than 
wood forms and there's no waste. Wider allow- 
able spans reduces structural costs. 


Concrete costs are less with EGSCO Sheet- 
form than with paper-backed mesh because 
there is no useless and unsightly sag between 
supports to be filled with concrete. 


EGSCO Sheetform presents an attractive un- 
derslab appearance and a smooth painting sur- 
face. Made in either galvanized or plain steel. 


dimensions and specifications, write for Bulletin 59F. 


manufacturers of EGSCO products 


Я ELWIN G. SMITH & CO, INC. 
H 


DETROIT * TOLEDO • 


PITTSBURGH 2, PA. 
CLEVELAND • 


PHILADELPHIA е CHICAGO • BOSTON 
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National Biscuit Company, Fair Lawn, 
N.J. Designer-engineer: Nabisco Engineer- 
ing Department. Contractor: Walter Kidde 
Constructors, Ine. 


the 25th anniversary of its annual 
awards program by congratulating 
all concerned “not merely for creat- 
ing beauty, of which there is plenty 
in these pace-setting plants, but also 
for achieving utility, in which they 
excel.” It is, said Factory, “this com- 
bination of beauty and utility that 
makes this year’s winners outstand- 
ing models for all of industry, this 
year and in the years ahead. They 
grace their communities. They offer 
their employes, as well as their plant 
executives, excellent working en- 
vironments. They are easy to main- 
tain, They are highly efficient produc- 
tion units,” 

A single photograph cannot be ex- 
pected to reveal many of the con- 
siderations which impelled Factory 
to cite any plant; but the group sug- 
gests the range of architectural 


character and esthetic sensitivity 
continued on page 56 


Above: International Business Machines 
Corporation, Rochester, Minn. Architect: 
Eero Saarinen & Associates. Engineer: 


Smith, Hinchman & Grylls Associates Ine. 
Contractor: Johnson, Drake & Piper. Below: 
Cutler-Hammer, Ine., Lincoln, Ill. Designer- 
engineer-builder: The Austin Co. 


juifed lighting g: G-E Ballast Application Guidebook 


w | 
e What's the average 
ambient sound level in 


^ a typical classroom? 


A. 25 TO 30 DECIBELS. You'll find this and 1001 other lighting 
answers in General Electric's new Ballast Application Guidebook. 
The book is designed specifically to simplify proper selection of 
ballasts for all standard applications. More than 100 pages long, it's 
organized for fast loose leaf reference right at your desk or board. 
No other single source has these advantages. 


THE COLORFUL, ILLUSTRATED MANUAL first reviews the leading prin- 
ciples of ballast specification. Then it lists—by application—recom- 
mended ballast-lamp combinations, with performance characteristics 
of appropriate General Electric ballasts. G-E prices and ratings, 
and general information are filed in the rear of the Guidebook. 
Price of the book is $5, and includes periodic revisions and additions. 


SPECIFY LIGHTING FASTER AND BETTER with the first comprehensive 
reference—General Electric’s Ballast Application Guidebook. 401-70 


R. N. Whittington 


General Electric Co. 
ere dd" ORDER BLANK 


Danville, Illinois 


Send me з copy(copies) of the Bal- 
last Application Guidebook, GIZ-964. Bill 
me $5 per copy, ond send all subsequent 
revisions and additions at no charge. 


NAME 


POSITION 


—————— 


ADDRESS 


CITY. STATE 


Au cc 


is It's the easy, low cost maintenance of Formica 
that has made it an integral part of so many major 
Picture of buildings that are planned today. 

Formica colors are permanent, resist scratching, 
clean with only a damp cloth—require no painting 
or refinishing. Installed cost of Formica is competi- 
tive with many less durable materials and less than 
ceramic tile. 

This conference room is just one of several areas 
in the Indiana State Teacher's Association Building 
at Indianapolis that features Formica tables and a 
unique method of wall paneling. 

See details on opposite page. 


i in session! 


iret 


n" 


Architect: 
McQuine & Shook 


Contractor: 
Leslie Colvin 


ЛЛУ. d menk аат du ORMICA" 


Laminated Plastic 


erated h 
Good Housekeeping 


product of 
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Field spline erection technique for Formica shop-veneered panels permits easy panel replacement 


Formica surfacing is famous for its rugged 
resistance to normal wear. But it can be damaged 
by extreme cases of carelessness or accident. 

` As extra insurance for permanent low cost 
beauty, the application method used in this instal- 
lation permits easy single panel replacement 
quickly, inexpensively. 

The wall panels were shop-veneered using 
Formica 24-CR-85 Cherry Picwood on 34” mahog- 
any plywood with 1% Formica backing sheet. 

The fabricator secured actual measurements 


Pavers FASTENED 70 
Geowos By Mera. 


CLIP (MALE 
f FEMALE 


TYPE) | 
J 


/ 
Ne Formica 


A TEMPERED 
YHASONITE 
SPLINE 


Dacre HTS 


SECTION 4 


after building walls were up, cut panels to size, 
numbered them for ease of erection, and grooved 
them to receive a М” spline with 34” penetration. 
The last panel for each wall was left oversize and 
cut to fit on the job by the installing general build- 
ing contractor who used his regular carpenter 
labor. 

The spline was left loose rather than fastened 
to furring strips. Panels are held in place by metal 
fasteners with male and female parts screwed to 
the backs of panels and wood furring strips 


(гео Location 
Or METAL Cups 


Nie 


Formica Vs" sheets can also be applied to a variety of core materials on-the-job using Formica Safe-Bond Contact Adhesive. Specifications for 
Formica wall applications of several types are available (Form #846). Write Formica Corporation, 4603 Spring Grove Ave., Cincinnati 32, Ohio. 


.be sure you get genuine Formica, Look for this wash-off registered trade mark on the surface 
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ME CAO TS „ы A a raal EL Ss 


Soundsheet Translucent Acoustical 
Tement, the only medium to 
successfully combine efficient 
coustical and light diffusing 


Р 0 NTR EX properties, presents another “First” 
drumhead-taut, flat Soundsheet 
available in 2’ x 2’ panels. 
ETension-framed Soundsheet offers 
а new freedom in the layout of overall 


lighting and acoustical ceilings. 
There's a new ease in maintenance, 
too. Simply dip-clean Soundsheet 
panels in a detergent solution. 
Tension-framed Soundsheet panels 
may be laid-in to standard “t” track 
suspension systems. 


COMBINES BALANCED SOUND 
ABSORPTION WITH EFFECTIVE 4 
IGHT DIFFUSION! 


A UNIQUE LOW-COST CARBON STEEL 
TENSIONING DEVICE ELIMINATES 
COSTLY EDGE FRAMING, 

ASSURES PERMANENT TENSION — 
NO SAG OR BULGE! 


Write for Contrex's catalog, 
describing new applications 
for versatile Soundsheet. 
Contrex Company, Dept. CTF, 
Chelsea 50, Mass. 


EASILY MAINTAINED — COMPLETELY 
WASHABLE — NO STATIC CHARGE 
TO ATTRACT DUST! 


BUILT-IN TENSION LOCK — 
BOWS CANNOT SLIP OUT OF POSITION! 


RICH TEXTURED APPEARANCE — 
NO SHADOWS! 


PLASTIC LAMINATE — U.L., FACTORY 
MUTUAL AND F.I.A. LISTED! 


See our catalog 
in Sweet's 
Architectural File 


м A ы А 


Developed for Contrex by 
Bolt, Beranek and Newman, Inc, 


Available from coast to coast through authorized manufactorers af lighting equipment, 
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The Record Reports 


among the winners. Architects will 
also be interested to note the range of 
design credits: of the ten, five de- 
signed by architects; one by “engi- 
neer-architect"; two by owners' en- 
gineering departments; and two by 
“designer-engineer-builders.” 


Bueyrus-Erie Co., Richmond, Ind. Designer- 
engineer-builder: The H. K. Ferguson Co., 
Inc. 


Kaiser Aluminum & Chemical Co., Ravens- 
wood, W. Va. Engineer-designer; Kaiser 
Engineers, Division of Henry J. Kaiser Co. 
Contractor: Henry J. Kaiser Construction 


Split Ballbearing, a Division of Miniature 
Precision Bearings, Ine., Lebanon, N. H. 
Architect: Carl M. Koelb & Associates. 
Contraetor: R. E. Bean Construction Co. 


Charles Bruning Co. Inc. Mt. Prospect, 
Ill. Engineer-architect: A. Epstein & Sons, 
Inc. 


J. L. SARVIS, Architect 
GRANGER BROTHERS, Contractors 


America’s Architects select VAMPCO ALUMINUM 
WINDOWS, Curtain Walls and Entrance Doors for 
Modern Homes, Schools, College and Commercial Buildings 


The attractive new Kellogg Center at Michigan State University, Lansing, Michigan (pictured 
above) has Vampco 2000-series 2” Aluminum Curtain Wall fenestration and Vampco Aluminum 
Entrance Doors. It is a fine example of how architects and builders are using Vampco Aluminum 
Windows, Curtain Walls and Entrance Doors to provide modern, streamlined beauty . . . 
functional design . . . structural strength and durability. This is one of over 12,000 schools now 
using Vampco Aluminum Windows. 


Vampco Aluminum Windows for every type of construction are available in casement, com- 
bination casement, awning, intermediate projected, curtain walls of varying sizes and thicknesses, 
heavy ribbon, window walls, glass block and custom designed types. Vampco also manufactures 
a complete line of Aluminum doors, frames, side lights and transoms. For complete illustrated 
literature, mail coupon below, today. 


Rd П 
VALLEY METAL PRODUCTS 00. | VALLEY METAL PRODUCTS COMPANY 1 
PLAINWELL, MICHIGAN it | Dept. AR-119, PLAINWELL, MICH. l 
PON SUBSIDIARY OF n | [ Send 60-page Industrial-Institutional Window Catalog, | 
ui Ihi MUELLER BRASS CO. | C Send Light Construction Aluminum Window Catalog. 1 
C Send Curtain Wall Catalog. 
ұн {| wt PORT HURON, MICHIGAN | Send Entrance-Door Catalog. | 
See Complete File in Your na | | 
Current Sweet's Catalog 1 COMPANY | 
axo || SERIA crier ан ate rm 
Л y A NAME THAT MEANS THE: eo АБИ ioris etd EHE Ee Ere Ee EF Va XR | 
ЕЕ VERY FINEST IN LIFELONG ALUMINUM WINDOWS — | Ot rer EE ZONE... SATE... | 
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ч ا ا ا‎ ШШШ вв 


FITS BOTH FS ——-~|" | 
AND STANDARD 
WALL BOXES 


Finned, self-sealing 97^ f 
mounting holes = 
permit the 

ME "Insulprene"-sheathed 

MI plate to be 
fastened to 
FS or standard 
wall boxes. 


LOADING PLATFORMS 


"INSULPRENE" PLATE wir a.c. “PRESSWITCH” 


SEALS OUT RAIN, SNOW, AND DUST 


Moisture and dust cannot penetrate to the 
switching mechanism of this new Hubbell 
switch-and-plate combination. 


'The steel cover plate and the opening for the 
switch button are completely sheathed with a 
tough, flexible skin of *'Insulprene", which 
prevents rusting and insulates wet hands from 
contact with metal. The ‘‘Presswitch” button 
is actuated simply by pressing the “Insulprene”’ 
bubble that covers it. 


*Insulprene" is a DuPont neoprene-base 
plastic. It is non-conductive and highly re- 
sistant to impact, aging, oil, grease, live steam, 
hot water, extreme cold, heat and sunlight. For 
example, at the end of a 744-hour Atlas 
Weatherometer test simulating tropical rain and 
sunlight, the “Insulprene” bubble showed no 
significant loss of resiliency in operating the 
“Presswitch”’ button. 


Hence this plate-and-switch combination is ideal 
for outdoor installations subject to severe 
weather conditions (—15° F to 150° F) or 
greasy hands (filling stations, parking lots, 
garages, truck docks, playgrounds, sports fields, 
exposed passageways and breezeways) or for in- 
door installations where humidity is high or 
temperatures are low (dairies, freezer plants, 
cold-storage.rooms, shower rooms, laundries, etc.) 


The switching mechanism is the fast-acting 
Hubbell “‘Presswitch”, which responds to the 
gentlest touch of finger, hand, or elbow in any 
position. It is available in single or double pole, 
3-way or 4-way action, in 15 or 20 ampere sizes 
for 120-277 volt A.C. 


The *'Insulprene" Plate and A.C. ‘‘Presswitch” 
combination is designed for FS or standard 
wall box mounting. 


For further information about Hubbell rugged wiring 
devices, write to one of the offices listed below or refer 
to the Hubbell insert in the Architectural File of 
Sweet's Catalog (Sweet's No. 31b/Hu.) 


v 
PACKAGED TOGETHER FOR CONVENIENCE 
The "Insulprene” Plate апа A.C. "Presswitch" are de- 
livered to the job as a unit in this time-saving package, 
with complete mounting instructions for FS or standard 
wall boxes. Plate is available in gray (No. 1751) or in 
"Chem Marine" Yellow (No. 17CM51). 


Words *'Insulprene" and “Presswitch” are Hubbell trademarks. 


DAIRIES 


HARVEY 
HUBBELL, 


INCORPORATED 


BRIDGEPORT, CONNECTICUT 


IN CANADA: SCARBOROUGH, ONTARIO 


PATIOS OR SWIMMING POOLS 


TOUT LN 0-00 = Га А0 کے ا‎ E کی‎ 


Lo A A bis ids stad 


CONGRESSIONAL REPORT ASSERTS CIVIL DEFENSE PREPAREDNESS COULD CUT 


NUCLEAR WAR FATALITIES FROM 25 to 3 PER CENT OF U. 


5. POPULATION 


House Group Told Adequate Shelters Would Cost $5 Billion to $20 Billion 
—Report Summarizes Data on Attack Effects on Materials and Structures 


For the first time in history a Con- 
gressional subcommittee has gath- 
ered data and published a report on 
calculated damage from an imagi- 
nary nuclear attack and some of the 
calculations are worthy of study by 
architects and engineers. 

The findings deal entirely with an- 
ticipated physical effects and radio- 
active results of such an attack, de- 
liberately avoiding any study of eco- 
nomic reactions. Also ignored, al- 
though the needs for adequate de- 
fense were stated with emphasis, was 
the funding of a shelter program. 

The much-diseussed report came 
from the special subcommittee on 
radiation of the Joint Committee of 
Congress on Atomic Energy. The 
subgroup is headed by Rep. Chet 
Holifield (D-Calif.) of Montebello, 
whose work on civil defense studies 
in the shelter field has been widely 
followed. 

The subcommittee said it wished it 
known that there was no intention 
whatsoever of trying to determine 
the exact form of a possible future 
nuclear war or the likelihood of such 
a war. In its hearings every effort 
was made to achieve an objective ap- 
praisal of weapon effects through a 
step-by-step examination of the prob- 
lems by competent witnesses based 
on quantitative computations. 

The report quotes one witness as 
stating, “If you are afraid to discuss 
the issue, you will certainly be afraid 
to meet the crisis if and when it oc- 
curs.” 


Radiation Perils Stressed 
The “issue” for architects must 
surely lie in a pattern of defensive 
shelter against the possibility of at- 
tack, a determination of design type. 
The Holifield report successfully 
skirts this point, but paints a vivid 
background for it, placing heavy em- 
phasis on radiation dangers. The re- 
port is titled, “Biological and Envi- 
ronmental Effects of Nuclear War." 
Survival measures were dealt with 
in general terms, leaving conclusions 
on defense methods pretty much to 
future considerations. As to cost of 
an adequate defense shelter program, 
the Congressmen said that the price 
of “high-performance protection” 
had been placed at $5 billion to $20 
billion. And the subcommittee con- 
sidered the main conclusion present- 
ed to it to be that this country must 


have a national radiological defense 
system if it is to withstand and re- 
cover from an attack of the scale 
which is possible in an all-out nuclear 
war. 

"Probably the most significant 
finding presented to the subcommit- 
tee," the report stated, “was that civil 
defense preparedness could reduce the 
fatalities of the assumed attack on 
the United States from approximate- 
ly 25 per cent of the population to 
about three per cent. The provision 
of shielding against radiation effects 
would at the same time protect 
against blast and thermal effects for 
the vast majority of the population." 


What Happens to Houses 

The report contains a section on 
damage to houses which points up 
vividly the potential damage experts 
say could be sustained in event of 
all-out attack with known power. The 
hypothetical attack instance on which 
the entire report is based assumed an 
enemy capability to deliver 1446 meg- 
atons. For the analysis these were 
"delivered" on 224 targets in the 
United States, 263 nuclear weapons 
in all. All weapons were arbitrarily 
said to have a yield of 50 per cent 
fission and 50 per cent fusion. 

Such a holocaust, said the report, 
would render 11.8 million dwellings 
unsalvageable. This would be more 
than one fourth of the total housing 
inventory. Another 8.1 million dwell- 
ings would suffer moderate damage, 
necessitating evacuation for moder- 
ate repairs. “Light damage” would be 
inflicted on an added 1.5 million. This 
adds up to 21.4 million dwellings 
damaged. 

The report continued: "Outside 
the areas of blast and thermal dam- 
age, some 2.6 million dwellings sus- 
tained radiation intensities exceeding 
1000 roentgens per hour and would 
have to be evacuated and abandoned 
for periods extending up to several 
months. An additional 10.4 million 
dwellings sustained radiationintensi- 
ties varying between 100 and 1000 
roentgens per hour. With major de- 
contamination effort most of these 
10.4 million homes could be recov- 
ered by 60 days post-attack." 

Summarizing, it was calculated 
that almost 50 per cent of the exist- 
ing dwellings in the United States 
would be either severely damaged or 
contaminated by fallout to the extent 
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they would be unusable for at least 
several months. 

As to human casualties, the report 
said testimony based on scientific 
data indicated that under present 
conditions such an attack would have 
eost the lives of approximately 50 
million Americans, with some 20 mil- 
lion others sustaining serious injur- 
ies. Although weapons used in the 
hypothetical exercise were surface 
bursts, maximizing local radioactive 
fallout hazard, nearly 75 per cent of 
the "deaths" would have resulted 
from blast and thermal effects, com- 
bined with immediate radiation ef- 
fects. Only 25 per cent would have 
been caused by fallout. Most of the 
home damage would have been from 
blast and thermal effects. 

“The problem of survival of civil- 
ian populations faced with the threat 
of nuclear war and the decision as to 
whether the Federal government, the 
state, or the individual pays the bill 
remains and demands solution," the 
report concluded. 

Protection against fallout was con- 
sidered by the subcommittee to be the 
first requirement for protection 
against nuclear weapons. 

Using the latest data available, the 
subcommittee report carried a section 
on effects on materials and struc- 
tures: 

1. Blast—Multistory brick apart- 
ments are quite vulnerable to the 
blast wave. All such structures would 
be destroyed within a radius of sev- 
en mi from ground zero for a 10- 
megaton weapon and within three mi 
for a one-megaton burst. Thus, a fac- 
tor of 10 in yield changes the radius 
of destruction by about a factor of 
12. A well-constructed wood frame 
house completely collapses within 
nine mi from a 10-megaton surface 
burst and within four mi of a one- 
megaton burst. 

2. Thermal—Fires can be started 
by the ignition of light kindling ma- 
terials anywhere within about nine 
mi from a one-megaton burst and 
within 25 mi from a 10-megaton 
burst. Thus, the presence of light 
kindling materials, such as trash, pa- 
per and unpainted wood in a residen- 
tial area, will probably result in wide- 
spread fires. 

3. Nuclear radiation—Initial nu- 
clear radiation and fallout have very 
little effect on most inanimate mater- 

continued on page 342 


new directions in 
STRUCTURAL 
CERAMICS 


> 


FOR SOUND CONTROL • FOR SUN CONTROL © FOR STRAIGHT-LINE DESIGN 


9-01 ‘ON әу "v у у 


nw DIRECTION COLORS 


selected by Raymond Loewy Associates... and you 


From the world-famed studios . . . and through the guidance of foremost 
American architects . . . ARKETEX brings you a new wealth of color for 

greater decorative scope. Engineered colors that were planned to belong to 
contemporary architecture. Warm colors that will lend important friendliness 
and livability to your settings. Shades, textures, and contrasts that give free 
rein to even the most imaginative designer. Colors selected exclusively for 
architects, by Raymond Loewy Associates and you of the architectural profession. 


a new direction with = 


AGAIN ARKETEX sets the pace in structural tile advances . . . as first in the field X i 
to meet today's trend to straight-line design. Crisp detail, with square corners accented, 
cuts both materials costs and installation time. Coves and bullnoses are minimized 

— whether for bases, caps, or corners — as are pilasters, recesses, finished soffits, 
projecting wainscoting. No need to provide expensive reinforced masonry lintels 

over windows and doors. No limitations on design possibilities for cost reasons. 

You use just one material from floor to ceiling . . . work in planes and panels with 
stacked jointing as you want it... to gain design that reflects the best contemporary 
practice at savings never before possible. And your clients gain still further benefits 
from ARKETEX applications — through the lasting beauty and maintenance-free 
durability of structural ceramics created for better architecture. 


COPYRIGHT, 1959, ARKETEX CERAMIC CORPORATION 


a new direction in 


SOUND CONTROL 


with SOUM A. r 


ACOUSTICAL TILE 


Noise problems meet their match when you 
specify SOUNDBAR. Just as its name prom- 
ises, this new ARKETEX ceramic glazed tile is 
engineered to provide a structural wall against 
noise, Each unit is perforated to add scores of 
sound traps. Each has a fiberglas core to assure 
still greater sound-deadening efficiency. The re- 
sult is a simple modular material with 99% 
sound absorption at 500 cycles (normal 
speech level) . . . twice as much as afforded by 
the nearest of all competitive materials tested 

. installed by a single trade at in-wall costs 
up to 50% less than those of competitive mate- 
rials. And there is lesser need for acoustical 
ceilings, thus adding even more design economy. 


Available in the complete Straight-Line 8W 
series, in the full range of new direction colors 
by Raymond Loewy Associates, SOUNDBAR 


. the progressive 


name in 
structural 


ceramics 


CEECEE EEEIEE | 


ЗА mezcessmoncs2522542i 


alone of all acoustical tile gives you the qual- 
ities exclusive to ARKETEX load-bearing 
structural tile: outstanding durability and 
cleanliness; high resistance to fire and to mois- 
ture; economical installation and maintenance; 
ability to withstand abrasion; and thermal in- 
sulation value. For half-acoustical, random- 
acoustical, or all-acoustical applications... 
for design that utilizes SOUNDBAR and 
STRAIGHT-LINE structural ceramic tile to 
achieve distinctive treatments . . . this new 
ARKETEX creation offers unmatched acoustic 
control. In hospitals, operating rooms, even in 
exacting test cells . . . in schools, factories, 
gymnasiums, meeting rooms, and any area 
where unwanted noise once posed a problem 
... installation of SOUNDBAR by ARKETEX 
is the one right answer. 


FIRST CLASS 


PERMIT NO. 32 
BRAZIL, INDIANA 


BUSINESS REPLY CARD 


No postage stamp necessary if mailed in the U.S. 


ARKETEX CERAMIC CORPORATION 


BRAZIL, INDIANA 


a new direction in 


SUN CONTROL 


. SOLAR SCREEN 
with SU 
ar 


Facade design that features a dominant use of glass 
becomes as practical as it is desirable, New SUNBAR 
Solar Sereen by ARKETEX makes this a striking reality — 
through smartly functional design that shades off 85% 
of glass heat gain. Air conditioning installations of lower 
tonnage can be specified safely in initial plans, because 
equipment load is reduced substantially by SUNBAR, 
And operating costs are sharply lowered with this 

ceramic glazed solar screen deflecting Old Sol's 

heat and glare. 


Because SUNBAR hides wall areas, real construction 
economies may also be gained, Spandrel walls may be of 
inexpensive non-facing materials. On all floors of a 
multi-story building, columns may be built flush with the 
interior wall surface and left exposed on the exterior... 
and varying column dimensions do not interfere 

with interior planning. 


Nor is SUNBAR of value solely for non-residential 
exterior design. Dramatic interiors can be achieved for 
buildings and homes alike. Used as privacy screens, 
garden walls, interior space dividers . . . to screen carports, 
patios, swimming pools, or to conceal any unsightly areas 
around a house or building . . . SUNBAR adds decorative 
elegance most economically. 


ARKETEX CERAMIC CORPORATION 
BRAZIL, INDIANA 


The new direction in which Arketex ceramic glazed structural tile can 
be utilized is most interesting. Please send me literature about 


[] Straight-Line design 

[ Direction Colors 

SUNBAR solar screen tile 
SOUNDBAR acoustical tile 


[7 I would like to see your local distributor to discuss use of 
Arketex products in buildings I am designing. 


Lii 


Send this postage-paid postcard 
for complete data on any or all 
ARKETEX Structural Ceramics 
for Better Architecture 


RE TITLE ӨЙ ages 
FUNCTION 


Д П Name جت‎ — = 
INSTITUTE И 


BEAUTY like this for as little as $3 a square foot, in place! 
Panelettes are available in a variety of shapes, and in either 
natural aluminum or 11 standard Alcoa Alumalure* colors. 
In addition, you achieve individuality through— 


Endless variations of grillage patterns 


imply by your own individual arrangement of 
the two basic components of the Sol-Dec system. 
The design above and the five suggestions in the 
box at the right are just six of the infinite range of 
designs that become possible. 
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Announcing a New dimension 
in architectural expression— 


ALCOA SOL-DEC 


low-cost aluminum 


solar decorative screen system 


SUN SCREENS and grillage of Alcoa® Aluminum are 
not altogether new—many delightful and practical, 
modern, award-winning buildings owe much of their 
charm to just such usage of aluminum by inspired 
architects. 

WHAT IS altogether new (and altogether exclusive 
with Alcoa) is the low-cost, easy-to-assemble Sol- 
Dec* system that permits real freedom of design in 
almost limitless variation while involving just two 
basic, standardized components, Cost? Only $3 to 
$5 a square foot—in place! 

THE NEW Alcoa Sol-Dec system comprises panelettes 
in lengths, shapes and colors to your order. These 
are quickly and easily slipped over the 3-in. alu- 
minum I-beams, spaced on 8-in. centers, positioned 
to your designed pattern, snapped and crimped into 


place. The complete system is delivered directly to 
the job, ready for economical, foolproof assembly. 


FOR THE full story of the exciting new vistas opened 
by Sol-Dec screens, write for Alcoa Aluminum Build- 
ing Products 300-5, including design details. You'll 
find new ideas for remodeling old buildings and 
creating exciting new ones. Aluminum Company of 
America, 1823-L Alcoa Building, Pittsburgh 19, 
Pennsylvania. 


Your Guide to the Best 
in Aluminum Value 


For exciting drama watch "Alcoa 
ALCOA Presents!" every Tuesday, ABC-TV, 
SGOL-DEC and the Emmy Award winning “Alcoa 


Theatre" alternate Mondays, NBC-TV 


*Trademarks of Alüminum 


MADE BY ALCOA 1 ы 
Сотрапу оў Атегіса 


Quick, on-the-job assembly in the pattern created by you! 


4. Alcoa Aluminum panelettes, delivered in 
lengths, shapes, widths for your design and 
in your choice of a variety of profiles— 


SS 


baf 


з 


OO 


eee s D К‏ ا ل ا مر 


2. are slid onto ends of l-beams 
and moved to desired position. 


3. panelette is quickly and perma- 
nently snapped and crimped into 


Then— place. That's all! 
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Washington Topics ùy Ernest Mickel 


Third Housing Bill Passes 
Congress AND President 

It took three major tries by Congress, 
but an omnibus housing bill for 1959 
finally was approved. The President 
put his signature on the third effort 
without comment after vetoing the 
first two bills with considerable ex- 
planation. 

Typically, the housing issues even- 
tually were thrown into the dying 
days of the first session of the 86th 
Congress and threshed out hurriedly 
in committee. To get White House 
approval of the housing bill, Congress 


Troy plans laundries | 


finally made three major changes in 
its second measure, the one vetoed 
a few days before. These eliminated 
the time schedule on use of the new 
$8 billion authority for Federal 
Housing Administration’s loan in- 
surance programs, removed the pro- 
posed program of loans to colleges 
for construction of classroom struc- 
tures and other academic facilities, 
and stretched out the period in which 
$650 million will be spent on urban 
renewal capital grants from one to 
two years. 

Much of the heat from Senate de- 


Troy's Laundry Planning Service 


provides custom-designed institutional 


laundries to meet your budget and 


operational requirements 


MCDONOUGH HOSPITAL. MACOMB, ILL 
TROY-PLANNED LAUNDRY FOR ARCHITECT LANKTON-ZIEGELE-TERRY 
AND ASSOCIATES, PEORIA. ILL 


Complete floor plans and specifications are prepared to 


your instructions. 


This is a FREE service to architects from Troy, the 
world’s oldest and most experienced manufacturer of power 


laundry equipment. 


TROY LAUNDRY MACHINERY 
Division of American Machine and Metals, Ine, 

Dept. AR-1159 EAST MOLINE, ILLINOIS 

Send new TROY LAUNDRY EQUIPMENT SPECIFICA- 
TIONS BOOK. 


NAME OF INSTITUTION il 


ADDRESS 


city 


ZONE — STATE 
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ATTENTION 


November 1959 


bate of these changes focused on the 
college and university loan program. 
President Eisenhower had objected 
to this provision from the first and 
attacked it vigorously in each of his 
two veto messages. 

As first suggested, but finally 
eliminated from the bill, the propo- 
sal would have authorized a new sys- 
tem of loans to be administered by 
the Housing and Home Finance 
Agency. These would have been made 
to educational institutions for con- 
struction of new classrooms, labora- 
tories and related facilities, includ- 
ing initial equipment, machinery and 
utilities. An appropration of $50 
million would have been authorized 
for a revolving fund. Loans also could 
have been made for rehabilitation, 
alteration, conversion, or improve- 
ment of existing structures for such 
uses. The loans would have been 
made only after consultation with, 
and in accordance with the advice 
and recommendations of, the U.S. 
Office of Education. 


New College Aid: Next Year? 

There were strong indications that 
elimination of the college loan pro- 
gram for non-housing facilities did 
not mean the end of the matter. 
Senator Clark (D-Pa.), and 23 of his 
colleagues announced they would 
make a strong bid in the second ses- 
sion to get legislation of this nature. 

Senator Clark said, in the closing 
days of the first session: “If it is de- 
sirable, as it is, for the government 
to help build rooms for students to 
sleep in, it seems self-evident that it 
is at least as desirable to help build 
the classrooms, laboratories, librar- 
ies, and other buildings in which they 
actually receive their education." 

The dormitory construction pro- 
gram, Federal aid for which re- 
mained in the housing bill as finally 
approved this year, was termed an 
outstanding success by the Pennsyl- 
vania legislator. He said it had en- 
abled colleges and universities to con- 
struct more than 121,000 student 
dwelling units, with an added 63,000 
under construction. He added that 
college and university administrators 
had testified that without this pro- 
gram they could not have met their 
needs for student housing. 

Senator Clark intends to offer the 
amendment after Congress convenes 
in January to the Federal-aid school 
construction bill which was reported 
out of the Senate Education and 
Labor Committee this year. That 
measure, S. 8, calls for a two-year 
emergency school construction pro- 
gram to help states with their ele- 
mentary and secondary school build- 
ing programs. 

continued on page 350 


RECESSED TROFFERS BY SYLVANIA 
designed for the man who warks with fighting! 


Sylvania Troffers—ideal for modern building practices 
—offer specific advantages to designer and contractor. 


Sylvania’s new line of Recessed Troffers has received 
exceptional acceptance from men who know and work 
with lighting . . . and for good reasons. 

These Troffers give the smart trim appearance and 
good lighting qualities that guarantee user satisfaction. 
In addition, they have important built-in features which 
are not apparent to this user—but which are vital to the 
designer and contractor responsible for the specification 
and installation of the lighting equipment. 


FOR THE DESIGNER —Shallow Sylvania Troffers 
combine smooth, uncluttered finished appearance with 
practically limitless application possibilities. 

The use of hidden latches and hinges and the extensive 
choice of shielding media bring the designer’s ideas to 
attractive reality in the finished installation. 

3 types of fixture housing—with exposed, concealed 
or fit-in flanges—permit Sylvania Troffers to fit ALL 
popular ceilings. 

And Sylvania Troffers achieve any desired lighting lay- 
out because of the wide choice of standard elements in- 
cluding 1’ and 2’ wide models, downlighting Accent 
Units and 4’ x 4’ units. 


SO mopERN 


FLUORESCENT LIGHTING FIXTURES AND SYSTEMS 


FOR THE ELECTRICAL CONTRACTOR 


Sylvania Troffers supply labor saving, time saving advan- 
tages so necessary for profitable operation. For instance— 
Sylvania’s exclusive Snap- Up Hanger eliminates the need 
of hanger straps for many ceiling types and reduces in- 
stallation time appreciably . . . and the adjusting screw 
of this Snap-Up Hanger levels the Troffer simply and 
quickly through the use of a screwdriver from below. 

Wasted time and motion on the job are eliminated 
through Sylvania's use of maximum factory pre-assembly 
and unit packing. Fixtures are normally shipped in indi- 
vidual cartons with end caps and accessories in place and 
with shield frame and shielding installed. 


The next time you specify or install recessed lighting, 
check the many advantages of Sylvania Troffers before 
making your choice. Compare Sylvania Troffers feature 
for feature with other makes. Then you be the judge. 

For complete information, write to: 

SYLVANIA LIGHTING PRODUCTS 
A Division of SYLVANIA ELECTRIC PRODUCTS INC. 
Department S-59-10 
One 48th Street, Wheeling, West Virginia 


ано S SYLVANIA 


Subsidiary of 
GENERAL TELEPHONE & ELECTRONICS 


* BEST FIXTURE VALUE IN EVERY PRICE RANGE 
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International Minerals & Chemical Corporation Administrative and Research Center, Skokie, Illinois 
architects: Perkins and Will, Chicago 

general contractor: Turner Construction Company, NYC 
floor: Armstrong Custom Corlon (homogeneous vinyl) Tile, No. 1100, Polar White 


There’s an Armstrong floor precisely right for each particular interior... 
in the cafeteria at International Minerals 


and Chemical Corporation, that floor is 


(Armstrong CUSTOM CORLON TILE 


Red, yellow, blue — fresh, contrasting accents harmonized by 
the subtly colored expanse of Armstrong Custom Corlon Tile. 
Daily mealtime rushes don't mar the lustrous, clear colors of this 
floor. Custom Corlon Tile is completely resistant to spilled 

food and grease stains. When things do get spilled, a quick 
damp mopping cleans the satin-smooth surface. Regular mainte- 
nance is easy and economical. Even accidental cigarette 
burns are easily removed. And exclusive Armstrong manufac- 
turing processes guarantee that this type of homogeneous vinyl 
tile will not shrink or expand. Problem-free, long-lasting 
installations are ensured. 

Technical data on Custom Corlon Tile: uses: above, on, or below 
grade; surface resistance: greaseproof, excellent for acids, alkalis, 
many solvents; dimensional stability: superior; ease of mainte- 
nance: superior; static load limits: 200 psi; underfoot comfort 

and quiet: excellent; gauges: Ha”, W^; sizes: 9” x 9”, 12" x 12”, 
18" x 36"; colors and designs: burl graining and Imperial 
series (a terrazzo effect) in over 30 colors, including plain black 
and plain white. 

Architectural services. Since Armstrong makes all types of 
resilient floors, Armstrong Architectural-Builder Consultants can 
recommend without bias the one type of floor perfectly suited 

to each interior. They can also provide you with the services 

of the Armstrong Research Center, the Bureau of Interior 
Decoration, and special advice from the Armstrong 
Installation Technologists. Contact the Archi- 
tectural-Builder Consultant at your Armstrong 
District Office. Or write to Armstrong Cork 
Company, 1610 Rock St., Lancaster, Pennsylvania. 


Armstrong Floors price list 
Approximate installed prices per sq. ft. 


Over concrete, minimum area 1000 sq. ft. 


156 - 256 30€ - 45€ 50€ - 65¢ 
linoleum Tile .0625" Linoleum Tile .090" Excelon Tile И” 
Asphalt Tile Y" Asphalt Tile 3," (vinyl-asbestos) 
(A, B, C, D and greaseproof) (C, D) Linoleum .125” Battleship 
Asphalt Tile X4” Excelon Tile .0625" Vinyl Corlon .070” 
(A, B) (vinyl-asbestos) Cork Tile Ye” 
Linoleum .0625” linoleum .090" 
80€ - 95¢ $1.00 and over $1.00 and over 
"Futuresq" Vinyl Corlon .070” | “Imperial” Custom Rubber Tile 4" 
Cork Tile 3" Corlon Tile 3" Custom Vinyl Cork Tile Ye” 
Rubber Tile J” Custom Corlon Opalesq Vinyl Tile %” 
"Tessera" Vinyl Corlon .090” Tile Va” 
Linotile %” Cork Tile 5" 


Custom Corlon Tile 2$?" 


Construction Cost Indexes 


Presented by Clyde Shute, Director of Statistical Policy, Construction News Div., F. W. Dodge Corp., from data compiled by E. H, Boeckh & Asoc. Ine. 


Labor and Materials: U.S, average 1926-1929—100 


NEW YORK ATLANTA 
APTS., HOTELS, | COMMERCIAL AND APTS., HOTELS, | COMMERCIAL AND 
RESIDENTIAL OFFICE BLDGS. FACTORY BLDGS RESIDENTIAL OFFICE BLDGS. | FACTORY BLDGS. 
Brick Brick Brick | Brick Brick Brick 
and and and and and and 
PERIOD Brick Frame Concrete Concrete Steel Brick Frame Concrete Concrete Steel 
1930 127.0 126.7 124.1 128.0 123.6 82.1 80.9 84.5 86.1 83.6 
1935 93.8 91.3 104.7 108.5 105.5 72.3 67.9 84.0 87.1 85.1 
1939 123.5 1224 1307 133.4 130.1 86.3 83.1 95.1 97.4 947 
1947 219.3 222.0 207.6 207.5 203.8 180.4 184.0 158.1 157.1 158.0 
1948 250.1 251.6 239.4 242.2 235.6 199.2 202.5 178.8 178.8 178.8 
1949 243.7 240.8 242.8 246.6 240.0 189.3 189.9 180.6 180.8 177.5 
1950 256.2 254.5 249.5 251.5 248.0 194.3 196.2 185.4 183.7 185.0 
1951 273.2 271.3 2637 2749 271.8 212.8 214.6 204.2 202.8 205.0 
1952 278.2 274.8 271.9 2652 2622 218.8 221.0 212.8 210.1 214.3 
1953 281.3 2772 281.0 286.0 282.0 223.0 224.6 2213 221.8 223.0 
1954 285.0 278.2 293.0 300.6 295.4 219.6 219.1 233.5 225.2 2254 
1955 293.1 286.0 300.0 ' 308.3 302.4 225.3 225.1 229.0 231.5 231.8 
1956 310.8 302.2 320.1 328.6 324.5 2372 2357 2417 244.4 246.4 
1957 318.5 308.3 333.1 3452 339.8 2412 239.0 2487 252.1 2547 
1958 328.0 315.1 348.6 365.4 357.3 243.9 239.8 2557 261.9 262.0 
June 1959 344.2 331.0 369.8 388.5 376.9 250.9 246.8 263.9 270.3 271.8 
July 1959 344.2 331.0 369.8 388.5 376.9 2549 249.9 269.5 2762 2752 
Aug. 1959 344.6 331.4 370.4 388.5 376.9 2549 249.9 269.5 276.2 2762 
96 increase over 1939 ' 96 increase over 1939 S 
Aug. 1959 179.0 1707 | 183.4 | 191.2 189.7 195.4 2007 | 183.4 | 183.6 191.6 
ST. LOUIS SAN FRANCISCO 
1930 108.9 108.3 124 115.3 111.3 90.8 86.8 100.6 100.4 
1935 95.1 90.1 104.1 108.3 105.4 89.5 84.5 96.4 997 
1939 110.2 107.0 1187 1198 119.0 105.6 9723 | mA 1165 
1947 202.4 203.8 183.9 184.2 184.0 193.1 191.6 183.7 186.9 
1948 227.9 231.2 2077 210.0 208.1 218.9 216.6 208.3 211.1 
1949 221.4 2207 212.8 2157 213.6 213.0 207.1 214.0 216.1 
1950 232.8 230.7 2219 2253 222.8 227.0 223.1 222.4 222.6 
1951 252.0 248.3 238.5 240.9 239.0 245.2 240.4 239.6 243.1 
1952 259.1 253.2 249.7 255.0 249.6 250.2 245.0 245.6 249.6 
1953 263.4 256.4 259.0 267.0 259.2 255.2 257.2 256.6 259.7 
1954 266.6 260.2 2637 2733 266.2 257.4 249.2 264.1 267.2 
1955 273.3 266.5 2722 281.3 276.5 268.0 259.0 275.0 279.6 
1956 288.7 280.3 287.9 2992 293.3 279.0 270.0 288.9 295.8 
1957 292.0 283.4 2952 307.1 302.9 286.3 274.4 302.9 310.7 
1958 297.0 287.9 304.9 318.4 313.8 289.8 2749 311.5 320.8 
June 1959 306.3 296.9 316.3 332.0 326.0 298.3 285.0 320.8 327.9 
July 1959 306.9 297.5 317.0 332.0 326.0 298.3 285.0 320.8 3347 327.9 
Aug. 1959 306.9 297.5 317.0 332.0 326.0 303.3 287.8 3277 | 3442 334.3 
96 increase over 1939 96 increase over 1939 
Aug. 1959 178.5 178.0 | 167.0 | 177.1 173.9 187.2 189.8 | 179.1 | 1824 186.9 
Cost comparisons, as percentage Then: costs in A are approximately Cost comparisons cannot be made be- 
differences, for any particular type of 16 per cent higher than in B. tween different types of construction 
construction, are possible between because the index numbers for each 
localities, or periods of time within 110—956 _ 0.158 type relate to a different U. S. aver- 
the same city, by dividing the dif- 95 Sr age for 1926-29. 
ference between the two index num- Material prices and wage rates 
bers by one of them; i.e.: Conversely: costs in B are approxi- used in the current indexes make no 
index for city A — 110 mately 14 per cent lower than in A. allowance for payments in excess of 
index for city B — 95 published list prices, thus indexes 
(both indexes must be for the same 110-95 — 0.136 reflect minimum costs and not neces- 
type of construction). 110 2 sarily actual costs. 
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THE WINDSOR 


THE TRIMLINE 


THE WELBACK 


RHEEM-RICHMOND, 


The Fastest Growing Name in Plumbing Fixtures 


RHEEM-RICHMOND’s outstanding quality de- 
rives from insistence оп the best at every step. . . 
starting with the basic enameling cast iron and china 
clays; applying superior design and engineering; en- 
trusting the manufacture only to old line craftsmen 
proud of their work; ending with the most thorough 
inspection system in the industry. You will see the 
result in any display of RHEEM-RICHMOND fix- 
tures . . . whether for schools or other institutional, 
commercial or residential installations. Please write 
for specification literature. 


© 
RICHMOND © 


PLUMBING FIXTURES DIVISION 


Rheem Manufacturing Company, Metuchen, New Jersey 
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Wei: 


concealed door closer semi-concealed door closer 
and Integralock and Magnalock 


The newest fashion in a complete line of 
architectural hardware. Protect your clients, 
specify high style locksets, exit devices, 
rectangular door closers and miscellaneous 
hardware from one manufacturer—Sargent— 
a single source of quality and responsibility 
for almost 100 years. An integrated line of 


surface applied door closer surface applied parallel arm door closer 
and Mortise Lock and Rim Exit Device 


matched designs and finishes. Advanced 
engineering and construction. Features most 
wanted by America’s leading architects. Call 
your Sargent supplier now. Or write Sargent 
& Company, New Haven 9, Connecticut. 


Required Reading 


Contemporary Plates Ilustrate 
Technology of 18th Century 


A DIDEROT PICTORIAL ENCYCLOPEDIA OF TRADES 
AND INDUSTRY. Manufacturing and the Tech- 
nical Arts in Plates Selected from L'Ency- 
Raisonné des 
Sciences, des Arts et des Métiers of Denis 
Diderot. Edited with Introduction and Notes 
by Charles Coulston Gillispie. Dover Publi- 
cations, Inc., 180 Varick St., New York 14. 


clopédie, ou Dictionnaire 


920 pp., illus, (2 vols.). $18.50. 


This fascinating and beautiful col- 
lection of reprinted copperplate en- 
gravings gives an amazingly com- 
prehensive view of French technol- 
ogy in the 18th century. Building 
trades, engineering projects, and ar- 
are portrayed. 
Many different arts, processes, and 
tools are also shown in detail, as are 
agriculture and the military arts. 
These two volumes would be of great 
interest to almost anyone, but par- 
tieularly to architects and engineers 


chitectural crafts 


with some historical curiosity. 


The volumes are large enough (9 
by 12 ins.) to allow most of the 485 
plates to appear in the original size. 
Charles Coulston Gillispie, associate 
professor of history at Princeton, 
contributes an illuminating and in- 
teresting introduction that includes 
à biographical sketch of Diderot and 
describes his great Encyclopedia as 
an achievement of the Enlighten- 
ment. The plates, incidentally, were 


contained in a number of volumes 


intended to be illustrative supple- 


ments to the Encyclopedia itself. 

Mr. Gillispie's explanatory notes 
to the plates deserve special com- 
mendation. They could hardly be bet- 
ter. Mr. Gillispie describes in detail 
what is happening in each picture in 
a style marked not only by authority 
and erudition but also by a combina- 
tion of charm and unforced wit that 
is quite irresistible. For instance, on 
fortress architecture: “These plates 
make it obvious that the influence of 
French taste on Italian exuberance 
had the same effect in military as in 
civil architecture. It curbed imagina- 
tion by geometry and fancy by rea- 
son." 

The plates are divided into 13 sec- 
tions: agriculture and rural arts; 
art of war; iron foundry and forge; 
extractive industries; metal work- 
ing; glass; masonry and carpentry; 
textiles; paper and printing; leather; 
gold, silver, and jewelry; fashion; 
miscellaneous trades. —P.C.F. 
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From the Diderot Pictorial Encyclopedia: 
Prefabricated Bridge. “A retreating army 
would normally burn or blow up its bridges, 
which would have to be replaced by the pur- 
suer. The prefabricated military pontoon 
bridge of the 18th-century military engineer 
did not differ in principle from that of his 
World War II successor, although it was per- 
haps rather more pleasing in design” 


Sourcebook of Industrial Details 


INDUSTRIAL BUILDING DETAILS. By Duane F. 
Roycraft. F. W. Dodge Corp., 119 W. 40th 
St., New York 18, 352 pp., illus. (2nd ed.). 
$12.75. 


This master reference of architec- 
tural details for the industrial build- 
ing designer presents more than 
1500 drawings, each to scale. Text is 
kept to a minimum, appearing only 
when necessary for clarification. The 
details are large enough to trace or 
project for direct use, or they can 
be adapted. The 17 major sections 
cover structural details, walls and 
windows, louvers, roofs and para- 
pets, monitors, floors, ventilators 
and stack curbs, expansion joints, 
flashing, canopies, doors and door 
frames, stairs and landings, ladders 
and platforms, hatch covers and 


frames, catch basins and manholes, 
storage and transport, miscellaneous. 
There are a list of abbreviations, key 
to materials symbols, and a complete 
index. 


Urban Renewal: Three Aspects 


THE CHALLENGE OF URBAN RENEWAL. By M. 
Carter McFarland. Urban Land Institute, 
1200 18th St., N. W., Washington 6. 44 pp. 
#3. 


THE REAL ESTATE MARKET IN AN URBAN RE- 
NEWAL AREA. By Chester Rapkin. City Plan- 
ning Commission, ? Lafayette St., New York 
7. 139 pp. $1. 


THE HUMAN SIDE OF URBAN RENEWAL. By 
Martin Millspaugh and Gurney Breckenfeld. 
Edited by Miles L. Colean. Fight-Blight, 
Inc, 32 South St, Baltimore 2. 233 PPs 
illus. $3.50. 


To those interested in current work 
on urban renewal projects, these 
three soft-cover books offer a variety 
of necessary information. 

The Challenge of Urban Renewal 
is a compact and concise introduc- 
tion to the problem. It explains clear- 
ly exactly what the program is, the 

continued on page 79 


Tj. 


IN FLOOR GRATING 


ELIZABETH, N. 


* Architect; Victor Gruen & Associates, Inc., Detroit, Mich. 


NEW IDEA FOR FENCES — MAINTENANCE-FREE ALUMINUM GRATING 


As shown above, Borden's pressure-locked Aluminum Grating has been used as fencing for the new J. L. 
Hudson Northland Shopping Center in Detroit, Mich. 


The light weight aluminum grating forms a child-proof and maintenance-free fence. The alloys used were 
selected for their corrosive resistance and high strength. 


Thus in the utilization above, Borden has helped open the way for another new field for grating where 
only standards of quality equal to Borden's will do. 


BORDEN METAL PRODUCTS CO. 


Gentlemen: 
Please send me BORDEN Catalog 


r 
Write for complete | 

information on BORDEN | 

All/Weld, Pressure Locked, and Riveted Floor | 
Gratings in this FREE 16-page catalog | 
: I 

| 

| 

| 

| 

| 

L 


COMPANY NAME... 


BORDEN METAL PRODUCTS CO. 


822 GREEN LANE Elizabeth 2-6410 ELIZABETH, N. J. ST. AND NOS. «essen nennen тектери 


CITY AND STATE. „ааа ання 


Plants: Union, N. J. — Leeds, Ala. — Conroe, Texas — Beeton, Ontario 
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"CERAMIC TILE...FOR UNLIMITED SERVICE AND 


The project: a uniquely designed patio-retreat. The landscape architect-designer: James 
Rose. Ingredients: ceramic tile and imagination. Result: another idea stimulator for 
ceramic tile—the lifetime material which doesn’t burn, scrateh, dent, stain or fade. The 
surfacing material which cleans easily and never needs wax. The versatile home surf 


ac- 
ing which gives you wide latitude for unique designs. 


CERAMIC TILE 


Design for Patio-Retreat by James Rose 


The multiple benefits of ceramic tile 
will pay off handsomely for yourself 
and your client on any residential, 
institutional or commercial project 
you undertake. See your local tile 
contractor for up-to-date 
information—including all the 
details on the new lower-cost 
installation methods and the new 
dry-curing, thin-setting bed mortars. 


PARTICIPATING COMPANIES 


American Encaustic Tiling Co., Ine. 
Atlontic Tile Mfg. Co. 
Cambridge Tile Mfg. Co, 
Carlyle Tile Co. 

General Tile Co. 

Gladding, McBeon & Co. 
Jackson Tile Mfg. Co. 

Jordan Tile Mfg. Co. 

lone Star Ceramics Co. 
Monarch Tile Mfg. lac. 
Mosoic Tile Co. 

Murray Tile Co., Inc. 
Notional Tile & Mig. Co. 
Olean Tile Co. 

Pacific Tile and Porcelain Co. 
Pomona Tile Mfg. Co. 
Ridgeway Tile Co. 

Robertson Mig. Co. 

Sparta Ceramic Co. 

Stylon Corp. 

Stylon Southern Corp. 
Summitville Tiles, Inc. 
Texeramics, Inc. 

United States Ceramic Tile Co. 
Universal Potteries, Inc. 
Wenczel Tile Co. 

Winburn Tile Mfg. Co. 


TILE COUNCIL OF AMERICA, INC. 


800 Second Avenue, New York 17, N. Y.) 
Room 933, 727 West Seventh St., 

Los Angeles 14, Calif.; 
Room 207, 5738 North Central 
Expressway, Dallas, Texas 


CERAMIC 


ile 


Required Reading 
continued from page 76 


legislation behind it, its place in the 
economy, and its part in community 
problems. It can be used as a valu- 
able educational booklet to pave the 
way for a needed project. 

The Real Estate Market in an Ur- 
ban Renewal Area is a specific study 
of a 20-block section of Manhattan's 
West Side that was executed as a 
preliminary examination of a pro- 
posed renewal project. Mr. Rapkin 
goes into great detail in pointing 
out the trends in types of housing, 
property ownership, and property 
values. He includes many tables 
and charts which give a forceful 
demonstration of the need for re- 
habilitation and renewal. This study 
should prove to be a very useful ex- 
ample to communities contemplating 
the start of a project. 

The Human Side of Urban Re- 
newal traces the non-housing prob- 
lems encountered once a program is 
started. In examining the early ex- 
periments of Baltimore, Chicago, Mi- 
ami, and New Orleans, the authors 
point out problems arising from 
prejudice, tradition, family and fi- 
nancial difficulties which are as im- 
portant to the rehabilitation of an 
urban area as are the new construc- 
tion or rejuvenation of housing 
units. This book, published as a sum- 
mary report of the Fight-Blight pro- 
grams, should be read by the sup- 
porters of any type of rehabilitation 
work. 


—CAROLINE BRADY 


Urban Renewal: More Aspects 


TWENTY YEARS OF PUBLIC HOUSING: ECONOM- 
IC ASPECTS OF THE FEDERAL PROGRAM. By 
Robert Moore Fisher. Harper & Bros., 49 
E. 33rd St., New York 16. 303 pp. $6.50, 


EDUCATION TO FORWARD URBAN RENEWAL IN 
PHILADELPHIA. By Howard W. Hallman. 
Philadelphia Housing Assn., 1717 Sansom 
St., Philadelphia 3. 49 pp. (mimeo.). $1. 


THE HOUSING YEARBOOK, 1959. National 
Housing Conference, 1025 Connecticut Ave., 
М. W., Washington 6. 72 pp. illus. $3. 


PROCEEDINGS, SECOND NATIONAL CONFERENCE 
ON COOPERATIVE HOUSING. Cooperative 
League, 343 S. Dearborn St., Chicago 4. 30 
pp. $1. 


URBAN REAL ESTATE RESEARCH. By David T. 
Rowlands. Urban Land Institute, 1200 18th 
St., N. W., Washington 6. 94 pp. $4. 


COMMUNITY FACILITIES: A LIST OF SELECTED 
REFERENCES. Prepared by National Housing 
Center Library. National Assn. of Home 
Builders, 1625 L St., N. W., Washington 6. 
170 pp. Free. 

another book on page 382 
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OUT GO 


CLASSROOM 
WELDING 


FUMES 


right from 
the source... 


ALARM 


Ж 


uil cc AR-M ON 


DUAL 
-L-EXHAUSTER 


“on-the-spot’ 
with powerful suction in 


assures 


magnet-base receptor 


LIFETIME MAGNET-BASE 


holds exhaust receptor fast on work 


or nearby metal. No bulky counter- 


balances needed. Flexible tubing 
gives full, easy maneuverability. 
Car-Mon's simple installation thor- 


oughly exhausts gases, smoke and 
heat . . . gives practical, low-cost air 
cleaning for any classroom layout or 


12 outlets) 


size. 


{available up to 


Mewt 


development by 
CAR-MON, spe- 
cialist in carbon 
monoxide removal 


Also 


available in 
PORTABLE 
UNIT 


Write for Full Details and Catalogs 


PRODUCTS, INC. 


1541 W. Devon Ave. * Chicago 26, 111 
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^ 
The Tramrail carrier seen here is approaching one of the 
penthouses built at each end of the track. The penthouse 
doors open and close automatically as the carrier passes 
through. The load lowers to the floor inside. 


Loading Tramrail freight van inside building. At a touch > 
of a button, it hauls heavy loads long distances, day or 
night, through heat or cold, rain or shine, dependably, 


at low cost. 


Nee every plant has thousands of square 
feet of idle roof area, yet their working 
areas may be starved for floor space. 

Using the roof for materials handling by means 
of an automatic Cleveland Tramrail system can 
be a big help in relieving a crowded plant. And 
the roof need not be flat. Even a saw-tooth or 
gabled roof can be used to support a Tram- 
rail track. 

The automatic system illustrated here brought 
about tremendous savings. It, in effect, joined 
two factory departments and enabled as efficient 
an operation as though they were physically 
adjacent. It reduced the handling cost to the 
barest minimum because the Tramrail carrier 


ARCHITECTURAL RECORD November 1959 


AUTOMATIC 


HANDLING SYSTEM ON ROOF 


Provides BIG SAVINGS in 
Handling Materials between 
Distant Departments 


shuttles back and forth without need of attend- 
ants. It eliminated other overhead expenses. 

Cleveland Tramrail engineers have had wide 
experience in the design and application of 
automatic materials handling systems and will 
be happy to discuss ways of helping you with- 
out obligation. 


Write for free '' Automatic Handling” Booklet. 


CLEVELAND £2 TRAMRBAIL 


am ать ГРУ ZS B ак amma 


2, 


к Overhead Materials Handling Equipment 


CLEVELAND TRAMRAIL DIVISION e THE CLEVELAND CRANE & ENGINEERING CO. e 2551 E. 290 ST. e WICKLIFFE, OHIO 


“ADT Automatic Protection pro- 
vides us with dependable safe- 
guards against fire in every sec- 
tion of our plant, We are happy 
to relate that we are obtaining 
this protection at a saving of ap- 
proximately $12,000 annually.” 


Assistant General Manager 


THE CLEVELAND CRANE & 
ENGINEERING CO., Wickliffe, Ohio 


Uses ADT 
protection and 
saves 12,000 a year! 


World-famous for its line of overhead cranes, overhead materials handling 
equipment, and Steelweld press brakes and shears, Cleveland Crane must keep 
production rolling to meet the big demand for its products. 


To safeguard property, profits, and the lives and jobs of employees, the 
232,000 square feet of plant space is equipped with automatic sprinklers, 
backed up by ADT Automatic Protection which summons the fire department 
whenever the sprinklers operate. 

This efficient fire-fighting combination makes it possible to obtain greatly 
improved protection at lower cost by rearranging the hourly patrols required 
in a plant of this size, effecting a saving of $12,000 a year. 

You, too, can enjoy better protection and substantial savings through use 
of ADT Automatic Protection Services. Whether your premises are old or new, 
sprinklered or unsprinklered, the appropriate combination of ADT Automatic 
Services will protect you against fire, burglary and other hazards—and at 
lower expense than less effective methods. 


Call the ADT office listed in your phone book, or write our Executive Office. 


Controlled Companies of 


AMERICAN DISTRICT TELEGRAPH COMPANY 


A NATIONWIDE ORGANIZATION 
Executive Office: 155 Sixth Avenue, New York 13, N. Y. 
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Builder: Sugar Brothers * Designer: Matthew J. Rosenstock and Associates * Consulting Architect: Eugene F. Peddle, A. I. A. 
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d EY 
Harry Sugar (left), one of the builders, 
and designer Matthew J. Rosenstock 


Individual GAS 


units to cool and heat 
new $2 million 
apartment house 


Akron's luxurious Carlton House will mark the largest use of 
individual gas air conditioning units in a single apartment 
house. 

Summer cooling and winter heating will be provided for the 
suites by 58 three-and-a-half and five ton Arkla-Servel Sun 
Valley gas air conditioners. 

The Arkla-Servel gas air conditioning units were chosen 
after serious consideration of all types available. The de- 
signer insisted that each apartment have individual thermo- 
stat control as well as individual installations to eliminate 
the need for large compressors and any possible vibration. 
Because gas is also used for cooking as well as heating and 
cooling, there was no need for installing heavy cable, either. 

The Arkla units will be installed in the utility rooms of 
each suite, Four small water towers, located on the roof, will 
provide condensing water for the system. The water will be 
constantly recirculated, thus keeping its cost at a minimum. 

Check the facts and you too will see that modern Gas air 
conditioning out-performs all others. For specific details call 
your local Gas Company’s air conditioning specialist, or write 
to the Arkla Air Conditioning Corporation, General Sales 
Office, 812 Main Street, Little Rock, Ark. American Gas 
Association 


Akron’s 7-story Carlton House to be 


cooled with individual Arkla-Servel units for Cooling GAS is Good Business 
5 › ] 
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Haughton 


elevoni 


wellspring of progress 
in vertical transportation 
for multi-floor buildings 


Elevonies...the application of electronic devices 
for the betterment of elevator design and performance, 


It is in this special field of science that Haughton Engi- 
neers are opening new doors to progress in elevator 
technology. For example: Haughton Elevators that think 
for themselves are now operational in buildings coast-to- 
coast. They combine the economy and efficiency of true ' 
automated (operatorless) control with new swiftness, 
comfort and safety. 


Motivated by an amazing electronic brain that antici- 
pates elevator service needs at every moment in a busy 
building's life, these elevators are dispatched at proper 
time and in proper sequence to meet traffic needs exactly. 


And, though complex is the job they do, Haughton 
operatorless elevators that think for themselves feature 
simplified design to assure complete reliability and sub- 
stantial savings in operation. 


If you want to upgrade elevator service and cut costs, 
call on us. A background rich in experience, and a future 
dedicated to the quest for new advancements in elevator 
technology, are your assurance we can best meet your 
elevator design, modernization or maintenance needs, 


throughout America... Haughton Operatoriess Elevators 


Stephens T. Mason Building, Lansing, National Bank of Detroit, Detroit, Libbey-Owens-Ford Building, Toledo, ^ Universal Building, Washington, D. C.; 
Michigan; Smith, Hinchman & Grylls, Michigan; Albert Kahn & Associ- Ohio; Skidmore, Owings and Merrill, LeRoy Werner, Architect 
Architects and Engineers ates, Architects Architects 


EMBLEM OF ) Һ h t 
IM augnton 
TRANSPORTATION elevator company 


DIVISION OF TOLEDO SCALE CORPORATION 
Executive Offices and Plant, TOLEDO 9, OHIO 
FACTORY BRANCHES TO SERVE YOU COAST-TO-COAST 


Light 


for the surgeon’ 
highest skill _ 


pv-22e А mew and significant advance 
in the dual video concept 


The probing integrity of Amsco's surgical lighting research .,. 
which originated the now-routine dual video concept . . 
currently validates still further advances of significant 
benefit to the surgeon, his patient and the operating team. 


“Lumitrol” filter absorbs heat-producing infra-red rays and 

transmits natural, color-corrected light of the highest 

surgical quality yet attained. 

-foot extruded aluminum twin tracks for maximal coverage 

the operating table... are ceiling mounted and designed 

minimize dust dispersal. 

Prlghtweight “Rotoflex” arms increase “head space" around | 

_ the table; permit circulating personnel to position lights in | 

сап planes, easily and accurately. ("Pinpoint" positioning — - | 

| 
| 
| 


geon himself continues to be accomplished with TE MV 


ndly engineered and manufactured with traditional | NG: x 

o precision, the DV-22E adds sturdy dependability and 

less faction t in further РЕ of the surgical team. 

World's largest desinet ges 
es 


of Sterilizers, Sur&ici Г Ligh 
and Related Equiprr Г" 
| 


Four new Kawneer unit wall systems for every 
Remarkable design flexibility allows you to use 
In addition, they conquer one of curtain wall’s 
they are watertight! 


CORD November 1959 


SERIES 1000 a grid and panel facing system for new 
and old buildings. 


For use as a metal wall system for new construction with special 
adaptation for modernization of old buildings. Wide range of 


choring systems and mullion stiffeners make the Series 1000 adapt- 
able to many types of buildings. 


Design Character: equal 
thin-line faces on vertical 
and horizontal grid mem- 
bers. Flat appearance with 
minimum shadows. 

Sash Types: sliding, case- 
ment, projected. 

Sealing and Glazing: dry 
gaskets or mastic type. 


SERIES 2000 a system for low rise buildings 


Pre-assembled wall units designed for wall areas up to 4' x 13° 
without added anchorage. Light horizontals and three vertical 
mullion depths of 2%", 3/4", and 4%". Flexible for wall units of low 
cost or small span per unit. 


Design Character: domi- 
nant verticals of several op- 
tional depths. Wall units 
may be of either standard or 
optional designs. 

Sash Types: casement, pro- 
Jected-in, projected-out, top 
hinged. 

Sealing and Glazing: dry 
gaskets or mastic type. 


SERIES 3000 a system for low rise buildings. 
Pre-assembled wall and door units designed for areas up to 4' x 
16' without added anchorage. 

Heavier horizontals and three vertical mullion depths of 34", 4%", 


and 6” give design boldness and greater flexibility of vertical span 
than 2000 series. 


Design Character: domi- 
nant verticals in wide range 
of either standard or op- 
tional designs. 

Sash Types: casement, pro- 
jected-in, projected-out, top 
hinged, center pivoted. 
Sealing and Glazing: dry 
gaskets or mastic type. 


SERIES 4000 a system for high rise buildings 
Pre-assembled wall units designed principally for multi-story use. 
Mullion profile and glass line is variable to conform to archi- 
tectural design. 

Design Character: dominant 
verticals or two-way grid as 
desired. Units assembled to 
order using standard details 
and basic shapes but with 
a choice of profiles. 

Sash Types: center pivoted, 
top hinged, projected-in, 
projected-out, casement. 
Panels: any type 

Glass: any type 

Sealing and Glazing: dry 
gaskets or mastic type. 


Mail coupon for complete information, representative details 
on the four new Kawneer Unit Wall Systems. 

Mail to: KAWNEER COMPANY, Dept. AR-119, Niles, Mich. 
Dear Sits: Please send me free book containing complete informa- 
tion and representative details on the four new Kawneer Wall 
Systems immediately. 


building, every budget. 
them imaginatively. = 
major problems... E 


new Kawneer Unit Wall Systems. 
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KOHLER 
DYNAMETRIC 


Dynamic symmetry 
Increased comfort 
Easy installation 


The Kohler Dynametric, of balanced contem- 
porary design, offers new bathing luxury, bath- 
room beauty, safety, practical utility. 

A symmetrically enlarged bathing area assures 
roomy comfort. The bottom is flat for safety, 
the end sloped for stretch-out reclining. All four 
corners provide useful surfaces—as convenient 


KOHLER or KOHLER 


seats in front, for toilet articles at the rear. 

Straight front styling, 32-inch width, and ma- 
chine ground back and ends— together with four 
cast-on leveling supports, insure firm, time- 
saving installation. 

The chrome-plated Constellation fittings — 
engineered for finger-tip control—are solid brass 
for maximum wear and corrosion resistance, 

The Dynametric is presently available in the 
5' recess model, left or right outlet— white and 
six colors. 


KOHLER CO. Established 1873 KOHLER, Wis. 


ENAMELED IRON AND VITREOUS CHINA PLUMBING FIXTURES • BRASS FITTINGS 


ELECTRIC PLANTS * AIR-COOLED ENGINES « 
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PRECISION CONTROLS 


BRIXMENT 
MORTAR 


Is More Durable 


thaw them for forty or fifty times, with a little water in 
the pan (the freezing unit of your electric refrigerator 
will do). See the difference with Brixment mortar! 


To compare the durability of Brixment mortar and 
ordinary cement-and-lime mortar, make a cylinder of 
each, let them “cure” for a month, then freeze and 


—AND DURABILITY MEANS 
PERMANENT STRENGTH AND BEAUTY 


For permanent strength and beauty, 
mortar must be durable—must be able 
to withstand the alternate freezing and 
thawing to which it is subjected many 
times each winter. 


Brixment mortar is more durable, This 
greater durability is due partly to the 
strength and soundness of Brixment 
mortar, and partly to the fact that an 
air-entraining water-repelling agent is 


incorporated into Brixment during man- 
ufaeture, This helps prevent the mortar 
from becoming saturated — therefore 
protects it from the destructive action 
of freezing and thawing. 


Walls built with Brixment mortar there- 
fore retain their original strength and 
appearance — even parapet walls and 
chimneys, where exposure is particularly 


severe. 


LOUISVILLE CEMENT COMPANY, LOUISVILLE 2, KENTUCKY 


Cement Manufacturers Since 1830 
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KAISER CENTER 

New Home Office for the World-wide 
Kaiser Companies 

Oakland, California 


ARCHITECTS and 
Welton Becket & A Ҹ 


STRUCTURAL INEERS: * 
Murray Erick A. 


САГ and ELECTRICAL 
S: 
Deane & Associates 


чы анан 
і 
""— 
= 


Floor areas electrified 
in the West's 
largest office building 


Milcor Celluflor anticipates 
tomorrow’s electrical load 
in new Kaiser Center 


Here, to provide unlimited electrification at low cost — and 
meet the challenging construction requirements of a fan- 
shaped floor layout — the architect has combined four types 
of Milcor Celluflor panels. 


In addition to being the structural floor, the underfloor 
cells serve as raceways to handle the complex cable systems 
required by illumination, communications, and hundreds of 
pieces of electronic office equipment in this new 28-story 
building. And — there’s electrical capacity to spare! Service 
outlets can be installed practically anywhere on the floor. 
They can be relocated or new ones added — or circuits can 
be changed — without costly alterations. 


There are other advantages of Celluflor — savings of steel, 
footings, and construction time. For details, see Sweet’s 
Architectural File, section 2a/In — or write for catalog 270. 


Electrical header duct carries electrical 
feeder circuits from the distribution panel 
transversely across Celluflor cells. Definite 
patterns of service repetition are estab- 
lished so that proper raceways are easily 


® located, when electric power, telephone, 
ILCO. E e 1 lu T 1 signal, or other service outlets are required 
O n in any floor area. 


It pays...in many ways... 
to specify Milcor Steel Building Products 


MILCOR WALL PANELS: 
Sweet's, 3b/In 


MILCOR ROOF DECK MILCOR CELLUFLOR: 
к: а . 
: n Sweet's, 2a/ In 
Sweet's, 2[/InL 


MILCOR ACOUSTIDECK : MILCOR METAL LATH: 


Sweet's, 11a/In Sweet's 12a/In 
MILCOR RIBFORM: MILCOR ACCESS DOORS: 
Sweets, 2h/In Sweet's, 16j/In 


[27] 


INLAND STEEL PRODUCTS COMPANY Member of the « у» Stee! Family 
DEPT. D, 4033 WEST BURNHAM STREET, MILWAUKEE 1, WISCONSIN ATLANTA. BALTIMORE. BUFFALO. CHICAGO. CINCINNATI. CLEVELAND, 
DALLAS. DENVER, DETROIT. KANSAS city, LOS ANGELES. MILWAUKEE. NEW ORLEANS, NEW YORK, ST. LOUIS. ST. FAUL. 
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in A Donley 


INCINERATOR 


Once it was a delicious red apple; now it’s a gar- 
bage problem! But garbage and rubbish can be 
deposited any time and destroyed almost imme- 
diately in a Donley Incinerator. To eliminate 
large accumulations of garbage and rubbish, 
Donley Automatic Safety Burners provide fre- 
quent small fires at regular intervals. This Donley 
principle of frequent burning minimizes smoke, 
odor and fly-ash, It also avoids the destructive heat 
of large fires that damages incinerators and flues. 


Donley incinerator designs and equipment meet 
operating standards established by leading fire in- 
surance companies, testing laboratories and most 
municipal building codes. Write today for your 
Donley Incinerator Catalog or see it in Sweet's. 


THE Dorte BROTHERS COMPANY 


13972 Miles Avenue Cleveland 5, Ohio 


Trouble-free Donley Incinerators 
were specified for this large residential 
development in Philadelphia. 


8233-DB 
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Employment Security Building, Baltimore, Md. * Architects: Fenton & 
Lichtig, Baltimore * Contractor: Blake Construction Co., Inc., Wash- 
ington, D. C. * Hardware Supplier: Alber! Gunther, Inc., Baltimore 


America builds 


for the future... 
with 


Impressive is the word for the handsome 
new Employment Security Building in 
Baltimore, Md. And indicative of the care- 
ful planning that went into it are Russwin 
Tempo design Stilemaker locksets. This 
smartly styled, heavy-duty doorware not 
only complements the building’s modern 
architecture, but offers many features 
Russwin-engineered for long, trouble-free 
service. Ball bearing pin tumbler lock cyl- 
inders, for example, minimize lock wear. 
Extra-length knob shank bearings hold 
knobs rigid, rattle-free, Latch bolts with 
a full 54” throw provide positive security. 
Write for detailed information about 
Russwin's popular Stilemaker line. Russell 
& Erwin Division, The American Hard- 
ware Corporation, New Britain, Conn. 


For any доог... ‚їп any building 


Rustwin’s “Top-railer 500 Series Door ы RUSSWIN 


Closers ore used for dependable door control 
in the Employment Security Building. Rugged 
Russwin Unilocs are used on entrance doors. 
DISTINCTIVE DOORWARE 


PEEL MIT es creed 


“Harmony in line" for ceilings, sidewalls, floors... _ 


Now . . . for the first time . . . you can use а com- 
bination of grille types throughout a building AND 
YET BE ABLE TO CARRY OUT A HARMONIOUS 
LINEAR KEYNOTE IN INTERIOR GRILLE DE- 
SIGN. These matching Titus grilles are truly un- 
matched for their sheer linear architectural beauty. 


AND THERE I8 NO COMPROMISE IN GRILLE 
PERFORMANCE HERE! Each of these Titus ex- 
truded aluminum grilles is specially designed to 
fit a specific application in ceiling, sidewall, floor 

. . . YOUR GUARANTEE OF THE MOST EF- 

AY DA АШК FICIENT AIR DIFFUSION. 

не сеа ма саң Each grille is of fabulous aluminum . . . light, 


strong, corrosion-resistant and with long-lasting 
natural beauty. 


Titus model C-2700 & C-2800 SLIM-LINE GRILLES 
designed for ceilings. 1-woy and 2-way deflection models. *PICTURED ABOVE: Titus Series C-2500 
Any length — many standard widths. Lineor Type grille for sidewalls, 


Titus model C-3100 CONVECTOR ENCLOSURE. Titus model 3000 FLOOR GRILLE WITH REMOVABLE 
Today's most modern covering for convectors, radiators, FACE, Grille face lifts out of frame, then is replaced after frame is 
air conditioning ond ventilating units. Grille faces in top installed in floor. Any length, many stand. widths. 


“and side. 
by 
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matched linear grilles 


of extruded aluminum 


- HUS 


Today's first complete line of quality extruded aluminum grilles . . . 


made of the very finest aluminum extrusions from Titus’ own 4 _ 


extrusion presses. All types of grilles and registers including 


Titus also custom makes extruded aluminum 
grilles to fit any design, finish or color. WRITE FOR DETAILS. 


YOURS FREE... 


this new “PORT- 
FOLIO OF TITUS 
EXTRUDED ALUM- 
INUM GRILLES 
AND REGISTERS.” 
Fill out coupon, 
clip to your com- 
pany letterhead 
and mail today. 


Ma eu egy ТИМЕ ЕОНИ 


outside louvers and louver penthouses. 


EXTRUDED ALUMINUM 
Gries 


TITUS MFG. CORP., WATERLOO, IOWA 


Please send new “PORTFOLIO OF TITUS EXTRUDED 
ALUMINUM GRILLES & REGISTERS.” 


city state 
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functional beauty ` 
and "linen" luxury ? 


1 
1 
1 


Linen Supply ............. 


and National Cotton Council * 22 West Monroe Street, Chicago, Ill. 


100 


= New First American National Bank Building, Duluth, Minn. 
Architect Thomas J. Shefchik, А.1.А., Duluth. Contractor: 
Fowler-Veranth Construction Company and Klippen-Holm 
Company, Duluth. 


You provide the finest in hand drying fa- 
cilities AND MORE when you specify 
continuous towel cabinets. 

Low cost installation and service by a 
linen supplier . . . Reduced maintenance and 
janitorial costs . . . Elimination of litter, stor- 
age and disposal problems... Limits fire 
hazard and plumbing repairs. 

Add to this, the fact that you do not 


A арол pev Dia f Орао 
Illustrated, includes. specifica- 
tions for recessed unit and con- 
tinuous cloth towel cabinets. 
Write—to Linen Supply As- 
sociation on your letterhead. 
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^ Recessed continuous: towel cabinets with base storage units. 
End clutter of waste receptacles. Integrate with the modern 
design of the wash room. (This installation serviced by: 
American Linen Supply Company, Duluth.) 


obligate the owner to any particular serv- 
ice, even when you specify recessed cabi- 
nets like the ones pictured above. (Re. 
cesses are designed to accept any of a wide 
variety of cabinets.) 

So, why not make sure your clients get 
the best? Specify the luxury and quality 
of cotton toweling . . . include continuous 
towel cabinets in your design. 


“Telephone planning 
is just the kind of 
built-in convenience 
home buyers want” 


—SAYS CHARLES V. SIMMS, 
CUSTOM BUILDER OF DAYTON, OHIO 


“You can’t ignore what people want,” 
says builder Charles Simms, of Dayton. 
"People do want telephone-planned 
homes today. 


"Five years ago, pre-wiring a home 
for telephone service was a special fea- 
ture few people expeeted. Today, they 
ask about it, even insist on it. They 
appreciate the convenience of having 
built-in telephone outlets throughout 
their home—and the common sense of 
having wires concealed inside the walls, 
with only neat outlet plates visible," 


Mr. Simms builds custom homes 
priced from $18,000 to $40,000 with 
as many as nine telephone outlets in 
them. They are advertised as 'Com- 


Your local Telephone Business Office will gladly help munication Conditioned" homes. 


you with telephone planning for your homes. For "A builder has to merchandise his 

details on home telephone installations, see Sweet's | product," says Mr. Simms, “and tele- 

Light Construction File, 8i/Be. For commercial | phone planning is good merchandising. 

installations, Sweet's Architectural File, 32a/Be. The publie wants this feature—and the 
telephone company makes it practical 
to offer it, costwise.'" 


The builder and telephone representative Mary Ellen Sears stand before “The Brookfield" 
—chosen Dayton's Home of the Year'"—in Mr. Simms’ Spring Valley Acres development. 


HOME OF TEE YEAR 
Fe бюра 
А GUS. (зи iue 
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Rochester adds another concrete parking ramp made with 
LEHIGH 


EARLY STRENGTH 


106 


CEMENT 


L. Dur 


* mari Eee» 


Eight parking levels contain 551 metered spaces. Motorists park their own cars, taking 


advantage of such modern features as automatic 
a counting system which tells them where spaces are available. 


e The Clinton Avenue Parking Ramp is another 
structure resulting from the forward thinking of 
the City of Rochester, N. Y. Because of the 
ramp, 551 more cars have been removed from 


the curbs of busy downtown streets. 


For the second time in 26 months (the city's 
523 car MortimerStreet Parking Ramp was com- 
pleted in March '58) Lehigh Early Strength Ce- 
ment was chosen for a big Rochester parking 
facility. The tight schedule called for placement 
of concrete during most of the Fall and Winter 
months. Work progressed so well that six floors 
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oin changers, passenger elevators and 


were opened temporarily during the Christmas 
rush. After the holidays, concrete pouring was 
completed. The ramp has been producing full 


income since April. 


This is another example of how Lehigh Early 
Strength Cement saves time and money in 
modern concrete construction. Lehigh Portland 


Cement Company, Allentown, Pa. 


LEHIGH 
CEMENTS 


Architect: 
Bohacket & Flynn 
Rochester, М. Y. 


Contractor : 
Le Chase Construction Corp. 
Rochester, N. Y. 


Ready Mix Concrete: 
L M. Ludington's Sons, Inc. 
Rochester, N, Y, 


Bedford High School 


Bedford, Ohio 


Architects: Charles Bacon, 
Rowley & Associates, Cleveland 


Electrical Engineers: 
Paul C. Mehnert and Charles K. 
Reid, Cleveland 


Contractors: Standard 
en FRANK ADAM STAGE 


With Frank Adam performing “behind the scenes", the 


FRANK ADAM EQUIPMENT STARS AT entire spectrum is instantly on command 
NEW BEDFORD HIGH SCHOOL AUDITORIUM to match the mood to the play. 
A complete range of Frank Adam lighting systems 

is available, ‘‘tailored-to-the-job’’, for every 
requirement—in school and college, theatres— 
or any other kind of auditorium. 


Ф MAGNETIC AMPLIFIER DIMMERS . 
No electronic tubes, no relays, no moving parts, nothing 
to wear out. Instant response! 


THREE SCENE PRE-SET 
Permits pre-setting of lights on all 21 controls for 3 Take your cue from the country’s leading architects — 


scenes or for 2 scenes in advance of present scene. specify Frank Adam Stage Lighting Control Systems. 
FADER CONTROL Send for fact-filled brochure! 
allows scene-to-scene fading. 


BLACK-OUT CONTROL — Provides instan- 
taneous black-out or fade-out of any scene. 


SLIDING CONTACT-TYPE CROSS See our cotelog in SWEETS (8 
CONNECT PANEL 

Permits any of the 72 branch circuits to be connected to NK 
any of the 21 dimmed or 3 non-dimmed circuits. AM ELECTRIC COMPANY 


Р О BOX 357. MAIN P O + ST LOUIS 66, MO 


tches + load centers + Quikheter 


+ panelboards + switchboards = 
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Sit on it, stand on it— 


ASE's honeycomb top will keep its perfect surface 


It's no secret that office workers are hard on 
furniture. This edge-sitter, for instance, might 
harm another desk. But ASE’s exclusive honey- 
comb top will stand many times his weight. This 
same construction is used in airplanes for its 
strength and ability to keep a perfect surface. 
Tops on all ASE desks are made this way. Yet, 
there's no premium for this extra quality. 

ASE furniture is designed for efficiency, and 


ARCHITECTURAL RECORD November 1959 


made to take active use. It requires the absolute 
minimum of maintenance. And ASE offers a com- 
plete line of office furniture, You will find a wide 
choice of colors as well as desk top materials and 
chair fabrics, This is furniture you can recom- 
mend with confidence. It will reflect your good 
judgment for years to come. For complete 
details, write: All-Steel Equipment Inc., Depart- 
ment A, Aurora, Illinois. 


ASE 


ALL-STEEL EQUIPMENT Inc., Aurora, Hlinois 


Desks • Chairs + L-units + Credenzas • Tables 
Bookcases + Filing Cabinets • Storage Cabinets 


for building and industry. 


from Design Series No. 101M = Interior Wall Systems 


CORPORATION 


®Mosonite Corporation—manufacturer of quality panel products 


*Reg. T.M. U.S. Pat. Off. by L A. Darling Co. 


So unusual is this new wall system, so excep- 
tional its possibilities, that it may well mark a 
turning point in the history of interior design. 
With the Masonite” Panelok* wall system, 
the complete room — floors, windows and walls 
— can be designed for function as well as appear- 
ance. Upon the handsome surface can be sup- 
ported cases, shelves, racks, artistic objects, and 
even legless tables and counters, as the sketches 
show. Here, truly, is the 3-dimensional wall. 
'The method is ingenious yet simple. Between 
each 2-foot section of dense, sturdy Masonite 
hardboard is a hidden metal lockstrip, slotted 
to receive a variety of Adjust-A-Bilt* acces- 
sories. All can be moved in a moment to left or 
right, up or down, without injury to the wall. 
The panel surface itself is a thing of beauty. 
It is available in a choice of four contemporary 
tones on a beautiful wood-grain pattern, ex- 
pertly applied at the factory; or unfinished ready 
for painting. 
We'll send you a colorful booklet describing 
Panelok and its uses. Just send us the coupon. 


Zone. County. State. 


г-=-=-=-=-=-=----------------- 
| Masonite Corporation 

| Dept. Ak-11, Box 777, Chicago 90, III. 

| In Canada: Masonite Corporation, Gatineau, Quebec 
1 Please send me тоге information about Masonite 

1 Panelok. 

| 

| Name 

| Firm. —= 
| 

| Address. 

| 

| City. 

l 

l 

| 

1 


nH I 
ШШШ 
|| | 
‘il 
vada 


Architect; .. Skidmore, Owings & Merrill 
Consulting Engineer: .....Weiskopf & Pickworth 

General Contractor: -George A. Fuller Company 

Concrete Contractor: Knickerbocker Construction Company 
Fabric Distributor: . Carroll-McCreary Company, Inc. 
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Concrete work in 
is reinforced with 


ye north of Grand Central Station a new skyscraper 

is rising to join New York’s storied skyline. It is 
the 52-story Union Carbide office building. During the 
razing of the Hotel Marguery, formerly on the site, and 
the erection of the new skyscraper, Grand Central 
trains operated below—on time, without interruption. 

USS American Welded Wire Fabric was used through- 
out this building to add strength and durability to 
concrete work. To meet the differing requirements of 


USS American Welded Wire Fabric style 22-1212 was used 
to reinforce the thin layer of concrete encasing the structural 
steel for fire protection. The closely spaced small members 
of fabric ideally suit it for this reinforcement to prevent 
crack-causing stresses due to temperature changes and struc- 
tural deflection. The fabric readily shapes to the steel and 
retains its rigidity in the bent form. Large sheets can be 
applied to speed construction, 


concrete slabs, fills and fireproofing, three USS American 
Welded Wire Fabrics—of varying weights—were used. 

American Welded Wire Fabric has long been used 
successfully and economically in practically every form 
of structure. It has an enviable record of successful 
structural application in the world’s tallest and largest 
buildings. For more information on American Welded 
Wire Fabric, write to American Steel & Wire, Dept. 
9382, 614 Superior Avenue, N. W., Cleveland 13, Ohio. 


USS and American are registered trademarks 


Short span concrete slabs are structurally reinforced with a 
rectangular style of USS American Welded Wire Fabric. 
The high yield point of the cold-drawn wires permits higher 
working stress, thus reducing the amount of steel to be 
handled and installed. It is easily draped and placed at 
points of maximum stress due to positive and negative 
movement. Long fabric rolls speed installation and assures 
continuity of slab action through continuous reinforcement, 


new Union Carbide Office Building 


American Steel & Wire 
Division of 
United States Steel 


Columbia-Geneva Steel Division, San Francisco, Pacific Coast Distributors 
Tennessee Coal & Iron Division, Fairfield, Ala., Southern Distributors 
United States Steel Export Company, Distributors Abroad 


The designers and owners specified that distributed rein- 
forcement be used in the concrete fill over cellular metal 
decking to preyent temperature and shrinkage cracking. 
USS American Welded Wire Fabric style 44-1212 was 
selected. The small diameter closely spaced wires provide 
the needed protection against unsightly cracking. 
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Union Terrace Elementary School - Allentown Arch.: A. L. Wiesenberger, Assoc. „ Allentown 


"First and Only Choice of the Allentown, Pa. School District" 


++. says Mr. Paul J. Fink, Assistant to the Superintendent of Schools 


“There is no substitute for the real thing! Nothing is easier on a child's 
eyes than the contrast of white chalk against a slate chalkboard, Words 
stand out crisp and clear... аге quickly read by all,” 


“We have found Pennsylvania slate to be practically indestructible as 
we're still using some of the original slate boards in one of our recently 
" E renovated schools . . . boards installed when the school was built in 
now bed Milan Apt Анн 1886! After close to 70 years, these boards are still ably serving our 
students and teachers, What's more, they fit in perfectly with their 
new, modern surroundings. No wonder we are sold on slate and specify 
it in all our schools,” 


That's the feeling of Mr. Paul J. Fink of the Allentown School District. 

And the facts bear it out. Since 1950, this district has renovated or 

built additions to 7 elementary Schools, built 2 new elementary schools 

and a junior high school, added a vocational annex to the senior high 

Каена PORE Me eae Allentown school, and construction is now under way for another new junior high 
ee pated school. In each case, natural slate chalkboards were Specified, 


Why not investigate slate chalkboards for your classrooms? You'll 
find for contrast, durability, easy maintenance ++. and timeless good 
looks . . . there is just no substitute for slate! 


South Mountain Junior High School - Allentown Inquiries welcomed on specific properties of slate. Write: 
Arch.: Heyl-Bond-Miller, Allentown 


NATURAL SLATE BLACKBOARD CO. 
THE STRUCTURAL SLATE CO. - pen argyl, pennsylvania 


for your protection, insist on slate quarried in Pennsylvania 


Vocational Annex to Senior High School - Allentown 


Arch.: George E. Yundt, Allentown natural slate...500 million years in the making 


Treods ond Risers 
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KOTEX 
FEHN RAPES 


RECESSED VENDORS 
KOTEX 


T xp PAOD with the latest architoctural designs, Kimberly: 
Clark has styled a brand new recessed dispenser for Kotex 
feminine napkins for rest room use in schools, offices, stores; in- 
dustrial and public buildings. This unobtrusive, built-in vendor 
holds 63 individually boxed napkins. 33 vend from a single 
loading, 30 are held in storage. 


These streamlined, sturdy, pilfer-proof vendors add a much 
appreciated service to any publie building. They are available 
with either a five-cent or ten-cent coin mechanism, 


Available in durable white enamel, satin chrome, gleaming 
polished chrome and stainless steel. Matching frame for re- 
cessed installation. (Other vendors that can be surface mounted 
are also available.) 


RECESSED DISPENSERS 
FOR KLEENEX TISSUES 


Holds full box of Kleenex 200's. Dispenses one 
tissue at a time. Mirror-chrome finish. Holes in 
back and side make it easy to fasten to studding. 


For further details on how these attractive new 
dispensers ean fit into your plans, see Sweet’s 
Я 1 1959 Architectural File Cat., Section 26e/Ki, or 
Cabinet size: write to Kimberly-Clark Corp., Dept. -.11-119, 
5” x 11" x 26" Neenah, Wisconsin, 


КОТЕХ and KLEENEX are trademarks of KIMBERLY-CLARK CORPORATION 


KIMBERLY-CLARK €? CORPORATION NEENAH, WISCONSIN 
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ПОА САЛАТАА МИТ Oe cJ 


presenting LARN - 


From Azrock! Another exciting new development in resilient 
flooring — Heavy Duty Architectural Patterns in Vina-Lux vinyl 
asbestos tile! Here is a new kind of permanent beauty in color-chip 
styling for heavy traffic areas . . . because the color chips are distrib- 
uted throughout the full thickness of the tile — from top to bottom! 
They are not a surface decoration. 


Gives you the answer to your clients demand for an economical 
color-chip styling in vinyl asbestos tile — America's most wanted type 
of resilient flooring. In an architectural palette of appealing beiges, 
greys, green and white, the Vina-Lux 800 Series is specially designed 
for heavy-traffic institutional, commercial and industrial installations. 


& Specifications — 9" x 9” size. Y&" thickness. Six colors. Federal 


Specification: Manufactured to meet ALL requirements of Federal 
Specification L-T-751, including paragraph regarding the distribu- 
tion of mottling through thickness of tile! 


Write Azrock for samples and complete architectural specifications 
today. 


Specialists in the manufacture of vinyl asbestos and asphalt tile flooring. 


AZROCK FLOOR PRODUCTS DIVISION 


UVALDE ROCK ASPHALT CO, + 517A FROST BANK BLDG. + SAN ANTONIO, TEX. 


= 


MAKERS OF VINA-LUX VİNYL ASBESTOS TILE . AZROCK ASPHALT TILE 
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SUA Series 


EAVY DUTY ARCHITECTURAL PATTERNS 
roughout the thickness of the tile--at no extra cost! 


AZPHLEX VINYLIZED TIL . DURACO VINYL INDUSTRIAL TILE 
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“WE SECURED EVEN TEMPERATURES 
THROUGHOUT THIS 14-STORY BUILDING WITH 
SARCOTHERM HEATING SYSTEM CONTROLS,” 


say Slingerland and Booss, architects and engineers 


New York's '"'Avon House," completed in 1957, Archi- 
tects and Engineers: Slingerland and Booss, 120 Green 
wich Street, N. Y. C. 


116 


In the superbly appointed *Avon House" apartments 
at 340 East 74th Street, New York, the complete 
automatic heating control job is Sarcotherm. The 
architects and engineers, Slingerland and Booss, 
called on Sarco's experienced engineering depart- 
ment to work with them and the mechanical con- 
tractor in working out components—controls, vacuum 
pumps and steam specialties. Besides setting up 
undivided responsibility of one manufacturer, this 
policy assured a balanced system with no weak links. 

Accurate orifice calculations by Sarcotherm insured 
proper distribution of subatmospheric steam in the 
system, even in mild weather. Each of the 2 zones 
of this building is controlled by a Sarcotherm 
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Mechanical Contractors: Fein-Schlosberg, Inc., 
Second Avenue, N. Y. C. Owner: The 
À Co., Leon Finley, Presidert, N. Y. C 


Ten Mer 


Continuous Flow Modulating Steam Control Valve. 
These valves meter the steam to furnish proper heat 
at any given outside temperature. Control Valves 
are influenced by outside temperature, wind velocity, 
and solar radiation, plus differential steam pressure 
between supply and return mains. A Master Control 
Panel supplies complete programming operation 
with automatic control for day, night and morning 
pickup cycles. 

There is ample testimony to the sound judgment 
of the architects in making this a complete Sarco- 
therm vacuum heating control system. Since its first 
day of operation the installation at the new Avon 
House has been 100£ trouble-free. 


SARCOTHERM 


An Affiliate of SARCO Co., Inc. 


635 Madison Avenue, New York 22, N. Y. 


6181 


Jor security ay 
CORBIN 


CYLINDRICAL LOCKS 


When you want the last word in security, 
specify Corbin Heavy Duty Cylindrical 
Locks. Latch bolts are made with extra 
long throw to insure secure locking, even 
on doors that shrink or warp. You also 
get automatic deadlocking. What's more, 
you get today's most flexible masterkeying 
system. For extra security . . . Corbin! 


por Style бац. 
CORBIN 


CYLINDRICAL LOCKS 


When you want the last word in distinctive 
styling, choose Corbin Heavy Duty Cylin- 
drical Locks. Seven striking knob designs 
in brass, bronze, aluminum, stainless steel 
— 27 functions. Matching or contrasting 
escutcheons and trim in all popular finishes. 
For style . . . for security . . . Corbin Heavy 
Duty Cylindrical Locks. 


ao 


CORBIN 
amd, youve «ох, wun пак coan nso 


Crestwood design 805 
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new approaches to structural design with fir plywood 


SAREE EY OTS H 


EZRA STOLLER 


2° RIGID. INSTEON BUILT-UP ROOF 


2° LUMBER \ 
FRAMING 
N c- 
x Ly 


4 OVERLAID FIR PLYWOOD 


RIDGE 
BUILT-UP ROOF SHAPED 2” LUMBER 
INSULATION 
x 
4 
PLYWoabD 
VALLEY 


ARCHITECT: Alexander Knox 
LaFarge, Knox & Murphy, New York, N.Y. 


BUILOER: Charles Rush, Amaganset, Long Island 
LOCATION: | Bridgehampton, New York 


THE PLEATED ROOF that crowns this pavilion- 
like living room is a prime example of the bold 
and imaginative forms derived from the basic 
fir plywood folded plate principal. Shape rather 
than mass is the key to its strength. The dis- 
tinctive sawtooth configuration capitalizes on 
fir plywood's high diaphragm strength to create, 
in effect, a series of rigid, lightweight “V” 
beams. Intermediate posts, trusses and bulky 
framing are eliminated. 

In this sophisticated circular design, the ply- 
wood folded plates provide a dome, spanning 
26 feet, wall to wall. No central support is re- 
quired. Where desired, far greater spans could 
be achieved utilizing the same basic system. 

The roof itself is composed of 12 basic “boat- 
shaped" fir plywood components which were 
crane-lifted into position atop the steel sup- 
sh component, in turn, is 


porting columns. Ea 
made of four triangular pieces of 34” overlaid 
fir plywood, perimeter framed and intercon- 
nected with shaped two-inch lumber. Alternate 
projecting and recessed stiffeners along the 
ridges connect each component with its neigh- 
bors. Each component combines roof deck, in- 
sulation and finish ceiling. 

For basic design data or other information, 
write (USA only) Douglas Fir Plywood 
Association, Tacoma 2, Washington. 


ALWAYS SPECIFY BY 
DFPA TRADEMARK 


MOE Light M-1555 
“brandy snifter'" 
chandeliers spread 
their flattering 
light over a feast fit 
for Diamond Jim 
Brady, in the 
casino’s plush 
Golden Rooster 
Room. 


Leading attraction just outside 
Reno, Nevada is Dick Graves’ 
opulent new Nugget Casino,where 
customers dine in restaurants of 
unusual decor, glamorously 
lighted with MOE Light 
chandeliers. ж 


o, accents the glamor 
MOE zz 


of a million dollar casino! 


Today lighting plays a leading role in restaurant design. 
Attracting customers.. „flattering furnishings...creating moods 
...glamorizing foods, MOE Light’s contemporary and tradi- 
tional lighting fixtures perform with distinction. They add the 
merchandising appeal your clients require...satisfy the deco- 
rative inspirations of the designer...and please your all- 
important public. 

Write today for 52-page full color catalog of MOE Light 
chandeliers, pendants, clusters, pull-downs, wall and ceiling 
fixtures for commercial and residential use, 


THOMAS INDUSTRIES INC. 


LIGHTING FIXTURE DIVISION 
410 S. Third St., Lovisville 2, Kentucky Dept, AR-11 
IN CANADA: C&M Products, Ltd., Toronto—Subsidiary of Thomas Industries Inc. 


Ee MOE LIGHT * STAR LIGHT * BENJAMIN * ENCHANTE * SAN MARINO 


$ 
2, 


SS 
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FRANKLIN NATIONAL BANK, 
Roosevelt Field, Long Island, New Yor! 


>< od ed 


dramatize the useful beauty 


GREAT LAKES REGION 
HEADQUARTERS BUILDING 
Reynolds Metals Company 
Detroit, Michigan 


ححح Ps die de d o M M‏ ههد 
чт‏ 


ARCHITECT nr Yero ALL ON ST ТТТ Ре 
(GENERAL CONTRACTOR Mo” 1. ШИРИТИП 


& Armstrong, Detroit, Michigan 


ALUMINUM FABRICATION рай П Е 5" 
AND ERECTION BY: { Í 
Moynahan Bronze Company - x di ГЕМЕ — T 


Detroit, Michigan 


ЕТТП 
Үү ТТТ" 


GOLDEN, ina marvelous]: 


y light and lacy way, is the effect of this new 
building — with its sun screen grille made of interlocking rings of gold-anodized 


turally, 


most practical sense, Behind the grille the walls are simple — floor to ceiling windows, 
economical both in initial cost and in maintenance, 


Each application is useful, attractive, 
Further details will be gladly в 


i 
\ 

3 

AM 
wh 


M 
AM 


Reynolds engineering and design assistance is fre 
arch 


upplied. Visitors are welcome, 


PA? 


ЖУ 


VS 


АИ 


Xx 
Sey 
c 
ie 
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575 LEXINGTON AVENUE, NEW YORK 


ARCHITECTS: Sylvan Bien and Robert L. Bien 
OWNERS-BUILDERS: Sam Minskoff & Sons, Ine. 


Golden is this skyscraper. 34 stories in 
two-tone anodized aluminum ... light 
gold for extruded mullions, darker gold 
for window frames and spandrels, Interme- 
diate projected windows, Spandrel panels 
pre-assembled of interlocking extrusions. 


Of special interest in connection with the gold-anodized 
curtain walls shown in this insert is an 8-page folder on 
Anodizing. Send for this and for your copy of Reynolds 
Aluminum Commercial Building Products File Folder. 
Your office library should also have Reynolds three- 
volume set “Aluminum in Modern Architecture,” Write to 
Reynolds Metals Company, Dept. AM-3, Richmond 18,Va. 


See Reynolds shows — James Michener's "ADVENTURES IN PARADISE” 
Monday nights and "ALL STAR GOLF" every Saturday ABC-TV Network. 


Golden is silence, too! Reynolds Aluminum perforated 
acoustical panels, pyramid type, are suspended from this 
Library's reading rooms. They serve both to control sound 
and as a diffuser for the air-conditioning system. Whether 
you are specifying for an educational, commercial or manu- 
facturing building, consider the proved values of Aluminum. 


REYNOLDS 
ABLES RARE qu 


CRAFTSMANSHIP 


ST. MARY'S EPISCOPAL CHURCH 
Tacoma, Washington 
Architect: 
Robert Billsbrough Price 
General Contractor: 
Korsmo Construction Co. 
Painting Contractor: 
Kenneth R. Lang 


P&L Products Used: Vitralite Enamel, New 
Lyt-all Flowing Flat, Okene Preservative, 


P&L Exterior Rustic Stain, 


* L 1 
-al 
пуа FLAT 


— 


PRATT a LAMBERT-1N 


А Е 
Lo тй 


TEL aa PEE geri 


ROBERT BILLSBROUGH PRICE OF TACOMA, 
WASHINGTON ACHIEVES MODERNISM AND 
REVERENCE IN ST. MARY'S EPISCOPAL CHURCH 


St. Mary's Episcopal Church is a modern building of extreme beauty. 
Its unique construction produces an atmosphere of reverence so much 
desired but not always achieved in present-day churches. 


The unadorned, yet distinctive choir loft is in the rear of the church 
thus leaving the altar unchallenged for attention. 


A spacious feeling has been created by the structural frame of lami- 
nated wood beams and columns, combined with the liberal use of 
glass. Decoration throughout was achieved with Pratt & Lambert 
paints and varnishes. 


Two triangular skylights over the altar admit natural daylight. 


PROF ONAL-LEVEL, COLOR РІ NING SERVICE by experi- 
enced Pratt & Lambert representativ the suggestion of distinctive 
color plans, in addition to recommendations of authoritative painting 
specifications, is available upon request, and without obligation. 


Please write: Pratt & Lambert Architectural Service Department, 3301 
38th Ave., Long Island City i Y.; 326 W. 26th St., Chicago 16, IIL; 
75 Tonawanda St., Buffalo 7, N. Y.; 254 Courtwright S, Fort Erie, Ont. 


IN THE 


PACKAGE 


A Dependable Name in in Paint since 1849 
NEW YORK € BUFFALO © CHICAGO ® FORT ERIE, ONTARIO 
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Atrium House Micro-neighborhood 
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CONCEPT 


A major need in tract housing today is 

express the small tow cc munity of th 

past in a new form. First, to better relate th 
individual home to its neighborhood con 
munity environment: 

* We create a community of micro-neigh 
hoods sharing certain desirable facilities in 
common. Eacn of 56 micro-neighborhoods is 
located on a cul-de-sac with an avera 
ten homes. No home faces a circulation 
street. This makes possible the pedestrian 
environment essential to good family living 
where children's safety is primary: Common 
neighborhood areas are reached by crossing 
at most one circulation street. 

A variety of things to do are provided within 
the neighborhood. Pedestrian walks lead 
through “Small Stream Park" to small play 
ounds, sports facilities, the community 
"country club," "general store" conces 
sion, bus stop, a late hour convenience 
grocer, and toward schools, churches, and 
shops. 
For the automobile, a circulation loop links 
micro-neighborhoods, community facilities, 
and access highways 
The two small store concessions are con- 
ceived to help focus the neighborhood in 
ternally, and help support the community 
facilities. 

To encourage more individual expression in 

ways of living we offer four housing types to 

appeal to varied age groups 

* One story individual homes grouped in 
micro-neighborhoods of different sizes and 
character comprise seventy percent of the 
development 
Three types of row houses also grouped in 
micro-neighborhoods, are designed to afford 
economy of construction and land use. (See 
ledger.) 

Each type of housing is characterized by a 
private area for outdoor living, In the row 
house a front courtyard provides a tran 
tion from the street to house, and is al 
used to handle the automobile. 

To create a visually appealing environment 
We propose a comprehensive plan for com 


munity appearance. The municipal planning 
board is assumed to have special zoning 


Annual Design Competition 


powers to adopt this plot which will make 
the location and arrangement of building 
binding. These special powers under state 
enabling legislation are in existen in 
Such cities as New York. They provide that 
where there is an adequate plan, ordinary 
zoning rules may be waived 
To foster pride in the development, and 
to sustain it as a unity, we propose that 
deeds include ownership shares їп a 
neighborhood corporation. This corporation 
hall own all common land, community 
buildings, and other community improve 
ments, and maintain all private as well as 
community trees and lawns. An annual 
assessment of $30.00 per family will cover 
building maintenance and labor costs for 
five employees, each at a salary of $3000,00 


per year. Howard R. Meyer, James Reece John Harold Box, 
A sequence of spaces and vistas unifies F.A.l.A. AAA 

the entire development. Both public and АЛА. AA. АЛ.А. 
private spaces are organized by building 

masses, heights, and building lin and 

by walls and tree patterns to encompass 

all things seen from the public way. “Vista 


sement e ded for public en- » : 4 p 
ATA гаре Ре Em EP "The jury awarded the Grand Prize to an entry showing an unusual 


шщ OL forma de ee eres able Wools degree of sensitiveness, coupled with practicality. By unanimous con- 
sent, they found it to be a most convincing and beautiful solution at 


of all structure а е i " 
seth Game material. Individual all levels, from the general concept to the varied and well-conceived 


in the micro-neighborh 


its bulding Fl, Mats. arte $ details. It shows a respect for economy without forgetting the essen- 

tial demands for aesthetic expression. In the opinion of the jury no 
other entry had the same degree of self-assurance or clarity of 
direction.” 


The image 
ment can t У thin t 
olati 


Sponsored by 
MASTIC TILE CORPORATION OF AMERICA 


Houston, Tex. * Joliet, Ш. * Long Beach, Calif. • Newburgh, N. Y. 


Vinyl Tile * Rubber Tile * Asphalt Tile 
Vinyl-Asbestos Tile * Plastic Wall Tile 
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Significant mechanical 


refinements have recent- 
ly been engineered into 
Lockwood heavy duty 
cylindrical locksets. 


When you specify 
LOCKWOOD, you can 
be sure of continuously 
smooth, trouble-free 
lockset operation because 
of important hidden fea- 
tures such as these: 


See our condensed catalog 
18eLO in Sweet’s Architec- 
tural File, or write for a 
reprint, 


hidden features 


Ure year-after-year satisfaction 


NO KNOB-WOBBLE 


Lockwood's precision bearing makes 
“knob-wobble” an impossibility. The 
knob shank rides smoothly in the coun- 
terbored housing cap, Both parts are 
brass forgings. 


STAY-TIGHT ROSES 


Lockwood's exclusive "stay-tight" roses 
prevent the installation from loosening 
in service. The rose retainer-spring 
locks in grooved thread-ring. 


LONG-WEARING ALUMINUM KNOBS 


Cast aluminum knobs have forged brass 
shanks ensuring long service. Shanks are 
screwed in and pinned. (Note pin at 
lower edge of cutaway section). 


LOCKWOOD 


LOCKWOOD HARDWARE MANUFACTURING COMPANY, FITCHBURG, MASS, 
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FOR SHOW OR FOR SHADE 
SPECIFY 


CANVAS 
AWNIN 


ll Wherever the sun shines, colorful canvas offers the 
most glamorous yet economical solution to any problems 
of sun heat, glare, and weather protection. Its soft- 
textured beauty, ruggedness, and light weight combine 
to make it a material suitable for many uses, with un- 
limited design possibilities. 


Now in the wide range of canvas colors, new acrylic 
paints and vinyl coatings are adding a richness, color 
fastness, and durability to the fabric never before 
possible. See the magnificent pastels and smart vivid 
colors available at your local canvas products manu- 
facturer's. Let him give you all the facts about canvas 
that make it the perfect choice . . . for show or for shade, 


See our catalog 19e/Ca in 
Sweet's Architectural catalog 
or write for a free copy. It 
contains original and practical 
ideos plus helpful information 
for specifying convas «> 


CANVAS AWNING INSTITUTE, INC. and 
NATIONAL COTTON COUNCIL 
P. 0. Box 9907 / Memphis 12, Tenn. 


Royal Hawaiian Hotel, Honolulu 
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64 Mahon ROLLING DOORS 


THE STEEL CURTAINS OF ALL MAHON ROLLING STEEL DOORS ARE BONDERIZED 
The Galvanized D e є 9 5 о! e urte I Mahon 
ed with 


Above are two Mahon Automatic Roll- 
ing Steel Fire Doors. Eight of these 
20’ x 14! Automatic Fire Doors are 
included in a total of 64 Mahon Rolling 
Steel Doors installed in the Transit Shed 
and Warehouse of the new Seaway 
Wharf Facilities recently completed for 
the Seaway Port Authority of Duluth, 
Duluth, Minnesota. 


Engineers: Pfeifer & Shultz 
Gen. Contrs.: Johnson, Drake & Piper 


Serving the Construction Industry Through Fabrication of Structural 
Steel, Steel Plate Components, and Building Products 


from POURED GYPSUM ROOF DECKS 


Ыйы 


These five buildings were all constructed with Gold Bond 
Poured Gypsum Roof Decks, and they all have these three important 
structural advantages: 


1. Extra strength. When complete, a Gold Bond Poured Gypsum 

Roof Deck forms a solid, steel-reinforced slab of gypsum rock. This monolithic 
slab is an integral part of the building, adding structural strength. 

2. Provision for temperature movement. Reinforcing wire mesh and bulb tees 
provide for temperature movement of the slab without 

disturbing the solid base for built-up roofing. 


3. Resistance to uplift. When bulb tees are welded to the main purlins and 
embedded in the gypsum concrete, they can resist uplift 

forces of up to 125 lbs./sq. ft.—80 Ibs. more than normally required. 

These unique properties, and many others, are winning approval 

for Poured Gypsum Roof Decks, everywhere. To learn about the fire-rating 
and other advantages of this low-cost deck, call your Gold Bond® 
representative, or write Dept. AR-11 for complete technical information. 


NATIONAL GYPSUM COMPANY, BUFFALO 13, NEW YORK 


Gold Bond 


BUILDING PRODUCTS 


op ahead of tomorrow 
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Western Electric Company 


NEW MERRIMACK VALLEY WORKS 


32 Acres of Floor Space 


Charles T. Main, Inc., Architects-Engineers 
Turner Construction Co., General Contractors, Original Plant 
Perini Corporation, General Contractors, Plant Extension 

M. J. Flaherty Co., Mechanical Contractors, Original Plant 
John Ventura Company, Mechanical Contractors, Plant Extension 


Modern smooth-fin design of Aerofin coils permits 
ample heat-exchange capacity in limited space — 
permits the use of high air velocities without turbu- 
lence or excessive resistance. 

Aerofin performance data are laboratory and field 
proved. You can safely specify Aerofin coils at full 
published ratings. 


AE ROFIN CORPORATION 


101 Greenway Arve., Syracuse 3, N. Y. 


Aerofin is sold only by manufacturers of fan system apparatus. 
List on request. 


ENGINEERING OFFICES IN PRINCIPAL CITIES 
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- CALIFORNIA REDWOOD ASSOCIATION 


" : 
. CERTIFIED KILN DRIED REDWOOD 


CELOTONE* 
MINERAL FIBER TILE 


New, exclusive Acousti-Celotex attenuation results enable you 
to specify the right ceiling tile system for every job 


The diagram and graph illustrate the new two-room test method и N 
of measuring sound attenuation—the difference in transmitted x ake ох AN bis d 
sound intensity levels between two adjacent rooms. This new 

test, officially known as "Acoustical Materials Association Ten- Plenum Sound Path "ene d 
tative Method AMA—1-II" now provides you with accurate test гөн та 

information to use as a basis for solving your sound transmis- E = 4 

sion problems. Employing a completely different technique, it 
obsoletes all other sound transmission data for rooms where 1 5 ^ 
partitions extend only to the suspended ceilings. Room #2 6 


The two-room method uses a standard suspended ceiling 
construction, with 30” deep plenum, and a ceiling high parti- 
tion having a high sound transmission loss rating separating 
the two rooms. A sound source is located in the one room with 
microphones to measure sound intensity levels in both rooms. 
The path of the sound is through the suspended ceiling over 
the partition and down through the suspended ceiling into the 
other room, as illustrated, 


v 
с 
з 
о 

[7] 


Intensity (db) 


Formerly, data were obtained by the "Reverberation Room 
Test Method." That method, satisfactory for some materials 
and construction, proved insufficiently accurate for modern 
acoustical calculations, The new AMA 2-Room Tests are made 
under realistic simulated working conditions. Results are ex- 
pressed in specific frequencies instead of in averages. They 
make possible accurate evaluation of acoustical product per- 
formance. 


Complete data available now. Call your Acousti-Celotex Dis- 
tributor. Ask him for your сору of the new 1959-1960 Acousti- 
Celotex Architectural Manual of Specifications, too! 


MUFFLETONE* 
MINERAL FIBER PANEL 


New 2-Room Method Attenuation Values Available on All Acousti-Celotex Products 


Acousti-Celotex products are the first on which the new 
AMA data are available. Attenuation values for three pop- 
ular patterns are shown here. Your Acousti-Celotex Distrib- 
utor will gladly provide you with complete tables showing 
results of the new AMA tests on ALL Acousti-Celotex prod- 
ucts, on various suspended ceiling systems. Or, write The 
Celotex Corporation. 


34" CELOTONE® mineral fiber tile. Has the realistic random 
fissuring of travertine marble. High sound absorption, Wash- 
able. Paintable. Incombustible, 


CELOTONE ATTENUATION FACTORS (AMA two-room testing 
method. On H & T concealed suspension system) 


Frequency (CPS) 125 177 250 354 500 707 1000 1414 2000 2828 4000 
Coefficient (db) 23 27 24 24 27 27 30 35 41 50 56 


2’ x 4' MUFFLETONE® PANEL 34”. The big size board with 
high attenuation values. Fast lay-in installation. Strength, 


Acousn-(evotex 


TRADE MARK 


rigidity, and smooth-appearing, non-dusting white surface 
make this new washable, high sound-absorption ceiling 
panel a preferred, low-cost incombustible product. 


MUFFLETONE PANEL ATTENUATION FACTORS (AMA two-room 
testing method. On T & T exposed suspension system) 


Frequency (CPS) 125 177 250 354 500 707 1000 1414 2000 2828 4000 
Coefficient (db) 25 27 24 24 27 28 30 35 38 45 49 


2’x 2’ NEW RANDOM РАТТЕКМ“ 5$" perforated mineral fiber 
tile with high decibel ratings across full frequency range, 
New large-size units enhance modern “open” interiors, 
speed installation. Incombustible. Exceptional strength, rig- 
idity. New edge-to-edge pattern minimizes joint lines, cre- 
ates monolithic effect. 
PERFORATED MINERAL FIBER TILE ATTENUATION FACTORS 
(AMA two-room testing method. On H & T concealed suspension) 


Frequency (CPS) 125 177 250 354 500 707 1000 1414 2000 2828 4000 
Coefficient (db) 30 31 26 29 30 30 31 35 38 45 54 


Frat. ко. D-168,763 


SOUND 
CONDITIONING 


REGISTERED U.S. PAT. OFF 


Products to meet every problem...every building code 


The Celotex Corporation, 120 S. La Salle Street, Chicago 3, Illinois e In Canada: Dominion Sound Equipments, Limited, Montreal, Quebec 


Howard Johnson Motor Lodge, Northside Drive & U.S, Highway 41, Atlanta, Ga., Consulting 
Architect: Richard Н. Pretz, A.1.A., Atlanta. Painting Contractor: C. F. McGouirk, Atlanta. 


DEVOE PAINTS USED ON 


NEW HOWARD JOHNSON MOTOR LODGE IN ATLANTA, GA 


] Richard H. Pretz, A.I.A., Consult- 
ing Architect for this fine Southern 
Motor Lodge, carried the beauty of 
its lovely woodland setting over 
into the lodge’s interior. Devoe 
Wonder Woodstain was chosen to 
accent the charm of the natural 
wood panelling and Devoe Wonder- 
Tones for color and texture contrast. 


In your color planning you can 

profit from an analysis by Devoe 

Color Consultation Service regard- 
ing such factors as: costs, climate, use, maintenance, and durability, 
as well as color and appearance. Such a thorough study is typical 
of the service rendered by Devoe . . . whether it’s color planning for 
tracts, motor lodges, hotels, apartment houses, institutions, public 
buildings or for industrial plants. 


Devoe also offers other services to architects. Your Devoe Color 
Consultant will build up a color reference library for you. Create 
color presentations for showings to clients, In fact, he’s an invaluable 
right hand man for your specification writer and color department. 


Yet he works for you free of cost and obligation. 
Architects from coast-to-coast are putting his 
experience in color-planning to work for them. 
He's ready to serve you right now. Just write 
to: Devoe Color Consultation Service, Devoe & 
Raynolds Company, Inc., Louisville, Kentucky. 


FREE—A paint reference 
guide for every surface job! 
Plus special color guides 
for practically every type 
of building. Write today 
for your copi. 


DEVOE (с 


DEVOE 


205 years of paint leadership PAINT 


DEVOE & RAYNOLDS COMPANY, INC. 


Atlanta + Boston • Chicago + Cincinnati. Dallas*Denver 


Los Angeles. Louisville» New York» Philadelphia 


LUMI-FLO 


the proven 3 in 1 troffer 


pen: 


FROM A SINGLE SOURCE 
Lighting 
Cooling 
Heating 


Air flows from duct through 
fixture, by-passing lamps 
completely. 


Lumi-Plo, the most versatile troffer ever created. The 
only air-conditioning troffer proven in over one- 
hundred installations from coast to coast—it’s 
eleaner—it’s efficient—it's revolutionary. Combined 
lighting, heating and air-conditioning in one unit, 
makes possible more attractive interiors by com- 
pletely concealing the air diffuser, thus eliminating 
cluttered ceilings. 

Developed and tested by the most respected name 
in the lighting industry, the Lumi-Flo troffer offers 
new engineering freedom for those who design with 
light. 

For fixture engineering at its finest, look to 
Benjamin. Your local Benjamin representative will 
be happy to help you. Contact him on any problem 
.. . large or small. 


ELECTRIC MFG. CO., Des Plaines, Illinois 
Subsidiary of THOMAS INDUSTRIES INC. 


^ Available in a variety of 
styles with glass or plastic 
lenses and aluminum or 
plastic louvers. 


BENJAMIN «< MOE LIGHT - STAR LIGHT + ENCHANTE - SAN MARINO 
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You’ve got plenty to work with 
when you design with 
| | structural steel 


And it’s all quickly available through your local steel fabri- 
cator. Not only the standard shapes you see here, but 


1 many specials as well. What's more, your fabricator is a 
- 1 regular Houdini when it comes to fabricating these shapes 
B T to meet your most intricate designs. He works his magic 
B ч fast, too, to assure prompt delivery. And he’s a good man 
| 1! to know when you're looking for sensible solutions to 
Ir à thorny problems. Call him in on your next job. You'll 
{ | | | be glad you did. 
pu ча | | 
b- 
| | 
| | 
} 4 STANDARD 
| CHANNELS 


еу LET: 


WIDE FLANGE 
BEAMS | 


т = [1 
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IDE FLANGE BEAMS 


BETHLEHEM STEEL 


>>> a | 


NEW-TYPE NORTON DOOR CLOSERS AN ARCHITECTURAL 
ASSET IN THIS MODERN MICHIGAN SCHOOL! 


A continuing series of outstanding schools, office buildings, hospitals, churches, and industrial structures using NORTON DOOR CLOSERS 


Ere 


HIGH SCHOOL: MICHIGAN CENTER, MICH. WARREN HOLMES COMPANY ARCHITECTS 
HARDWARE DISTRIBUTOR: SCHABERG DIETRICH HARDWARE CO., LANSING, MICH. 


: Employs unique corner-type 
NORTON 750: A powerful corner-type closer of unique Norton Door Closers to complement 


design that blends inconspicuously with top rail of 


modern metal-framed doors. Full rack-and-pinion clean-lined modern door design. 


mechanism handles doors up to 42* x 84°, 


Thoroughly modern in appearance, this school is equally modern in 


Complete Norton Line Meets every item of functional equipment, including Norton Door Closers. 
Every Door Closer Need Of particular interest among the latter are the Model 750 corner- 
NORTON INADOR: For Р F , type Norton Door Closers used on principal entrance doors. 
Ша ӨЧ [К ) ‹ Model 750 was specifically designed to blend unobtrusively with 
regular arm and (B) holder 5] ә _ the narrow rails and stiles so popular in present-day doors. The 


arm...4 sizes to meet all 


standard requirements, | 


shell is extruded from a very strong, durable, 1009/-seep-proof 
aluminum alloy. Arms are completely concealed when the door is 
closed. Full rack-and-pinion mechanism offers the ruggedness, de- 
pendability and precision workmanship common to all Norton 
Door Closers. 

Other Norton models are available to satisfy every door-closer 
need. Write today for full information about all models, including 
the new Trimline series. 


NORTON 
| SURFACE- 
sii» TYPE: For all : 
installations NORTON 703-N 


whereconceal- Compact surface- e 
Пена ов. mounted type... DOOR 
sential. 1% inch projection. CLOSERS 


Dept. AR-119, Berrien Springs, Michigan 
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PREFABRICATSON 


. .. another way HERE IT 15! 
save time and money . . . prefabrication is ede 
їп one big, new 
just one more advantage in addition to all the well 36-poge Engi- 
neering Man- 
known qualities of copper for drainage, waste peat! 


& 
MADE IN USA Е 
mos end vent lines. 


OF AMERICAN MOUSTRE 


PORT HURON 8, MICHIGAN 
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LIGHT DIFFUSING GLASS MAKES... 


amm T 


Architects: Marcel Breuer and Associates 
Supervision: Craig Ellwood 


A point of special architectural 
interest in the new Torrington 
Manufacturing Co, plant at Van 
Nuys, California is the sunshade 
of Coolite heat absorbing 

wire glass that spans the 
western elevation, 


Complementing the spectacular 
new IBM offices in San Jose, 
California are these Hauserman 
partitions, glazed with lustrous 
Mississippi Broadlite glass. 


Architect: John S. Bolles, San Franclso, Colif. 


Portitions by: Е. F. Havserman Co., 
Cleveland, Ohio 


1260 lights of М” Coolite Wire 
Glass provide better daylight 
with protection, while absorbing 
excess solar heat in expansive 
American Airlines Hangar at 
Los Angeles International 
Airport. 


Architect: Quinton Engineers Lid., 

Los Angeles, California 

Glozing by: W. P. Fuller and Company, 
los Angeles, California 


M I S S I S S I Р Р I 


NEW YORK * CHICAGO * FULLERTON, CALIF. 


М БРГЕ MN » 06» 8 ШТАТ оа & 8 T MAN UF A C TU R E R CM 
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GO FARTHER 


To make the most of daylight, use 
translucent, light diffusing glass by 
Mississippi. For utility, beauty and 
economy, unmatched by any other 
glazing medium, specify Mississippi 
Glass. Available in a wide variety 


of patterns, wired and unwired, at 
better distributors everywhere. 


Write for new 
1959 Catalog. 
Address Department 7. 


A place in the sun is especially 
desirable when heat absorbing 
blue-green Coolite Glass is there to 
help employees see better, feel 
better, work more comfortably. A 
brand new concept in "extended 
screen" glazing technique that 
combines beauty and utility. 


Growers Container Corporation, Fullerton, Colif. 
Architect: Folk and Booth, Son Francisco, Calif. 


G LA S S с OM PA м у :%&: 


88 Angelica St. е Sits Louis "s Mo. 


кй © LEDO; E пое БЕ ЕНЕ А М D w ! R € D а G.A BS 
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Desloge High School, Desloge, Mo. 


Space provided: gymnasium of 100'х117' with folding door 
to partition area in two parts; seating capacity 2,100. Also 
contains boys’ and girls’ locker and shower rooms, instruc- 
tors’ rooms, team rooms. Structural framing: glulam peaked 
beams of 119’ span spaced at 16'-8". Exterior walls: brick. 


Architects: Charles W. Lorenz, Kirkwood, Mo. 


Contractor: Buckley Construction Co., St. Louis 


Interior walls: painted masonry with glazed tile wainscot. 
Heating: hot water unit heaters, Ventilating: power with 
large fan. Lighting: incandescent. Floors: maple. Roof: built- 


up surface over heavy timber decking. Area: 11,700 square 
feet. Volume: 310,050 cubic feet. 


Beautiful glulam beams provide simple, fast construction for this 


modern gymnasium. Central beam, which supports a folding door, 
maintains handsome appearance while making a 


substantial saving over the cost of other material 


originally planned for this purpose. 


TIMBER STRUCTURES, İNG. 


P. O. BOX 3782-A, PORTLAND 8, OREGON 


Division Offices in Ramsey, N. J.; Schiller Park, Illinois; Dallas, Texas 


DISTRICT REPRESENTATIVES IN MAJOR CITIES THROUGHOUT THE UNITED STATES 
Affiliated Company: TIMBER STRUCTURES, INC. OF CALIFORNIA, Richmond 
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Member A.I.T.C. 
and Producers’ Council 


satin chrome trim provides a bright new 


CUL atmosphere for creativity. 


Adaptable for individual offices 
m \ or multiple installations, THE LANDMARK 


presiigs to your engineering and design areas. See | 


THE LANDMARK now at your Hamilton dealer's, 


© 1959 Hamilton Manufacturing Company, Two Rivers, Wiscons in 


world leader in professional and scientific equipment 
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GOOD INSTALLATION PRACTICES call for tying Republic ELECTRUNITE E.M.T. to 
steel rebars. With steel conduit there is no danger of galvanic action. 


...It pays to specify 


Republic ELECTRUNITE 


ELECTRUNITE"INCH-MARKS”” and "GUIDE-LINES"? help make compact stub 
groupings. The strength of steel provides protection against damage, 


“шш ON every job... 


THE BEST COSTS LESS INSTALLED 


Meet the ever-increasing, ever-demanding need for 
more power, more service, by specifying Republic 
ELECTRUNITE® E.M.T. on your job. Know first-hand 
why . . . the est costs Jess installed. 

With Republic ELECTRUNITE E.M.T. you get elec- 
trical raceways today to meet power demands tomorrow. 
By specifying the next larger size, you provide for 
tomorrow's greater load-building demands—at little 
or no additional installation cost. Economy is built-in 
—ready for tomorrow’s service. 

Steel is basic—steel is strong. Republic ELECTRUNITE 
is produced of highest quality open-hearth steel. Every 
step of manufacturing is carefully controlled from ore, 
through mill, to finished product. 

Republic ELECTRUNITE E.M.T. is completely com- 
patible with all building products. It is corrosion- 
resistant —no anodic corrosion or galvanic action 
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even in concrete. ELECTRUNITE is applicable to all 
locations as outlined in Article 348 of the National 
Electrical Code— easy-to-bend for greater work- 
ability in cramped quarters. And ELECTRUNITE is 
durable—outlasts most buildings. 


Republic ELECTRUNITE is adaptable to all construc- 
tion—fits anywhere. Lightweight ELECTRUNITE E.M. T. 
in sizes from 4” through 2”, will meet most building 
needs. When sizes above 2" are required, Republic 
Rigid Steel Conduit offers the strength needed to 
stand the stress and strain of pulling heavy cable. 


Republic ELECTRUNITE E.M.T. is produced to meet 
local, state, and national codes, and carries the Under- 
writers' Laboratories Seal of Inspection. To learn 
more about Republic ELECTRUNITE E.M.T., call your 
Republic representative. Or, write direct. 


apie -> 

BO 7 7 A 
ELECTRUNITE'S tightly adhering galvanized coating protects against 
corrosion, won't peel, chip, or flake off during bending. Millions of feet 
have been successfully used in slab concrete installations over the 
past twenty-five years. 


REPUBLIC RIGID STEEL CONDUIT offers highest degree of uniformity 
and ductility. Threads are clean, sharp, free-running. Welds are 
smooth, strong. Surface is fully protected by a hot-dip galvanized 
coating which will not peel, flake, or chip-off under normal bending 
To learn more about Republic Rigid Conduit, send coupon, 


REPUBLIC STEEL 


ОРА Widest Ruge 
74 Suara. Steals andl e » 
SCL, Produits 


STAINLESS STEEL REVERSIBLE WINDOWS, here being installed 
at the Morton Salt Company Office Building, Chicago, 
Illinois, were fabricated by Republic's Truscon Division. 
Architects: Graham, Anderson, Probst & White, Inc. Con- 
tractor: Sherman Olson, Inc. 


TRUSCON VISION-VENT? Window Walls go up easy, go up 
fast. Designed with the window already in place. Fairleigh 
Dickenson College Engineering Science Building, Teaneck, 
N.J. Architects: Fellheimer & Wagner, New York, N.Y. 
Contractor: Frank W. Bogert, Hackensack, №. J, 


TRUSCON HOLLOW METAL DOORS save installation time. No 
cutting, no sanding, no planing, no fitting. Frame is finished 
trim and serves as plaster return. Bonderized and primed. 
One-coat painting does the job. Ideal for residential, 
institutional, commercial construction. 


REPUBLIC STEEL CORPORATION 

DEPT. AR-7890-A 

1441 REPUBLIC BUILDING * CLEVELAND 1, OHIO 

Pleasesend more information on the following Republic products: 
ORepublic ELECTRUNITE E.M.T. 

OTruscon Reversible Windows O Republic Rigid Steel Conduit 
OTruscon Hollow Metal Doors O VISION-VENT Window Walls 


Name Title 
Firm 

Address 

City Zone. State 
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RUBEROID BUILT-UP ROOFING PROTECTS 
FANS AT AMERICA’S DREAM TRACK! 


CLUBHOUSE and GRANDSTAND 
YONKERS RACEWAY, YONKERS, NEW YORK 


OWNER: Yonkers Raceway, Inc., Yonkers, 
New York 


ARCHITECT: Lionel K. Levy, New York 


GENERAL CONTRACTOR: Yonkers Contracting 
Co., Inc., Yonkers, New York 


ROOFING CONTRACTOR: The Munder-Sobel & 
Kraus Corp., Long Island City, New York 


"They're off! Yonker's ultra-modern trotting track has 
quickly won acclaim from architects and fans alike, 
Its smooth, functional lines represent the latest de- 
sign, offering a perfect view of track events from 
every part of the grandstand. Even more important, 
from the structural viewpoint, it offers all-weather 
protection throughout the summer and fall racing 
seasons. 


Ruberoid Built-Up Roofing on Club House and 
Grandstand Extension contribute a significant share 
to the weather protective features of both structures. 


® 
The RUBEROID co. 
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ASPHALT AND ASBESTOS 
BUILDING MATERIALS 


668 squares of Special Roofing Bitumen Spec. 203-A 
over Insulation Board, and Special Roofing Bitumen 
Spec. 202-A over nailable concrete contribute, eco- 
nomically, to this dream track’s full-time protection. 


Whatever you design or build, you'll find Ruberoid 
Built-Up Roofing engineered to the job!—and to your 
needs! To insure client satisfaction with maximum 
economy, we suggest that you get details of Ruberoid 
Built-Up Roofing Specifications, by writing: 
The RUBEROID Co., 500 Fifth Avenue, 
New York 36, N. Y. 


see our catalog in 


or write for copy 


' 
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THE REYNOLDS METALS 
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BUILDING 
IN DETROIT 


Sales Headquarters Building 
for the Great Lakes Region 


Minoru Yamasaki and Associates, Archi- 
teets; Cass S. Wadowski, Project Direc- 
tor and Mechanical Engineer; Henry J. 
Guthard, Electrical Engineer; Harold 
Tsuchiya and Gunnar Birkerts, Design 
Associates; Lillian Pierce, Color Coordi- 
nator. Hichstedt-Johnson Associates, 
Landscape Architects; W.B. Ford Design 
Associates, Interiors; Ammann & Whit- 
ney, Structural Engineers; Bolt, Beranek 
& Newman, Acoustical Consultants; 
Darin & Armstrong, General Contractors. 
For Reynolds Metals: C. Davis Black- 
welder, Construction Coordinator; John 
Grimm, Superintendent of Building. 


ui 
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WARN ADS V1 


All photos (including page 161) by Baltazar Korab 


SUBSTANCE AND SPACE 


Much of this building’s excitement stems from its 
interplay of substance and space; space that flows 
in and out horizontally at ground level, and then 
fairly explodes upward inside. The arrangement 
is a raised, two-level block of perimeter offices that 
form a hollow rectangle wrapped about a sky- 
lighted central well. The first, or lobby-display floor 
consists of a glass-enclosed, white terrazzo podium 
—four feet above grade—that looks over a sur- 
rounding reflecting pool. 

The exterior is notable for the lacy decorative- 
ness of the gold-anodized aluminum sunscreen, as 
opposed to the solidity of the black-clad columns 
that carry upwards to tie everything together; the 
openness of the first floor; and the milky-white sil- 
houette of the skylight on top. Inside, the flood of 
light from the skylight fairly compels one to look 
up through the openness of the well. This up-and- 
down quality is furthered by the large purple 
carpet—the same size as the light well—which in- 
terrupts the horizontality of the white platform. 
At night, the skylight is artificially lighted to pro- 
duce a similar interior effect, as well as providing 
an attractive exterior topping for the structure. 

The building serves as headquarters for the 115 
persons who at present make up the staff of the 
company’s regional sales organization, and pro- 
vides space, not at present used, for future expan- 
sion. The site is in northwest Detroit in a rapidly 
developing business center near the Northland 
shopping center. Calculated to become a vehicle for 
sales promotion and public relations, and aimed 
at focusing attention on the architectural poten- 
tials of aluminum for both beauty and utility, the 
building succeeds in doing so in a dramatic, digni- 
fied way. 


"ELLE BI ТИ #1 тт _— 
UE 2 B ne we a) 0018 ) 


Tam E " — ag 
"T [NE 
coma c 


c 


en ven 00 008 
TE LLO | دا‎ dis ome whe 


жуз» 


GROUND FLOOR 


(SKYLIGHT 
over) 


TYPICAL UPPER FLOOR 


ARCHITECTURAL RECORD November 1959 


164 


ARCHITECTURAL RECORD 


November 1959 


ALUMINUM 
COLUMN CAP 


ARCHITECTURAL 
ALUMINUM. 
COPING 


| — TOP SKINWALL. 


ALUMINUM 
SPANDREL 
PANEL — —— 


3/4^x зла" 
STAINLESS — t Pi 
STEEL BAR 


I aLUMINUM 
к=з + + ESCUTCHEON - 


‚ жаша! 


vem nrw 
PERY L! SoFfFr 
= | TRACK PANEL 
| = hi | 
|| | | | ALUMINUM | 
۽ ااا‎ | BASE | | 
el | 
2 | | 
Ё | | 
| = | SUPPLY 
©) ВАТТ TYPE GLASS REGISTER € 
| FIBER INSULATION | 
| | «| CEMENT TO CONCRETE| — — {| 
el 
E! 
= 


ALUMINUM 
CUTI 


^) 
^ SPRAYED 
[^ INSULATION 


| 
ALUMINUM 
SOFFIT PANEL 


"SUPPORT 
|! | | 


The gold-anodized aluminum sunscreen con of 10-in.-diameter 
rings, 2 in. deep, locked together mechanically into panels about 12 
by 5 ft in area. Above the 7-ft height, the rings are 14 in. deep, and 
work together with the walkway gratings to cut off the rays of the 
sun until they reach a very low angle. The screen reduces the oper- 
ating air conditioning load 25 per cent 


The Reynolds Building 
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TYPICAL BUILDING SECTION 


Considerable study was devoted to integrating the structural, lighting, mechanical, and elec- 
trical systems within the fabrie of the building. The waffle slabs (5-ft. squares) provide 
lighting troughs for the illuminated ceilings thus eliminating the waste space of suspended 
ceilings; on top of the slabs, a series of 314-in. metal vaults carries hot ог cold air to 
the peripheral registers; the fill over the vaults contains electrical and telephonie race- 
ways. Floor to floor heights are, by means of such construetion, held to a minimum 
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The lobby, which is designed for both reception and the dis- 
play of aluminum in use, centers on the one-piece royal 
purple carpet (30 by 60 ft in size). Its expanse is punctuated 
by the desk, the black marble planting bo: and the furni- 
ture—which is upholstered in fuchsia raw silk and mulberry 
colored leather. The displays (not yet installed when these 
pictures were taken) might include an automobile or a boat. 
as well as smaller products, since large panels of glass have 
been made removable. 

The reception desk, designed by D. Lee Du Sell, is 8 ft 
in diameter and topped by Carrara marble. Its sculptural 
screen is composed of extruded aluminum elements both 
bright dipped and gold-anodized in tone 
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COLUMN DETAILS 


Detailing the skylight posed several problems, 
such as structural support, expansion and con- 
traction, and drainage. The solution is a space 
frame of bright aluminum rods and spheres, 
beautifully fabricated and finished. The frame 
supports a gutter system of extruded alumi- 
num sections which in turn holds the %4-in. 
wire glass in such a fashion that movement is 
possible without leakage. The entire structure 
was erected in 5 days. It is lighted at night by 
91 150-watt floods, and is shielded against 
lightning damage 
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The Reynolds Building 


Typical upper floor secretarial and office 
spaces are shown at left. All offices face the 
exterior of the building, with secretarial 
areas on the center well. Upper floors are 
carpeted in beige throughout; secretarial 
desks are black, white, and natural alumi- 
num; the movable partitions in executive 
offices are walnut paneled, topped by 12-in.- 
high glass panels; partitions in engineering 
offices are off-white in color. Special built- 
in units of aluminum and walnut provide 
wardrobe, display, and storage space in ex- 
ecutive offices. 

The luminous ceiling, divided into 2-ft. 
6-in. squares by aluminum T-bars, contains 
fluorescent tubes shielded by a small-seale 
honeycomb of aluminum painted white, and 
provides a pleasant, soft light throughout 
the upper floors 


DESIGNING THE MOSCOW EXHIBIT 


ARCHITECTS OF PERMANENT STRUCTURES: Welton Becket and Associates 

DESIGNERS OF INTERIOR AND OUTDOOR EXHIBITS: George Nelson and Company Ine. 
LANDSCAPE ARCHITECTS: Robert Zion and Harold Breen 

LIGHTING CONSULTANT: Rollo Williams 

GENERAL CONTRACTOR: Reynolds-Feal 

CONTRACTOR IN CHARGE OF ERECTING DOME: Lydick Roofing Company 
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Moscow Exhibit: Structures and Site 


Welton Becket and Associates, architects responsible 
for the site plan and the two main structures of the 
American National Exhibition in Moscow, were de- 
termined to impress their Russian hosts with Ameri- 
can building skill, and, requiring full Soviet coopera- 
tion to do so, made seyeral interesting basic decisions 
partially in deference to the Soviets. Since it had 
been agreed that the All-Union Chamber of Com- 
merce of the U.S.S.R. was to buy the two exhibit 
buildings for $375,000 or one half the actual cost 
of construction, whichever amount turned out to be 
less, the Russians had something to say about their 
purchase. They wanted a multiple assembly building 
because of their own current interest in the develop- 
ment of this type of structure; and Russians love 
domes, So it seemed a good idea to construct the 
largest aluminum geodesic dome yet built. The dome, 
gold anodized and gleaming, is 200 ft in diameter, 
78 ft high and covers 30,000 sq ft of exhibition space 
to accommodate 5,000 people an hour. It was assem- 
bled on the site in two weeks, providing the Russians 
with a dynamie example of American construction 
technique. The dome was positioned to end an al- 
ready existing axis stretching beyond the entrance 
gates shown on the plot plan and approximately a 
mile and a half long. This axis had been developed 
as part of the Russian master plan for Sokolniki 
Park. 

The other major exhibition building, a steel and 
glass structure with a folded plate roof, was planned 
to enelose the additional 50,000 ft of exhibition space 
agreed upon by the Russian and American govern- 
ments. Its shape and position bear no true relation 
to the imperatives of the Russian axial plan (effec- 
tively climaxed by the dome). 

While the dome and pavilion were being designed 
and constructed, architect George Nelson was plan- 
ning the exhibition itself. The United States Infor- 
mation Agency had established as its aim to “open 
the door” to American life, to tell the Russians the 
truth. The impossibly complicated truth was to be 
believable, and convincing display techniques had to 
be developed. The two separate structures posed a 
problem, “A good play does not have two first acts,” 
said George Nelson. “We knew that we had to make 
a drastic separation. We decided to have no ‘things’ 
in the dome. It would be an information dispensing 
machine. We would pack the pavilion with thou- 
sands of diverse objects." When it later became evi- 
dent that a need existed for more covered space, a 
plastic parasol was developed by the Nelson office 
and used in clusters to shelter the fashion show, the 
architectural exhibit and the “Family of Man" show. 
These multiple assemblies formed the first all plastic 
struetural enclosure yet developed. The basic com- 
ponents of the plastic parasol, as well as the details 
of the display devices for the pavilion and dome are 
shown on the pages that follow. A fuller account of 
the development of the parasol will be found in the 
Architectural Engineering section. 


ROBERT ZION - MAKOLO аякка 
E m 


засети 
MOLIS Ae ETT. ЬЕ 


170 ARCHITECTURAL RECORD November 1959 


Robert С. Lautman 


Right: photograph of model of dome interior shows seven- 
screen arrangement for film designed and produced for mul- 
tiple projection by Charles Eames. The function of the film 
was to show things which were too big to bring to Moscow, 
such as dams, highways and cities, housing, schools, ete., and 
to show a lot of different examples of the same type on seven 
screens simultaneously to establish credibility. Other com- 
ponents of the information providing process were the Ramac 
which answered questions about the U. S., and eight exhibits 
which covered broad areas such as agriculture, publie health 
and space research 


Opposite page left: all landscaping decisions had to correspond 
with Russia's future plans for the reuse of the site. The thickly 
wooded eharaeter of Sokolniki Park, once a hunting ground 
for Russian Czars, also affected the siting of the main build- 
ings and the outdoor exhibits. Landscape architects Robert 
Zion and Harold Breen found that Russians respect trees and 
are reluctant to chop them down. The dome was shifted slight- 
ly to save a tree. To solve the cireulation problems for an 
immense daily crowd and to locate approximately fifty out- 
door exhibits on the eight acre site, the Soviets finally con- 
sented to the removal of over one hundred trees—birch, 
larch, Scotch pines and European lindens—which were 
then transplanted in full leaf in July to locations elsewhere 
on the site or in the remainder of the park. All trees which 
did not interfere with the displays remained. Fittingly enough, 
the only flowers available to the landscape architects in suf- 
ficient quantities were red begonias, white chrysanthemums 
and blue ageratum 


Above: the dome was constructed in accordance with the 
geodesic principles of R. Buckminster Fuller. The unformed 
panels were shipped flat to Moscow where the diamond shapes 
were formed on a brake press. The dome was erected around 
a 130-ft mast equipped with rigging to lift each ring of alu- 
minum panels as it was applied 


1 >F i 2 vi " Ы Ф d 
Plastic parasols appeared at best advantage sheltering un- 
interrupted space as here in the fashion show area 


Moscow Exhibit: Jungle Gym 


The jungle gym which filled the fan-shaped pavilion was de- 
signed for a crowded exhibition like a bazaar, full of color, 
noise, people and objects. Said George Nelson: “We devised a 
unified modular structure to give order to what was essentially 
chaotic.” 1. General plan of glass pavilion showing area oc- 
cupied by the jungle gym. The segment on one side of the 
building is office and administration space. 2. Typical alum- 
inum cage which subdivided 10-ft cubes into display space. 
Horizontal and vertical panels of wood chip board and acrylic 
plastic were suspended in this cage. The brightly colored 
translucent plastie panels contributed luminosity and light- 
ness to the exhibit. 3. Lighting strip attached to beam with 
plug-in outlets for adjustable reflector flood lamps. 4. Typical 
20-ft-high steel frame which formed two 10-ft cube spaces. 
5. Flooring for traffic area at 10-ft level showing carpeting, 
plywood or steel decking. 6. Sway bracing set at critical in- 
tervals. 7. Typical stairway fitted into grid. Basic system was 
developed by Dick Baringer 
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Moscow Exhibit: Plastic Parasols 


Robert C. Lautman 
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Opposite page right: the plastie parasols served as structures 
for shelter, as lighting units, and as gigantic rainspouts, 
forming in cluster a completely self-draining roof. Suggest- 
ing whole new configurations for future buildings, these para- 
sols were the most significant structural innovation in the 
exhibition and were indeed very effective exhibits themselves. 
l. Exploded view of one hexagonal parasol showing (top to 
bottom) lighting, aluminum spider, six roof sections joined 
to form one hexagon, column, well with drain outlet and con- 
erete footing. 2. Plan view of hexagonal roof showing one 
triangular roof section partially removed. 3. General sectional 
contours of one roof section. 4. Top view of column showing 
bolt studs for roof attachment and bead for aligning roof 
with column. 5. Plan view of well showing column base. Four 
dogs secure a flange on a steel tube bonded into the column 
base. 6. Connection between triangular roof sections. Irving 
Harper and Rodney Hatanaka helped develop the design 


Nelson's parasols are here shown sheltering the exhibition of 
U. S. architecture prepared by architects Peter Blake and 
Julian Neski. Large scale photographs in one point perspec- 
tive with a central vanishing point at the spectator's eye 
level, were planned as a visual extension of the exhibition 
space. Visitors were supposed to feel that they were enter- 
ing or walking through the spaces shown 


Moscow Exhibit: Ring Strut in Dome 


“We wanted the dome to seem almost empty in contrast to the 
pavilion. We wanted to suspend things to keep them off the 
floor . . . we wanted the crowds to move around freely on an 
uninterrupted floor plane, and be able to duck under 
things . . .” According to George Nelson this is why his staff 


developed the ring strut from which exhibits were hung. 1. 
General plan and elevation showing the “floating” tension ring 
structure within the dome. Also indicated are the seven sus- 


pended motion picture screens, 2, Perspective of a basic unit 
of the structure showing: vertical downward load on arms 
(lightweight panels and lighting units were suspended from 
these arms), the horizontal force tangent to the circular ring 
and the vertical force exerted by the wall. 3. Detail plan of 
inner tip of a strut unit and typical section of a tube to plate 
joint. 4. Plan of joint at tension ring. 5. Plan of joint directly 
over wall. William Katavalos devised ring 


The Image of the Architect 


IMAGE OF THE FUTURE ARCHITECT 


If the image of “the architect” is changing, to what 
extent is his education changing? Is architectural 
education altering its goals and its curricula with 
the shifting times? And is education itself, in a new 
orientation, changing the concept of the architect 
of the future and his responsibilities? 

In its broad inquiry into the “image of the archi- 
tect,” ARCHITECTURAL RECORD addressed the deans 
of the Association of Collegiate Schools of Architec- 
ture asking them to comment in some detail on such 
questions. In following pages we are reporting vir- 
tually the full response to the survey, omitting only 
a few of the most casual answers, and cutting only 
a few of the lengthier ones. 

It is abundantly clear that architectural deans— 
or some of them—are deeply concerned about the 
role of the architect in our present society and his 
total competence in a time of scientific orientation. 
Many answered with obvious feeling and at great 
length. Some were just as clearly unmoved. 

Quite a number of respondents, in answer to 
Question 1, said that they didn’t think architects 
were keeping up with opportunities of this age, but 
Harold Hauf (former RECORD editor) pointed out 
that he didn't believe that college deans were in the 
best possible vantage point to observe rapid shifts 
in practice. On this, as on other questions, answers 
varied so widely that a clear tabulation of results is 
not possible; we are reporting most of the remarks 
in full to give each dean a chance to present his 
views in his own context. 

Most significant is the simple fact that changes 
are being wrought in edueational focus and empha- 
sis. Some are already in force, some are a bit tenta- 
tive, some patently in the future. It is not too much 
to say that the image of the architect is definitely 
up for study, is in fact in process of change. 

Perhaps it is more accurate to say that the image 
of “the architect” is becoming more diverse. On the 


basis of the attitudes clearly readable in the replies, 
or lack of them, it could be said that the products of 
one school (or group of schools) are going to be 
quite different from those of another. 

Generally speaking it was the entrenched “big- 
name” schools which answered if at all with polite 
apologies for being too busy. Perhaps it is signifi- 
cant that these schools were largely located in the 
East; perhaps not. Of surer moment is the fact that 
these are by no means the larger schools in terms of 
numbers of students. It is safe to generalize at any 
rate that the schools of the West (west of the Hud- 
son) seem more alert to space-age requirements for 
designers, and thus to speculate that images of their 
graduates are or will be different. 

Quantitatively, the survey does not give any read- 
ing of these differences. Here and there the let- 
ters mention specific programs or courses for stu- 
dents; mostly however the differences in training 
seem to lie in attitudes of deans and professors. 
Even if in some instances these earnest responses 
were merely defensive, it seems apparent that there 
is a significant shift toward a more intensive prepa- 
ration of the student for the demands of a world 
that has its sights on the moon. 

As for the future, Dean Philip N. Youtz, Michi- 
gan, summed up neatly the view that a new day 
is ahead: 

“Architecture has always been one of the learned 
professions. However, the center of gravity of this 
training has moved away from history and archae- 
ology as an exclusive study and now has shifted to- 
ward social sciences, physical sciences and mathe- 
matics. 

“Looking ahead, the new architect is going to be 
oriented toward current problems, technical devel- 
opments and the new sciences. I believe the role of 
the architect today is to design a hospitable environ- 
ment for our scientifle age." 
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The Image of the Architect 


These are the questions put to deans of architectural schools: 


| 1, Do you think practicing architects generally 
are keeping abreast of opportunities of this 
age, or are other disciplines taking over 
some of their prerogatives? 


2. Do you think architectural schools should change 
their programs or shift their emphases? 
Have you made any such changes? 


3. How about the student who veers to the practical 
side: do you offer him encouragement in that 
direction? 

Do you have special courses or curricula for him? 


New Programs, New Policies 


My answers to your questionnaire will be colored by the 
efforts expended over a period of over twenty-five years 
in building a small practice in a medium-sized city into 
one of larger size while concurrently devoting a number 
of hours weekly to teaching. The subject and questions, 
however, do not allow easy short answers. 

It appears that more than a few architects are con- 
stantly adjusting their thinking and their organizations 
to the rapidly changing conditions of today's practice 
as required by the technical advancement of our age. The 
complexity of modern buildings surely demands an ad- 
justment in our practice and the development of compe- 
tent teams of individuals skilled in the various disci- 
plines required by each structure. Such groups of archi- 
tects of varying skills must be developed for the indi- 
vidual can no longer cope with the complete scope of a 
modern structure . . . 

Continuously and concurrently with changing condi- 
tions, architectural schools must adjust their programs 
and their basic policies. Too long has lip service been 
given to the total preparation of the architect without 
careful analysis of the total need of the practitioner. Too 
long have we depended upon the apprenticeship to fill 
in educational gaps of total practice, now suddenly learn- 
ing that many of the offices of practitioners are unable 
to supply this fundamental training. 

In medical education, complete preparatory training is 
given with respect to all aspects of medical practice. 
Internship (apprenticeship) is largely limited to the 
clinical aspects of medical education and not a filling of 
educational gaps left by the schools. Should we not fully 
recognize this principal in our own professional train- 
ing? Certainly the schools are better fitted to teach fun- 
damentals and principles than the average office . . . 

Specialization by the architect could well pattern after 
medical education as illustrated by continued study 
known as "residency" which combines clinical experience 
with detailed technical studies. Such specific study is 
never begun until the medical student has been awarded 
his degree and served the general clinical training of 
internship. This procedure in medical education was not 
dictated by academic precept, but rather was the logical 
outgrowth of the eurrent demands of the medical profes- 
sion. Specialization came only after a thorough training 
in all aspects of medical earning from anatomy to psy- 
chiatry, from bio-chemistry to surgery, from pediatrics 
to geriatries. Yet we in architectural education have al- 
lowed young men to limit their training to a very narrow 
field at the expense of the other disciplines. We have 
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4. Do you think the architectural schools should 
undertake to prepare students for their later 
responsibilities in such matters as: | 
programming of building design; office practice; 
eost control; specification writing; supervision | 
of construction; client relations; maste planning? | 


e 


- How about other educational media in such matters? 
Or post-graduate courses in architectural schools? 
Do you have such courses? 


6. Any comments on the future? 


continued to emphasize a single area of study 
while technological progress has added new problems 
to all areas of building construction such as the subject 
of mechanical equipment that accounts for approximate- 
ly one-third of the building budget yet the usual curricu- 
lum allows but approximately one-thirtieth of the 
allotted time for the undergraduate degree. Such trivial 
coverage does not allow the necessary understanding for 
direction of design of the whole building . . . 

Since the question of specialization in one of the nu- 
merous disciplines of the profession has been raised, it 
is seemingly necessary that opportunities be afforded for 
further detailed study even if clinical experience is not 
included. Fortunately, most of the schools of architecture 
are in larger universities which can afford concentrated 
study in the numerous related fields to any of the spe- 
cial disciplines. Such post graduate study is available at 
most schools. Institutions in large cities could well inves- 
tigate the possibility of a program of clinical experience 
integrated with thorough and intensive study of the con- 
centration afforded by the university’s total facilities. 

Graduate programs should not be limited to any one 
of the several professional disciplines. Rather we should 
be able to offer equal opportunity to the students who 
wish to specialize in engineering, administration, urban 
planning or other aspects of the professional practice. 
Subjects closely related to specific areas of study should 
be included in this graduate program of each individual. 

With architectural practice in the hands of individuals 
each with a general background of the profession yet a 
member of a team of specialists who serve each client. 
the practice of architecture could be easily retained in 
the hands of the architect. 


D. Kenneth Sargent, Dean 
School of Architecture 
Syracuse University 


Different Paths to Licensure 


1. I am not sure that the college professors are the best 
persons to pass judgment on this particular point. How- 
ever, I do feel that there is a real danger of the profes- 
sion forfeiting some of its responsibilities . . . I think 
there is a great hazard in the architect becoming only 
an “arranger of spaces” and not participating directly 
and in a dominant position in determining the program. 
2. I believe that the architectural schools should take a 
very hard look at their present programs and the more- 


or-less conventional content in the architectural engineer- 
ing courses that comprise part of the architecture cur- 
riculum. Although I realize that probably the licensing 
procedure depends pretty heavily on the architect’s pre- 
sumed knowledge of safe structure, I am sure that there 
will never be enough room in the curriculum to make him 
anything like an accomplished structural engineer in 
other than the “bread and butter” sense of using safe 
load tables and designing very simple structures. It 
seems to me that the real progress in structural engi- 
neering as applied to buildings will have to be done by 
men who are primarily engineers but that the inspira- 
tion for such work can well come from the architect with 
his sensitivity to form. The character of engineering 
courses in architectural curricula could well shift toward 
a more qualitative approach in my opinion with much 
more time spent on the integration of the structural 
scheme with the functional requirements and plan. Such 
a change might permit more time to be deyoted to what 
Messrs. Pena and Caudill in your May issue discuss un- 
der programming and architectural analysis. We are now 
taking a serious look at the architecture c ieulum at 
Rensselaer with a view to fundamental revisions in ap- 
proach and subject matter. 

3. Our program at Rensselaer seeks to be a balanced 
curriculum providing the fundamental knowledge that 
may serve as a basis for many different careers within 
the broad field of architecture. To this end we avoid 
specialization and attempt to direct our subject matter 
toward areas of study that are fundamental to the design 
professions as a whole, or for that matter, to the build- 
ing industry as a whole. 

4. With respect to this question I should like to state 
first that I believe the primary objective of an architec- 
tural sehool should be to prepare men in the basic areas 
that will permit them to assume their later responsibili- 
ties in their career. I believe any educational program at 
the college level aimed at the first job is missing the 
mission of higher education. With respect to the specific 
areas mentioned in this question, I feel that the pro- 
gramming of building design is probably one that has 
been neglected or at least underemphasized in most archi- 
tecture curricula. Increasing the amount of time devoted 
to programming and analysis, and also increasing the 
amount of time devoted to an examination at a mature 
level of building industry relationships, appear to me 
most valuable uses of collegiate time since they do un- 
dergird the responsibilities that will develop later. 

5. I am sure that the architectural schools can partici- 
pate much more heavily in post-graduate courses for 
practitioners. It is probable that the greatest value of 
such post-graduate courses would lie in presenting the- 
oretical rather than practical subjects. The practitioner 
comes into day-to-day contact with all the practical mat- 
ters of building, but in many instances he does not have 
time to devote to reflection and thought on the larger 
matters of building occupancy. We do offer post-gradu- 
ate institutes from time to time but this is not a char- 
acteristic of the Rensselaer school at the present time 
Perhaps the activities should be expanded. 

6. I am a bit skeptical about very much erystal-ball ac- 
tivity. Nevertheless, I am sure that some rather funda- 
mental changes should occur in architectural education. 
Perhaps one of these, which also requires the coopera- 
tion of licensing bureaus, should be the establishment of 
different paths for architectural licensure. As our cata- 
logue states, “It is recognized at Rensselaer that the 
broad scope of building activities creates opportunities 
for widely varying careers within the profession of ar- 
chitecture . . ." If this is accepted then perhaps licen- 
sure requirements should recognize different fields of 


strength within the profession so that we do not ever 
keep unlicensed good designers because they can't pass 
the concrete examination or good project managers and 
analysts because they cannot pass the same design ex- 
amination that more creatively gifted professionals can. 
Perhaps we should return to a basic four-year college 
program in architecture, and then require an additional 
year of professional or graduate training which would 
emphasize the specific strength of the individual. Any 
such change would require extensive effort since the 
entire basis of accrediting architectural curricula would 
have to be re-examined. 


Harold D. Hauf, Dean 
School of Architecture 
Rensselaer Polytechnic Institute 


Vision, Leadership the Goals 


1. and 2. If the architect is “losing out in a world of 
space-age science," it must be that the profession is de- 
ficient in some respect. If this be true, one must first ask 
the question, "Is there a need for the services which the 
profession offers to perform?" In a rapidly expanding 
and fantastically affluent society, the need for architec- 
tural services is critical. 

It is then logical to ask two further questions, “Does 
the profession provide vision and civie leadership in 
those crucial areas in which the architect is uniquely 
qualified to act?" and “Does the profession insist on 
professional competence?” I agree with you that the 
architect is “losing out,” and I believe that it follows that 
the answer to one or more of these questions must be 
negative. 

Vision and leadership are the goals of education, that 
is, of the colleges; technical competence is the province 
of the professional school. I think it follows from the 
preceding paragraphs that the schools should shift their 
emphasis on one hand to education and on the other 
hand to more rigorous professional training. The two 
goals are related. The general propositions with which 
education deals give meaning (and urgency) to special 
studies, specialization provides the cutting edge neces- 
sary to deal effectively with large issues. If the architec- 
tural profession valued education and professional com- 
petence, its future would be assured. 

To answer your second question specifically, Washing- 
ton University, with several other universities, is chang- 
ing its program to two years of liberal studies preced- 
ing four years of technical training. At the end of the 
first four years we give a Bachelor of Science degree with 
a major in Architectural Sciences. After two more years 
of work in the School of Architecture we give the degree 
of Bachelor of Architecture. We try to make our tech- 
nical courses rigorous; we try to teach architectural skills 
and a methodology of design in the second two years 
and in the last two years we try to present a challenging 
graduate program to those students whom we feel prom- 
ise to use such studies effectively. 

3. I understand what you are driving at, but in my 
opinion, the most impractical people in the world are the 
so-called “practical men.” I believe that such people 
should be encouraged to acquire an education. 

4. I believe that education and professional training 
is a continuing process. Certain parts of this process 
can be accomplished in the schools and certain parts must 
be accomplished by actual experience. I do not believe 
the schools should pretend to do jobs that they cannot 
do, and I do not believe you can learn programming, 
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office practice, cost control, ete. in any other way than by 
actual experience. 

At the same time, an understanding of the effects of 
these conditions on design is important. I believe the 
schools should try to make the students recognize they 
are incomplete designers until they master these parts of 
their craft. 

5. See above, 
6. I face the future with guarded optimism. 


Joesph R. Passonneau, Dean 
School of Architecture 
Washington University 


Many Schools Remiss in Programming 


1. and 2. Several years ago, as a member of the Survey 
Commission for the profession and education for the pro- 
fession, many hours were spent discussing the disturb- 
ing fact that architects, for the most part, were not 
keeping abreast of either opportunities or professional 
developments. As a result came the recommendation 
(R-41) for the Institute and the schools to get together to 
help bridge this gap. This was to be by a series of short 
offerings for architects in practice to refresh themselves 
in much the same manner as the medical profession keeps 
its membership up to date. 

Since then the ACSA set up a committee to imple- 
ment the recommendation and for the past two years I 
have been its chairman. The results have been disappoint- 
ing to date with only 12 schools offering 23 refresher 
courses in a survey covering 66 schools , . . 

2. As a general statement on the school program, I 
am convinced that one great strength of professional 
education in America lies in our ability to absorb gradu- 
ates from the wide variety of programs offered by the 
architectural schools. It seems to me that our multiple 
minor regional emphases add much vitality to the total 
program in architectural education. For example, this is 
what we expect to do at the University of Arizona by 
including studies in solar control and a consideration of 
the special problems of the arid lands. This would hardly 
be expected of a program in the north central region! 
Also, there is substantial migration across the country of 
students from local high school origin to the out-of- 
state schools they select for architectural training for the 
primary purpose of taking advantage of just such special 
programs. The schools themselves are constantly review- 
ing their curricula for the practice of architecture even 
if it could be accomplished within the framework of 
existing procedures. 

3. I shudder at the thought of a student "veering to 
the practical side" (as you put it) while in the process 
of his relatively short formal educative period designed 
primarily to develop his imaginative skills and his dis- 
criminative taste. Certainly an appreciation of the prac- 
tical side of architecture is essential to his study of de- 
sign and this must not be overlooked for any student— 
but for a student to reach the decision in his third or 
fourth year in college that he intends to be only “practi- 
cal” would in short order condemn his later professional 
practice to mediocrity. The carefully planned curriculum 
is a cumulative effort embodying a rhythm of high dis- 
ciplinary studies with those providing freer use of indi- 
vidual creative effort. Most schools provide this rhythm 
in the regular architectural curriculum. Others depend 
‚оп sub-professional courses (such as Business and Build- 
ing, construction options, ete.) to syphon off their stu- 
dents who are obviously not suited to the demands of an 
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architectural course and who consider technology for its 
own sake rather than as a resource for design. 

4. There is much misunderstanding about the scope 
of responsibility of the schools in training for profes- 
sional practice, Most of this comes from the practicing 
architects, who hope for new men for their offices who 
are architects in the complete sense, at the time of grad- 
uation. These architects fail to appreciate the meaning 
and intention for the period of apprenticeship required 
by law, originally included at the demand of the profes- 
sion, and for the express purpose of supplementing aca- 
demic preparation with experience in those responsibil- 
ities of practice whieh the schools could undertake far 
less successfully than could the office. The regularized 
"architect-in-training" plan now in operation by the A.TI.A. 
(also a Survey Commission recommendation) will do 
much to return to the architect in practice a more definite 
role in the cumulative training program. In addition to 
this program, it should be the province of the architect 
in the areas of office practice, cost control, specifications, 
supervision, ete. 

You also mention in this category the topic of pro- 
gramming and this is one area where I believe many 
schools have been remiss in not beginning this facet of 
total design at an early stage in a student's development. 
Too often the issued program of a design project is pre- 
sented as complete and final. There are some Schools, 
Arizona for example, where the problem is broadly stated 
and the individual student expands his own program 
(under careful supervision) in a manner following gen- 
eral practice. This approach, I believe, is important to the 
development of the student's analytical skills and also 
sharpens his facilities for research. 

6. Too many to record in this brief time. 


Sidney W. Little 
Dean of the College of Fine Arts 
University of Arizona 


Professional Future is Rosy 


l. I think that the leading practicing architects are 
abreast of the opportunities of this age. However, it is 
impossible to keep abreast of each individual advance- 
ment as it becomes known to the scientist or the specialist 
in some particular area. 

2. We have made some changes in the program in the 
last few years which may not be for the better. There is à 
terrific emphasis on architectural design. I am quite sure 
that you can't explain to the student the answer to every 
problem he will meet in his life as an architect. I think 
you can teach him some fundamental laws of nature 
and of art. I think you can make him dimly aware of 
the business responsibilities and the legal aspeets of this 
profession. I might say in the end that architectural 
schools teach what it is possible to teach and sometimes 
what it is convenient to teach. 

3. As for the student who veers toward the practical 
side, if he has progressed far enough along in architec- 
tural education, let us say the junior year, so that we 
think he has a feeling and a knowledge of the things we 
think an architect should consider his responsibility, we 
encourage him to continue. My own private view is that 
we can't all be geniuses and somebody has to run these 
offices. There are a good many men who are partners in 
architectural firms because they are skilled in office man- 
agement, specifications, supervision, meeting the public, 
or in getting out the working drawings. We do not have 
special curricula for this particular person, but we try 


to see to it that his electives and technical options are 
selected to be of the greatest assistance to him. 

4. It so happens that in the last couple of years, major 
buildings have been in progress for the University in 
which it was possible for me to rub the students’ noses 
in particular examples of office practice, cost control, 
specification writing, supervision of construction, and 
client relationships. 

5. The other education media in such matters are usu- 
ally summer work for architects, for contractors, draft- 
ing for stone companies, and even lumber concerns. Most 
of our students have part-time jobs somewhere in what 
might be described as “industry.” Whether it includes 
designing kitchens for commercial concerns or working 
for an interior decoration outfit, it’s all the same to me. 
The informal education gained this way is very valuable. 
As to postgraduate courses in architectural schools, it 
seems to me that those who have applied recently have 
been the students who could not make it in the various 
offices after the Bachelor Degree. I’m not real certain that 
the very best of students apply for postgraduate courses. 
6. In the next ten years, we will build a total valua- 
tion of structures which may exceed the whole building 
operation that this country has seen since the beginning 
of its days. As far as I can tell, anybody who can hold a 
pencil can have a job, and anyone who ean get a license 
and gather two or three men together can be in prac- 
tice. I think the future is rosier now than it has ever 
been in this profession. However, we may reap a whirl- 
wind from this because a lot of it is thoughtless, and 
much of it insensitive, and, as I have indicated in Num- 
ber 1, only those who are leaders in the profession are 
abreast of the times. 


Linus Burr Smith, Chairman 
Department of Architecture 
University of Nebraska 


As Broad An Experience As Possible 


1. In my limited contact with architectural practition- 
ers outside of the educational area I find that they are 
generally aware of and concerned with the opportunities 
of this age. 

2. There seems to be an increase in general education 
or common curriculum studies which are required of all 
students in many universities. I think that this is a 
change in the general program. The result is a broader 
exposure to a variety of disciplines. In addition to the 
humanities we now require work in all of the sciences— 
physical, biological and social. I think that the school 
of architecture of the past concentrated on the techni- 
cal side and eared little about the education of the stu- 
dent beyond the architectural subject matter. I think 
that today we are concerned with turning out an edu- 
cated man for whom we can predict greater success as an 
architectural practitioner. 

8. With exams just over, I wish I had a student who 
veered to the practical side. We are trying to avoid pa- 
per exercises by encouraging the student to approach 
his problem with more thought on the practical aspects 
of architecture. We offer encouragement but have no 
special courses. 

4. I think that the schools have a responsibility to give 
the student as broad an experience as possible. We do 
cover some of the topics you mention: programming, 
office practice, and to a limited extent specifications writ- 
ing. It would be impossible to expose the student to ev- 
ery facet of architectural experience and also give him a 


good general education in five years. I don’t know how 
the magic five was arrived at as schools were offering 
the five-year program when I began my studies, but per- 
haps we need more than five years to do the job. I sus- 
pect that in the future more schools may require two 
years of pre-architecture with a four-year program fol- 
lowing, or as some now require a four-year undergradu- 
ate degree prior to entrance to a four-year architec- 
tural curriculum. 

5. We offer a one-year graduate program in City De- 
sign which is attracting a number of our students. This 
program is limited to students with either a five-year 
architectural degree or a four-year planning degree. In 
addition we require some practical experience prior to 
admission to the program. 


C. E. Stousland, Chairman 
Department of Architecture 
Miami University 


To Become a Better Programmer 


1. The architectural educator who levels remarks at to- 
day's practitioners implying that their subjects are “los- 
ing out” in a world of space-age science should be quite 
busy shifting the “collegiate picture plane” to produce a 
more appropriate architect image. To say it another way, 
the architect of tomorrow must be more thoroughly 
educated. He must not only be thoroughly trained in 
shaping and artfully endowing beauty to the spaces in 
which man lives but he must possess a growing vocabu- 
lary in the technology and specifications of architecture. 
2. Presumably, many schools are shifting their empha- 
sis to produce perhaps a plural architect image. This 
seems to be inevitable in order to cope with the plural 
of forces acting on architecture—the plural client, the 
plural economies, plural government, etc., as well as the 
plural concept of living. Whether we credit the highly 
developed means of communication and salesmanship, 
or the ever quickening development of ground and space 
transportation with today’s ever-evolving cycle of social 
concern, the architect must prevail in the final judgment 
of what is best for man's physical environment. 

3. At Texas A & M College, rather than teaching the 
student to follow architectural design programs pre- 
conceived by the design instructor, he is presented with 
a challenge to research and analyze the needs of the 
various assigned projects and to present his own pro- 
gram, and to promote his finished solutions. This ap- 
proach is very maturing for the student. If he becomes 
too engrossed in practicalities, he is encouraged and 
guided to weigh his concepts with his fellow students 
who might be less thorough in visual perceptions but 
have perhaps better creative imaginations. Both types 
gain in this interchange of study. We think this teaches 
the student not to be a mere “lister” of building require- 
ments from which to produce architecture but to be a 
better “programmer” or "planner" of building and space 
design. With a very active “Architectural Research" pro- 
gram existing within the administration of our Division 
of Architecture it quite naturally follows that our stu- 
dents and faculty investigate the various design and 
technological concepts of architecture. 

4-5 The “watch word” is for schools of architecture 
not to become unstable in the wake of multi-influencing 
factors on today’s architecture. They must not be quick 
to shift their curricula to the right or to the left or in 
both directions. The images of today’s client (man or 
space-age monsters) as well as today’s architect (singu- 
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lar- or multi-headed) must be thoroughly considered when 
the shifting of the educational empnasis is to be done. 
Any conscientious educator will be quick to tell you that 
thorough investigations are taking place today in the 
collegiate schools. 

6. The practicing architect of today who is highly criti- 
cal of the educational curriculum that molded him into 
his present being should not, on the other hand, continue 
to cast the vanishing lines of his own image back to a 
collegiate eurrieulum which he places on the ground line. 
Perhaps he should lift the horizon and study the depth 
of his image in terms of his own professional experienees 
of this age, and be helpful by relating his findings to his 
Alma Mater, to be added to the future production of to- 
morrow's image of the architect. 


Theo R. Holleman, Professor and Head 
Division of Architecture 
Agricultural and Mechanical College of Tezas 


Less Facts; More Principles 


1. In the time-consuming operation of being a designing 
architect many civic duties are brushed aside and when 
this happens, the less talented gain ascendancy. The car- 
tooned expression of this is the package deal. I think 
that no profession has prerogatives—all prerogatives are 
dependent upon performance. 

2. Yes, I think architectural schools should spend time 
with a broader base which shall recognize, or even par- 
tially include, the environment of man. Such environ- 
ment shall take account of social, economic and esthetic 
matters. Our department is now joining up with the 
department of City Planning and Landscape Architec- 
ture in a common college called “College of Environmen- 
tal Design.” Our graduate degree is thought of as being 
based on research of principles. 

3. No, we have no options. We like to think of the 
general curriculum as being a broad river containing all 
—the more practical stay near the shore—the gifted 
swim out into the current. All have the same privilege. 
4. I think that the school should train programming 
of building design and master planning. 

I do not think that school is the proper place to teach 

office practice, cost control, specification writing, super- 
vision of construction, or client relations. 
5. Each office should try to give its draftsmen a varied 
series of duties which provide an “in-service” training. 
Thus conferences should be attended by many people 
concerned with the project at hand. Supervision is best 
learned in this way also, I think. 

We have no postgraduate courses involved in the mat- 

ters I have mentioned above. I think this is the point 
where the new college training and the old apprentice 
system are each at their best. 
6. Less facts taught and more principles—I feel it 
would be a mistake to lengthen the present usual five 
years just because there are more complicated structural 
systems and mechanical needs. These should be under- 
stood in a measure by the architect but designed by 
gifted specialists. 

In the future I would like to train architects to dis- 
regard published photographs so that they work out their 
own solutions fitting their own problems. The blind eclec- 
tie following must become a thing of the past. 


William W. Wurster 
Dean of the College of Architecture 
University of California, Berkeley 
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Future Possibilities Tremendous 


1. It is my opinion that practicing architects generally 
are not keeping abreast of opportunities of this age. 
However, the few that are do a wonderful job. Engineer- 
ing discipline seems to be taking over some of the pre- 
rogatives. 

2. It is not necessary for architectural schools to change 
their programs or shift their emphases if their programs 
are designed to permit changes within the framework. 
It is a simple matter to change course content. We have 
made such changes. 

3. It is rather difficult to determine what one means by 
the practical side. Good design is as important if not 
more so than any other phase of the practice of archi- 
tecture. The difficulty with architecture today is the lack 
of good design. We all know that a few individual archi- 
tects are leaders in this field, however the countless oth- 
ers who are practicing architecture, be they architects or 
engineers, are not. 

To encourage an architectural student in any direc- 
tion, other than good design, is very wrong. A student 
who discovers that he lacks design qualifications should 
transfer to major engineering disciplines, liberal arts, or 
business. His initial study in architecture is, without a 
doubt, of great benefit to him, but it is wrong to give him 
a degree in architecture. 

4. Architectural schools, in my opinion, are preparing 
students in such matters as: office practice; specification 
writing; supervision of construction; client relations; 
master planning. In my opinion it is difficult to train a 
student in cost control, because it is a phase which must 
be taught by experience. 

5. Postgraduate courses in architectural schools includ- 
ing two or three day seminars are very important. Un- 
fortunately we do not have postgraduate work in archi- 
tecture at Notre Dame, but we are looking forward to the 
possibility of some work in the future. We have had 
seminars for artists and architects, in the field of reli- 
gious architecture, which have been very successful. 

6. The future holds tremendous possibilities for the 
architect, and I am quite confident that he will meet 
and take advantage of these opportunities to the better- 
ment of architecture. 


Frank Montana, Head 
Department of Architecture 
University of Notre Dame 


Advanced Work at Graduate Level 


1. The architect is trained at Pratt Institute in basic and 
professional disciplines in the direction of general prac- 
tice. Upon graduation, he often specializes in one or more 
types of buildings and hence gives up certain aspects of 
general practice. For example, interiors, office layout, 
elementary structures, costs, etc., may be handled by 
people with less training, since they do not require so 
rigorous a preparatory curriculum in their present su- 
perficial practice. The architect unfortunately is also 
being encroached upon by office layout experts, industrial 
designers, interior designers, etc., who would practice in 
functional and structural areas by employing architects. 
2. I do not think that architectural schools should 
change their programs in great measure. Perhaps some 
shift of emphasis is possible in some cases, but I truly 
feel that many architects could readily go into special 
areas with concentrated attention if not specialized train- 
ing. Schools might increase a focus on the industrializa- 


tion of building techniques including prefabrication of 
components, new structural forms and their expres- 
sions, and city planning, which is gaining tremendously 
in publie and official acceptance. 

8. Many school programs are practical in the sense that 
they include courses in working drawings, details, spe- 
cifications, and structural analysis and computation. 
Some schools offer additional special courses in this field. 
Pratt Institute offers five years of structural courses 
terminating in a structural analysis of the theses. It must 
be realized, however, that architecture is more than just 
the “practical” and that that field alone can be taught 
in a less advanced curriculum, perhaps in a non-degree 
program. 

4, Architectural schools should and do introduce stu- 
dents to such matters as programming of building de- 
sign, office practice, estimating, specifications, client rela- 
tions, and city planning, but it should be understood 
that, together with the good amount of liberal arts also 
desired, extensive work in these areas would lengthen the 
undergraduate program greatly. 

5. In order to help students develop in specialized areas. 
we at Pratt Institute offer advanced work at the gradu- 
ate level in city planning, research in housing costs, 
sociology of housing, planning engineering, law and 
planning legislation, urban renewal, advanced delinea- 
tion, and graduate design and construction. 

6. The architect’s future training should become more 
like that of the doctor who is first trained for the gen- 
eral practice of medicine and who later, in advanced 
study, specializes in a specific area, e.g. internal medi- 
cine, surgery, psychiatry, etc. The entire professional 
quality of architecture and its allied design fields would 
be improved immeasurably if the current training in the 
allied fields, which now leads toward purely decorative 
appliqué to a minimal understanding of building design 
were replaced by graduate work in these fields after an 
undergraduate training in architecture. I leave it to the 
editor of your magazine to cite examples of architects 
who have later specialized with eminent success in allied 
fields. 


Olindo Grossi, Dean 
School of Architecture 
Pratt Institute 


New Curriculum at Columbia 


1. Historically the present period of architectural prac- 
tice will indubitably be classified as transitional. ‘We are 
searching for a significant expression of the complex 
factors which have entered contemporary living. This 
takes a lot of doing. The time element is, of necessity, 
not a brief one. Able minds are at work. Esthetic con- 
siderations are beginning to be more sensitively explored. 
Even though the role of the architect, at this particular 
stage, appears to have diminished, we all know that only 
architects can produce the ultimate solutions. These so- 
lutions will be arrived at only if our best minds continue 
to be deeply concerned with the whole problem rather 
than its fragmentation. 

2. Personally, I believe the architectural schools have 
a responsibility to effect such changes as will contribute 
to a mature understanding of the task before the pro- 
fession. Columbia has, and will, continue to modify its 
course structure and its critical, philosophical and tech- 
nical approaches. 

3. and 4. While design must remain the central core 
about which other courses tend to revolve in an archi- 


tectural school, the realists understand that not all grad- 
uates will function as designers in their subsequent ca- 
reers. We have only to examine the work-divisions in 
any efficient, professionally run office to realize that spe- 
cialists in a number of other technical areas are essen- 
tial. I am convinced that preparation for these speciali- 
zations should be superimposed on the basic architectural 
curriculum at the Master’s level rather than replace 
courses now included in the Bachelor degree program. 
5. The graduate schools of architecture must, of 
course, accept this weighted responsibility for schol- 
arly preparation in these specialized areas. However, it is 
now timely to question whether we also have a respon- 
sibility for providing instruction in such related areas 
as construction management, because of its liaison with 
the two main branches of building. The recent develop- 
ment of such a curriculum at Columbia is proving of 
utility in this direction. None of us has done all we 
should to provide building laboratory experience and ma- 
terial controls from the supervisory angle. 


James Grote Van Derpool, Acting Dean 
School of Architecture 
Columbia University 


Three-Way Health Program 


1. Architects are keeping abreast of esthetic develop- 
ments and modes, but are very slow in adapting them- 
selves to the scientific attitudes and processes of our age. 
They leave themselves open to competition from engi- 
neers and industrial designers and to the mercy of those 
whose advice is based upon a background of basic re- 
search. 

2. Yes, architectural schools should spend more time on 
fundamental principles of building techniques and tech- 
nics, on program analyses and in research. Too much 
time seems to be wasted in allowing the student to cover 
square miles of paper by indulging in design doodles. 
the result of stomach spasms rather than of purposeful 
and authoritative thinking. The teaching of design is im- 
portant, the teaching of the basis upon which sound 
building design grows is most important. Only good de- 
signers should be permitted to continue their studies in 
architecture, and they should apply their design skill to 
solutions. The present tendency is rather the reverse, 
the solution to a building problem is assumed to be the 
outcome of a design idea. 

The School of Architecture at the University of British 
Columbia is embarking on a new program which requires 
at least three years in a faculty of arts or science, in- 
cluding prerequisite courses in physics and fine arts, 
plus an additional three years of concentrated profes- 
sional training in architecture. The undergraduate pro- 
gram is directed to a general basie training, leaving 
final specialization to postgraduate work leading to the 
Master's degree. 

8. The "practical" student should obtain training in a 
technical school or institute of technology. The only spe- 
cial concession we make to this type of student is at the 
postgraduate level, provided he has met the academic 
qualifications. 

4. No, the school cannot effectively, and definitely can- 
not efficiently, teach the office practice of architecture. 
However, as pointed out earlier, our biggest responsi- 
bility in the schools is to ensure that the graduate has 
obtained a good grounding in the humanities and basic 
sciences. This is one of the reasons for the change in our 
curriculum. We expect, as a result, that our graduates 
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will be more able to deal with the human and technical 
problems within the practice of our profession. 

5. Refresher, or post graduate eourses for practicing 
architects and graduates in training, would be highly 
desirable and are needed. It is after some experience 
in the field that professional practice matters can be most 
effectively studied and discussed. 

We do not offer such courses yet but hope to organize 

them within the next few years. Our post graduate pro- 
gram gives opportunity to anyone desiring to specialize 
further in aspects of construction. 
6. To keep healthy and in step with our age the pro- 
fession of architecture, in my opinion, should learn to: 
a) serve the client and the community first, by b) design- 
ing buildings which are practical and are thought out 
within a framework of basic architectural research, but 
which c) are conceived and detailed with emotional fer- 
vor, sensitive esthetic judgment and respect for com- 
munity traditions, 


Fred Lasserre, Director 
Sehool of Architecture 
The University of British Columbia 


"To Design a Hospitable Environment 
For Our Scientific Age" 


1, The contemporary architect is busily engaged in de- 
signing a brand new human environment based not on 
the tradition of the past but on the new science of living. 
This is a large goal but I believe that he is making very 
substantial progress toward it. 

2. Architectural schools should continually change to 
meet the requirements of a rapidly evolying new world. 
The faculty of our own Department of Architecture re- 
studies its curriculum every year and adopts certain 
changes which they think will be useful to students and 
make it easier to meet the contemporary demands on 
the architect. 

Ultimately I think all architectural schools will have 
to become graduate institutions and offer their profes- 
sional training to students who have already had the 
advantage of a Bachelor’s degree. Five years is too short 
a time in which to train the architect for a multiplied re- 
sponsibility in the modern world. At present most stu- 
dents cannot afford to spend four years in college fol- 
lowed by another four years in a professional school so 
I do not anticipate expanding our five-year program 
immediately. 

3. As far as I know most colleges of architecture empha- 
size design first, structures second, and the practical fea- 
tures of the cirriculum third. Frankly, I think our schools 
are very weak on practical courses and mechanical equip- 
ment. I should like to see these phases of training 
strengthened. 

4. The present five-year curriculum of our college is 
too crowded to permit any thorough coverage of pro- 
gramming of building design; office practice; cost con- 
trol; specification writing; supervision of construction; 
client relations; master planning. However, our faculty 
has recently increased the offerings in these subjects and 
we are well aware of their importance. Probably we will 
not be able to give them due emphasis until such time 
as the professional course in architecture is lengthened. 
5. We are developing our graduate work in the College 
of Architecture and design and expect to give increasing 
emphasis to this. This will enable us to offer architects 
a more liberal background as well as more practical train- 
ing. We feel that our present five-year course is very 
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crowded and does not permit us to give the student the 
optimum training. 

6. Architecture has always been one of the learned pro- 
fessions. However, the center of gravity of this training 
has moved away from history and archaeology as an 
exclusive study and now has shifted toward Social sci- 
ences, physical sciences and mathematics. 

Looking ahead, the new architect is going to be ori- 
ented toward current problems, technical developments 
and the new sciences. I believe the role of the architect 
today is to design a hospitable environment for our scien- 
tific age. 


Philip N. Youtz, Dean 
College of Architecture and Design 
University of Michigan 


Synthesizer of Environment 


You have asked some tremendous questions at a time 
when I have been especially preoccupied—the end of my 
first school year as Dean! Being new in the academic 
game I had been hardly aware of the peculiarly demand- 
ing and absorbing nature of educational work at the 
climax of the year. So I am afraid I cannot provide you 
with very thoughtful answers to your questions now, and 
it would be presumptuous to speak with any authority 
as a school man. 

I do have a few impressions, however, It seems clear 
to me that practicing architects are not abreast of scien- 
tific and other materialistic developments of this age. 
It is easy to imagine the individual professional archi- 
tect engulfed by the present massive tendencies toward 
complex organization and mechanization. But it seems to 
me the age needs to be profoundly concerned with the 
disappearance of individual expression and personal 
freedom; and that the architect is more likely to find a 
unique role in the future by stressing positively his crea- 
tive esthetic design abilities. He can be the synthesizer 
of environment, toward the end of delight, toward lifting 
the spirit. This will require of the architect high abili- 
ties as an artist, philosophical conviction and the intel- 
lectual equipment to make him effective. 


Walter Gordon 
Dean of the School of Architecture and Allied Arts 
University of Oregon 


Too Much Self-Evaluation? 


When I first started teaching some ten years ago, I 
shocked some of my colleagues and provoked some lively 
discussions with the statement that architecture was ob- 
solete. A number of years later I had begun to question 
this view, and I now find myself arguing vigorously on 
the other side. Such self-evaluation as your letter indi- 
cates the profession is now undertaking can perhaps be 
construed as evidence in favor of my present position. 

Strange it is indeed that when one looks critically at 
himself he can say: I am what I am because of the 
schooling I received. Might he not better ask himself 
why he did not get more out of the schooling and other 
opportunities for learning that were offered him. The 
schools, of course, must assume a substantial share of 
responsibility for the inadequacies of the architect today 
(they are in general followers and not leaders), but the 
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Exe. 


1. Louisiana 


3. Massachusetts 


4. Washington 


5. Illinois 


Five 
“Good Neighbor" 


Houses 
of Contemporary 
Design 


Many a residential community which once zoned out 
the “modern” house—the flat-roofed glass box, in 
popular interpretation—is coming these days to 
realize that contemporary architecture cam blend, 
and nicely, with its honored ancestors. The reason 
for this change of heart is not hard to find: in all 
sections of the country architects are paying much 
more attention than formerly to environmental de- 
sign. Zoning laws often do not prohibit a well- 
planned, entirely contemporary house; they only 
stipulate that the roof must not be flat, or that the 
house may cover just so much of its site, and so on. 
Traditions are something else again, and it is in this 
area that so many toes have been trampled in the 
past. Many architects, as the examples on the fol- 
lowing pages suggest, are producing good houses 
that make good neighbors of and for today (and to- 
morrow) and are at the same time highly sensible 
of and for their surroundings. 
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Site and View Shape a New Orleans House 
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House for Mr. and Mrs. Wiley L. Mossy, New Orleans; 
Lawrence, Saunders and Calongne, Architects; Robert 
Reich, Landscape Architect; Lin Emery, Sculptor; Jack 
Hastings, Decorative Enamels; Boydell-Sanders, General 
Contractors 


This house knows New Orleans and embodies some 
ofthe traditional characteristics of its domestic 
architecture in fresh and contemporary terms. It 
presents discreetly closed facades to the public, 
opens up on patio areas it eneloses and makes much 
of them. It also is designed to exploit a site advan- 
tage rare in New Orleans: a sweeping view—across 
a well-kept park to Lake Pontchartrain in the dis- 
tance. Color throughout is restrained, with off-white 
and natural brick predominating on the exterior and 
a light beige and black walnut predominating on the 
interior. The principal design objective, say the ar- 
chitects, was “the creation of a variety of interior 
and exterior spatial sequences and experiences, re- 
taining always a consciousness of the relationship of 
house to site.” 
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Mossy House 


Recreation room (top photo) is sep- 
arated from kitehen (center photo) by 
counter with an accordion-type shut- 
tered partition allowing any degree of 
opening or closure. Kitchen partitions 
are only eight feet high, so full sweep of 
the 1600-sq-ft  living-dining-kitchen- 
recreation area can be grasped from 
any point within it: at the peak of its 
gable this area has an interior height 
of 18 ft. Structure is steel. 

The pool area near the entrance 
foyer, with a sculptured fountain and 
bird bath by Lin Emery, is character- 
ized by the architects as a "cool" spot 
among the varied pleasant outdoor 
spaces 


Nano photos 


Clapboard Siding Reflects Ohio History 


FIRST FLOOR PLAN 


| GALLERY ГЛ 


BALCONY PLAN 
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Residence for Mr. and Mrs. Irwin T. White, Hudson, 
Ohio; John Terence Kelly, Architect; Gensert-Williams 
and Associates, Structural Engineers; D. R. Harper and 
Associates, Heating Consultants; Robert L. Capretto, 
Building Contractor 


Hudson is not only a town of traditional architec- 
ture, it is also an “historically important Ohio vil- 
lage” with many old Colonial buildings. The off- 
white clapboard siding—though used here as solid 
planes without “punched holes” for windows— 
serves as one connecting link with the neighboring 
houses, as does the pitched shingle roof. Although 
the plan, in which three units enclose a private gar- 
den, differs considerably from the town’s tradition, 
special effort was made to keep the scale and place- 
ment in harmony with nearby houses. 

On the interior, walls of white clapboard, ex- 
posed wood structure and flooring of random-width 
pine board echo traditional sources, as, in the gar- 
den, do brick sidewalks and wisteria, laurel and 
honeysuckle. 

Though some opposition was recorded at the start 
of construction, most of the community, it is report- 
ed, has succumbed to the house’s neighborliness. 


White House 


Top: living room, with clapboard wall, 
takes advantage of full height of house; 
wood and plastic shutters (not shown) 
can be opened on bedroom level to create 
balcony. Center: traditional textures— 
brick, wood shakes, white clapboard, 
natural wood. Bottom: antique fur 
niture and Oriental rugs in company 
with contemporary furniture continue 
this approach to tradition on the inte- 
rior. Opposite page: position of garage 
was changed between the project stage 
(below) and finished building 


photos © Esra Stoller 


New Tradition for Contemporary Living 


ENTRANCE LEVEL FLOOR 


FIRST FLOOR 


Residence of Mr. and Mrs. George Wolbach, Brookline, 
Mass.; George W. W. Brewster, Architect; Stanley 
Underhill, Landscape Architect; George Cheney Inc., 
Contractor 


Though it may sound trite, the fact is that this house 
was designed for good and gracious living. It is deep- 
ly rooted in tradition, yet contemporary in plan; 
open and inviting, when these qualities are desira- 
ble, yet amenable to the closeness of quiet and soli- 
tude when the occasion demands. The house does not 
insinuate itself into its site; it would seem to have 
grown there or have been formed there by some nat- 
ural phenomenon. The exterior materials used are 
mainly clapboard, brick, stone and slate. These are 
handled with meticulous care, placed in combina- 
tions of near-perfect proportion. Slate floors, wood 
paneling and built-in storage units, plastered walls, 
the handsome stair—each element of the interior 
seems appropriate in its place. Any change in one 
of these would be for the worse. All are combined, 
through striet attention to detailing and superlative 
craftsmanship, into a very sophisticated house for 
present-day people. 
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Wolbach House 


Perhaps the most effective bow to tra- 
dition can be made by using good ma- 
terial superbly detailed and finished— 
as here in the playroom (at bottom) 
where carefully laid brick is set against 
white plaster to the maximum advan- 
tage of each, or in the stairway, highly 
polished and finely joined 
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Residence for Dr. and Mrs. Frederick Tucker, Seattle, 
Washington; Ralph Anderson, Architect; Miller-Pollard 
Design Associates, Interior Designers 


Since this quietly contemporary house was built on 
a landseaped lot which was once part of the adjoin- 
ing property, architect, Anderson chose to slip it in 
among its more conservative neighbors by blending 
it with the abundant foliage on the site rather than 
by borrowing the basic materials and forms of old- 
er houses in the neighborhood. His principal tech- 
niques of "camouflage" were the choice of warm, 
earthy materials, and the use of wide overhangs 
whose deep shadows echo those of the foliage and 
soften the otherwise severe lines of the house. The 
exterior is entirely of stained cedar siding and glass; 
the roof is of cedar shingles; and the same umber 
tones are carried to the interiors. Although Seat- 
tle's often-gloomy climate demands the use of ex- 
tensive areas of glass for light, the rich textures and 
warm tones used inside and out, together with the 
sweeping overhangs, nevertheless produce a strong 
sense of shelter throughout the house. And shelter is, 
after all, the very oldest tradition in residential de- 
sign. 


Dearborn-Massar photoa 


Native Materials Reflect Site, Not Neighbors 


Tucker House 


A key feature of this 

plan is the built-in provis 
converting it to a smaller house. 
Bedrooms for the two boys are 
now located directly under the 
master bedroom and study, which 
$ one half flight up from the 
living wing. When the boys' rooms 
are no longer in use, the lowest 
level (not shown) can be closed 
off. 

“Earth” tones of exterior of 
Tucker house are carried through 
to interiors where walls are of 
dark-stained fir, floors are of 
hardwood or a local gr 
slate, and the fireplace wa 
is the focal point of the living 
area, is of a local stone in rich 
brownish tones. 

Wide overhang with translucent 
skylight shelters patio (below) 
and makes possible its year-round 
occupancy by people and furni- 


to gla wall 
areas 
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Modern Roof Looks Medieval-or Vice Versa? 


FIRST FLOOR وب‎ 


An Architects Studio and Summer House, Barrington, 
Illinois; Harry Weese, Architect and Owner; Reike 
Construction Co., General Contractors 


Due to its configuration and generally gracious look, 
this house would certainly rest easily in almost any 
suburban setting. Yet, quite unusual things happen 
under that apparently medieval roof; and even the 
roof itself—composed of prefabricated panels of 4- 
in. eedar planking—is of structural interest, since 
the central peaked segment is suspended from the 
two end elements and is not framed into them in 
conventional fashion. This made possible both elean- 
er surfaces and budget reductions. 

In summer, the house is used by the architect's 
family; in winter, as a studio and retreat. Thus the 
whole concept revolved about the idea of creating a 
gay, carefree vacation place for children and for en- 
tertaining. Materials are informal—slate floor and 
birch planking on all sides and overhead—the hang- 
ing bridge is sort of a fun thing; children's rooms 
have outer balconies reached by ladder; a daughter's 
room is reached by a catwalk. All this is done subtly 
and within the bounds of taste—a measure of the ar- 
chitect's design skill. 


T a 
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Weese House 
and Studio 


The basic structure is composed of 
prefabricated panels of 4-in. cedar 
planking. The end pavilions were built 
first by erecting the wall and roof ele- 
ments; and the central, U-shaped roof 
was then suspended from them, com- 
pleting the rough enclosure. The plank- 
ing is left exposed as interior finish for 
both the roof and walls. 

The exterior roof is cedar-shingled; 
easements and sliding sash are painted, 
galvanized steel; floors in living areas 
are generally of slate—in bathrooms of 
linoleum 
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More Elegance at the House of Seagram 


Philip Johnson helps his client spend 
$4,500,000 on equipment and decor 
for new restaurant in the Seagram building 


Principal entrance from main lobby of building exhibits a painted 
stage curtain by Picasso originally done for the Diaghilev Ballet 


Restaurant 
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OWNER: Restaurant Associates, Inc. 

ARCHITECT: Philip Johnson 

INTERIOR DESIGN: William Pahlmann Associates 
LANDSCAPE ARCHITECT: Karl Linn 

LIGHTING CONSULTANT: Richard Kelly 

GRAPHIC ARTIST: Emil Antonucci 


Big, splendid and very expensive (mere art lovers may 
buy a drink at the bar), the new restaurant in the Sea- 
gram building is called The Four Seasons. More than a 
name, it is the restaurant's idea. Four trees, pink for 
spring, green for summer, red for fall and brown for 
winter form the constant graphic motif, but each color 
establishes the palette for its own season. Each of the 
four colors appears in its turn on waiters' jackets, menus 
and matchbooks, while other changing colors, those of 
flowers for example, harmonize with it. 

The restaurant's decor changes in accord with another 
briefer time sequence. The sculptures over the bar and 
mezzanine, made of thousands of gold dipped brass rods 
by Richard Lippold, quiver almost imperceptibly in the 
light, creating gently changing patterns. According to 
Philip Johnson this movement is caused by the “shock of 
New York"; specifically perhaps by the trains roaring 
under Park Avenue toward Grand Central. The window 
draperies also move. Made in the style of Vienna curtains 
in three tones of gold anodized aluminum chain, they 
present a constantly rippling appearance as each chain 
swings forward and back within an infinitesimal arc in a 
movement caused by air convection at the window. The 
rippling is also seasonal as it relates to contrasts between 
inside and outside air temperature. Movement was great- 
er in summer than fall, will increase in the winter and 


subside in the spring. T H E F 0 U R S E A S 0 N S 
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Bar ¢ . Paneling is of carefully matched French walnut. Floor around bar is 
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Restaurant 


The dining room has been planned around a quiet pool 
with a 17-ft ornamental fig tree at each corner, Suspended 
plants change with the seasons. All acce and serv- 
ing equipment were specially designed by Garth and Ada 
Louise Huxtable and custom made for the restaurant 
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Auditorium addition to Utica, Michigan, High School. Smith & Smith, Architects. Lens-Art 


BUILDING TYPES 
® 


STUDY 275 


SCHOOLS 


A heart-warming clarion on schools, and vote of confidence in architecture 
was sounded recently by John L. Cameron, new head of the School Housing 
Section of the U.S. Office of Education (Health, Education, and Welfare 
Department). At a meeting in Asheville, North Carolina, he observed: 
“While there are similarities, the planning of each school building project 
is a different problem. Orientations are different; site topographies and 
shapes are different; the availability and location of utilities are different. 
Most important, a school building should be designed to accommodate the 
educational program as a particular community has determined its needs 
and wants. The building should also be a source of pride to the community.” 

As we continue our look into different parts of the school plant, we have 
tried to bear these differences in mind. The following pages present a group 
of good schools in various parts, which have successfully solved their needs 
for assembly or auditorium space in different ways. They are led off by a 
project designed to explore the possibilities of expanding the types and 
periods of use for an auditorium facility. 
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Schools 


A challenging new type of auditorium 

by Zick and Sharp, Architects, results 
from the findings of the Ford Foundation’s 
Educational Facilities Laboratories, Inc. 


A 
MULTI-USE 


INSTRUCTION CENTER 


The busy, various—and one must add, vital—prob- 
ings of the Ford Foundation’s Educational Facili- 
ties Laboratories, Inec., have come up with а chal- 
lenging concept in this new multi-use “Instructional 
Facility.” The fact that their research findings and 
theories are, as in this case, nearing concrete—and 
therefore testable—realization, is in itself worthy 
of notice. But the fact that their awareness of the 
architectural side of the business of schooling 
(both architectural qualities, and the current prob- 
lems) is as acute as in the educator's realm, pyra- 
mids the significance. 

Their projects also, to date anyway, carry the con- 
sidered tag that “here is an answer.” “This is one 
way to do it.” The provision of quality at reason- 
able cost is probably the ultimate answer sought by 
such a balance in building and in teaching. Flexibil- 
ity is currently being explored as a way toward this. 
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And again the two sided coin: flexibility in build- 
ing spaces, and in educational methods. Harold B. 
Gores cogently underscored EFL's basic thoughts on 
this in our August Building Types Study, especially 
in regard to classrooms. 

With this project for Boulder City, Nevada, at- 
tention is shifted to the auditorium. The staff of the 
Western Regional Center of EFL, at Stanford Uni- 
versity and under the Directorship of James D. Mac- 
Connell, developed a very forward-thinking set of 
educational specifications for the Clark County (Ne- 
vada) School District for a new auditorium. The 
result is the center shown here. It is an imaginative 
scheme for improving the utilization of high school 
auditorium space. The team work of all concerned 
in the program has been stressed: “The planning for 
this new multi-use instruction center, featuring 
large movable, soundproof partitions, was accom- 


LE "ns 


plished by representatives from many disciplines. 


Engineers, physicists, artists, architects and edu- 


cators, working together, applied their knowledges 
and skills to produce a unique facility.” 

The basic problem involved was that auditorium 
fairly costly, intermittently used, 


highly desirable to have, and frequently omitted. Ex- 


space is often 
cerpts from the educational specifications describ- 
ing the program follow: 

“The traditional high school auditorium provided 
a fixed seat for each member of the student body and 
its faculty. And, typically there were some extra 
seats available for visitors from the community or 
guests from out of town. 

. Educational utilization of the 
within the formal academic program appeared lim- 
ited. It was used, perhaps, one period each week for 
The assemblies were called by 


auditorium 


a general assembly. 


UC 
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the administration for the purpose of benediction, 
announcements, awards, local or out-of-town speak- 
ers, and commencement exercises. The speech and 
drama departments utilized the facility for forensics 
and theatre arts instruction and presentations, The 
music department used the facility for choral and 
instructional practice, rehersals and presentations. 
On stormy days, physical education classes were fre- 
quently scheduled for the auditorium where they 
might hear lectures or view films on topics suitable 
to the course. 

When a town-hall or community auditorium was 
lacking or inadequate, the use of the school audito- 
rium was in popular demand for community activi- 
ties. 

All of these activities were considered necessary 
to the total educational program. But even with the 
activities listed above, high school auditoriums were 
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A Multi-use Instruction Center 


Boulder City Junior-Senior High School, Boulder City, Nevada; 
Zick and Sharp, Architects 


PROJECT CONSULTANTS: 

Robert B. Moore, Associate Director, Commission on the Ex- 
perimental Study of the Utilization of the Staff in the Second- 
ary School; William O. Nesbitt, Project Director, Experimental 
Staff Utilization Study; Bolt, Beranek and Newman, Acousti- 
cal Consultants; Century Lighting, Inc., Theater Lighting Con- 
sultant; Faber Birren, Color Consultant 


PROJECT STAFF, Western Regional Center, Educational Facil- 
ities Laboratories, Inc.: James D. MacConnell, Director; Ray- 


mond C. Schneider, Associate Director; Conrad Briner, As- 


sistant Director 


standing idle nearly 90 per cent of the time. 

Following World War II, rapid changes occurred 
in school enrollments, curriculum, staff utilization, 
and the scheduling of a student's time; which, when 
coupled with a tremendous rise in construction costs, 
forced a reconsideration of the value of the tradi- 
tional auditorium as an integral part of many new 
secondary school plants. The fiscal inability to pro- 
vide a high cost—low utilization facility represented 
an economie liability to those districts confronted 
with severe classroom shortages. 

It became increasingly difficult for a rapidly grow- 
ing district to provide a common use space at each 
of its schools which would comfortably seat an en- 
tire student body. Those schools which valued the 
educational activities typically conducted in an au- 
ditorium facility, attempted for a while, to divide 
the student body and hold assemblies on staggered 
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schedules. Ultimately, of course, this practice was 
ruled inadequate. As it became economically unfeas- 
ible to provide a fixed seat auditorium, the gymna- 
sia and cafeteria when available were utilized for 
student body activities, 

Today, newer concepts of teaching are undergo- 
ing experimentations, Staff utilization studies, as 
well as curriculum studies, are being undertaken 
throughout the nation. Methods of facilitating the 
findings of these experimental programs are also be- 
ing studied. 

. The focus of this EFL project has been to 
coordinate with the Commission of Staff Utilization 
in the planning of a multi-use instruction facility. 
It followed, then, that this center should be designed 
to facilitate the Commission’s recent findings on the 
sizes of instructional groups: large-group instrue- 
tion in the presentation phase, independent study 


Schools 


in the organization phase, and small group semi- 
nars in the summation. 

This Multi-use Instruction Center . . . is being 
planned specifieally to meet the needs of the large- 
group instruetion space described above, and, in ad- 
dition, meet the social, cultural, and educational 
needs of the students and staff of the Boulder City 
(Nevada) Junior-Senior High School and the citi- 
zenry of Boulder City itself; thus fulfilling an obli- 
gation on the part of the Clark County School Dis- 
trict to Boulder City—the provision of a complete 
educational facility . . . 

The facility is designed, specifically: 

To provide a single teaching station accommodat- 
ing approximately 600 students. 

To provide within this large space at least three 
teaching stations, which could meet simultaneously, 
permitting the scheduling of large-group instruction 


FOR 70 
9! SEATS |MOVEABLE 


L FOLDING DOORS \ 


SPACE 


STAGE | WORK 
s | | AREA 


for capacities of approximately 150, 150 and 300 
students respectively. 

To provide a nominal flat floor area between the 
stage and fixed seats for informal student activities. 

To provide both a stage and a back-stage class- 
room for stage-craft, dramatic presentations and in- 
struction in the drama and theater arts. 

To provide, if possible, office and work space for 
the purpose of planning and preparation of lessons. 

To provide a central area for audio-visual, me- 
chanical and electronic instructional aids; their 
storage, repair and maintenance, and control. 

To provide nominal space and facilities in con- 
junetion with the main entrance areas, for school 
arts and erafts exhibits which could be used as well 
for informal small-group educational and social ae- 
tivities usually associated with drama, music, arts 
and crafts presentations. 
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SECTION 


A Multi-use Instruction Center 


The adaptability of the center relies heavily on the careful placement 
of the audio-visual core, which serves the auditorium spaces divided or 
used together. It is the result of a series of studies of possible schemes. 
Also critical to its success are the push-button operated, sound-proof fold- 
ing partitions. These are currently being perfected by Bolt, Beranek and 
Newman, and should find a welcome reception by exponents of flexible 


rearrangements of spaces 


To encourage greater utilization of a traditionally 
little-used space. 

To foster joint school-community-relations by per- 
mitting the citizens of Boulder City to use this same 
facility for local meetings, concerts, speakers, and 
dramatic presentations, as well as for visiting ar- 
tists, traveling exhibits and other educational and 
socio-cultural activities or events; as they may be 
scheduled. . . . 

Flewibility. The introduction of movable parti- 
tions, which sub-divide the large space into smaller 
sound-conditioned, spaces, is designed to effect great- 
er multi-use of the facility and maximum flexibility 
in the arrangements of the prime area. 

Economy. The greatest potential in economy to 
be realized from the multi-use and flexibility fea- 
tures is the increased utilization of the entire fa- 
cility. Joint-use of the facility should be enhanced 
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by joint-scheduling of the general academic and 
specialized subject matter areas of the school and 
school-community activities. More efficient utiliza- 
tion of the secondary school staff personnel also is 
potentially greater with this unique facility. 

The multi-use instruction center should most close- 
ly resemble a small community theater as opposed 
to a large commercial theater. Its planning should 
be as simple and foolproof as possible . . . 

Each teaching space, irrespective of whether the 
main assembly space is divided or utilized as a single 
teaching station, should provide space for a porta- 
ble unit. Each of these units should include the fol- 
lowing: controls for lighting and the operation of 
audio-visual equipment; a rear-projection type, ov- 
erhead and/or opaque projector; an appropriate 
viewing screen of adequate size; a teacher's chair; 
and a small desk or lectern. 


Schools 


WYLIE E. GROVES HIGH SCHOOL 


Birmingham, Michigan. Linn Smith Associates, Inc., Architects (Linn 
Smith, A.I.A., Almon Durkee, A.I.A., Gordon E. Hoyem, P.E.) ; James New- 
bold, Associate Architect. Clifford Holforty, Structural Engineer; Pulte- 
Strang, Inc., General Contractor 


Lens-Art 


This extremely pleasant school uses a classroom cluster scheme, and a cam- 
pus plan to achieve appropriate seale, and well articulated building group- 
ing, in a sizable plant for 2000 pupils. Court-dotted, and sprinkled with 
concrete shell roofs, the orderly scheme acquires a near-festive atmosphere. | 
It is now nearing completion: the classroom section was occupied at the 
beginning of this school year. 

The basis of design for the school was a thoroughly developed set of edu- 
cational specifications prepared by school officials after careful analysis 
and evaluation of local needs, and a series of conferences with a represen- 
tative of the architectural firm. The educational program was conceived 
in terms of four basic areas—general education, vocational and special in- 
terests, physieal and mental health, and social adjustment. Each area and 
activity of the school was comprehensively outlined in terms of objectives, 
activities, and building, equipment and storage requirements. Since the 
community sends a large percentage of its high school graduates into higher 
education, the school was planned with special emphasis on college prepara- 
tory courses. Pending further population increases, the school will tempo- 
rarily serve as a junior-senior school, later as a senior high school. 
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Schools 


Lens-Art 


Wylie E. Groves High School 
Birmingham, Michigan 


Two highly different facilities are provided in 
this school for assembly and auditorium use. 
For big gatherings and productions, à stage is 
provided in the gymnasium (sketch upper left). 
For more intimate plays, broadcasts, music re- 
citals, a small theater seating 300 is placed 
with the music and speech departments. 

Instructional areas are grouped into three 
major zones. À quiet academie zone, with its 
series of four classroom clusters has as its 
focal point a centrally located library, which 
also serves the science and commercial wings. 
The noisier allied arts and cafeteria are placed 
away from this "main campus," with adjoining 
parking for community use. The gymnasiums and 
indoor-outdoor swimming pool are placed to the 
rear of the school and centered on the play- 
ground. 

Construction is of lightweight steel except for 
the three precast concrete shell roofs. Walls are 
masonry or prefabricated curtain walls. Heat- 
ing is by a hot water split system using radiant 
ceiling panels and ventilating fan units 
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MEDINA ELEMENTARY SCHOOL 


Medina, Washington. Naramore, Bain, Brady & Johnson, Architects. Worth- 
ington & Skilling, Structural Engineers; Lewis Construction Co., Contrac- 
tor; Bouillon & Griffith, Mechanical & Electrical Engineers 


son 


This cluster-type school gains a lot of economical get-together and play 
space by linking pairs of classroom clusters by open-air covered play sheds. 
Large plastic skylights keep them bright and cheerful. Indoors, assemblies 
and the like are taken care of by a multi-purpose room, which opens onto a 
big outdoor multi-purpose court. 

The school is actually a 16-classroom addition to an old double-story 
school building. The new plant is completely isolated from the existing 
structure, with only a path connecting the two. 480 children are housed in 
the new buildings with grades from kindergarten through the 6th grade. 
The addition also includes an administrative suite, clinic, library, kitchen. 

Basic program requirements included : low fire insurance costs, low main- 
tenance costs, large classrooms but minimum gross floor area per pupil, and 
bilateral lighting. Insurance requirements were met by using 6-in. exte- 
rior brick walls and metal window panel walls. These and the other mate- 
rials selected cut maintenance by eliminating most exterior painting. Class- 
rooms of 960 sq ft were provided, but per pupil area kept to a minimum 
(68 sq ft) by the cluster arrangement eliminating interior corridors. Plastic 
skylights provide bi-lateral lighting. 
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Medina Elementary School 
Medina, Washington 


The buildings of the school are constructed of a 
steel frame, with brick, aluminum, and glass 
exterior walls. Interior partitions are wood 
frame surfaced with cedar boards and plaster 
board. Floors are of asphalt tile on a concrete 
slab, The roof is of 2-in. wood plank; ceilings are 
acoustic tile. Heating and ventilation are ac- 
complished with steam-heated ventilators. 

Total area of the school is 32,596 sq ft. Total 
cost (exclusive of land, landscaping, furniture, 
taxes and fees) was $427,951 
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RYE NECK JUNIOR-SENIOR HIGH SCHOOL 


Rye, New York. Perkins & Will, Architects. Severud, Elstad & Krueger, 
Structural Engineers; Jansen & Rogan, Mechanical Engineers; Damon R. 
Finelle, Landscape Architect; M. E. Maloney & Co., Contractor; Bolt, Bera- 
nek and Newman, Acoustical Consultants 


Joseph W. Molitor 


A central core of specialized facilities serves Junior High, and Senior High 
classroom wings of this new school. The core contains auditorium, gymna- 
sium and lockers, cafeteria, library, and spaces for: music, art, industrial 
arts, home economies and science. Thus these more expensively equipped 
spaces achieve maximum use from the joined schools, while separation of 
the wings—each has its own entrance—gives each age group its identity. 
The teaching space within the two wings is planned to accommodate about 
750 students by 1960, 

The school is a one-story building of yellow face brick. Orientation and 
overhangs were caleulated to permit the sun's rays to enter to a maximum 
of 8 to 10 ft in classrooms from September to June. The site of about 45 
acres provided ample space for the semi-campus plan. The structure is steel 
frame supporting, for the most part, open web steel joists and thermal 
acoustic roof deck. Roofing is tar and gravel. Auditorium, music room and 
gymnasium all use long span joists to support the same roof structure. In- 
terior partitions are of painted concrete block. Corridor walls are primarily 
lockers with glass above. Classroom ceilings expose steel framework; a 
hung ceiling in corridors masks piping, wiring and other mechanical in- 
stallations. 
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Rye Neck Junior-Senior High School 
Rye, New York 


The auditorium of the Rye Neck School is easily 
accessible from the main school entrance, and 
has carefully studied acoustics, sightlines, ven- 
tilation, storage and work areas, orchestra pit 
and projection booth. The orchestra pit has re- 
movable fillers to increase flexibility of arrange- 
ment. Flexibility is also provided backstage by 
a folding partition permitting a stage classroom 
to be added to back stage work space when 
needed. Ample rigging and lighting equipment 
are supplied to permit more productions to be 
worked on at one time. The music room is lo- 
cated adjacent to the auditorium, with four 
practice rooms and space for a music library 
and storage of instruments and uniforms. 

Total costs of all contracts amounted to 
$1,833,487.82. This was broken down into ac- 
tual building cost at $1,612,686.82 and actual 
site development cost of $214,301 for the entire 
42 acres. Built-in food service equipment was 
$6500 
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HAMLIN JUNIOR HIGH SCHOOL 


Springfield Oregon. Wilmsen & Endicott Architects. Thomas C. Jamieson, 
Mechanical Engineer; Fritz Klawa, Electrical Engineer 


Tom Burns, Jr. 


This highly individual school, with what the architects refer to as a 
“Whoopsie-do” roof system, is a forthright attempt to create a school of 
unique appearance to help the Junior High student identify himself, The 
folded plate roof system does create a symbol to which the pupil can feel 
he “belongs,” and adds considerable gayety to avoid an institutional appear- 
ance in the school. 

In plan, the school is broken down into several smaller, linked units, with 
an extra classroom wing planned for expansion, and to complete one of the 
courtyards (see model photo above, and plan at right). 

The problem of space for assembly or auditorium use was solved by mak- 
ing one of the two gyms into a “Cafetorium,” with a good sized stage at one 
end. Music rooms, band and chorus rooms are arranged in good relationship 
to the stage. Cafeteria facilities and faculty dining area can also double for 
snack service at evening assembly functions. 

As Springfield is a lumber and plywood manufacturing city, a great quan- 
tity of fir lumber and plywood was used. The roof framing is of fir roof 
joists spanning to fir laminated ridge beams. Classroom window walls have 
fir frames, prefabricated and set in sections prior to setting the roof joists, 
and thus have a structural value. 
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Hamlin Junior High School 
Springfield, Oregon 


Due to a rigid budget, a great number of econo- 
my materials was used throughout the school— 
and with very pleasant effect. Floors are con- 
crete slab on grade, finished with asphalt tile. 
Walls and partitions are wood frame; exteriors 
have a 7-ft brick wainscot for durability, cedar 
siding on the gymnasium wing. Interiors have a 
3-ft wood wainscot with plaster walls above in 
classrooms, 7-ft wainseot and plaster above in 
corridors. Ceilings are acoustical plaster, columns 
are pipe. The exposed laminated beams are 
painted blue. Doors are painted bright colors 
for accent. Perforated hardboard with acousti- 
eal insulation behind is used on high walls of 
cafetorium and gym for additional accoustical 
control. Heating is electrical: unit ventilators 
in classrooms, unit heaters in shop and utility 
areas, and volume heaters in the gyms. (An es- 
pecially low electrical rate was obtained on a 
ten-year contract.) 

Total area of the buildings, with covered walk- 
ways at 14, comes to 60,179 sq ft. Total contract 
cost was $548,067, which comes to $9.10 per sq ft. 
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JAMES HENRY GARNETT ELEMENTARY SCHOOL 


Gary, Indiana. Leonard Klarich, Architect. Harold Silverthorn, Educational 
Consultant; Remy Construction Co., General Contractor; Alfred Caldwell, 
Landscape Architect 


Hedrich-Hlessing 


An introverted scheme, focusing on two courtyards, was developed for this 
school because of unusual site conditions: alleys on three sides, and a, as yet, 
still projected park for the fourth. Thus, sill heights are kept on the exterior 
walls, at normal level on the courts. 

The shape of the building—trim and rectangular—was, to a large part, 
determined by reasons of economy. Outdoor corridors were used to further 
reduce costs. The scheme was planned for seven hundred and twenty stu- 
dents in twenty classrooms, plus two kindergartens. 

Assembly, play and cafeteria space is provided in a large multi-purpose 
room, which separates the two courtyards. This large room is divided by a 
storage core through the center, containing storage space for chairs, tables, 
a small kitchen, food storage, a removable serving line, and a toilet. The 
dividing core permits use of the two areas independently—small children 
on one side, older ones on the other. Its location makes it convenient for 
use during the regular class hours. Kitchen facilities are kept at a minimum, 
as food is prepared in a nearby school and brought in warming carts. 

The entire building is on a 32-ft structural module, with a sub-module of 
4-by-8-ft. Most classrooms are 32 ft square. 
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James Henry Garnett 
Elementary School, Gary, Indiana 


The multi-purpose room (left) is built of durable 
materials, brightened by the painted plaster 
walls of the core. The floor is asphalt tile on con- 
erete, exterior walls are buff brick, exposed both 
sides. The roof is of prefabricated insulating 
panels, on long span bar joists. Classrooms haye 
similar materials, with a structural steel frame, 
wood laminated beams. Glass block roof panels, 
and glass walls along corridors help supplement 
and balance the daylight. 

The library is planned as a special “іпѕітис- 
tional materials center,” and contains all audio- 
visual aids. A full time specialist is in charge. 
There is storage provided for jumbo files, posters, 
tapes, records, slides, projectors and screens. A 
teacher planning room is adjoining, and the pre- 
view room is combined with the conference room. 

Total costs, including cabinet work and site 
development were $523,454, Total area is about 
40,000 sq ft. 
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UTICA HIGH SCHOOL ADDITION 


Utica, Michigan. Smith & Smith, Architects. James H. O'Neill, Structural 
Engineer; B. A. King & Assoc., Inc., Mechanical and Electrical Engineers; 
C. H. Reisdorf & Sons, Inc., Contractor 


Lens-Art 


This new auditorium and swimming pool addition to the Utica High School 
supplements facilities built in 1953. At that time, the Board of Education 
of the Utica Community Schools decided against a combination auditori- 
um-gymnasium; district population trends and school enrollment studies 
indicated that in a few years educational, as well as community require- 
ments would demand separate facilities. 

Enrollment has increased to that point, and the handsome education and 
community center shown here is the result. Besides the pool, and an audi- 
torium seating about half the student body, the center includes a complete 
instrumental and yocal music department. The shape of the auditorium, and 
its seating arrangements were a blending of two widely used patterns: the 
long, narrow, three-sectioned hall; and the semicircular “continental” seat- 
ing arrangement. The latter provides intimacy, but poor circulation and 
view-lines for movies or plays. The final solution contains 694 seats, with 
the farthest away only 54 ft from the stage. Rows of seats are wide enough 
apart to minimize need for aisles. The stage is planned with a flexibility to 
adjust for a single speaker, a three-act play, or large orchestral and choral 
groups. The swimming section has an “L” shaped pool to separate diving. 
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The auditorium is roofed by a wood framed dome, 
exposed on the interior, and supported from a 
reinforced conerete tension ring. Roofing is com- 
position with white marble coating. Steel con- 
struetion with reinforced concrete foundations 
and floors is used elsewhere. Poured gypsum 
and matehed wood deck is used. Exterior walls 
are brick-veneered, light-weight concrete block. 
Pool and lobby areas have terrazzo floors; other 
spaces are asphalt tile. Heating and water-heat- 
ing systems are gas-fired. Costs were quoted 


Utica High School Addition, Utica, Michigan as "less than $1 million" 
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Felix Candela, whose name is synonymous with hyperbolic paraboloid, seemed to 
find something in the English air during a tour of Britain earlier in the year 
that not only inspired him to memorable lectures before architects and engineers, 
but also put him in the mood for a revealing interview in the magazine Interbuild 
about the pattern of his development as a designer. For that of a creative de- 
signer, his early history had a not atypical sound, *. . . you become familiar with 
what is happening with known forms. When I began building in this way my mind 
was [developing] from the scholar . . . stage. As students we believe firmly in 
everything we are told . . . In my case I began to lose faith in all things I had 
believed in before . . . You begin to live critically and . . . criticize everything 
that comes your way." As to when Candela reached this point he said this, “, , . I 
never wrote an article before I was forty . . . I was even unable to speak in publie. 
And then all this began to happen very quickly . . . I began to feel sure of my 
opinion—and feel that I even had an opinion." Turning to his idea of the role of 
the creative designer he said, “I think it is absolutely necessary to specialize . . . 
It ought not be exaggerated too much. You must have a general background in 
everything . . . To be able to think by yourself is indeed the only real problem." 


At the present time estimated costs for nuclear power are approximately twice 
that of power from conventional power plants, according to a July report from 
AEC. Cost of producing electricity in 12 fossil-fuel plants having outputs from 100 
to 300 megawatts was reported to be from 5.5 to 8 mills per kilowatt hour in 1957. 
Range of expected costs of electricity from nuclear plants being built or planned 
for early construction of 150 megawatts or more were given as 11 to 18 mills per 
kwhr. In Euratom countries conventional power is estimated to be from 9 to 11 
mills per kwhr. The largest single factor in the cost of nuclear power is high 
capital investment. Technological improvements and standardization should reduce 
costs. Fuel costs which are about half of fixed capital charges can be improved 
also. The report, “Costs of Nuclear Power," (TID-8506) can be obtained from the 
Office of Technical Services, Department of Commerce, Washington 25. 50 cents. 


The United States is producing about 40 per cent of all the electricity generated in 
the world and outranks Russia three to one, according to a report in Electrical Con- 
struction and Maintenance for September. The figure most bandied about for 
power growth is that it has doubled every decade. Figures from ECM show, how- 
ever, that from 1948 to 1958 the kilowatt hours increased by 263 per cent. It is 
estimated that electrical energy will reach 1458 billion hwhr by 1970. Power usage 
breakdown is rather interesting: in 1958 residential aecounted for 28.4 per cent 
of the total, industrial 47.9 per cent, commercial 17.8 per cent, and other 5.9 per 
cent. 


American Standards Association is making progress toward the formulation of a 
construction standard on wood for the guidance of those responsible for the 
writing and adoption of building codes, Basis for this standard is expected to 
be a U. S. Forest Products Laboratory report of two years ago called, “Recom- 
mended Building Code Requirements for Wood or Wood-base Materials." The 
report provides for the use of any materials or methods of wood construction 
which are shown by analysis or test to give satisfactory service. Since specifie 
construction details are not given, 44 reference publications are listed to indicate 
accepted good practice. Some of the topics covered in the government report 
include: light-frame construction; decay and insect protection; glued laminated 
structural members; structural sandwiches; prefabricated panels; wood 
diaphragms; trusses, arches, rigid frames and pole framing. 


AIR CONDITIONING FOR HIGHER LIGHTING LEVELS. рр. 230-237. 
PLASTIC PARASOLS FOR MOSCOW. pp. 238-241. PRODUCT REPORTS, page 
242. OFFICE LITERATURE, page 250. TIME-SAVER STANDARDS. A Refer- 
ence Guide to Hospital Electrical Facilities, pages 245, 247. 
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AIR CONDITIONING 
FOR HIGHER LIGHTING LEVELS 


by W. S. Fisher and J. E. Flynn 


General Electric Co., Large Lamp Dept., Application Engineering 


Even in the past, heat from electric lighting formed a large part of air 
conditioning load. Now that the Illuminating Engineering Society has 
raised its footcandle recommendations (in many cases they have been 
doubled) the effect of lighting on air conditioning is even more serious 
—especially when conventional methods of cooling are employed. The 
authors suggest a large portion of the heat from lighting fixtures can 
be removed at the source by exhaust air, or by cooling water—a much 
more efficient way to do it than by letting the heat come into the room for 
elimination there. In winter, it is possible for lighting to supply 100 
per cent of the heat required for comfort. The use of exhaust air for 
cooling fixtures has been put to test in a mockup. The results should 
answer what heretofore could only be conjecture about this method. 


Current lighting recommendations 
for commercial and industrial build- 
ings have reached a point where the 
lighting load may have considerable 
influence on air conditioning and 
heating system design. Continuing 
trends toward higher levels of illu- 
mination, as well as increased use of 
wall lighting and accent lighting, 


Lighting as a Heat Source 

All electric light sources generate 
heat in addition to the primary pur- 
pose of producing light. Regardless 
of the type of lamp, heat is emitted 
at the rate of 3.415 Btu/watt-hour 
of energy consumed. From this fac- 
tor is derived the conventional “rule 
of thumb" that one ton of cooling 
capacity is required to remove the 
heat from approximately 3500 watts 
of lighting load. 

While these factors remain con- 
stant for all light sources, they are 
related to "energy consumed" and 
not "light output." The fluorescent 
lamp, therefore, having approxi- 
mately three times the luminous ef- 


This article was presented as a technical paper 
at the annual National Technical Conference of 
the Illuminating Engineering Society in San 
Francisco, September 7-11. 
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have introduced additional human 
comfort and economic factors due to 
the heat which is introduced by the 
lighting system. 

Estimates on the basis of conven- 
tional practice indicate that in of- 
fice buildings where about 100 foot- 
candles of general illumination is 
provided, the lighting load accounts 


fieacy of an incandescent lamp, can 
be said to produce only about one- 
third the heat load per lumen. This 
establishes an initial thermal advan- 
tage for the fluorescent system. But 
detailed study of these two light 
sources establishes more fundamen- 
tal differences in their characteristic 
operation as a heat source: differen- 
ces which have an important bear- 
ing on the thermal comfort of lighted 
rooms. 

Figures 1 and 2 show the dissi- 
pation of lamp watts from an in- 
candescent and a fluorescent source 
with all of the wattage eventually 
becoming heat energy. While the 
lamps considered were approximate- 
ly equal in lumen output (150w in- 
candescent and 40w fluorescent), the 
figures shown indicate the dissipa- 
tion as per cent of the total lamp 
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for approximately 37 per cent of the 
total air conditioning requirements. 
If the load is increased to provide 400 
footcandles, then, lighting accounts 
for more than 70 per cent of the 
cooling capacity. 

On the other hand, many current 
examples of lighting in commercial 
and industrial areas testify that 100, 
200 and 400 footcandles are often de- 
sirable and economical to provide, 
notwithstanding the cost of supply- 
ing these levels with the necessary 
cooling. Also, techniques which com- 
bine certain aspects of air condition- 
ing and lighting indicate the possi- 
bility of substantial reductions in 
overall costs. Some examples of in- 
tegrated systems are now in exist- 
ence. 

It also has been pointed out that 
these higher lighting loads can fur- 
nish much of the heat required for a 
building during cold weather, sug- 
gesting the possibility of providing 
both light and heat from the same 
system. 


wattage in each case. This is illus- 
trated in a comparison of the con- 
vention-conduction heat generated 
by the two lamps. As a per cent of 
the total input, this heat represents 
a smaller proportion for the incan- 
descent system than for the fluores- 
cent. However, if a comparison is 
made for equal light output, we see 
that for incandescent load, this form 
of heat is 20 per cent of 150 watts 
or 30 watts. Approximately the same 
light output from a fluorescent lamp 
and ballast produces 41 per cent of 
45 watts or 18.5 watts of convection- 
conduction heat. So while the per- 
centage figures may appear higher, 
the difference in luminous effieacy 
must be kept in mind when drawing 
conclusions from the illustrations. 

A very important factor which 
must be kept in mind is that the 


light source is seldom an operating 
entity in itself. The heat emission 
characteristics of the lamp-fixture 
combination provide a more realistic 
picture. 

First, it should be noted that any 
reduction in light output due to lu- 
minaire absorption is accompanied 
by a similar reduction in invisible 
radiant energy, as the two “follow 
each other” and have similar char- 
acteristics. When light (and invisible 
radiation) is intercepted and ab- 
sorbed by the fixture, this loss is con- 
verted into heat within the luminaire 
itself. Radiant transfer, the transfer 
of heat directly between two objects 
or surfaces, is effected between the 
warm lamp and the cooler fixture 
surfaces. 

Heat build-up within the luminaire 
may become substantial, with the 
convection-conduction heat and the 
ballast load initially trapped in the 
unit and a portion of the radiant en- 
ergy absorbed by the luminaire sur- 
faces. This confinement of heat will 
also increase the temperature of the 
ceiling and ceiling cavity (if any). 
If the build-up is allowed to con- 
tinue, the luminaires and adjacent 
ceiling area become “secondary heat 
sources,” the heat being carried into 
the occupied parts of the room by 
convection or re-radiation to cooler 
objects and surfaces. 

To illustrate the point with a fluor- 
escent example, it is noted that each 
40 watt lamp plus its ballast will in- 
troduce approximately 154 Btu/hr. 
(3.415 x 45 watts) into the room. 
Ordinarily the entire load will even- 
tually become a factor in the com- 
fort of the space (and on the air con- 
ditioning requirements). 

A study of the heat characteris- 
ties of the lighting system shows 
that the bare lamp itself dissipates 
41 per cent of the lamp-ballast wat- 
tage as convection-conduction heat. 
This heat: plus the ballast load is in- 
itially trapped in the unit. In addi- 
tion, a luminaire efficiency of 50 per 
cent means that one-half the light 
plus invisible radiation is absorbed 
by the fixture surfaces. Therefore, 
approximately 76 per cent of the to- 
tal heat produced is initially restrict- 
ed to the luminaire. If this heat or a 
substantial part could be drawn off 
without having it enter the occupied 
space, the lighting load which affects 
occupant comfort could be as little as 
37 Btu/hr (as compared with the 
154 Btu/hr. for the lamp and ballast 
as conyentionally considered). 

In theory then, for the luminaire 
condition noted, every 40 watts of 
fluorescent lighting (plus 5 watts 
ballast loss) will introduce 37 Btu/ 
hr in a form which becomes an im- 
mediate factor on oceupant comfort. 


conduclion 
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Figure 1. Energy output for a 40-watt fluorescent lamp plus 5 watts ballast 
loss. Energy (heat) initially confined in luminaire 76% (left). Energy (heat) 
initially entering oceupied space 24% (right) 
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Figure 2. Energy output for a 150-watt incandescent lamp, Energy (heat) 


initially confined in luminaire 60% 
occupied space 40% (right) 


(left). Energy (heat) initially entering 
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Figure 3. Distribution of heat by a luminaire. Heat trapped or absorbed by the 
luminaire is removable before it enters the occupied space. 


This heat must be offset by cooling 
in the room itself, unless heating is 
desired. (Figure 3.) With this an ad- 
ditional 117 Btu/hr is in a location 
and in a form which can be con- 
trolled in some degree. This latter 
heat may be drawn off by ventilation 
(and/or cooling) in warm weather 
before it enters the occupied space, 
or it may be allowed to enter the 
space in cold weather to reinforce (or 
even replace) the heating system. A 
similar picture might be derived for 
the incandescent system. 


Under any circumstances, an un- 
controlled build-up of heat in a fluor- 
escent luminaire is undesirable for 
its adverse effect on light output and 
lamp efficiency, For example, a T12 
lamp operated at 430 ma, in a 100 F 
ambient is about 12 per cent lower in 
light output than at 77 F. A need 
for moving this heat away from the 
lamps and either into the room or 
away from it is therefore indicated, 
not only for room comfort, but also 
for improved lamp and ballast oper- 
ating conditions. 
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Integrated Light-Heat System 
Under many conditions the heat pro- 
duced by modern lighting systems is 


heat losses in the room. A pre-requi- 
site for use of this heat is a method 
of contro] to regulate the output as 


sufficient to compensate for normal the weather moderates. 
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Figure 4, Schematic diagram of a method for controlling luminaire heat. Air 
is usually exhausted to outside on cooling cycle, recirculated on heating cycle. 
Other variations are indicated. 
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Figure 5. Methods of heat removal for several types of lighting and ceiling 
construction. Room air and/or filtered outside air may be used. 
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Figure 4 indicates proposals for 
the control of the lighting heat. Air 
movement through the luminaire will 
carry off substantial portions of this 
heat before it builds up. Exhaust air 
is pulled out of the space through 
the lighting system, carrying the 
heat away before it affects room com- 
fort. For room cooling, this air may 
be moved directly to the outside and 
replaced by new, cooler air or, when 
the exhaust temperature is lower 
than the outdoor air, it may be re- 
circulated through the cooling sys- 
tem. 

Air circulation in cold weather 
may be through the system in a sim- 
ilar manner, where it picks up heat 
and then is returned to the occupied 
part of the room to reinforce (or 
even replace) the heating system. 

Figure 5 illustrates methods for 
control of lighting heat with air cir- 
culation in several types of lighting 
systems. For sealed luminous ceil- 
ings, filtered outside air could be 
used for ventilation instead of room 
air. Outside air will remove heat un- 
til its temperature is equal to or 
higher than the normal lighting sys- 
tem ambient. In single story build- 
ings with suspended ceilings, venti- 
lation of the cavity space with out- 
side air may also remove much of the 
solar heat (which can be consider- 
able in such structures). 

An alternate (or supplement) to 
the use of air for heat control is the 
use of water-cooled panel systems. 
Luminaires utilizing sheet metal 
with integral tubing, used presently 
for refrigerators (Figure 6), may of- 
fer such integrated control. Use of 
water-cooled systems also implies a 
reduction in building volume and 
material requirements when water 
tubing is used in place of more bulky 
air ducts. 

It should be remembered that wa- 
ter cooling does not eliminate the 
need for air in a room since mini- 
mum fresh air requirements must 
still be maintained. 

Through some variation or combi- 
nation of the illustrated techniques, 
the effect of heat from the lighting 
can be controlled. A large portion of 
the heat output is in a form subject 
to control and regulation by ventila- 
tion and cooling of the lighting sys- 
tem. If this control is achieved, the 
remaining heat which enters the oc- 
cupied part of the room and directly 
affects comfort may be less for the 
integrated system which meets to- 
day’s illumination standards than 
for lower lighting levels where cur- 
rent air conditioning practice allows 
all of the heat from lighting equip- 
ment to enter the occupied space be- 
fore it is removed. 


Practical Application 

The performance of one type of in- 
tegrated lighting-air conditioning 
system has been verified in a full 
seale installation at Nela Park. The 
room is an office demonstration area 
with dimensions of 25 by 35 ft. The 
space is also used as a classroom, 
and as such, may be occupied by as 
many as 60 persons continuously for 
several hours. In planning the com- 
plete integrated design for this room 
it was desired that the space be vis- 
ually and thermally comfortable 
when lighted to about 500 footcan- 
dies. This integrated system has 
demonstrated the feasibility of these 
design objectives on many occasions. 

There are a number of lighting 
systems in the room including sev- 
eral for lighting the wall areas. The 
system tested consists of louvered 
troffers, 24 in. wide, each employing 
four 1500 ma. lamps of non-circular 
cross-section. (Figure 7.) The lamps 
are operated on a dimming circuit 
developed for this installation and 
the dimming chokes and transform- 
ers were located remotely. 

Slots are provided in the luminaire 
reflector through which air may be 
exhausted at a desired rate. The cav- 
ity between reflector and the back of 
the unit serves as an air duct inte- 
gral with the luminaire, Each row of 
luminaires is then connected to a 
main exhaust duct. Data were ob- 
tained to determine the heat re- 
moved from the luminaire by air ex- 
hausted through the unit. This infor- 
mation is presented in Figure 8. 

The curves of Figure 8 (a) and 
(b) are for three lamp loadings 
representing about 25, 50 and 100 
per cent of the lamp watts. Data for 
both (a) and (b) are the same, but 
are shown in different ways. The 
temperature differential between 
lamp bulb wall and air is greater at 
higher loadings, so the rate of heat 
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Figure 7. Schematic diagram of integrated lighting-air conditioning system 
tested. Part of room air is exhausted through luminaires, the remainder cycled 
to cooling unit. Air removed through the luminaires is exhausted to the outside 
in warm weather, recirculated to central system for heating during cold weather. 
Room was designed to be comfortable visually and thermally when lighted to 
about 500 footeandles. System consists of troffers, 24-in, wide, equipped 


with a new, low-brightness louver. 


transfer and the total heat removed 
are proportionately higher. (Figure 
8-a). However, the percentage of to- 
tal heat removed by a given volume 
of air is greater for the lower load- 
ings. Air temperatures other than 
those used in the test and different 
luminaires may change the shape and 
relationship of these curves. 

In practical installations with bal- 
lasts mounted in the luminaires, the 
heat transfer curves might be slight- 
ly steeper, as the same air flow 
should efficiently pick up most of the 
ballast heat. When the ballast is com- 
pletely enclosed by the luminaire, its 
energy is largely available in the form 
of conduction and convection heat. 

It will be noted that heat transfer 
of more than 70 per cent was ob- 
served for the 25 per cent loading. 
This is close to the maximum heat 
available assuming this condition 
simulates that indicated by Figure 
1. However, it was noted that the 
light output for this exhaust condi- 
tion was about 10 per cent less than 
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Figure 6. Circulating water as a means of heat removal. Mechanically attached 
tubing or sheet metal with integral tubing may be used. 
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Each unit has four 1500-ma lamps. 


for lower exhaust rates, indicating 
that if heat transfer approaches the 
maximum available, there is a possi- 
bility of cooling lamps below their 
optimum operating temperature. 

The test condition of most sig- 
nificance is that for full loading of 
the non-circular cross-section lamps. 
When 4 cfm of air is exhausted 
through the luminaire for each 100 
watts, then approximately 40 per 
cent of the heat energy is removed. 
(Figure 8-a.) This is about 55 per 
cent of the heat available for removal 
from the fluorescent lamp and fix- 
ture combination. (Tests at lower 
loadings were performed for the in- 
dications they provided and should 
not be applied as typical for lamps 
of other sizes and loadings.) 

Without ventilation luminaire re- 
flector temperatures of about 128 F 
resulted with lamps operated at 1500 
me. (see table.) At this temperature 
the reflector is a source of radiant 
energy comparable with a panel heat- 
ing system and can exert a substan- 
tial influence on the thermal comfort 
of a room. The presence of radiant 
energy was quite apparent to the 
authors under this condition despite 
a maintained room temperature of 
72 F. With about 4 cfm of air for 
each 100 luminaire watts exhausted 
through the lighting units, reflector 
temperatures dropped to the vicinity 
of 100 F which mitigated the radiant 
heating effect in the room. Reactions 
of hundreds of people who have oc- 
cupied the room indicate this latter 
radiant heating effect is entirely ac- 
ceptable for the maintained room 
temperature conditions. 

In some commercial areas where 
ceiling heights may be as low as 9 ft, 
two-lamp or single-lamp luminaires 
employing 1500 ma. lamps of non- 
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Figure 8 (a) and (b). Heat transfer for the integrated system plotted on two 
different bases. Figure 8 (a) notes the removal of heat in Btu/hour/luminaire 
tested. Figure 8 (b) charts the per cent heat removal per 100 luminaire watts. 
Most significant test is for full loading of lamps. Figure 8 (b) shows that 
when 4 сїтї of air is exhausted for each 100 watts, about 40% of total light- 
ing heat is removed. A 200 fte installation of this type would require no more 
cooling capacity than 120 fte of conventional illumination, 


TEST DATA FROM INTEGRATED LIGHTING-AIR CONDITIONING SYSTEM 


(letter designations refer to test locations labeled in Figure 7) 


Exhaust Luminaire Luminaire 
Volume Per Duct Reflector Air 
Luminaire Watts Average Room Temp., Temp., Temp., 
(cfm) Per Illumination, Temp., F F F 
HA” Luminaire fe F “B” ugu "и? 
0 800 335 72 128 126 
16 800 377 72 102 118 104 
28 800 385 72 101 111 99 
66 800 406 72 91 101 89 
0 400 234 72 96 
15 400 285 72 90 87 
28 400 237 72 88 86 
69 400 233 72 83 83 
0 200 115 12 88 
17 200 122 72 84 84 
30 200 119 72 82 82 
68 200 107 12 78 79 


circular cross-section are needed for 
practical spacing of units in 100 to 
200 footeandle lighting systems. Lu- 
minaires scaled for the same loading 
as those of this test, e.g, 6 in. of 
width for each lamp with slots be- 
tween lamps, should have heat trans- 
fer characteristics similar to the 


234 


curves that are shown in Figure 8. 

Luminaires of the type employed 
in this test are practical for many 
present-day commercial and indus- 
trial lighting installations, since ven- 
tilation makes possible the use of 
lamps of greater loading. This can 
substantially reduce the initial cost 
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of lighting systems and lower the 
over-all cost of light. In addition, 
new techniques for controlling lu- 
minaire brightness with reasonable 
effieiency are now available which 
can function satisfactorily for lumen 
loadings even higher than those of 
the luminaire used in this test. 


Hypothetical Office Building 

A hypothetical multi-story office 
building with 35 per cent glass area 
was analyzed in a paper previously 
presented on lighting and air con- 
ditioning.* The data on ventilated 
luminaires ean be extended to this 
structure. For example, a luminaire 
employing a single 1500 ma. lamp 
of non-circular cross-section is as- 
sumed to provide the lighting. Its 
design is such that the heat transfer 
curve of Figure 8-b applies. About 
100 footeandles can be provided in 
a medium-sized office with luminaire 
rows five feet apart. If 4 cfm of air 
are exhausted through the lumin- 
aires for each 100 watts, then ap- 
proximately 40 per cent of the light- 
ing heat load can be removed. 

In large office buildings, average 
practice provides about 27 cfm of 
fresh air for each occupant so that 
the room air will not become stale. 
In addition a building occupancy of 
one person for each 100 square feet 
ean be assumed. To allow for the 
fresh air, an equal amount of the 
building air must be “bled off.” 
Some of the 27 cfm per person is 
exhausted through toilet rooms 
while a small amount is used for 
“pressurization” to maintain the 
building air at a slightly higher pres- 
sure than outside. These require- 
ments may take about one-third of 
the waste air, which leaves two- 
thirds available for luminaire ex- 
haust. This amount (about 9 per 
cent of the total air supply) is very 
nearly equal to that required to carry 
off 40 per cent of the luminaire heat. 
So, with no increase in primary air 
supply, the air conditioning needed 
to take care of 100 footcandles in 
this integrated system is only 60 
per cent of that for a conventionally 
cooled installation. Figure 9 shows 
the relationship between illumina- 
tion level and the air conditioning 
tonnage required for conventional 
and integrated systems. Further, the 
volume of air required, being propor- 
tional to the tonnage, means a reduc- 
tion in air handling equipment. 

Analysis of air conditioning costs 


* Benesch, E. J., “The Effect of the Recommended 
New Levels of Illumination on Air Conditioning 
Design and Noise Control.” A paper presented at 
the Building Research Institute Conference on 
Bene Illumination, May 20-21, 1959, Cleveland, 
Ohio. 


The Economic Picture 

The use of higher lighting levels 
may be altering the economies with 
regard to mechanical services. Ways 
to reduce the cooling costs (and 
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Figure 9. Variation in air conditioning tonnage with illumination level for con- 
ventional and integrated systems. Height of shaded area is tonnage for 50 fte; 
white area below is for items listed. At 100 fte of integrated lighting, ton- 
nage is only 5% more than that for 50 fte of conventional lighting. 


to provide for lighting in the large 
office building example indicate that 
increasing the illumination from 50 
to 100 footeandles with conventional 
lighting and air conditioning sys- 
tems requires an increase in initial 
costs of about 93 per cent. This 
amounts to an approximate increase 
of 18 per cent in the over-all air con- 
ditioning installation. However, if 
an integrated lighting-air condition- 
ing system of the type just de- 
scribed is employed, the increase in 
cost for air conditioning is only 
about 57 per cent (or 12% per cent 
of the over-all). This latter figure 
includes the cost of the extra air 
handling system needed to exhaust 
the luminaires. (Perhaps integrated 
systems where 20 or 30 per cent of 
the lighting load is removed to the 
outside will also prove attractive in 
reducing initial costs of air con- 
ditioning). 

At illumination levels above 100 
footeandles, more air for exhaust 
through luminaires will be needed 
than is available for “waste” in typ- 
ical office buildings. The additional 
air could be provided by circulating 
through the luminaires more air 


lighting costs) have been suggested. 
Further gains in over-all economics 
can be achieved by a substantial re- 
duction in heating requirements 
since lighting may furnish a signifi- 


than would normally be “bled off." 
Under the extreme design condi- 
tions, e.g., 95 F, high humidity out- 
of-doors, it may prove to be more 
economical to recirculate this heated 
air. However, in mild weather it is 
usually better to exhaust all of it to 
the outside. Automatic thermostati- 
eally-controlled dampers (“есопо- 
mizer systems") could be used to 
seleet the most favorable condition. 
These devices are presently being 
used to select the most economical 
operating mixture for particular 
weather conditions. 

In many types of public buildings 
such as auditoriums, arenas, and ex- 
hibition halls, the density of occu- 
рапсу may be higher than in office 
buildings. In addition, there may be 
considerable smoking or vigorous 
physical activity which would call 
for substantially more fresh air than 
the 27 cfm per person supplied in of- 
fices. Thus, the percentage of “make- 
up” air may be 25 per cent of the to- 
tal air supply or higher. This quan- 
tity of “throw-away” air makes in- 


tegrated lighting-air conditioning 
systems especially attractive for 
these areas. 


cant part of the total heat needed 
for a commercial or industrial build- 
ing. Techniques such as panel heat- 
ing and eooling, or the heat pump 
may perform more economically 
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Figure 10. Effect of lighting on heating requirements. 


when combined with the heat from 
a lighting system. 

A method of analyzing the heating 
and cooling requirements of build- 
ings is presented by steps in Figures 
10 and 11. 

Consideration of the heat from 
the lighting has, until recent years, 
been primarily with relation to the 
increased cooling requirements. As 
seen in Figure 10, the levels of illu- 
mination in practice were relatively 
low and the effect on total heat re- 
quirements was insufficient to war- 
rant special provision for utilizing 
it. Figure 10 further indicates the 
substantial portion of the total heat 
supplied as levels of illumination 
have increased in recommendation 
and practice. 

Estimation of heat losses in the 
office building example cited earlier 
indicates that for a New York loca- 
tion a uniform lighting level of 100 
footeandles would supply enough 
heat to replace about two-thirds of 
the heat losses for the outdoor con- 
dition of 0 F and 15 mph wind. In- 
creasing the level to about 150 foot- 
‘candles of fluorescent lighting, 
therefore, introduces a total heating 
load approximately equal to the 
building losses. Full utilization of 
this heat would require careful con- 
trol and distribution throughout the 
building (See Figure 4). But the 


presence of such a load becomes an 
important economie factor in ap- 
praising the total value of the light- 
ing system. For the commercial or 
industrial property where the man- 
agement must (or chooses to) build 
its own heating plant, the utilization 
of lighting as the principal heat 
source can mean substantially re- 
duced capital investment in boilers, 
chimneys, and the distribution sys- 
tems. 

On the other hand, the potential 
advantage of reduction in heating 
requirements may be somewhat off- 
set by an over-all increase in cooling 
requirements. It is here that the 
fundamental importance of Figures 
1 through 3 become apparent. If it 
is possible to control a considerable 
portion of the lighting heat and re- 
move it before it becomes a factor 
in room comfort, then the actual ef- 
fect of the increased load on air 
conditioning tonnage and on occu- 
pant comfort may not be as great as 
anticipated by today's conventional 
methods. 

Figure 1 noted that for our ex- 
ample fluorescent system, up to 76 
per cent of the total heat is subject 
to some control. Figure 11 then in- 
dicates the maximum extent of this 
substantial quantity, implies the im- 
pact on room temperature, and un- 
derlines the importance of removing 
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it in warm weather before it enters 
the occupied portion of the room. 

Normal ventilation equal to or ex- 
ceeding the basic building code re- 
quirements can be utilized to remove 
and control part of the heat accu- 
mulation. During moderate weather, 
careful use of this outside air, as a 
thermostatically-controlled mixture 
of outdoor and recirculated air, may 
be sufficient to maintain room com- 
fort. 

Figure 11 also notes this heat- 
regulating effect of controlled room 
ventilation and indicates the possi- 
ble increase in efficiency when this 
same air is passed through a higher 
ambient and used to ventilate and 
cool the lighting fixtures as well as 
maintain room temperature. 

As outside temperatures rise and 
the ventilation system alone is no 
longer sufficient to maintain room 
comfort, a cooling system becomes 
necessary, both in the occupied por- 
tion of the room and in conjunction 
with the lighting system. 

The last portion of Figure 11 com- 
pares current cooling practice, where 
all of the heat enters the room be- 
fore it is removed, with a higher lev- 
el system and the integrated ap- 
proach proposed in this paper. In 
the latter case, the considerable heat 
initially confined in the lighting sys- 
tem is removed before it enters the 


occupied space and the actual heat 
load that affects room comfort may 
be less for the higher level system 
than for the lower level cooled by 
conventional techniques. 

In the final analysis, the economic 
practicality of a single integrated 
system for heating, cooling, and 
lighting must be determined by local 
conditions. The relative seasonal val- 
ue of reduced heating versus in- 
creased cooling requirements chang- 
es considerably for warm sections of 
the country. In the extreme warm 
climate, the potential economic ad- 
vantage of reduced tonnage require- 
ments (Figure 9), or the need for 
reducing the heat in the occupied 
zone may be the more critical situa- 
tion from the standpoint of main- 
taining occupant comfort and lamp 
operating conditions. 

Figure 12 indicates the advan- 
tages of integrated over conven- 
tional systems for comfort and for 
reduced costs. 

Still another factor which must be 
considered is the possible combina- 
tion of these techniques with other 
heating and cooling systems. For ex- 
ample, the winter heating load usu- 
ally determines the size of a heat 
pump with summer cooling capacity 
as a bonus. The reason for this is 
the wide differences between indoor- 
outdoor temperature gradients of 
summer and winter. In summer, the 
machine must produce an indoor- 
outdoor differential of 15 to 20 F 
while the winter conditions call for 
10 to 75 F gradients. If the lighting 
load can be combined with such a 
system, however, the resulting re- 
duetion in winter heating require- 
ments may make the application of 
heat pumps more economical. 

Consideration of ventilation and 
cooling systems integral with the 
lighting design, then offers a num- 
ber of potential advantages : 


1. From an air conditioning stand- 
point, such a system offers the pos- 
sibility of substantial heat reduction 
in rooms, so that heat is evacuated 
before it becomes a factor in occu- 
pant comfort; and to reduce the ton- 
nage requirements and quantity of 
air (efm) required for regulating 
the heat in occupied spaces. 

2. The control of this heat, to use 
it in cold weather or evacuate it in 
warm periods, introduces the poten- 
tial applieation of lighting as a 
heating system. Such a system might 
be used alone or in conjunction with 
other systems. 

3. The prevention of uncontrolled 
heat build-up in the lighting system 
induces ambient conditions more fa- 
vorable for highly efficient operation 
of fluorescent lamps and ballasts. 


LIGHTING HEAT REMOVEABLE 
BEFORE ENTERING OCCUPIED 
SPACE 


HEAT REMOVAL 
THROUGH VENTILATION 
(circulation of outdoor air) 


COOLING REQUIREMENTS 
IN CONVENTIONAL PRACTICE 
(with lower lighting level) 


COOLING REQUIREMENTS 
IN INTEGRATED SYSTEM 
(with higher lighting level) 


Figure 11. Effect of lighting on cooling requirements. 
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Figure 12. Advantages of integrated systems for improving room comfort and 
redueing tonnage with present recommended lighting levels. The effect of lower 
lighting levels handled by conventional practice is indicated by lower shaded 
areas. Integrated system “В” illustrates the performance of the installation 


tested in this article. 
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Five-parasol cluster set up at the intersection of two runways at Long Island’s 
Mitchel Air Force Base was tested for dynamic behavior under made-to-order gales 
provided by the slipstreams from the props of the two B-26's shown in the background 


Photos by Albert G. H. Dietz 


PLASTIC PARASOLS FOR MOSCOW 


Designers: George Nelson and Company, Inc. 
Structural Consultant: Albert G. H. Dietz 


Based on a report by Albert G. H. Dietz, 
Professor of Building Engineering and Di- 
rector of the Plastics Research Laboratory, 
Massachusetts Institute of Technology, and 
by Frank J. Heger, Assistant Professor of 
Structural Design, Massachusetts Institute 
of Technology 


Newspaper and magazine coverage, 
as well as public response both here 
and there, seem to have left little 
‘doubt that the clusters of plastic 
parasols over our displays of archi- 
tecture, fashion, and photography at 
the recent American National Exhi- 
bition in Moscow were highly suc- 
cessful exhibit spaces. But they are 
more than that. The blow-by-blow 
account of their design and erection 
often reads like a check list of the 
factors that must be considered in 
any case when reinforced plastics 
are used structurally, And as George 
Nelson pointed out approvingly, 
they also demonstrate the substan- 
tial benefits that can be reaped from 
a close and sympathetic collabora- 
tion between architect and engineer. 
Although it was made under pres- 
sure of time and budget, the search 
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for the most efficient possible struc- 
ture resulted, as it so often does, not 
only in the expressive use of a par- 
ticular material, but also in a grace- 
ful and refined bit of architecture. 


The Evolution of a Form 


When Nelson’s office first conceived 
the parasols, they envisioned simply 
a honeycomb of hexagonal canopy 
units made up of flat triangular roof 
sections supported on steel or alumi- 
num ribs which would in turn rest on 
a central pipe column. It was only 
when the decision was made to form 
the parasols entirely of plastic that 
the evolutionary sequence shown op- 
posite began, ending in the curva- 
ceous tulips shown on these pages. 
The design of an all-plastic struc- 
ture of the type originally conceived 
early ran into several serious obsta- 
cles. To begin with, the columns, 
slender as they were, had to have at 
least a 6 in. diameter and fairly 
heavy walls. Plastic pipe that large 
was not available. Secondly, flat 
sheets could not span the distances 
proposed even when the long dimen- 
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sion of the hexagon was reduced to 
the 16 ft that could be readily 
shipped; while corrugated sheets 
would be less desirable esthetically, 
would prevent the run-off of rain wa- 
ter to the hollow pipe column, and 
would in any case have to be fabri- 
cated to special order in the short 
time allotted. (Only a little more than 
six months elapsed between the ini- 
tial decision to build the plastics pa- 
vilions and the opening of the Fair.) 
Also some difficulty was expected in 
fastening the cantilevered ribs and 
sheets to the slender column, and in 
achieving the necessary stiffness 
without the help of guy wires or 
sway bracing. 

The unavailability of a suitable 
plastic pipe prompted the first mod- 
ification of the initial design, which 
was a shift to molded, glass fiber mat 
reinforced polyester columns. Be- 
cause of the lower strength and stiff- 
ness of this material, the columns 
had to be larger, but since they were 
to be molded in any case, it was pos- 
sible to taper them—a better solu- 
tion from both the engineering and 


esthetic standpoints than the con- 
stant-diameter pipe. The taper not 
only provided a continuous sweep 
from column to canopy, but also 
opened the column top to a more sat- 
isfactory moment-resistant joint at 
the canopy. 

As shown in the drawings at right, 
the canopy itself was designed in 
two ways: as a hexagonal folded 
plate made up of twelve flat triangu- 
lar sandwich panels, and as a series 
of six molded, double-curved ribbed 
shells. Although some difficulty was 
expected in developing a strong joint 
between the column and the sand- 
wich sections of the canopy, the 

_ over-riding objection to the folded 
plate roof was esthetic. The pavilion 
was to be adjacent to another folded 
plate roof, and a less angular form 
seemed better suited to molded plas- 
tic. 

Even the final design with doubly 
curved shells went through several 
evolutionary stages. At first, the 
edges of the shells were formed with 
deep half-troughs to simulate the 
cantilevers carried over from the 
earlier concept and an attempt was 
made to fit two half-troughs togeth- 
er and fasten the inner ends to the 
top of the column. This resulted in a 
seam, likely to leak, at the very point 
where water would collect to run in 
to the hollow column. 

The next step was to form the 
trough as a single unit and to mold 
a half-shell on each side with a con- 
necting upstanding flange at the 
mid-point (highpoint) of the shell, 
This eliminated the leaky seam, but 
was unsightly and introduced a joint 
where continuity was essential. 

Finally, the column was tapered 
uniformly from a 6-in. diameter at 
the base to about 11 in. at a point 
12 ft up. The remaining quarter of 
the 16-ft column was flared sharply 
in a continuous curve to 36 in. at 
the top where it sweeps into the dou- 
ble curves of the canopy shells. 
The deep-troughed cantilevers were 
abandoned and replaced by upstand- 
ing ribs where the lower edges of the 
shells meet along the long radii of 
the hexagons. By discarding the up- 
per flanges and molding the shells as 
continuous pieces, their light-trans- 
mitting areas and engineering 
soundness were increased, the mold- 
ing and assembling operations were 
simplified, and the esthetic value of 
the shells were enhanced. 


Critical Factors in the Design 


Since the plastics pavilions were de- 
signed as temporary structures for 
summer use only, the principal loads 
were wind and rain, of which wind 
was the most critical, adequate 
drainage having been provided 


through the hollow column. Accu- 
rate data on prevailing winds in 
Moscow proved diffieult to come by, 
but an educated guess postulated 
maximum winds of 60 mph. Because 
of the probable rarity of winds of 
that magnitude, it was decided to de- 
sign for them as far as strength was 
concerned, but in the interests of 
lightness, to sacrifice some stiffness 
and permit sway in the occasional 
very high winds. However, since the 
exact wind conditions on the site and 
the aerodynamies of the canopies 
themselves remained unknown quan- 
tities, it was decided to run wind 
tests here to ferret out any critical 
aerodynamic characteristics that 
might require correction. Prelimi- 
nary designs for guys were also 
carried out—just in case. 

Once the design loads had been es- 
tablished, the mechanical properties 
of the selected glass fiber reinforced 
polyesters were assumed on the basis 
of previous experience, allowing for 
considerable variation їп their 
strength. (The assumptions were la- 
ter borne out by tests on actual spe- 
cimens.) Of these properties, the de- 
sign was dictated more by stiffness 
requirements, i.e., modulus of elas- 
ticity, and particularly by resistance 
to buckling, than by strength, in 
spite of the decision to allow some 
sway in the pavilion. According to 
Dietz, this is often the case in de- 
signing with reinforced plastics be- 
cause while strength is usually more 
than adequate, low stiffness leads to 
deflection, deformation and such dy- 
namic characteristics as flutter. 

Another factor that had to be con- 
sidered was the proposed arrange- 
ment of the canopy units in irregular 
clusters, each involving different 
wind loads. The worst case appeared 
to be a cluster of as few as five para- 
sols, and the original design was 
based on this arrangement. How- 
ever, the material and the fabrica- 
tion costs of the heavy parasols re- 
quired for such small clusters led to 
the decision that cluster arrange- 
ments should not involve less than 
four columns in any row in any di- 
rection and that no display boards 
or other structures should be at- 
tached to the columns or canopies in 
such a way as to increase the area 
exposed to wind. With these stipu- 
lations agreed upon, the design was 
finally lightened, although the wind 
tests were carried out on a cluster of 
five parasols of the original design. 


The Design Procedure 


Because of the pressure of time, the 
sizes and thicknesses of members 
were obtained by approximate solu- 
tions and checked later by a more 
exact analysis. (The original design 
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Evolution of Canopy Design 
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As shown above, ninety canopy 
sections were shipped to and as- 
sembled at storage area before 
being joined to columns and erected 
in clusters. On-site assembly, which 
went on while site was being pre- 
pared and footings placed, con- 
sisted of joining the six doubly- 
curved shells in each canopy to the 
steel spider and to each other. Large 
holes in flanges of radial ribs were 
field-drilled for more accurate fit. 
Already-erected cluster in back- 
ground of lower photo is pavilion 
for fashion show 


was found to be slightly conserva- 
tive.) Early in the design it became 
evident that maximum stiffness and 
minimum deflection demanded firm 
anchorage and maximum moment 
resistance at the bases of the col- 
umns. For this reason, the approxi- 
mate analysis was made on the as- 
sumption that footings would be 
large enough to prevent both uplift 
and any slight rotation which could 
be magnified into excessive swaying 
of the top of the column. 

The column wall thickness arrived 
at on this basis ranged from %s to 
и in., about as thin as such a struc- 
tural member could be made with 
a satisfactory degree of reliability. 
The rigid connection at the footing 
was formed by inserting a 5 in. di- 
ameter pipe into the bottom of the 
column. Two feet of the pipe's 27-in. 
length was bonded to the inside wall 
of the column; the remaining 3-in. 
projection, was welded to a round 
flange that provided anchorage at 
the base by means of four steel 
“dogs” which were in turn fastened 
to four anchor bolts. Two slots cut 
in the bottom of the steel pipe pro- 
vided runoff for water draining down 
the columns from the roof. Circular 
precast concrete rings formed small 
sumps on top of the footings and 
cement-asbestos pipe was used to 
drain water from the sumps to a 
dry-well. As it turned out, the foot- 
ings were precast even larger than 
specified and consequently were 
more than ample to provide the nec- 
essary weight and rigidity. 

For maximum translucence, the 
canopy shells were designed to be 
not more than Ив in. thick. Since this 
was just adequate for stability un- 
der statie loading of a doubly-curved 
shell of the 100-in. radius proposed, 
the radius was reduced to 75 in. to 
allow for unknown flutter under 
wind loads. The shells were also stif- 
fened by radial ribs which carried 
the loads from the canopies to the 
columns and by similar ribs along 
the outer edges of the shells which 
made it possible to bolt adjoining 
canopies together. 

To provide the necessary moment 
resistance, continuity had to be pro- 
vided across the center of the canopy 
from rib to opposite rib, and from 
canopy to column. In the latter case, 
continuity was achieved by provid- 
ing an inward projecting lip at the 
top of the column and a correspond- 
ing lip on each shell section, and 
bolting the two together. Studs built 
into the lip at the top of the column 
engage corresponding holes in the 
lips of the shells, and the joint be- 
tween the column and canopy was 
brought into register by preformed 
shallow tapered mortises and tenons. 
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Continuity from rib to rib was 
achieved by a steel spider consisting 
of a central pipe section to which 
were welded six radial ribs made of 
14-іп. vertical steel plates with bent- 
over horizontal flanges at the top. 
Each steel rib was brought adjacent 
to one of the plastic ribs of the can- 
opy and the two bolted together to 
provide the necessary moment and 
Shear resistance. 

As a result of wind tests (results 
extrapolated from clusters of five 
heavy parasols to sixteen lighter par- 
asols) and a thorough structural 
analysis, the plastic structures were 
found to be quite safe, albeit a little 
more flexible than might be strictly 
desirable, and members fabricated 
according to the above design were 
shipped to Moscow for erection. 


On-Site Assembly and Erection 


Once there, the hexagonal canopy 
units were assembled while the site 
was being prepared and the footings 
placed. (It took some persuasion to 
convince the Russian foremen that 
the alignment of the footings re- 
quired  transit-and-tape accuracy, 
and that centering-sticks were not 
good enough.) This part of the job 
consisted of assembling the six doub- 
ly-curved shell sections to the central 
steel spider, which turned out to be 
all the template that was required, 
drilling two large holes in the flanges 
of the six ribs to receive the bolts, 
and bolting the rib sections together. 

When the footings were finally in 
place (aligned by transit-and-tape), 
the canopies and columns were 
trucked from the storage area to the 
site, and the columns were attached 
to the canopies to form complete 
parasols. Cranes were used to pick 
up the umbrellas by means of their 
spiders, and to swing them into a 
substantially vertical position while 
a caulking bead was extruded around 
the top of the column. The upper end 
of the column was then raised into 
position, the studs in its top pushed 
through the corresponding holes in 
the base of the canopy, and the nuts 
pulled up tight on the studs. The as- 
sembled unit was then centered over 
the footing and securely fastened in 
place. At the same time, the upstand- 
ing ribs along the edges of the can- 
opy were bolted to the correspond- 
ing ribs of previously erected um- 
brellas. Bolt holes in these ribs were 
‘drilled just before the individual 
umbrellas were assembled because 
the number of bolted edge ribs varied 
according to the position of the um- 
brella along the periphery or in the 
center of a cluster. After a cluster 
had been completed, the joints be- 
tween all ribs were sealed with a 
caulking bead. 
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Above: With crane holding canopy in almost vertical 
position, base of canopy is fitted to top of column and 
bolted to column flange. Assembled parasol is then hoisted 
into place and anchored. At same time, edge ribs of 
canopy are bolted to corresponding ribs of previously- 
erected units 


Below: Photo at far left shows precast footings in place 
with anchor bolts and setting plate mounted, ready for 
final pour of concrete. Photo at left shows circular con- 
crete sump around base of column and “dogs” holding 
steel flange. Drainage lines run from sump to dry well 
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Product Reports 


STREAMLINED WALL BRACKETS FOR INDOOR AND OUTDOOR USE . 


The Porzeline line of imported archi- 
tectural lighting fixtures includes 
canopy fixtures in addition to the 
sleek bracket-type fixtures shown at 
right. In all models, the canopy (or 
braeket) is mounted directly to the 
outlet box with two screws, while the 
glass diffusers are equipped with 
threaded collars designed to screw 
easily into the mounting. All diffus- 
ers are of a triplex opal satin finish 
imported glass that gives excellent 
soft lighting without glare or high- 
spots. They come with a rubber gas- 
ket that makes the fixtures air- and 
watertight enough to have been U/L 
approved for outdoor lighting. The 
wall braekets come in black, light 
green, light blue, pink and gray, as 
well as white, and can be had with or 
without a pullswitch and shaver out- 
let. The canopy fixtures (not shown) 
are available in white only. A. W. Pis- 
tol, Inc., 8-10 Drake Ave, New Ro- 
chelle, N. Y. 


Above: Porcelain wall bracket 
with serewtype diffuser is 8 in. 
high, extends 5 in, from wall, and 
accommodates one 100 watt bulb. 
Above right: Similar bracket is 
6% іп. in diameter, extends 8% 
in. and takes a 75 watt bulb. 
Right: Double bracket will hold 
two 100 watt bulbs. It extends 5 
in. from wall and is 15 in. long 


HIGH STYLE, HIGH STRENGTH HINGE 


Designed to complement the clean 
lines of modern interior door open- 
ings, the new paumelle hinge (BB 93) 
shown at right will be used for the 
first time in the new Time and Life 
Building in New York City. A vari- 
ant of the traditional olive knuckle 
hinge, it is made of bronze forgings 
with tensile and yield strengths com- 
parable to those of steel, and has the 
added advantage of high corrosion 
resistance. The teaming of the excel- 
lent bearing qualities of the high 
strength forged knuckle with the 


husky pin is said to insure lifetime 
lateral wear resistance, as proven in 
extensive field use. Lubricated ball 
bearings are encased in an outer shell 
which seals in the lubrication and 
provides complete protection against 
dirt. 

Made of extra heavy (.225 gage) 
metal, in one size only, the 5-by-414 
in. hinges are packed with both wood 
screws and machine screws for tem- 
plate and non-template work. Stanley 
Hardware Div., The Stanley Works, 
195 Lake St., New Britain, Conn. 


NEOPRENE COATING OFFERS MORE PROTECTION AT LESS COST 


Coro-Gard 1706, a new general pur- 
pose, one-part neoprene rubber based 
coating, is said to provide excellent 
«chemical, abrasion and weathering 
resistance with the added advantage 
of reducing application costs. 

It has high adhesion to unprimed 
metals, concrete, wood and glass fi- 
ber reinforced polyester plastics, pro- 
tecting them with a tough rubbery 
film that has good resistance to the 
corrosive action of chemicals and 
fluids, remains strong and flexible 
under varying weather conditions, 
and has outstanding resistance to the 
deteriorating effects of ozone, oxy- 
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gen and industrial atmospheres. 

In addition to its effectiveness as a 
protective coating, Coro-Gard 1706 
has many features that reduce total 
application costs. It can be applied 
to surfaces without a special primer 
and without the addition of a catalyst 
or accelerator for curing. Because it 
is of a gel-type consistency, the coat- 
ing can be put on with a brush with- 
out stirring or diluting and will not 
sag or flow even when applied to ver- 
tical surfaces. Only one or two coats 
are required for most applications 
to achieve the proper thickness. 

The new Coro-Gard 1706 coating is 
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expected to find use in a variety of 
applications, including protection of 
metal curtain walls and exposed 
structural members against weath- 
ering; protection of air condition- 
ing equipment against condensed 
moisture, mold, erosion and weather- 
ing; protection of factory buildings 
and machinery against industrial at- 
mospheres, acids, caustic vapors, 
steam and moisture; and protection 
of electrieal parts against water and 
oil. Adhesives, Coatings and Sealers 
Div., Minnesota Mining and Mfg. Co., 
900 Bush Ave., St. Paul 6, Minn. 
more products on page 262 


MEMO: 


Dear Bill: : NM == 
If you are building a new school or : : SS 
planning to renovate an old one, you 
unquestionably need the new Anemostat 
School Catalog.* Suggest you write 
for your copy to Anemostat Corporation 
of America, 10 East 39th Street, 

New York 16, N. Y. Mum 


yu 


ANEMOSTAT ALL-AIR HIGH VELOCITY SYSTEMS FOR SCHOOLS 


ALTUTTIU 


(i 


A NEW DEVELOPMENT FOR HEATING AND VENTILATING 


* Contains performance and dimension data, control 
diagrams, everything you need to specify, 
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Water is used in concrete to lubricate 
the mix and act chemically with the ce- 
ment to form the paste which glues the 
aggregates together. Too much water 
dilutes the paste and makes it weaker— 
less solid. 


How Much is Too Much? 


In a 5-bag concrete mix using about 
36 gallons of water per cubic yard— 
including moisture in the aggregate— 
only about half the water combines with 
the cement. The rest is a lubricant 
which eventually causes voids in the 
concrete. Recommended slumps for dif- 
ferent jobs are listed in the table at 
upper right. 


Results of Too Much 
Water in a Mix 


1. Higher labor costs— When workmen 
have to wait for the mix to stiffen or for 
excess water to soak into the subgrade 
or evaporate, overtime costs run high. 
In cold weather, as much as 6 to 12 
hours in extra time can be the result. 


2. Excessive bleeding—As concrete 
bleeds, water comes to the surface. If 
there is excessive bleeding, the water 
brings aggregate fines to the surface 
which often causes dusting and crazing. 


3. Sand-streaked walls—Excess water 
bleeds up the sides of forms, washing 
out the cement paste leaving a streaked, 
raw, unattractive wall surface. 


4. Segregation—Coarse aggregates set- 
tle to the bottom, leaving a weak layer 
of water and fines on the surface. The 
lower sections of the concrete often 
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BETTER CONSTRUCTION THROUGH 
BETTER USE OF CEMENTS 


т 


WATER CAN BE COSTLY! 


Recommended Slumps for Various Types of Construction* 


Type of Construction 


Slump, in.** 
Maximum | Minimum 


Reinforced foundation walls and footings, and thin 


plain walls 


Plain footings, caissons, and substructure walls 


Slabs, beams, and reinforced walls 
Building columns 

Pavements onn 

Heavy mass constructio: 


* Adapted from Table 4 of the 1940 Joint Committee “Report on Recommended Practice and 
Standard Specifications for Concrete and Reinforced Concrete." 


**When high-frequency vibrators are used, the values given should be reduced about onc-third. 


have honeycombed areas because of 
cement-water paste leaking out of the 
forms. 


5. Excessive cracking— Foundation 
walls and floors crack excessively from 
high shrinkage and low tensile strength 
caused by excessive mixing water. 


6. Rough surface—lt is more difficult 
to get a smooth surface because deep 
trowel marks are a common problem in 
concrete containing excessive amounts 
of water. 


7. Leaky walls and wet floors—Both 
can result from excessive voids in con- 


crete caused by too much water. 


8. Surface scaling—Air is entrained in 
concrete to protect it from freezing and 
thawing damage. When the slump is 
greater than 6 inches, the air content 
decreases and this important protection 
is reduced. 


Stiff concrete is much less expensive 
when measured in man hours. It may 
require more labor initially to get it in 
place but can be finished sooner . . . 
your bonus is a satisfied customer—and 
à good job that will not have to be 
repaired or replaced. 


AN ALPHA EXCLUSIVE 


FIRST NUCLEAR POWERED commercial ship, the N. S. Savannah, being built by New York 


= - 


Shipbuilding Corp., Camden, N. J. Alpha cement has been chosen for building the heavy concrete 
encasement used for the atomic reactor shield. Concrete will weigh 260 lbs. per cu. ft. compared 
to normal weight of 145 Ibs. per cu. ft. Job is continuous pour by pressure or injection grouting, 
done by Intrusion Prepakt Company of Philadelphia. Alpha cement will be supplied by the Camden 


Lime Co., Camden, N. J. 


| ALPHA 


PORTLAND CEMENT COMPANY 


Alpha 
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Building, 


Easton, Pa. 
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A REFERENCE GUIDE TO HOSPITAL ELECTRICAL FACILITIES: 4 (continued from October) 


by Noyce L. Griffin, Electrical Engineer, Architectural ond Engineering Branch, Division of Hospital and Medical Facilities 


Public Health Service 


HAZARDOUS LOCATIONS 

Anesthetic storage rooms within the surgical 
suites are considered hazardous throughout. 
Rooms for bulk storage of unopened con- 
tainers of anesthetic agents in a relatively 
remote area are generally not considered 
hazardous locations. 

The extent of the hazardous location of 
an anesthetizing space for administering 
flammable anesthetics or disinfectants is 
considered to include the entire floor area 
of the room, and to a height of 5 ft above 
the floor, All hazardous locations require 
special attention to construction, equipment, 
and operation as precautions against igni- 
tion of these agents which cause fires and 
explosions. All equipment used in these 
areas should be approved for use in Class 
1, Group C hazardous atmospheres. For 
specific requirements, see NFPA No. 56. 

All hazardous locations require conduc- 
tive floors for electrically intercoupling all 
people and equipment in the room to pre- 
vent electro-static sparks which might ig- 
nite flammable gasses or vapors. 

Operating and delivery rooms require 
ungrounded electrical distribution systems 
for all wiring, except for fixed nonadjusta- 
ble lighting fixtures located more than 8 
ft above the floor for the purpose of mini- 
mizing the hazard of electric shock and 
sparks from the electric system. 

A ground detector system is required for 
the purpose of warning of accidental or 
fault ground on the ungrounded system. 
Wiring and equipment installed above haz- 
ardous location, more than 5 ft above the 
floor, should be enclosed or guarded to 
prevent sparks or hot particles from falling 
into the hazardous location, All furniture 
and mobile equipment should be conductive 
and in electrical contact with the conductive 
floor. 

Controlled humidity of at least 50 per 
cent is considered an important factor in the 
control of static electricity. 


COMMUNICATION SYSTEMS 

NURSES’ CALL SYSTEMS 

Call systems for nursing service vary from 
the simplest type of a signal system to two- 
way voice communication. An important fea- 
ture common to all systems is that the switch 
provided for patients’ use will register the 
call at the nurses’ station. This feature may 
be varied to fit any practicable situation by 
the various types of switches for actuating 
calls and the various points and means 
of registering calls. Cord operated switches 
are preferable for isolation or contagious 
areas because these cords are inexpensive 
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and may be removed and incinerated. A 
new cord can then be installed for each 
new patient. 

Registration of calls should include a 
signal light in the corridor over the door 
of the room where the call originates. A 
selection of lights, buzzers, bells, chimes, 
and annunciators are available for regis- 
tering calls at the nurses’ station, floor pan- 
tries, utility rooms, or other duty stations. 

Emergency calls, actuating distinctive sig- 
nals, are usually installed in patients’ toilets 
and sometimes incorporated into the regular 
call station at the patient's bed for use by 
the nurse when she needs assistance. Call 
stations should be provided for nurses’ use 
in nurseries, children’s wards, operating, 
end delivery rooms. 

Two-way voice communication is a feature 
which may be added to the signal system 
described. Where it is planned for economy 
reasons to first install a signal system and 
later add the voice feature, conduits large 
enough to accommodate the wiring of the 
final installation should be included in the 
original installation. 


PAGING SYSTEMS 

Paging systems for doctors and staff may 
be the wired or radio type. The wired pag- 
ing system usually includes o microphone 
and/or a sending station for calling or 
signaling to one or a combination of the 
following: loud speakers, coded chimes, il- 
luminated numerals, bell taps, or annuncia- 
tor drops. 


DOCTOR’S IN-AND-OUT REGISTER 
Usually these registers include boards con- 
taining staff doctors’ names at all entrances 
normally used by doctors and at the tele- 
phone switchboard. All boards are elec- 
trically connected to register the same signal 
simultaneously. A recall feature may be in- 
cluded which consists of a flasher unit hav- 
ing a motor driven interrupter which actu- 
ates a flashing light at the doctor’s name 
on all register boards. The control for this 
unit is located at the telephone switchboard. 
The recall feature assures the doctor's at- 
tention upon entering or leaving the hospi- 
tal. 


CALL-BACK ‘SYSTEM 

Call-back systems provide a relatively in- 
expensive means of “wake-up” or calling 
service for interns and nurses. Calls originat- 
ing in the office or at the switchboard ac- 
tuate a bell or buzzer in the quarters. An 
answer switch is provided for acknowledge- 
ment that the call has been received. Wiring 


may be arranged for individual calls or, 
if desired, it can be connected so that one 
button may call several rooms or stations 
simultaneously. 


TELEPHONES 

Interconnecting telephones should be pro- 
vided for all department heads, assistants, 
operation and delivery suites, nurses’ sta- 
tions, offices, housekeeper, maintenance 
supervisor, doctors’ rooms, record rooms, 
and diet kitchens. These may be connected 
on a dial system which will permit interior 
communication through the hospital switch- 
board without the assistance of an operator. 
At all private and semi-private beds, tele- 
phone jacks should be installed so that a 
telephone can be plugged in at any time, 
with a minimum rental charge to the hos- 
pital. This arrangement is efficient and satis- 
factory. 

Conduit should be provided for all tele- 
phone wiring. Installation and connection 
of wiring is usually done by the telephone 
company. Provision should be made for pub- 
lic telephones at convenient locations for 
visitors and others requiring the use of pay 
stations. 


INTERCOMMUNICATION SYSTEMS 
Telautograph transcribers which transmit 
written messages from one department to 
another are being used successfully in some 
hospitals. These systems leave a written rec- 
ord of the mesage at the sending and re- 
ceiving stations. Where installation of this 
equipment is contemplated, conduit should 
be installed for the necessary wiring. This 
equipment may be obtained on a rental or 
purchase agreement. 

Audible speaker systems are frequently 
used for communication between depart- 
ments and within specific branches. These 
systems may be arranged for individual as 
well as collective announcements. 

Loud speaker systems which include micro- 
phone, amplifier, and loud speakers are 
often required for extending the voice 
range, as in auditoriums, outdoor assembly, 
parking lot, or to issue general instructions 
as in the case of fire or any other type 
of disaster. 


CARRIER TUBE SYSTEMS 
Pneumatic tube systems are extremely use- 
ful to carry records, prescriptions, or orders 
from one department to another. The car- 
riers of these systems are propelled by elec- _ 
trically operated vacuum systems or vacuum- 
pressure combinations, 

Nonpowered gravity drops with hand- 
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THE NEW BULLDOG DF-60 


UNCHALLENGED FOR VERSATILITY 


BullDog's new DF-60 lets you put 
everything from large air circuit 
breakers to small Vacu-Break® units 
in one space-saving enclosure. It will 
handle any of the following light-duty 
or heavy-duty switch units . . . in any 
combination: 

e New I-T-E K-line back-connected 
air circuit breakers, 225 to 4000 
amperes 

e I-T-E Molded Case Circuit Break- 
ers, back-connected or panelboard- 
mounted, 15 to 800 amperes 

e I-T-E Cordon* Circuit Breakers, 
back-connected, 15 to 600 amperes 
e Fused Pressure Switches, back- 
connected, up to 4000 amperes 


e BullDog DF-30 fused switches 
back-connected, 30 to 1200 amperes 
e BullDog Vacu-Break® units in 
panelboard mounting, 30 to 600 
amperes 

In addition there is room for current- 
transformer equipment and metering 
systems. But duct systems up to 4000 
amperes can be connected directly to 
the board. 


A call will bring your local BullDog 
field engineer to assist you in selecting 
the type, combination and arrange- 
ment of units needed to handle your 
clients’ power load . . . help supervise 
installation, You'll find the new DF- 
60 will ease your plant layout prob- 
lems, too, For complete details send 
for Switchboard Bulletin SB-555. 


*Trademark registered by I-T-E Circuit Breaker Company 


BULLDOG ELECTRIC PRODUCTS DIVISION 


I-T-E CIRCUIT BREAKER COMPANY 
BOX 177 * DETROIT 32, MICHIGAN 


® 
In Canada: 80 Clayson Rd., Toronto 15, Ont. Export Division: 13 East 40th St, New York 16, N.Y. 
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by Noyce L. Griffin, Electrical Engineer, Architectural and Engineering Branch, Division of Hospital and Medical Facilities 
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operated lifts are sometimes useful between 
one floor and another directly above or 
below. 


ELEVATORS 

Size and shape of the elevator cor and its 
door opening are related to the needs of 
vehicle traffic, The length and width of 
patients’ beds are determining factors in 
car depth and door width. 

Hospital elevators are usually limited to 
three sizes, as standardized by the industry 
and the National Elevator Manufacturers’ 
Institute. These sizes comply with the re- 
quirements of the American Standard Sofe- 
ty Code for Elevators, A17.1-1955 and in 
respect to rated load capacity in pounds 
and the outside dimensions of the car plat- 
form the sizes are as follows: 3500 Ib, 5 ft 
4 in. by 8 ft; 4000 Ib, 5 ft by 8 ft 4 in; 
апа 5000 Ib, 7 ft by 8 ft 4 in. 

Small and medium size hospitals, where 
comparatively few elevators are needed, 
vse these hospital-size cars almost exclusive- 
ly because of the economic advantage of 
their “all-purpose” characteristics. Automatic 
operation without an attendant, except dur- 
ing peak service demands, visiting periods, 
and vehicle transportation, is common prac- 
tice in most of the small and medium size 
hospitals. Larger hospitals sometimes em- 
ploy a few “office building-size” cars for 
passenger service only, Automatically oper- 
ated elevators should be provided with a 
keyed switch which permits an attendant to 
bypass any calls and travel directly to any 
station. This feature is needed for hospital- 
type elevators as it is not desirable to com- 
bine passenger traffic with vehicle traffic 
such as bed or stretcher patients or food 
carts. 

It is desirable that the electric service 
to elevators be arranged so that at least 
one of the hospital-type elevators may be 
operated on the emergency system. Switch- 
ing should be arranged to permit connection 
of the emergency power to bring any ele- 
vator to a landing in case it has been 
trapped between floors by interruption of 
the normal power, 


FIRE ALARMS 
Fire alarms are required in every hospital. 
Alarms as required by the “Building Exits 
Code” apply except where they may be 
modified by additional requirements of local 
or state codes. 

Devices used in the alarm system should 
be listed by Underwriters Laboratories, Ine., 
or Factory Mutual Laboratories, or certified 
to comply with the requirements of the listed 
devices. In all cases the system should be 
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electrically supervised, preferably the code 
signal type and should comply with NFPA 
No. 72, “Proprietary Signaling Systems.” 
To minimize panic among patients when a 
fire alarm is sounded, a pre-signal feature 
is generally recommended, designed so that 
the initial signals will sound only in depart- 
ment offices, engine rooms, fire brigade sta- 
tions, nurses’ stations, and other central 
locations. Chimes or lighted signal gongs 
are recommended in nursing areas, 


CLOCKS 

An electric clock system, rather than in- 
dividual clocks, should be provided with 
clocks in all offices, nurses’ stations, main 
lobby, waiting rooms, telephone switch- 
board, kitchen, dining room, laundry, boil- 
er room, operating and delivery rooms. 
The clocks should be of the recessed type, 
preferably with a narrow frame. Clocks in 
operating and delivery rooms should have 
sweep second hands, The need for elapsed 
time indicators in operating and delivery 
rooms is controversial. 

Two types of clock systems are available: 
the wired and the electronic. The wired 
system requires wiring from the individual 
clocks to the master control clock. The elec- 
tronic system requires no wiring connec- 
tion between the individual clocks and the 
master clock. Control is by means of elec- 
trical impulses sent out by the master con- 
trol clock and picked up by a radio-type 
receiver in each clock which is operated 
from any convenience outlet. 


X-RAY 

Voltage supplied to the X-ray unit should 
be nearly constant so that images and 
pictures will be uniform. An independent 
feeder with capacity sufficient to prevent a 
voltage drop greater than 3 per cent is 
recommended. A separate transformer for 
the X-ray feeder is desirable and is a re- 
quirement for most installations. 
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UTILITIES 


STEP 1. Pour foundation and slab on ground. Flexi- 
core precast concrete slabs used over basement utility 
rooms. 


SLAB OMITTED 
FOR PIPE SPACE 


STEP 2. Erect transverse bearing walls and second 
floor Flexicore deck. Units clearspan 14-foot and 
21-foot bays. Work deck available in 24 hours after 
slabs leveled and grouted. 


STEP 3. Extend bearing walls and erect roof deck. 
Building now under cover. Mechanical trades move in 
without waiting for outside walls, Clear span elimi- 
nates shoring. 


Skidmore, Owings and Merrill, Architects—Engineers 


How Air Force Academy Got New Buildings Under Cover Quickly 


роон FACE BRICK 
| MASONRY 


TTXN 
eexicone II | 
SECOND FLOOR || 

SLAB 


ANGLE SUPPORT 


20000 OOOOG |] 


y sus OMITTED | 
FLEXICO stan FOR PIPE ERACE | Ш 
TYFICAL PLAN SECOND FLOOR DETAIL — PIPE SHAFT INTERIOR BEARING WALL END BEARING WALL 


The Bachelor Officers’ Quarters and Visiting 
Officers’ Quarters at the new Air Force Acad- 
emy have precast Flexicore floor and roof 
decks because they provided fast erection, a 
fireproof structure and a reasonable cost. 

For more information on this project, ask 
for Flexicore Facts 84. Write The Flexicore 
Co., Inc., Dayton, Ohio, Flexicore Manufactur- 
ers Association, 297 S. High St., Columbus 15, 
Ohio, or look under "Flexicore" in the white 
pages of your telephone book. 


— 


flexi ore 


PRECAST 9 INCR TE DECKS 


— ь 4 


а сны 
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magically create efficient, attractive private and semi-private 


offices, a proven technique for increasing employee work output. Techniplan Partitions are space-engineered, modular metal 


units. They can be installed overnight with ordinary tools. No alteration of your lighting, air conditioning or other existing 


facilities is necessary. Free-standing Techniplan Partitions can just as easily and quickly be re-arranged to suit changing require- 


ments. They are never obsolete. There is no simpler, faster or more economical way to increase your office productivity than 


installing Globe-Wernicke Techniplan Partitions. Their tremendous acceptance is endorsed by the thousands of installations in 


every type of business. Why not call the G/W dealer* in your city today? He will be happy to demonstrate the many outstand- 


ing features, a few of which are illustrated below, of Techniplan Partitions — or write for complete information to Dept. J-11. 


Techniplan partitions, 
available in 8 widths, 
4 heights—up to 84”, 
interlock to form free- 
standing sections. 


Techniplan metal par- 
titions are available 
with glass [transparent 
or translucent), metal or 
acoustical panels. 


Techniplan ponelsond 
posts have provisions 
for concealed wiring 
and electrical outlets 
and switches, 


Globe-Wernicke 


a pleasure 


Techniplan partitions VY ©) 
have open base; can 


makes business 


GLOBE-WERNICKE 


be converted to closed THE GLOBE-WERNICKE CO. * CINCINNATI 12, OHIO 


base with snap-in, 


$nap-out base panels. * Dealers listed in Yellow Pages under “Office Furniture" 
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For safe, economical school 
heating...specify an 


ECONOMITE 


LO-BLAST 
Gas System 


For over 25 years, thé Economite Lo-Blast Gas burners 
have been endorsed by satisfied and enthusiastic users. 
From a single room to a large school, there's a 

Lo-Blast Power burner just right for the job. 


In addition to providing top dependability, Economite Lo-Blast 
Gas burners add a bonus of savings in operation. The unit 
controls primary and secondary air perfectly, functioning 
independently of variable natural drafts. The unit is 
especially well-suited for down-draft boilers. 


Gas heating can give your schools safe, economical service. 
For specific information, take advantage of the consulting 
services provided by your Gas company, as well as 
Mid-Continent. They have trained heating specialists who have 
been working with architects, engineers and school boards 

for years. If you want further information, check with your 
local Gas company's heating specialist, or write to 
Mid-Continent Metal Products Co., 1960 N. Clybourn Avenue, 
Chicago 14, Illinois. American Gas Association. 


In Birmingham, Alabama, they 


heat with GAS 


= Уг 


LO-BLAST Power Gas Burners @ 


* Average 10% lower in 
operating cost 
Cost less to install 
Available in capacities from 
70,000 to 20,000,000 BTU input 
Silent operation 


Birmingham's Board of Education specified Gas for heating 
most of its new schools. Experience has proved Gas to be 
more convenient, cleaner and cuts down on labor costs, 


“With the style of architecture we want here in Birmingham, 
we find that it's more sensible to have small boilers in each 
building rather than try to build a central plant and pipe the 
heat to each building," states Mr. Fred J. Kelley, business 
manager of the City Board of Education. “In many of these 
new installations, we have specified Lo-Blast Power Gas 
burners because of their good record here in 

Birmingham for safe, consistent performance, 

plus low-cost installation and operation." 
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Office Literature 


FIRE SAFE SCHOOLS presents in brief 
form the essential elements of fire safe 
school buildings and gives recommendations 
for obtaining fire safety in new and existing 
schools of all types. Separate sections dis- 
cuss the construction of new buildings, the 
improvement of existing buildings, fire ex- 
tinguishing facilities, and fire hazard safe- 
guards. 22 pp. A second booklet, Fire Safe 
Hotels, presents similar data on year-round, 
seasonal and apartment-type hotels. 25 pp. 
National Board of Fire Underwriters, 35 
John St., New York $8, N. Y. 


Bradley Group Showers 

(A.LA. 29-H) Gives detailed infor- 
mation on multi-person showers, in- 
cluding complete details on the basic 
Shower Column, installation data 
and floor plan suggestions. 8 pp. 
Bradley Washfountain Co., 2208 W. 
Michigan St., Milwaukee 1, Wis.* 


Extruded Aluminum Door Louvers 
Describes, and gives technical and 
selection data and suggested speci- 
fications for the C/S line of extruded 
aluminum door louvers. 4 pp. Con- 
struction Specialties, Inc., 59 Wi- 
nans Ave., Cranford, N. J.* 


Design Data for 6400 Holoflux 
(A.LA. 31-F-23) Provides perform- 
ance data, installation details, and 
specification and ordering informa- 
tion on the 6400 series Holoflux, a 
recessed Prismalume luminaire. 8 
pp. Holophane Co., Ine., 342 Madi- 
son Ave., New York 17, N. Y. 


Ballast Application Guidebook 
Loose-leaf manual contains complete 
information on the proper selection 
of fluorescent lamp ballasts, includ- 
ing a listing of recommended bal- 
lasts and their performance charac- 
teristics, and a review of the princi- 
ples of ballast specifications for a 
wide variety of applications. Bulle- 
tin GIZ-964, 100 pp. $5. Ballast 
Dept., General Electric, 1430 E. Fair- 
child St., Danville, Ill. 


Vibration and Shock Control 

Technical manual gives complete 
data on control of vibration and 
shock with Sorbtex preformed fab- 
ric neoprene and rubber pad ma- 
terials. Voss Engineering, Inc., 5649 
N. Ravenswood Ave,, Chicago 26. 


Carey Industrial Insulations 
(A.LA. 87) Describes all types of 
Carey industrial insulations and in- 
sulating cements, and the appropri- 
ate applications for each. Form 
6451, 4 pp. Philip Carey Mfg. Co., 
320 S. Wayne Ave., Lockland, Cin- 
cinnati 15, Ohio* 


Mosaic Medley Patterns 

(A.I.A. 23-A) Presents full-color 
close-ups and installation photos of 
random mixture ceramic mosaic 
patterns, with specifying informa- 
tion for each. 12 pp. Mosaic Tile Co., 
Zanesville, Ohio* 


Sol-Dec Screen 

(A.I.A. 35-P-2) Details components, 
applications and pattern variations 
of new aluminum solar and decora- 
tive screen system. Aluminum Co. of 
America, 1501 Alcoa Bldg., Pitts- 
burgh 19, Pa.* 
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Year Round Concreting 

(A.LA. 3-B-2) Summarizes new ACI 
standard recommendations for cold 
weather concreting, with sections on 
accelerators, preparation before con- 
ereting, winter concreting objec- 
tives, and production required. Guide 
specifications are also included. 8 pp. 
Calcium Chloride Institute, 909 Ring 
Bldg., Washington 6, D. C. 


Macomber Allspans Design Manual 
(A.LA. 13-G) Gives comprehensive 
tables of dimensions, properties and 
allowable loads, construction details 
and suggested specifications for All- 
span open-web structural steel fram- 
ing members. MA-59, 28 pp. Macom- 
ber Ine., Canton 1, Ohio* 


Hinge Guide 

(A.LA. 27-B) Details factors influ- 
encing hinge selection, and catalogs 
a full line of hinges with complete 
information on their characteristics, 
sizes and finishes. 12 pp. Stanley 
Hardware Div., Stanley Works, Dept. 
PD, 195 Lake St. New Britain, 
Conn.* 


Industrial Fans 

Presents fundamental data on the 
eapacities and construction of Type 
LE. industrial fans, with complete 
rating tables and other pertinent 
technical information. Bulletin L-5, 
28 pp. Lehigh Fan & Blower Div., 
Fuller Co., Catasauqua, Pa. 


Electric Radiant Glass Heating 
CA.LA. 30-C-44) Gives complete 
technical and descriptive informa- 
tion, as well as specifications, on the 
Berko line of baseboard, wall panel 
and ceiling-recessed glass electric ra- 
diant heaters. Catalog GC-106. Cata- 
log Dept., Berko Electric Mfg. Corp., 
212-40 Jamaica Ave., Queens Village 
28, М.Ү" 


Comfortable Quarters 

... for Laboratory Animals is a 
collection of floor plans, details and 
photos designed to facilitate the 
planning and construction of animal 
quarters in scientific institutions. 
Animal Welfare Imstitute, 22 East 
17th St., New York 8, N. Y. 


Vertiflow Unit Heaters 
(А.Т.А. 30-C-4) Gives technical data, 
mounting heights, spread circle di- 
ameters, unit capacities, specifica- 
tions and dimensional drawings for 
Vertiflow vertical discharge heaters 
for spaces with high ceilings or large 
clear spans. Catalog 2659, 16 pp. 
Young Radiator Co., Racine, Wis.* 
*Additional product information in 
Sweet's Architectural File. 

more literature on page 302 


This lunch counter uses 6" x 414" tile 
set horizontally to add to the feeling 
of spaciousness. Colors are 

33 Nutmeg, 52 Daffodil, 21 Cornflower, 
26 Clover Red. Color Plate 399. 


ARGE SIZE TILES FOR LARGE WALL AREAS 


The larger sizes in American-Olean ceramic tile offer unique 
advantages to architects and designers looking for new ways to add 
interest to large wall areas. As the two sketches shown here 
illustrate, these larger sizes can be used to achieve desired scale 
effects as well as to create decorative treatments that are 


fresh and distinctive. ш 
merican 


For complete information and many other suggested applications, 
write for American-Olean’s new Color Booklet "New Interiors 
with Large Size Tile". earn 


CERAMIC TILE 


MERICAN-OLEAN TILE COMPANY, INC. è EXECUTIVE OFFICES: 1442 CANNON AVE., LANSDALE, PA. e FACTORIES: LANSDALE, PENNSYLVANIA, OLEAN NEW YORK e MEMBER: TILE COUNCIL OF AMERICA, PRODUCERS’ COUNCIL 


In this school corridor, 6” x 434" tile is 
set vertically in ascending bands 

of color. 55 Fern Green, 

57 Forest Green, 13 Pine Green 

Color Plate 398. 


the South turns to 


KEY WALL 


GALVANIZED MASONRY REINFORCEMENT 


to get stronger reinforcement at lower cos 


MISSISSIPPI—Choctaw County High School, Ackerman. E 
terior and interior partition walls are reinforced with Keywal 
One of the many Keywall jobs specified by Raymond Birche! 
architect, Jackson. General Contractor: Perry Construction Cc 
Philadelphia, Mississippi. 


MISSISSIPPI — Whisenton 
School, DeKalb. Keywall used in 
every third course of exterior 
and interior concrete block walls. 
Architect: Bill Archer, Meridian. 
General Contractor: B & M Con- 
struction Company, Meridian. 


MISSISSIPPI—One of the four- 
teen apartment buildings being 
constructed for married students 
on the University of Mississippi 
campus, Oxford. The buildings 
are of concrete and masonry con- 
struction, reinforced throughout 
with Keywall. Architect: Thomas 
H. Johnston, Jr., Starkville. Gen- 
eral Contractor: J. W. Rich 
Construction, Humbolt, Tenn. 


All over the South, architects and 

builders are using Keywall masonry 

joint reinforcement in increasing 

numbers. Such unanimous approval 

of Keywall is typical of the entire 

country. You find this superior i 

forcement on jobs everywhere, giving TENNESSEE—Pine Hill Community Center, built for the Memphis 
greater crack resistance and increased Park Commission. By reducing shrinkage cracks, Keywall gives longer 


life to the beauty of this building. Architects: Mann & Harrover, Memphis. 
General Contractor: W. F. Jameson Construction Co., Memphis. 


lateral strength at lower cost. 


It will pay to use Keywall on your 
next job. Your masons will really like 
it. They'll use it right. For more com- 
plete information, write 


KEYSTONE STEEL 
& WIRE COMPANY 


Peoria 7, Illinois 


Key . Keymesh* . Keycorner + Keystrip + Keydeck 
Welded Wire Fabric + Nails x i Ns ES 


MISSISSIPPI— The Northside Elementary School, Kosciusko. One of 
the many buildings designed by William I. Rosamond, architect, Colum- 
bus on which Keywall was specified. General Contractor: Fenwick 
Brothers Construction Company, Kosciusko. 


ALABAMA- Dill Hall, student 
dormitory, Troy State College, 
Troy. Keywall is adding greater 
crack resistance to this attractive 
building. Architect:Pearson, Tittle 
& Narrows, Montgomery. Gen- 
eral Contractor: Henderson, 
Black & Greene, Troy. 


Executone gives you 
4-way service 
for sound and 
intercom systems ! 


We provide not only wiring plans, shop drawings, 
specifications and costs, but with our nation-wide organization 
of exclusive distributors we also give your clients on-premise 
maintenance of equipment and instruct their personnel 

in its proper use. If you have a job on your boards 

that should utilize intercom or sound, you should be 
familiar with these four important Executone services; 


Consultation Service 
1 Executone's Field Engineers will assist youin 
determining your clients’ communication needs... 
recommend the system designed for the job... provide 
you with a professional consultation service. 


у Installation and Supervision 
2 Each local Executone distributor is prepared to take 
s, 


full responsibility for the final and satisfactory operation 
of the system, whether installed by the contractor, 
or his own factory-trained crew. 


But also this! 


TOT SCR РОБЕРТ 


- = Шыг ГА 
tenance |. 
Each local distributor is staffed with skilled, 
3 factory-trained technicians. They also have complete 

stocks of standard replacement parts. Continuous, 


uninterrupted performance of every Executone 
_, System is assured. 


Local Executone representatives instruct your clients’ 
Personnel in the proper use of Executone Systems. This 
planned program assures maximum benefits through 
Proper operation and utilization of their systems. 


Architects and engineers are invited to send for 
Executone’s 325 page Reference Manual “F-8 
No charge or obligation. Please use your letterhead. 


Lecilone 


INTERCOM AND SOUND SYSTEMS FOR 
HOSPITALS, SCHOOLS, HOMES, PLANTS, OFFICES 
416 Lexington Ave., New York 17, N.Y. + In Canada...331 Bartlett Ave., Toronte 
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IMAGE OF FUTURE ARCHITECT 
continued from page 184 


profession must look to itself as pri- 
marily responsible for the finished 
product. I think we all recognize that 
the able and serious student leaves 
his school with a large measure of 
idealism and enthusiasm. Immature, 
of course, and often misdirected, but 
essential if architecture is to be. He 
then enters the so-called hard, cruel 
world, is told to forget all that non- 
sense and buckle down to the hard 
facts of competitive production. By 
the time he is ready for his own 
practice, or starts to participate in 
the policy decisions of the firm which 
has apprenticed him, he has become 
inured to the ways of business and 
has largely forgotten what he learn- 
ed, or should have learned, in school. 
I paint a black picture to make the 
point that the training he receives 
during his apprenticeship is likely to 
have more effect upon his final per- 
formance than is the training he re- 
ceived in school. I am a strong adyo- 
cate of the principle that the time in 
school should be a time for growth, 
for experimentation, for the discovery 
and development of a philosophy, in 
short for the establishment of ideals 
and idealism. 
J. Palmer Boggs, Chairman 
School of Architecture 
University of Oklahoma 


Must Increase His Vocabulary 


1. The need and the use for the archi- 
tect is expanding, but not relative to 
the opportunities which have been 
created. Our age has relegated him 
to the role of a businessman and an 
organizer of an end product: someone 
who makes space a little more efficient 
with esthetic implications and for 
which he gets a little money—hardly 
an eternal occupation! 
2. No, not all schools. Shifts in need 
are not immediate. I wouldn’t say we 
can be very positive about making 
changes for an age which does not 
exist as yet. In our school we try to 
develop a vocabulary in mathematics, 
physics, technology, at the same time 
attempt to create a sensitivity to the 
many needs of people. 
3. Practical? More, we would like to 
demonstrate and appreciate the unity 
of people with their know-how to re- 
duce the dualisms of practice and de- 
sign: of architectureand engineering, 
sociology, physies, ete. We would 
encourage anyone who has been given 
continued on page 260 


Ceramic Veneer never limits creative expression 


FEDERAL 
SEABOARD 
TERRA COTTA 
CORPORATION 


ыйыы 


10 E. 40th St., New York 16, N. Y. 
Plant at Perth Amboy, N. J. 


MEMORIAL EVANGELICAL UNITED BRETHREN CHURCH * Silver Spring, Maryland 
Duane & Lawrence — Architects * Martin Brothers — Builders 
Blue-green Ceramie Veneer in un ecified for the 
curved wall at chancel; buff-colored Il and mullions. 


21" x 14" w 
ramic Veneer for 


The challenge of planning a house of worship, either 
contemporary in design or traditional, requires com- 
plete freedom of creative expression. Ceramic Veneer 
helps solve these challenging design problems by giving 
you an unrestricted choice of form, color and texture. 
Whether your plans call for plain surfaces, polychrome 
panels or decorative sculpture — for interiors or exte- 
riors—they are executed to your precise specifications 
by Federal Seaboard craftsmen. Ceramic Veneer is 
moderate in price, easy to install. Because the original 
color and beauty of Ceramic Veneer can be retained 
indefinitely with simple soap-and-water washings, you 
are assured of long-range economy. Write us today. 
Without charge we will gladly furnish construction 
detail, data, color guide brochure, advice and estimates 
on preliminary sketches involving Ceramic Veneer. 
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In hospitals 
from coast to coast... 


Carrier Absorption Refrigeration 


lowers the cost of air conditioning 


One of the most important considerations in 
modern hospital air conditioning is the selection 
of dependable, economical refrigeration equip- 
ment. Since 1945, when Carrier Automatic 
Absorption Refrigeration was first introduced, 
it has found wide acceptance in hospital applica- 
tions. The list at the right represents a cross sec- 
tion of institutions enjoying the cost-cutting 
advantages of this reliable equipment. Because 
it is a heat-operated refrigerating machine, using 
steam to chill water, the installed boiler capacity 


BETTER AIR CONDITIONING FOR EVERYBODY 
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normally used for winter heating can also be 
used for summer cooling—in addition to supply- 
ing the steam required for sterilizers, laundry 
and other hospital needs all year around. 

If your hospital client is considering air con- 
ditioning for new construction or modernization, 
a Carrier representative will be glad to work with 
you or your staff. You may find his experience 
in this field helpful. No obligation, of course. 
Call the Carrier office near you. Or write 
Carrier Corporation, Syracuse 1, New York. 


EVERYWHERE 


These hospitals use Carrier Absorption Refrigeration 


St. MARGARET'S HOSPITAL Montgomery, Alabama 


Sr. JosepH’s HOSPITAL Phoenix, Arizona 
CLARK County MEMORIAL HOSPITAL, Arkadelphia, Arkansas 
HELENA HOSPITAL Helena, Arkansas 
HUNTINGTON HOSPITAL Pasadena, California 
AIR FORCE ACADEMY HOSPITAL 
PENROSE HOSPITAL 

Sr. Mary Corwin HOSPITAL 


Colorado Springs, Colorado 
Colorado Springs, Colorado 
Pueblo, Colorado 


Sr. VINCENT'S HOSPITAL 

LAKELAND GENERAL HOSPITAL 
NORTHEAST FLORIDA STATE HOSPITAL 
JACKSON MEMORIAL HOSPITAL 


Jacksonville, Florida 
Lakeland, Florida 
MacClenny, Florida 
Miami, Florida 


Sr. JosEPH'S INFIRMARY 

EMORY UNIVERSITY 

THE HENRIETTA EGLESTON 
HOSPITAL FOR CHILDREN 


Atlanta, Georgia 
Emory University, Georgia 


Emory University, Georgia 


ARGONNE CANCER RESEARCH HOSPITAL 
ILLINOIS MASONIC HOSPITAL 

Mount SINAI HOSPITAL Chicago, Illinois 
RESURRECTION HOSPITAL Chicago, Ilinois 
LITTLE COMPANY OF Mary HOSPITAL, Evergreen Park, Illinois 
GREAT LAKES NAVAL HOSPITAL Great Lakes, Illinois 
Our SAVIOR HOSPITAL Jacksonville, Illinois 
West SUBURBAN HOSPITAL Oak Park, Illinois 
Proctor COMMUNITY HOSPITAL Peoria, Illinois 
MEMORIAL HOSPITAL. Springfield, Illinois 


Chicago, Illinois 
Chicago, Illinois 


Sr. CATHERINE HOSPITAL 

PROTESTANT DEACONESS HOSPITAL 

COMMUNITY HOSPITAL 

ASSOCIATED PHYSICIANS & 
SURGEONS CLINIC 


East Chicago, Indiana 
Evansville, Indiana 
Indianapolis, Indiana 


Terre Haute, Indiana 


Scuorrz MEMORIAL HOSPITAL Waterloo, Iowa 


GRACE HOSPITAL Hutchinson, Kansas 


Sr, ELizABETH'S HOSPITAL Covinglon, Kentucky 
NATCHITOCHES PARISH HOSPITAL 
DAUTERINE HOSPITAL, INC. 
Mercy HOSPITAL 


Natchitoches, Louisiana 

New Iberia, Louisiana 
New Orleans, Louisiana 
New ENGLAND Baptist HOSPITAL Boston, Massachusetts 
DETROIT OSTEOPATHIC HOSPITAL 
EVANGELICAL DEACONESS HOSPITAL 
SINAI HOSPITAL OF DETROIT 


WOMAN’S HOSPITAL 
Sr. Mary’s HOSPITAL 


Detroit, Michigan 
Detroit, Michigan 
Detroit, Michigan 
Detroit, Michigan 
Saginaw, Michigan 


St. Mary's HOSPITAL Rochester, Minnesota 


GENERAL HOSPITAL Greenville, Mississippi 
JEFFERSON DAVIS MEMORIAL HOSPITAL, Natchez, Mississippi 


MEMORIAL COMMUNITY HOSPITAL 
FREEMAN HOSPITAL 

Sr. LUKES HOSPITAL 

Trinity LUTHERAN HOSPITAL 


Jefferson, Missouri 
Joplin, Missouri 
Kansas City, Missouri 
Kansas City, Missouri 


HASTINGS STATE HOSPITAL 
ST. CATHERINE’S HOSPITAL 


Ingleside, Nebraska 

Omaha, Nebraska 
EXETER HOSPITAL Exeter, New Hampshire 
MONMOUTH MEDICAL CENTER Long Branch, New Jersey 
MIDDLESEX GENERAL HOSPITAL, New Brunswick, New Jersey 


Tug SOMERSET HOSPITAL Summerville, New Jersey 
THE Mercer HOSPITAL Trenton, New Jersey 


JEWISH CHRONIC DISEASE HOSPITAL 
METHODIST HOSPITAL OF BROOKLYN 
NASSAU HOSPITAL 

GRACIE SQUARE HOSPITAL 

New YORK FOUNDLING HOSPITAL 
St, BARNABAS HOSPITAL 

Sr. LUKE'S HOSPITAL 


Brooklyn, New York 
Brooklyn, New York 
Mineola, New York 
New York, New York 
New York, New York 
New York, New York 
New York, New York 


THE Moses H. CONE MEMORIAL 


HOSPITAL Greensboro, North Carolina 
NORTH CAROLINA BAPTIST 
HOSPITAL Winston-Salem, North Carolina 


BETHESDA HOSPITAL 

Curist HOSPITAL 

GOOD SAMARITAN HOSPITAL. 
LUTHERAN HOSPITAL 

THE CHILDREN'S HOSPITAL 
RivERSIDE METHODIST HOSPITAL 


Cincinnati, Ohio 
Cincinnati, Ohio 
Cincinnati, Ohio 
Cleveland, Ohio 
Columbus, Ohio 
Columbus, Ohio 


GRADY MEMORIAL HOSPITAL 
BAPTIST MEMORIAL HOSPITAL 
MERCY HOSPITAL 

HILLCREST HOSPITAL 

Sr. FRANCIS HOSPITAL 


Chickasha, Oklahoma 
Oklahoma City, Oklahoma 
Oklahoma City, Oklahoma 

T'ulsa, Oklahoma 
Tulsa, Oklahoma 


Sr. LUKE'S HOSPITAL 
LANCASTER GENERAL HOSPITAL 
ST. JOSEPH’S HOSPITAL 
CHESTNUT HILL HOSPITAL 
MISERICORDIA HOSPITAL 
COLUMBIA HOSPITAL 


Bethlehem, Pennsylvania 
Lancaster, Pennsylvania 
Lancaster, Pennsylvania 
Philadelphia, Pennsylvania 
Philadelphia, Pennsylvania 
Pittsburgh, Pennsylvania 


SOUTH CAROLINA STATE HOSPITAL, Columbia, South Carolina 
SELF MEMORIAL HOSPITAL Greenwood, South Carolina 


Dyer COUNTY HOSPITAL 
Sr. Mary’s HOSPITAL 


Dyersburg, Tennessee 
Humboldt, Tennessee 


THE GASTON HOSPITAL 

FLOW MEMORIAL HOSPITAL 

ALL SAINTS EPISCOPAL HOSPITAL 
COLLIN MEMORIAL HOSPITAL 


Dallas, Texas 
Denton, Texas 
Fort Worth, Texas 
McKinney, Texas 


CABELL HUNTINGTON HOSPITAL 
Оно VALLEY GENERAL HOSPITAL 


Huntington, West Virginia 
Wheeling, West Virginia 


Sr. VINCENT HOSPITAL Green Bay, Wisconsin 
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emore coverage 
*greater light 
reflection 


BESTWALL 
LITE-ACOUSTIC 
PLASTER 


Now available is Bestwall’s new Lite-Acoustic gypsum 
plaster in White and Super White for new work or re- 
finishing ceilings in commercial, institutional and industrial 
buildings. 

In gun application, a 40# bag gives a coverage of 8 
to 10 yards per 14” thickness, making Bestwall Lite- 
Acoustic Plaster one of the most economical materials for 
sound correction on the market. 

Noise reduction coefficient of .55 to .60. . . a light 
reflective coefficient of 66-69% on the White finish and 
70-74% on the Super White. 

Both finishes are especially designed for machine ap- 
plication but work equally well when applied by hand. › 

Your Bestwall representative has full details оп this 
remarkable new acoustical plaster . . . Bestwall Lite- 
Acoustic, the brand to use for extra performance. 


FIREPROOF бҮр, 


vour взт Buy 15 


QUE 


BUILDING pRODUCTS 
BESTWALL GYPSUM COMPANY 


Ardmore, Pennsylvania 
Plants and offices throughout the United States 
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IMAGE OF FUTURE ARCHITECT 


continued from page 256 


the gift of comprehension and who 
wants to contribute and find his life 
work in the creation of our environ- 
ment. 

4. Some of the topics you have men- 
tioned are diffieult to deal with at a 
school level: however, contributions 
by education can bemadein teaching : 
performance, responsibility, personal 
ethics, at the same time setting aca- 
demic standards. 

5. Yes, teaching is endless! 

6. With the energy and scientific 
break-throughs now made, people 
will be able to rely more on the con- 
tributions of the world’s gifted, If 
the Architect is to remain around, he 
will have to increase his vocabulary 
of concepts and technology. 


George Hasslein, A.I.A. 
Dept. of Architectural Engineering 
California State Polytechnic College 


Must Become a Dynamic Art 


l. I am afraid generally (not spe- 
cifically) that other disciplines are 
taking over some of the architect's 
prerogatives. I hope that the fine art 
of architecture does not succumb to 
prefabrication and machine-like styl- 
ization. 

2, I think construction (courses in 
structure) must be stressed and in- 
tegrated with design to prevent pre- 
fabrication and machine-like styliza- 
tion. 

3. I do offer the student encourage- 
ment if he veers to the practical side 
but our school has no special courses 
nor curricula for him. 

4. Yes. 

5. No. 

6. If architecture is to survive, it 
must be correlated creatively with 
the vast strides which are being 
made in science and engineering. 

I would hate to see the day come 
when a building or a home could be 
traded in on a new model like auto- 
mobiles are today. 

Years ago people worshipped the 
antique—old homes, old churches, 
old statues and so on. Today there is 
a definite worship of the new, espe- 
cially here in America. 

I feel in architecture that flexibil- 
ity and adaptability must become in- 
creasingly important. It must be- 
come a dynamic, moving art rather 
than a static, permanent art. 


Richard W. Lilliott, Jr., Director 
School of Architecture 
University of Houston 


Aluminum takes campus honors in beauty and economy 


WITH SPANDRELS of jewel-bright 
colored glass, framed in silvery 
Alcoa? Aluminum, the new Medi- 
cal Center, Basic Sciences Build- 
ing, of West Virginia University, 
is among the most handsome of 
edifices on any American campus. 


ADD THE aluminum in canopy 
fascia and soffits; in doors and 
door frames; on pipe railing, 
stair railing, ornamental railings 
and blackboard frames, and you 
account for more than 250,000 
Ib of aluminum in this striking 
building. Nor is beauty the only 
reason for the architect’s selec- 
tion of Aleoa Aluminum. The tax- 
payers’ savings are handsome! 


For exciting drama watch 


ALUMINUM saves on-site labor 
costs because it's light and easy 
to handle. It saves on mainte- 
nance because it never needs 
painting—it’s the long-lived, out- 
door metal that you install and 
forget for years. 


CUSTOM-DESIGNED aluminum 
curtain walls and other Alcoa 
Aluminum products can save you 
and other beauty-minded, cost- 
conscious taxpayers many dollars 
today and through years to come. 
For specific information to meet 
your needs in your area, simply 
write: Aluminum Company of 
America, 1823-L Alcoa Building, 
Pittsburgh 19, Pa. 


Alcoa Presents” every Tuesday, ABC-TV, and the Emmy Award winning "Alcoa Theatre” alternate Mondays, NBC-TV 
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BUILDING 


Medical Center, Basic Sciences Building, West Virginia 
University, Morgantown 


ARCHITECT 


€. E. Silling & Associates, Charleston, W. Va. 
ASSOCIATE ARCHITECT 
Schmidt, Garden & Erikson, Chicago, III. 
GENERAL CONTRACTOR 
Virginia Engineering Co., Newport News, Va 
ALUMINUM FABRICATOR 
Newman Brothers, Inc.. Cincinnati, Ohio 


" 


Your Guide 
lo the Best 
in Aluminum Value 
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Tempered Glass For Spandrels hollow metal doors, Regardl of the stripping made from Chemstrand's 
Tempar-Glas spandrels for curtain mounti method or the door width, Aerilan is expected to outwear con- 
wall eonstruction and interior parti- the closer and jamb rail are always ventional weatherstripping by as 
tions are fully tempered, heat located the same distance from the much as 50 per cent. In addition to 
strengthened glass with ceramic col- hinge side of the door. Since all its durability, the new Cushion-Seal 
or permanently fused to the back. Multi-checks are the same size, mor- weatherstrip has high resistance to 
They come in 22 standard colors and tise dimensions also are always the freezing and will remain soft and 
a maximum standard size of 62 by 84 same. Oscar C. Ritson Co., 9100 W. pliable even after prolonged exposure 
in, with custom colors and larger Belmont Ave., Franklin Park, Ill. to extreme cold and concentrated 
sizes available on special order. A moisture. In terms of window per- 
choice of polished or textured fin- Acrylic Fiber Weatherstripping formance, this means a noisele: 1 
ishes is offered. Virginia Glass Prod- Because of acrylic fiber's low mois- with excellent r ance to sticking 
ucts Corp., Martinsville, Va. ture absorption (about 1 per cent and binding. Kessler Products, Inc., 
against 16 per cent for wool), and its Youngstown, Ohio 


superior resiliency, a new weather- more products on page 270 


Multi-Function Patient Service Unit 
The Centron-10 is a single, integrat- 

ed console service unit that incor- | 
porates at least ten different services | 
normally installed separately in hos- 
pital bedrooms. Contained in a long, 
slim package only 7 in. deep are a 
general illumination unit, shielded 
reading light, color-corrected exami- 
nation light, night lights, conven- 
ience outlets, and provision for nurse 
call system, N.C.G. oxygen and vac- 
uum systems, television lead-ins, 
phone outlets and accessory intrave- 
nous apparatus support arm. A sin- 
gle console coordinates all functions 
in one central location and permits 
"feed thru" of all plumbing and 
electrical services for four beds in 
two adjoining rooms. The Centron- 
10 units are mounted just above eye- 
level, singly or in continuous rows. 
Sunbeam Lighting Co., 772 East 14th 
Place, Los Angeles 21, Calif. 


CONSTRUCTION DETAILS 


for LCN Overhead Concealed Door Closer Shown on Opposite Page 
The LCN Series 200-CP Closer’s Main Points: 
1. Efficient, full rack-and-pinion, two-speed control 
of the door 


2. Mechanism entirely concealed; arm disappears into 
door stop on closing 
| 3. Hydraulic back-check prevents door’s being thrown 
open violently to damage walls, furniture, door, 
hinges, etc. Door may open 130°, jamb permitting 
4, Hold-open (optional) set at any one of following 
| points: 85°, 90°, 100° or 110° 
Door Closer With One-Piece Arm na 5. Easy to regulate without removing any part 
The new Multi-check door-installed f | 6. Used with either wood or metal doors and frames 


closer for interior doors features a 
straight one-piece arm which func- 
tions on a traveling spindle to relieve i 
leverage str on butts and door E LCN CLOSERS, INC., PRINCETON, ILLINOIS 

frame and is completely concealed Y 1 Canada: Lift Lock Hardware Industries, Ltd., Peterborough, Ontario 

when the door is closed. Only 13% in. 3 ET USE a 

thick, the closer can be mortised or BEY : Е : 
surface mounted on either wood or А 


Complete Catalog оп Request—No Obligation 
or See Sweet's 1959, Sec. 18e/La 
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Eero Saarinen ond Associates, Architects 


MODERN DOOR CONTROL BY L Closers Concealed in Head Frame 


CONCORDIA SENIOR COLLEGE, FORT WAYNE, INDIANA 
LCN CLOSERS, INC., PRINCETON, ILLINOIS 
Construction Details on Opposite Page 


COMMONS CAFETERIA, COMO PARK JR. HIGH SCHOOL, MINNEAPOLIS, 


School Master: Timeless Terrazzo 


What's harder on a floor than adolescents? Answer: 
Hungry adolescents. The architect who specified 
Terrazzo and Mosaic for the school cafeteria shown 
above demonstrated knowledge of both material 
and homo sapiens. 

Lunch hours—and classes—come and go. But 
Terrazzo goes on and on. It withstands wear be- 
cause its made of marble (70% or more) and 
portland cement (3056 or less). Maintenance and 
cleaning are minimized because dirt and bacteria 


can't get a foothold in the smooth, jointless surface. 
Painting, refinishing, waxing and buffing are elimi- 
nated, Wet cleaning alone keeps Terrazzo floors 
brilliant and lustrous, with the fine light-reflecting 
qualities so important in schools. 

Terrazzo is available for floors, ramps, stairs, 
walls and wainscots. For detailed information, 
write the Association. Free AIA kit upon request. 
National field service association representatives 
available for consultation. Catalogued in Sweet's. 


Member Producers’ Council 


THE NATIONAL TERRAZZO AND MOSAIC ASSN. ® 404 Sheraton Building, 711 
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14th St. N.W., Washington 5, D.C. 


MINN. * PHOTO: WARREN REYNOLDS, INFINITY, INC., MINNEAPOLIS 


HONG KONG i: the “shop window" through which Red China watches the 
activities of the free world. This 32 square mile i: , with its capital city of Victoria, 
along with the mainland city of Kowloon and the New Territories beyond, make up 
the British Crown Colony. Hong Kong, faced with an upsurge of population from 600,- 
000 in 1946 to today’s 2,800,000 and a lack of living space, is capitalizing on the ad- 
vantages of the skyscraper. Guided by their native instinct for quality, Hong Kong 
banking, commercial and industrial leaders are providing these fast emerging sky. 
scrapers with the world’s finest completely automatic elevators. They're buying OTIS, 


+ ошма 
твиск 


OTIS 
ELEVATOR 
COMPANY 


60 11th Avenue, New York 1, N.Y. 


о n s around the world 


DIVISION 


* 
"Room of Tomorrow" 


Bathroom Available Today! 


The Bathroom of Tomorrow says, "This is а 
good place to stop." Crane fixtures include the 


Criterion lavatory, Criterion bathtub, Santon 
closet and Hygiene bidet. Y U CA N SP EC | FY 


The Crane line is so broad, so varied, that it offers the 
architect the greatest selection of plumbing fixture 
styles and colors. Crane gives you great flexibility in 
prices, too, as the bathroom in the hotel-motel “Room 
of Tomorrow” aptly demonstrates. Here the award- 


*SEE THESE CRANE FIXTURES 
at the National Hotel Exposition 


New York City, November 2-6, 1959 


have a unique lavatory-serving pantry, featuring Visit us in Booth No. 4075 
Crane's Crown lavatory with Singl-ese control. 


Slide open a panel of the storage wall and you 
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1. Distinctively new and practical! The Crane vitreous china Counterlav offers plenty of counter space for 
toilet articles, a roomy rectangular basin and Dial-ese controls. 2. The Crane Westland lavatory, in gleam- 
ing vitreous china features the one-hand Singl-ese control. 3. Generous slab space, two soap depressions 
and Crane Dial-ese controls are features of this Crane Norwich vitreous china lavatory. 


4. Up to six inches of valuable floor space are saved with the Crane Walsan closet. Allows full-floor tiling 
and carpeting, too. 'l'ank is completely concealed in the wall. 5. The Crane Walton features an elongated 
rim, flush valve with vacuum breaker. Chromium-plated trim. 6. The clean, simple lines of the Crane 


Drexel closet, combined with its quiet whirlpool action, make this an ideal hotel or motel fixture. 


es a flat, safety bottom 
showering and bathing, this smartly designed Crane Lahoma receptor bat It-in seat, is made of 
durable, gleaming Duraclay—Dial-ese controls. 9. Dial- controls, featured on all Crane plumbing, 
operate easily and dependably. All working parts are contained in one interchangeable unit. 


CRANE QUALITY IN EVERY PRICE RANGE 


bath. It also featur 


winning Criterion lavatory and bathtub represent the Whatever your hotel and motel fixture needs, Crane 
finest of Crane bathroom fixtures; the Santon closet can fill them. See your Crane representative—he will 
demonstrates Crane quality at a moderate price, and gladly work with you in selecting the proper equipment 
the utility area features the Crane Crown lavatory — for any job you have on your boards. 


a classically designed fixture at a moderate price. 


CI LANE THE PREFERRED PLUMBING 


CRANE CO., 836 SOUTH MICHIGAN AVENUE, CHICAGO 5, ILL. + VALVES + FITTINGS * PIPE • PLUMBING * HEATING * AIR CONDITIONING 
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The Leopold Company: crisp new design in office furniture 


This new modular group of wood office furniture 
combines a clean, almost delicate design with the 


rugged durability of handcrafted cabinetry. The 


Template Group is produced in quantity, making 
it affordable for general office use. And each 


component is completely functional by itself In addition to cabinets and double pedestal desks, 


The Template Group includes executive and bi- 
or in combination with others. 


level L desks, conference desks and chairs. 


All desks in The Template Group are available 


in open style as well as closed. 


Designer, Charles U. Deaton 


The Template Group's interchangeable components 
allow unlimited combinations for executive, secretarial 
and clerical offices. The group includes executive L 
desks, bi-level L desks, double pedestal and conference 
desks, tables, cabinets, chairs and credenzas. All com- 
bine veneer finished walnut with brushed metal legs 
and U. S. Naugahyde trim. Either closed or open wells 
are available, with short or long outrigger legs. Tops 
are made to match the case, or finished in self-edged 
laminated plastic. 

Architects, designers and decorators are invited to write 


direct to the Leopold Company, Burlington, lowa, for 
pricing and purchasing information. 


A variety of equipment 
is available for instal- 
lation in cabinets. 


Coordinated chair line 
includes two swivel chairs, 
two arm chairs, a side 


and secretarial choir. 


BASE-RAY 
RADIANT BASEBOARD 


Insures 
Client 
¬ . Satisfaction 


First in acceptance. BASE-RAY is the 
largest-selling cast-iron radiant baseboard . .. its 
acceptance by dealers and homeowners is un- 
matched. When you specify BASE-RAY, your 
clients know you are insisting on quality! 


First in proved performance. Over 

75.000 installations have proved the performance 

of BASE-RAY hydronic* heating. Its tried-and-true 
| engineering and lifetime cast-iron construction 
| assure you of satisfied clients! 


Longest nationally advertised. 
BASE-RAY was the first cast-iron radiant base- 
board advertised in national magazines. Every 
year since, Burnham ads have presold the public. 
Your clients feel confidence when you specify a 
name they know! I-B-R rated, too. 


| Tops for comfort. BASE-RAY heats like 
sunshine with gentle radiant rays. It gives the 
evenest floor-to-ceiling temperatures of any type 
system known. Your clients sell their friends when 
you specify BASE-RAY! 


*HYDRONICS the science of heating and cooling with water 


Pace que Ge ee end iR eed ld es i a enm cu e s und ir i i UMS کک‎ ч 
І Burnham Corporation AR-119 | 
| onam. Irvington, New York | 

Please send me, without obligation, 
| ; | 
erporalion, full facts on BASE-RAY 
| 2 | 
| Heating & Cooling Division | 
| Irvington, New York Name. ... Sen 
| Ent in the manufacture Address hal 
| | о! boseboard heating City... -j 
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Pittsburgh Fab-Form, available in lengths up to 28 feet, З inches with 54- inch 
corrugation, is handled easily on steel joists by one man at St. Regis Church and 
School in Trafford, Pa. Contractor H. Justin Brown & Son, Mt. Lebanon, Pa., 
reported it took four men just one day to lay 10,800 square feet of Fab- Form. 
Fab-Form was sold and engineered by W, N. Dambach, Inc., Pittsburgh, Pa. 


New Fab-Form by Pittsburgh Steel 
Cuts Floor and Roof Slab Costs, 
Gives Greater Length and Width 


Fab-Form, a brand new addi- 
tion to Pittsburgh Steel Prod- 
ucts’ line of quality construction 
products, builds in savings of 
materials and erection time for 
concrete floor and roof slabs. 
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New Fab-Form—longest and wid- 
est corrugated, permanent steel form 
for slabs poured over joists—reduces 
the number of end and side laps 
through its 32-inch cover width and 
extra length. 


In addition, Fab-Form has ai 
exclusive new welding metho« 
that is literally a snap. 

Fab-Form is fabricated: 

* In standard lengths, plus othe 
lengths up to 28 feet, 3 inches— 
twice as long as most others. 

* In a cover width of 32 inches 

* With deepest corrugation — : 
full ?$-inch — of any standard stee 
centering. 

* Plain or Bonderized with an ex 
clusive baked-on duPont red oxide 
primer that provides weather pro 
tection and serves as an excellent 
primer base for further painting o 
exposed underside. Fab-Form's spe 
cial protective finish prevents watel 
stain or “white rust." 

Fab-Form’s uniform strength 
comes from high-tensile (90,000 tc 
100,000 psi), 27 gage, cold rolled 
steel sheet. 


* Ideal for School—One of the 
first construction jobs in which Fab: 
Form was used was the new St 
Regis Church and School in Traf 
ford, Pa. Architect for the job was 
Ermes Brunettini, AIA, Verona, Pa 
More than 33,000 square feet o 
Fab-Form supports three-inch con- 
crete floor and roof slabs set p 
steel joists. 


Thomas A. Laboon, job super- 
intendent for H. Justin Brown & 
Son, general contractors fro 
Mt. Lebanon, Pa., said that the 
deeper corrugations in Fab 
Form helped make a stronger 
slab. Pittsburgh Steel's six-inch 
square mesh made of No. 6 gag 
wire was used for reinforcing 

Fab-Form's speed of installatior 
also impressed Mr. Laboon. He sai 
that it took four men just one da 
to lay 10,800 square feet of Fab 
Form on roof joists. After section: 
were laid, welders using the uniqud 
Fab-Form Welding Washer Stic 
made plug welds to every other joist. 


* Easy as A, B, C—Welders foun 
using the exclusive Fab-Form Weld 
ing Washer Stick unusually simple 
Pittsburgh Steel developed the 
unique stick so that each welde 
bent up the end washer on the stick, 
made his plug weld and snapped off 
the washer—in just seconds. This 
eliminates fumbling in heavy gloves 
for individual washers. Next, mest 
was installed and theslab was poured, 


“Everything came out exactl 
right with no scrapped mate 
rial,” said Mr. Laboon in com 
menting on the economy o 
Fab-Form, “The side and end 
lapping worked out exactl 
right. 

“Оп top of that," he added, “уой 
know that when Fab-Form is dowr 
you have a material that will tak 
a beating from men tramping on it, 
buggies and even rough weather. 

“Later, after the slab is poured, 


eepest corrugation, 34-inch, of all standard steel centering is avail- 


able with Fab-Form. Job Superintendent Thomas A. Laboon, left, shown steel centering for concrete floor and roof slabs on the 


vith Pittsburgh Steel Products Salesman С. W. Bainbridge Jr., said market, easily: supports a three-inch roof slab. Fab- 
Form saves material and erection time, 


leep corrugation helped make a stronger slab. 


you are confident that the same ma- 
terial will go a long way in helping 
provide sound construction." 

Join the growing list of satisfied 
Fab-Form users. Your first appli- 
cation will convince you of Fab- 
Form’s advantages . . . from Pitts- 
burgh Steel Products Division, a 
leader in the construction products 
field for more than 30 years. 

Write today for literature or, bet- 
ter yet, contact the nearest Pitts- 
burgh Steel Products sales office 
listed here. 


LY 


Pouring is no problem with Fab-Form. Here a buggy has rolled over Fab-Form 
without damaging the material. Six-inch square mesh made of No. 6 gage wire 
is from Pittsburgh Steel, too. 


Pittsburgh Steel Products 


a division of Pittsburgh Steel Company 


Grant Building «+ Pittsburgh 30, Pa. 


Exclusive Fab-Form Welding 
Washer Stick reduces installation time. DISTRICT SALES OFFICES (10: Angeles Pittsburgh 
After the end washer on the stick is | 1 E 

bent up, the welder makes a plug weld 1 Atlanta Clevelond Detroit New York Tulsa 
and snaps off the washer. Then mesh is i: Chicago Dayton Houston Philadelphia Warren, Ohio 


installed and slab is poured. 
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AND FEEL | 
THE 
CUSHIONED А | 
| | 
FLEX OF | А | 
END GRAIN Р Single or Dual Glazed Sliding Door 
F The use of vinyl adapters makes it 
GYM FLOORS ў possible for the new ThermaLume 


| series of rolling glass doors to ac- 
commodate either single or double 
glazing—%-in. heavy sheet glass, 
М-їп. polished plate or 5&-in. insulat- 
ing glass—in the same standard 
frame. The doors also feature a de- 
sign which puts the moving panel out- 
side the fixed panel so that any wind 
or other force presses it more snugly 
against its weatherseal. They come in 
standard heights of 6 ft 9 in. and 7 ft 
11 in., widths from 6 ft to 24 ft, and 
silver or “champagne” alumilited fin- 
| ishes. Shower Door Co. of America, 
1 Permalume Place, N. W., Atlanta 
18, Ga. 


CTION of any kind is welcome on this floor. 


Because of their high resiliency, Flexible Strip End Grain Wood 


Block Floors are actually kinder to the feet by lessening fatigue. 


In addition to this highly desirable feature, these floors resist 


wear, stay new longer and require only a minimum of maintenance, 


В ar А Over-Bed Lighting Fixture 
1 , get th t th АИЫН 
For long lasting floor beauty and resiliency, get the facts on this A new fixture for institutional light- 


better floor for gyms, multi-purpose rooms and school shops. ing, particularly over-bed lighting in 


Write today for installation data and specifications. hospitals, hotels and motels, com- 
bines indirect up lighting from a 
THE JENNISON-WRIGHT CORPORATION, TOLEDO 9, OHIO fluorescent tube with controlled down 


lighting from incandescent globes. 

| Each 4 ft long, the individual units 
| are easily suspended from any type 
| of wall and may be installed end-to- 
end in multiple groupings. The light 

ENNISON FLEXIBLE STRIP sources, which are controlled sepa- 


END GRAIN FLOORS rately, are shielded by a sleek wood- 

RIGHT finish baffle. Prescolite Mfg. Corp., 
2229 Fourth St., Berkeley, Calif. 

more products on page 282 
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CURON was used by Davidon Office Interiors, Inc., on the ceilings, walls and partitions in the offices of Wesley-Jessen, subsidiary of Plastic Contact Lens, Inc. 


Million and a half feet of CURON sound conditions and 
decorates walls for this expanding company! 


The growing network of 300 world-wide 
offices of Plastic Contact Lens, Inc., will 
use sound-absorbing CuRON* wall cov- 
ering in decorative colors and design. 
Architects and designers quickly appre- 
ciate the importance of a decorative ma- 
terial which will absorb noise at the wall 
level. Executive offices, meeting rooms, 
business machine rooms, hotels, restau- 
rants and other areas have always needed 
a decorative and acoustical wall covering. 
Curon wall and ceiling covering has 
many cost saving features—it has ther- 
mal properties . . . it can be installed 


over any flat surface—even over cement 
and cinder blocks after proper sizing . . . 
will stay smartly modern for years . . . 
and it will not need painting. These fea- 
tures make it excellent for use in motels, 
bowling alleys and schools, too. 


(uron 


WALL-CEILING COVERING 


Curon wall and ceiling covering is a 
luxurious, flexible, 14% thick acoustical 
material which will even go around 
corners and curves. It has a richly tex- 
tured surface, can be easily cleaned, is 
available in many colors and is supplied 
in silk-screened panels, roll goods or 
various sizes of tiles. 

For more details write: Curon Division, 
Section AR-11, Curtiss-Wright Corpora- 
tion, 50 Rockefeller Plaza, New York 
20, N. Y. 


*CURON is a registered trademark of Curtiss- Wright 
Corporation for its multicellular materials 
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Smith & Entzeroth, a.4.a. 
plan an 


inland port 
facility 


for St. Louis Missouri 


Sheet Metal Vent Cap 


Steel Angle 
Steel Ridge Plate 
Carey Fire-Chex 400 у 
Roofing Shingles 


2" Wood Decking 
Steel Bar Joist 


Bearing Plate 


Concrete 
Carey Elastite Asphalt Expansion Joints 


Concrete 
Carey Elastibord Vapor Stop 
Earth 


RIVER LEVEL 
VARIES 40 FT. 


CONSTANT LEVEL BARGE BASIN 


he growing importance of the mid- 
ontinent as a center of manufacturing 
nd distribution has focused national at- 
tion on the need for integrated trans- 
portation facilities for domestic and 
nternational commerce. 
[n recognition of this expanding need 
arey commissioned the architectural firm 
of Smith & Entzeroth, St. Louis, Missouri, 
o design a prototype installation com- 
bining air, rail, truck and waterway trans- 
portation and including all transfer and 
storage accommodations. 
After considerable research Messrs. Smith 
l& Entzeroth selected a new industrial site 
lon the Mississippi River, north of the city 
lof St. Louis and adjacent to St. Louis 


Carey Fibrated Aluminum Roof Coating 
Carey Built Up Roofing (Spec. M-1 Smooth) 
Carey Thermo-Bord Roof Deck 
4.2 Careystone Corrugated 
Asbestos—Cement Roofing 


Am 
| (Fa La Ra ICA Ca ЗУ OT 


RAILROADS 


WAREHOUSE 


ul 
coool ї, 
АГАЧА AWAYA AVAA AXAYAN | 
е мыл الا‎ 


County’s new circumferential truck route. 
At this point barge lines, railroads and 
highway carriers could efficiently unload, 
load and transfer every type of cargo to 
or from any destination in the mid- 
continent. Via the inland waterway and 
the Port of New Orleans exporters and 
importers can reach markets all over the 
world quickly and conveniently. 

To handle expanding air-freight traffic a 
cargo port is located nearby so that all 
shipping can be coordinated with surface 
carriers. 

Infhe development of this project a num- 
ber of Carey Building Products were used 
in ways that may be interesting to other 
architects and to engineers and con- 


Carey Fibrated Aluminum Roof Coating 
Carey Built Up Roofing (Spec. M-1 Smooth) 
Carey Thermo-Bord Roof Deck 


tractors. Detail sheets and brief specifica- 
tions on these uses have been prepared by 
the architects and are available from 
your Carey representative. 
Or, you may prefer to 
write The Philip Carey 
Mfg. Company, Lockland, 
Cincinnati 15, Ohio. Dept. 
AR1159. 


® 
ж 


BETTER PRODUCTS FOR BUILDING SINCE 1873 


4.2 Careystone Corrugated Asbestos—Cement Siding 
Carey Elastite Asphalt Plank Wearing Surface 


Lea Ge 


RAILROAD LOADING AREA 


Carey Elastite Fiber Expansion Joints and Careylastic Sealer 


pst 


TRUCK LOADING AND STAGING 


The building equipped with 
Exide Emergency Lighting 


Your own power source, High- 
capacity Exide batteries handle 
lighting loads for entire build- 
ings. Long-lasting—as much as 
25 years in many installations. 


No building is ever safe from power 
failure. But an Exide Emergency Light- 
ing system can keep it safe from loss 
of light. If regular power fails, Exide 
power takes over—automatically. 
Keeps lights on. Prevents accidents, 
panie, damage, theft. Low cost pro- 
tection for modern buildings. Get full 
details. Write Exide Industrial Divi- 
sion, The Electric Storage Battery 
Company, Philadelphia 20, Pa. 


Exide 


282 ARCHITECTURAL RECORD November 1959 


Product Reports 


Sliding Chalkboard Hardware 
Lite-Lift, a new type of hardware for 
counter-balancing vertical sliding 
chalkboards and tackboards, assures 
smooth manual operation of panels 
as large as ten feet long, thus per- 
mitting greatly expanded board area 
in classrooms. Single units are typi- 
cally used for wardrobe enclosures 
(with tackboard panels) and for ex- 
panding chalkboard space over exist- 
ing fixed boards. Double units pro- 
vide a maximum of usable chalkboard 
area, particularly for science and 
university classrooms. S. H. Pome- 
roy Co., 41 Magee Ave., Stamford, 
Conn. 


Color-Chip Vinyl Asbestos Tile 
A new vinyl asbestos tile designed to 
meet the requirements of heavy traf- 
fic areas in institutional, commercial 
and industrial buildings is said to be 
the first to offer color-chip styling 
throughout the full thickness of the 
tile—at no extra cost. The Vina-Lux 
800 series of tiles will come in stand- 
ard 9-in, squares, % in. thick, for in- 
stallation over concrete (on, above or 
below grade) or on felt over wood 
subfloors. Six background colors 
with harmonizing "chips" are avail- 
able: gray, beige, cream, green, and 
white with black and gray, or white 
with brown and beige. Azrock Floor 
Products Div., Uvalde Rock Asphalt 
Co., Frost Bank Bldg., San Antonio, 
Тех. 

continued from page 252 


Sears orders 
white concrete 
to package new new Sears store in Roanoke, Va. Made with ATLAS WHITE 


portland cement and exposed quartz aggregates, 


retail outlet these concrete facing panels provide the freshness 


Precast white concrete panels front this sparkling 


and variety in design specified by Sears 
to avoid a drab, "chain store" look. 


ышы 
stony potro) MIRA RIY These 4-inch-thin concrete panels were easily and 
quickly anchored in position to provide a curtain wall 


Atlas White й 
Portland that is weather-tight and maintenance-free. 


— Cement 
emen 
mm 


The economy and versatility of precast concrete panels 
are opening new possibilities in building design. 

They can be specified in a range of sizes, shapes, colors 
and textures. For more information on the use of 
ATLAS WHITE portland cement in architectural 

concrete, write Universal Atlas Cement, 

100 Park Avenue, New York 17, N. Y. 


Attas White Portland Coment 


Sears, Roebuck & Co., Roanoke, Va.—Architect: Stevens & Wilkinson, Atlanta, Ga. Contractor: Wm. Muirhead Construction Co.. inc., Durham, N, С, 
Concrete Panels: The Mabie-Bell Company, Greensboro, М. C. 


Universal Atlas Cement 
Division of MN 
United States Steel 


OFFICES: Albany « Birmingham . Boston . Chicago - Dayton Kansas City . Milwaukee Minneapolis. New York. Philadelphia: Pittsburgh. St. Louis. Waco 


“USS” and "Atlas" are registered trademarks 
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In the new Santa Ana Public Library, a 


UNIQUE 11-ZONE LANDMARK’ 
NEW-TYPE, PRECISION 


m ' 
# E dicio 


Santa Ana Public Library, Santa Ana, California 
45,000 sq. ft. floor space, book capacity 250,000 volumes 


Harold Gimeno, А.А. | Architect 
Lee Fabian | Project Architect 
Al Visioni | Project Engineer 


Francis Keally & 
Harold S. Patterson, 
Associated Architects | Library Consultants 
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COMFORT SYSTEM PROVIDES 
HEATING AND AIR CONDITIONING 


Wide flexibility of the new Landmark system offers 
practical and economical ways to bring perfect 
year-round comfort to all rooms, under all conditions 


At minimum installation cost (and space), the new Santa Ana Publie Library is 
getting a unique 11-zone Landmark comfort system that’s highly efficient, draft- 
free, super-quiet, and extremely flexible. It provides — and maintains—perfect 
heating and cooling throughout the building despite varying solar heat gains, 
constant temperature changes caused by large groups of people assembled in 
concentrated areas. All eleven zones of the Landmark system are controlled by a 
central time clock. Each zone has its individual automatic heating-cooling ther- 
mostat with a selector switch to turn each zone “оп” and “off.” 

For complete facts on the new Landmark —and how its flexibility may solve 
many of your heatine-cooling problems — call your local Lennox Comfort Craftsman. 
Or write Lennox Industries Inc., Commercial Division, Des Moines 5, Iowa. 


Patents Pending 


2nd floor—three zones 
Three Landmarks cover 10,000 sq. ft.— 
reading rooms, offices, club rooms 


1st floor— six zones 
Eight Landmarks cover 21,000 sq. ft.— 
main reading room, children's library, 
lecture room, smoking lounge 


Basement—two zones 
Two Landmarks (heating only) cover 
14,000 sq. ft.—storage 


LANDMARK ;, LENNOX 


. . . world leader in indoor comfort 
for homes, business, schools 


©1959 Lennox Industries Inc., founded 1895; Marshalltown and Des Moines, la.; Syracuse, N.Y.; Columbus, 0.; Decatur, Ga.; Fl, Worth; Los Angeles; Salt Lake City. In Canada: Toronto, Montreal, Calgary, Vancouver, Winnipeg. 
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Drafts —a too common complaint — 
can often be traced to sidewall diffusers 
which fail to truly diffuse the entering air. 
Barber-Colman sidewall diffusers prevent 
this problem. Ask your engineer to 


specify them. Literature on request. 


Uni-Flo encineereo 11431 BARBER-COLMAN COMPANY 
AIR DISTRIBUTION PRODUCTS | ЩЙ Deor ww, 1104 Rock Street, Rockford, Illinois 
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This floor-ceiling construction 
resists fire for 3 hours or more 


Whenever fire-resistance is a primary requirement— 
the Bethlehem Open-Web Steel Joist construction 
shown above is your answer. In stores, schools, 
hospitals, apartments and similar buildings, this con- 
struction provides fire protection of 3 hours or more, 
as required for Class A fireproof structures. 

The top slab is 2¥4-in. reinforced concrete. Ceiling 
is 1 in. gypsum-vermiculite plaster applied on metal 
lath and proportioned in the range 2:1 to 3:1 gypsum 


BETHI 


to heat-expanded vermiculite by weight. Bethlehem 
Slabform provides an excellent solid steel centering 
for the slab in this type of construction. 

The nearest Bethlehem sales office will be glad 
to give you full details on both steel joists and Slab- 
form or any other of the many steel products made 
by Bethlehem for building construction. And, if you 
wish, one of our engineers would be glad to visit you 
and discuss your building. No obligation, of course, 

iM STEEL COMPANY, BETHI 


istri 


BETHLEHE 


Floors designed 
for safety 


and 
everlasting beauty 


In specifying Norton ALUNDUM Ter- 
razzo for floors and entrance ways to 
the new First Western Bank and Trust 
Company Building, Oakland, Cal., the 
architects not only provided walking 
safety for the bank's customers but 
brought a subtle touch of lasting beauty 
to its modern interior design. 


For floors and stairways in all types of 
buildings, both public and commercial, 
Norton ALUNDUM Aggregate in the 
proper proportions furnishes a terrazzo 
surface which is non-slip wet or dry, 
retains its initial beauty indefinitely and 
is exceptionally resistant to wear. 


Send for brand new catalog on 
Norton products for WALKING 
SAFETY. Ask for Form 1935R. 


Architects: 
Stone, Marraccini & Patterson 
San Francisco 


Terrazzo by: 
P. Grassi - American Terrazzo Company 
San Francisco 


NORTON COMPANY 

WORCESTER 6, MASS. NON-SLIP FLOORS 

ALUNDUM AGGREGATE for Terrazzo ond Cement * ALUNDUM STAIR and FLOOR TILE 
ALUNDUM and CRYSTOLON Non-slip Abrasives 


292 
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Product Reports 


Frameless Lighting Fixture 

The ability of its acrylie plastic dif- 
fuser to withstand rated incandescent 
lamp heat has made possible the 
frameless design of the new Space- 
Lite recessed incandescent. The lack 
of a metal frame is said to offer sev- 
eral advantages: longer life because 
there are no exposed metal surfaces 
to rust or corrode; more light and less 
fixture-ceiling contrast because of 
the side-lighting feature; and lower 
installation cost because trim time is 
eliminated. Space-Lites are availa- 
ble with flanged housings for 8%4-in. 
and 12-in.-square ceiling openings, as 
well as in a model designed to re- 
place a standard 12-in.-square ceiling 
tile without overlapping adjacent 
tiles. They utilize 100 or 150 watt 
lamps. Alkco Mfg. Co., 4226 N. Lin- 
coln Ave., Chicago 18, Ill. 


Motorized Vent Exhauster 
By venting exhaust gases from unit 
heaters directly to the outdoors via 
a short length of 4-in. pipe rather 
than a chimney, a new motorized 
vent exhauster opens the way for ex- 
tended use of gas unit heating in 
commercial and industrial buildings, 
and of direct-fired heaters in the 
home. (In residential applications, 
gases are carried to the outside un- 
der the floor; in other applications, 
they are exhausted through the side 
walls.) The Venter also improves 
heater efficiency by venting immedi- 
ately regardless of stack tempera- 
ture, and by eliminating downdrafts. 
It can be used with Reznor heaters 
from 25,000 up to 300,000 Btu input. 
Reznor Mfg. Co., Mercer, Pa. 

more products on page 294 


mi ork school, northfield, illinois 
feature ican plastic louvers ... | 
or better light shielding and seeing comfort 


they provide the finést_in luminous shielding 
qualities of soft glare^£ree illumination, 
wit inimum of ma 


ARCHITECT: Albert R. Martin 
Wilmette, Illinois 


CONTRACTOR: gm den 


ELECTRICAL: Ele 
ilinois 


Now! AMERICAN LOUVER offers 3 shielding 
medias—42°—45° and the all new 55° louver, 
for higher lighting efficiency and uncluttered 
appearance—they will meet your most rigid 
lighting requirements for individual fixtures, 
modules or complete louvered ceilings. 


Len ao гт SINET 
ПАГ a E 


It pays to specify American louvers 


PERMANENT COLOR STABILITY 

HIGH IMPACT FOR GREATER STRENGTH 
EASY ТО HANDLE-—LIGHT WEIGHT 
PATENTED INTERLOCKING LOUVERS 
ASSURE PERFECT ALIGNMENT 

LOW COST UPKEEP—EASY TO CLEAN 
AVAILABLE IN COMBINATION OF SIZES 
LOUVERS MAY BE CUT TO SPECIFICATIONS 


American Plastic Louvers are available in pastel Exclusive Process by AMERICAN LOUVER COMPANY 

hos иан y en am dd Bre: U.S.A, Patent No. 2,566,817 U.S.A. Patent No. 2,607,455 
(чө пе arenifes ane esIgner un imitéd possi- Canadian No. 484,346 Canadian No. 497,047 

bilities with the use of colors in combinations of 
White . . . Blue... Green... Pink. . . Yellow 

and Low Brightness Grey. 

Engineers are available in your area to help with american louver com pany 


your lighting problems or write American Louver 
Company direct. 4240 N. SAYRE AVENUE © CHICAGO 34, ILLINOIS 


YOURS FREE! 


This new authoritative 8-page 
booklet shows and tells you all 
about the use and application of 


color in the manufacture of con- 
crete building products. Published 
as a service by C. K. Williams & 
Co., a leading producer of iron and 
chromium oxide pigments for over 
75 years. 


SPECIAL FEATURE 


A special 4-page section con- 
tains 46 actual color chips which 
show you the many colorful ef- 
fects you can obtain in finished 
concrete products through 
proper use of iron and chrom- 
ium oxide pigments as made by 
Williams. You'll also find a spe- 
cial section devoted to specific 
concrete color recommendations, 
and a section on how to deter- 
mine final color. You will come 
to depend on this booklet as a 
prime reference source for con- 
crete color information. Don't 
miss sending for your free copy. 
The supply is limited, so mail 
coupon today. 


C. K. WILLIAMS & СО. 
640 N. 13TH STREET DEPT. 92 
EASTON, PENNSYLVANIA 


Gentlemen: 

Please send me ____ copies of 
your new booklet titled “What You 
Should Know About Color in the 
Manufacture of Concrete Building 
Products." 


MY NAME. E d 
COMPANY. = TO 
ج ا‎ 


ADDRESS. 


FILL IN i AND MAIL 


Product Reports 


Laminated Block Flooring 

A new block flooring made up of 
three cross-laminated plies of oak 
can be laid in mastic directly over 
concrete subflooring or such other 
sound subfloors as plywood, terrazzo 
or fiberboard. According to its manu- 
facturer, Modernwood will not swell, 
shrink, warp or buckle, and is toxic- 
treated to resist termites, damp rot 
and vermin. It comes in 9-in. squares 
with a tough, long-lasting factory- 
finish. Modermwood Co. Clinton, 
S. C. 


Alloy Precision Shear Plate 
Pressure cast of aluminum alloy to 
tolerances which cannot be held in 
cast iron plates, a new shear plate for 
timber and structural fastening fea- 
tures a cast-in compression ring 
which raises the shear value of the 
plates beyond that of cast iron. 
(Shear values are equal to the bolt 
used in fastening.) In addition, nails 
are cast as an integral part of the 
plate, thereby eliminating the use of 
common nails and increasing the 
speed and efficiency of the fastening 
operation. The plates are available in 
standard trade sizes of 4-in. in diame- 
ter by 5&-in. thic in. diame- 
ter by 74g-in. thick. Timber Hard- 
ware Co., 3400 N. E. 54th Ave., Port- 
land, Ore. 

more products on page 298 
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SYSTEMS by 
Cincinnali 


OFFER... 


€ LOWER INSTALLED COST 
€ LOWERMAINTENANCECOST 
© MAXIMUM RELIABILITY 
€ EASY PROGRAM SETTING 
€ U. L. APPROVAL 


For schools, hospitals or industrial 
plants investigate Cincinnati Time 
Equipment available in Wired Syn- 
chronous or Impulse Systems. 62 
years’ experience guarantees you 
the ultimate in fine equipment. 


Write today for your free copies of 
"Technical Topics" —covering time 
systems and their operation. 


Cincinnali 


TIME RECORDER MPANY 


AK pe 
A 


CINCINNATI 14, OHIO 


Since 1896 


Пюи Пул. 
D..-R.. 


teel 
Amount of Steel Design of reinforc- Results (Crack-free 
(weight and quality) ing member (trussed masonry walls with 
and deformed) & backbone of steel) 


The Proven Answer to All Masonry Wall Reinforcing Problems 


peee | Варій CONTROL Joint 


WIDE FLANGE 


l Neoprene compound flanges with concave edges allow 


Mail today for your free literature on better masonry easy compression and tight control joints. 
wall construction 


Dur-O-waL 
Cedar Rapids, lowa 


| 
| 
NIME 1 Donm-O-wal. 
| 
| 


| 
| 
| 
| 
| 
| СОМРАМҮ 
| 
| 
| 


Dur-O-wol Div., Cedor Ropids Block Co., GEDAR ВАРИ ДА; Dur-O-wol Prod., 


inc.. Вох 628, SYRAGUSENOY Ovr-O.wol Div., Frontier Mfg. Co., Box 49, 
| FHOENIXIARIEN 057-0- wot Prod., Inc., 4500 E. Lombord St., BALTIMOREM: 
STATE | Ovr-O-wat of Ii., 119 N. River St. АМЕОВА Ц Dur-O-wol Prod. of Ala., Inc., 
| *°* 5445. MRMINOMAM/ALA: Dur-O-wol of Colorodo, 29ih ond Court St, 
[ELEC e ILI. Qj tir urs ..] PUEMOMCOLORADON DurO-wol Inc, 165 Uloh Street, ЖОРО ОМК 


CITY ZONE 
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9 Jamison Electroglide^ Door 


foam 


handle heavy traffic—save refrigeration 


COMPRESSION SEAL—refrigeration savings 
assured by cam lock—in and down action on 
gaskets, 


SMOOTH, SHOCK-FREE OPERATION— 
exclusive Electroglide spring cushion chain link 
absorbs inertia on opening, absorbs momentum 
when stopping. 

Insulator: Mid Continent Industrial Insulation Co., Kansas 
City, Kansas. 

Contractor: A. W. Soderberg Construction Co., Wichita, 
Kansas. 
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e In Wichita, Kansas, at the big Safeway Cold Storage 
Warehouse, nine Jamison Electroglide Power Operated Cold 
Storage Doors demonstrate how they permit high volume, 
high speed warehouse operation. 


Exclusive Jamison features of the Electroglide assure fast, 
positive operation with safety to personnel. 


LEVEL RIDE opening and closing without gasket wear 
or drag. 


RANGE OF TYPES —available bi-parting and single leaf 
left or right hand operation, 


PADLOCK WITH SAFETY —emergency inside release. 
MANUAL OPERATION —possible when power is off. 


For Electroglide bulletin — Write Jamison Cold Storage Door 
Co., Hagerstown, Md. 


JAMISON 


COLD STORAGE DOORS 


versatility 


functional design 


and beauty М 


5 Follansbee Terne 


Alexonder Memorial Arena Building, 
Georgia Institute of Technology 

Architect: Aeck Associates, Atlanta, Georgia 

General Contractor: Mion Construction Company, Atlanta, Georgia 
Roofing Contractor: R. F. Knox Company, Inc, Atlanta, Georgia 


Follansbee Terne performs its job of providing shelter beautifully. Terne will 
last a lifetime, is fireproof, windproof and weathertight. It can be painted 
any color, any time, Its versatility allows you to put design in any roof 
Distinctive effects can be achieved with the use of standing or 
batten seams or with the new horizontal seam Bermuda roof. 


T Complete specifications in Sweets Architectural File 


STEEL CORPORATION 
FOLLANSBEE, WEST VIRGINIA 
Terne Roll Roofing 
Sales Offices in Principal Cities 
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for tight 
spots 

in shallow 
ceilings 


NEW GU 


shallow mounting 


INCANDESCENT LIGHTING FIXTURES 


«+. for shallow-plenum “problem” 
ceilings in corridors, halls, lobbies, under 
ducts, pipes—wherever construction 
limits depth above finished ceiling. 


There's room for your imagination to 
move around in Guth's wide, wide line 
of Semi-Recessed Shallows! 

The GUTH SRS line offers an engineer's 
choice of more than 25 lens-type 
variations... a size and lens for 

every application. 

All SRS fixtures fit 3- or 4-inch mounting 
depths, and are carefully engineered 
to give the same easy maintenance, 
beauty and efficiency you expect in 
every GUTH BRASCOLITE. 


Write for GUTH “SRS” data sheets today. 


rascolite 


THE EDWIN F.GUTH CO. 
U. L. Listed ST.LOUIS З, MISSOURI 
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Product Reports 


"In-Out" Register for Hospitals 

A new “in” and “out” personnel reg- 
ister designed specifically for use 
in hospitals automatically registers 
doctors and other key personnel by 
simple dialing from registrar sta- 
tions at strategic locations through- 
out the hospital. Control center of the 
system is the PBX board which has a 
lamp annunciator panel, telephone 
communication with all remote regis- 
trar stations, and a pocket paging 
system that supplements automatic 
message indication. Read-out of per- 
sonnel information is available at 
any of the registrar stations, and the 
system can also provide automatic 
time recording and print-out of all 
"in" and “out” information. The 
standard unit will store and read out 
data for up to one thousand people 
but is expandable to two thousand. 
Edstan Automatic Registrar, P. О. 
Box 6831, Los Angeles 22, Calif. 


Insulated Limestone Spandrel 

The dimensional stability, fire-re- 
sistance and permanence of limestone 
are now available in a thin (4-in.) 
and comparatively lightweight cur- 
tain wall spandrel panel composed of 
а 11⁄4- to 194-in. thickness of lime- 
stone backed by insulation. The inner 
surface of the insulation is faced 
with asbestos cement board or a met- 
al pan, depending on the type of in- 
sulation, eode requirements and ap- 
pearance desired. Although the pan- 
els weigh more than some presently 
used materials, the manufacturer re- 
ports that metal frames capable of 
withstanding imposed wind loads 
can usually carry the extra weight 
with little or no modification in the 
size of members. À mortarless and 
waterproof joint with the metal 
frame is achieved through the use of 
neoprene, Thiokol and caulking, and 
the limestone is ‘“dirt-proofed” in the 
mill to slow down discoloration. The 
insulated limestone panels are fabri- 
cated to individual specification by 
Indiana Limestone Co., Bedford, Ind. 


One-Part Caulking Compound 
Maintz architectural caulking com- 
pound, a one-part formulation based 
on Du Pont's Hypalon, can be ap- 
plied directly from the container 
without priming or other special sur- 
face preparation, and cures into a 
rubberlike material with all the ex- 
cellent adhesion, weatherability and 
resilience of the Hypalon base. It 
comes in a variety of fast colors as 
well as white, black and aluminum. 
West Chester Chemical Co., Box 39, 
West Chester, Pa. 


movement 


AI 26 Keep Rolling Forever—not Part of the Time— 
in a Hager “Life-Time Bearing" Butt Hinge! 


The bearings stay there for life! Upper and lower raceways 
ride forever— on the full count of ball bearings—in a Hager 
Life-Time Bearing Butt Hinge! 

Tough case-hardened steel ball bearing raceways are press- 


fitted into direct contact with knuckle on Hager ball 
bearing butt hinges. 


No soft brass retaining jacket (or crimped shell) lies 
between the knuckle and the raceway . . . nothing to 
eventually wear away and allow the bearings to slip out. 


Both raceways and all 26 ball bearings are hard at work in 
Hager Ball Bearing Butt Hinges—in fine jeweled move- 
ment—forever providing life-time trouble-free silent door 
operation. 


You'd expect finer performance from Hager Ball Bearing 
Butt Hinges, naturally—and naturally, you have a right to! 


If it's expected to stay for //fe, then, of course 


EVERYTHING HINGES ON HAGER! 


*26 Balls in 414" x 414" 
2-bearing Butt Hinges 


® 


NOT THIS... 


One-knuckle-bored 
construction. Bearings 
anchored with wear-away 
brass bushings. (Bearings 
eventually fall out, when 
pin is removed.) 


BUT THIS... 


Hager TWO-knuckle-bored 
construction. Bearings 
anchored with case-hardened 
steel raceways. 


EVERYTHING HINGES OW Hager! * С. HAGER & SONS HINGE MFG. CO., ST. LOUIS 4, MO., U.S.A. 
HAGER HINGE CANADA LIMITED, KITCHENER, ONTARIO 


VERTICAL г 


Window and Curtain Walls 


HORIZONTAL’ 


` Bayley · 


ALUMINUM and STEEL 


"Offered in either system you prefer 


— in depth of f'/" to 71/2" 


Bayley Curtain-Wall Systems, of standard design, 
are readily adaptable to a wide variety of arrange- 
ments of fixed or ventilated window units and 
choice of decorative panels. They permit the de- 
signer full latitude to exercise his preference in 
wall treatment without costly, special custom 
designing. 

Through experience gained in 30 years of de- 
signing outstandingly successful curtain-wall jobs, 
Bayley.is also able to offer you those important 
extra features in design, construction, appearance 
and service so vital to a satisfactory finished 
curtain-wall installation. 

By relying on Bayley you have the benefit of a 
staff of experienced Curtain-Wall engineers ready 
to closely work with you from the earliest planning 
stages to the final occupancy of the finished build- 
ing project. Also, you have the extra safeguard that 
goes with centralizing responsibility — from de- 
sign inception to actual installation — with a finan- 
cially sound organization that has an 80-year-old 
reputation for reliability. 

Call in your Bayley District Office — or write 
Bayley Home Office at Springfield — on your next 
project. 


з 


Write for сору of 
catalog 0-59. Also 
see it in Sweet's 
Architectural and 
Industrial Con- 
struction Files. 


E] A 


The WILLIAM BAYLEY Co. 


District Sales онн 


Springfield, Ohio 


SPRINGFIELD, OHIO 
1200 WARDER ST. 


-- Agents in All Principal Cities 


Fairfax 5-7301 


ORIGINATORS 
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MANUFACTURERS 


INSTALLERS 


Over Half a MILLION Square Feet 
6 weeks Ahead of Schedule! 


Six Mississippi Valley Structural Steel Company 
Fabricating Plants and Three MVSS Erection 
Companies simultaneously build four gigantic 
sales distribution centers as much as 1,000 
miles apart! 


Here’s an example of carefully coordinated MVSS 
engineering teamwork combined with the versatility 
and speed of steel construction. 


Here's many construction dollars saved for the owner 
and a faster return on his investment from earlier 
sales dollars. 

Building? MVSS has complete fabricating and erection 
divisions in 7 cities. All divisions can be integrated just 
like this to rush your job through to swift completion 
... anywhere... anytime! 


* 


*Name and address on request. 


MISSISSIPPI VALLEY 


STRUCTURAL /MV\ STEEL CO. 


\55/ 


[SERVICE] 


Fabrication Plants: Decatur, 111. * St. Louis, Mo. * Melrose Park, Ill. + Flint, Mich. * Chattanooga, Tenn. • Lansing, Mich. — Éretties Units: Rockford, III. * Chattanooga, Tenn. * Lansing, Mich. 


JUST OFF THE PRESS... 
SEND FOR YOUR FREE COPY! 


Fascinating new book, “BUILD BETTER WITH STEEL", 
shows the flexibility and adaptability of STEEL 
as a tool of design, utility and enduring performance. 


10 SOUTH BRENTWOOD BLVD. 


| 
| 
| 
| MISSISSIPPI VALLEY STRUCTURAL STEEL COMPANY i 
ul ST. LOUIS-5, MISSOURI a 

| 

iu 


| Please send me without obligation my FREE copy of your 
| new book: "BUILD BETTER WITH STEEL” 


|. 

i 

| YOUR МАМЕ 

H FIRM NAME 

ij "ADDRESS 

i CIT РОНЕ STAT 
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Stop Switch-G ng! 


LEV-O-LITE 


ILLUMINATED HANDLE 


silent mercury switch 


No longer any need to fumble in the dark when looking 
for the light switch , . . no more dirty walls from grop- 
ing for the switch, The answer? Lev-o-Lite with a tiny 
built-in neon light that illuminates the switch handle, 
costs only a few cents annually to operate and lasts a 
lifetime. The switch is sturdy with no moving parts to 
wear out, no springs to snap and as easy to install as 
any standard switch, Ideal for that dark spot — and 
silent too. 


LEV-O-LITE...just one of the many fine, quality 
devices made available to everyone through the supe- 
rior skills and complete resources of LEVITON! All 
popularly priced for every installation. 


For the complete story, write today on your letterhead. 


Leviton sitet 
MERCURY SWITEN: 
Folly enclosed, 
КЕД 
5A.-250V. 

ivor? legale, 
zm 
лее. 
Single Pole 

No. 5561 or 
Available boxed or carded киз” 


Specify “К” when ordering on card. 


Switches listed by 0.1. and 6.5.4. 
Your best jobs are done with... 


| LEVITON | LEVITON MANUFACTURING CO., INC., BROOKLYN 22, N. Y. 
Chicago « Los Angeles « Leviton (Caneda) Limited, Montreal 


For your wire needs, contact our subsidiory AMERICAN INSULATED WIRE CORPORATION 
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Office Literature 


continued from page 252 


Brasco Wall Construction Details 
(A.LA. 17-A) File folder includes 
spe 'ations as well as a complete 
series of detail drawings of modular 
components in aluminum curtain 
wall system. Brasco Mfg. Co., 15207 
Commercial Ave., Harvey, Ill. 


Lighting Control Console 

Discusses construction features and 
performance characteristics of the 
control console for Vickers Mark 11 
and Mark III lighting control sys- 
tems; gives dimensions of the equip- 
ment and a schematic wiring dia- 
gram of a typical console. 8 pp. 
Vickers Inc., Electrie Products Div., 
1815 Locust St., St. Louis 3, Mo. 


Lighting Applications Guide 

Lists lighting applications common- 
ly found in various areas of several 
types of commercial establishments, 
suggests specific incandescent and 
fluorescent lamps to use in these 
areas, and indicates the effect which 
can be expected from each. The 
Guide to Incandescent and Fluores- 
cent Lamps for Commercial Applica- 
tions also includes a table which lists 
eleven common wall and trim colors 
and their reflectance values and 
shows how they will be affected by 
incandescent bulbs and by each of 
seven different “white” fluorescent 
lamps. 5¢. Lamp Div., Westinghouse 
Electric Corp., Box 388, Bloomfield, 
Ni Ji? 


Autoflo Catalog 

Contains technical data, flow rate 
charts and illustrated features of the 
new Autoflo line of showers and 
plumbing fixture fittings. Catalog 
8-99, 16 pp. Speakman Co., Adv. 
Dept., P. O. Box 191, Wilmington 99, 
Del.* 


Swimming Pool Filters 

Provides complete information on 
the installation and operation of 
one-cell pressure filters for swim- 
ming pools, including charts on pipe 
sizes, sand and gravel requirements 
and filtration rates. 8 pp. Modern 
Swimming Pool Co., Ine., One Hol- 
land Ave., White Plains, N. Y. 


Chalkboards, Bulletin Boards, 
... Aluminum Trim (A.LA. 35-B- 
11) ineludes product descriptions, 
with specification data, and line draw- 
ings showing construction details and 
recommended installation. Catalog 59, 
24 pp. Claridge Products & Equip- 
ment Co., Box 278-A, Harrison, Ark.* 
Additional product information in 
Sweet's Architectural File 
more literature on page 306 


Meet fire regulations immediately with Aetnapak" 


always-in-stock, custom-quality hollow metal 


Take advantage of 48-hour stock shipments of Aetnapak* Underwriters Label 
and non-label steel doors and frames for both new construction and alterations 
U-L labeled doors, including three-hour (A) label Fyr-Chek Doors with single- 
point locks, can be ordered directly from Aetnapak catalog. Write for your copy 


AETNA STEEL PRODUCTS CORPORATION, 730 FIFTH AVENUE, NEW YORK 19, N. Y. 


Other Aetna products: Aetnawall Metal Office Partitioning; Aetna Custom Hollow Metal Doors and Frames. 


*Order Aetnapak with or without hardware — doors and frames, doors separately, frames separately. 


| АЕТМА STEEL PRODUCTS CORPORATION 
730 Fifth Avenue, New York 19, N.Y. 

Please send free catalog of AETNAPAK custom: 
quality, in-stock steel doors, frames and hardware. 


Name and Title 
Company Name 
Address 


City 


NEW 
SPRAYED ‘LIMPET" 


4 hours fire protection for this standard cellular steel 
floor unit required only a y" minimum thickness of 


SPRAYED "LIMPET'" ASBESTOS below the steel. 


Ka 
ANE 5 
Е 


ceived from а 144” minimum thickness of SPRAYED 
“LIMPET" ASBESTOS at the sides, a 1%" thickness 
at the bottom. 


7 


Sax 
KKK SS 


LX 
SS ема Y - 
ООХ 


5 hours of fire protection for this steel column took only 


a 234" average thickness of SPRAYED "LIMPET^ 
ASBESTOS ... sprayed to follow the contour. 


BEST IN ASBESTOS 


KEASBEY & MATTISON 


COMPANY * AMBLER * PENNSYLVANIA 
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ASBESTOS 


You Need Only One Half Inch 
For Four-Hour Fire Retardance! 


Modern new fireproofing from K&M offers you 
new savings in space, weight, costs, and con- 
struction time. 

Now . . . for the first time, you can design 
a building without being chained to a bulky 
space-eating fireproofing material. With re- 
markable new SPRAYED “LIMPET” ASBESTOS, 
you can plan on more usable space and far 
less stress. 

Tested and proved by Underwriters’ Laboratories, 
SPRAYED “LIMPET” ASBESTOS fireproofs all 
types of buildings. . . such elements as floors, 
decks, columns and beams... and materials 
such as steel, aluminum, and concrete. 

No holes or seams lower its efficiency. SPRAYED 
"LIMPET" ASBESTOS forms a continuous, 
felt-like covering. In addition, this modern 
fireproofing expands with the heated surface 
A thus preventing cracks through which 
flame can penetrate, It’s 100% pure asbestos 
И combined with an inorganic bonding 
compound. Won’t rot or corrode. Resists the 
effects of water. It’s also chemically inert 
and vermin-proof. 

One man with a special spray gun easily applies 
SPRAYED "LIMPET"' ASBE "OS and the 
scaffolding moves ahead without delay . . . 
no nailing, furring, fitting, and clipping. Sets 
fast and dries fast. Adheres with the strength 
of one hundred pounds per square foot. 

Write to us today for more information on 
SPRAYED "LIMPET" ASBESTOS—the modern 
new development that revolutionizes the entire 
concept of fireproofing. 


n i 
ا‎ in one operation! Gun sprays dry asbestos 
fibers which combine in mid-air with water spray. 


The proof of the pudding! After a fire in this ware- 
house, _ primar irders, protected by SPRAYED 
“LIMPET" ASBESTOS, remain in perfect condition. Un- 
protected purlins buckled. 


LONGER BALLAST LIFE { : 
Ballast life is cut in half for each 10°C over normal operating | OPERATE UPTO | 
temperatures. ADVANCE KOOL KOIL BALLASTS operating | 20°C COOLER | 


16.5°C to 19.5°C cooler give 3% to 4 times longer life. \ fer extra years | 
of trouble-free 
service | 


20% LESS WATTAGE LOSS 
4 This higher efficiency of ADVANCE KOOL KOIL BALLASTS ۳ 
offers fluorescent lighting users savings in operating costs and The Advantages of 
manufacturers the opportunity to increase fixture efficiency. KOOL K [ соте 
0 


es on! 


as times 
& 


The design of ADVANCE KOOL KOIL BALLASTS is the result of 3 years 
of research, a great stride in solving the heat problems of the lighting 
industry. Advance engineers separated vital components in the ballast 
case to end costly condenser trouble. They developed new grades of steel 
and wire, incorporated special insulating materials and compounds. The 
result, ADVANCE KOOL KOIL FLUORESCENT LAMP BALLASTS that end 
costly maintenance and interruptions in service. Insist on ADVANCE KOOL 
KOIL, designed and built to last for the life of your lighting installation. 


TRANSFORMER (0. 


luerescent Lomp Ballasts 2950 NO WESTERN AVE CHICAGO 18 ILL USA 
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50 years of pump manbfoc- 


turing experience. 


o: 


heres provide 
on with high pump 
end high non-clogging effi- 
ciency. - 4 


Expansion joints in dis- 
charge pipe prevent pump 
distortion and resulting 
bearing failures. 


Simple, dependable microm- 
eter adjustment permits easy 
setting of impeller clearance 
in pump casing to compen- 
sate for al wear, main- 
taining maximum efficiency, 


[5) 


Heavy ball thrust bearings 
are located well above floor 
level to prevent water 
splashing into bearings. 


О 


Packing boxes buill into 
floor plotes prevent leakage, 


o 


Heavy duty shofts and beor- 
ings eliminate vibrotion and 
provide long life. 


ГУЕА HS 


» Balanced impellers passing _ 
iet 


OUTSTANDING 
ADVANTAGES 
OF NON-CLOG 


10000 


FOR...handling sewage and drainage in 
buildings and industrial plants and for mu- 
nicipal sewage disposal. 


SIZES ...available in sizes from 4” to 8", 
with capacities from 50 to 3500 G.P.M. 


Now available with the new SEALTRODE* 
Sealed Electrode Floatless Pump Controller 


...the only Controller featuring completely 
sealed Electrodes... positively preventing 
insulation or coating by grease or other 


corrosive elements. 
Over 50,000 installations. 


Write direct or contact Chicago Pump Company 


Distributors located in most principal cities for 


Bulletin 124-F and complete engineering data. 
© 1959—CPCo-FMC 


Putting Ideas to Work 
FOOD MACHINERY AND CHEMICAL CORPORATION 


Chicago Pump Company 
622M DIVERSEY PARKWAY, CHICAGO 14, ILL. 
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SEWAGE PUMPS 


Office Literature 


Clay Masonry Specifications 
(А.А. Б) SCPI’s Technical Notes, 
Volume 10, Nos. 6, 7, 8 and 9 pro- 
vide recommended guide specifica- 
tions for clay masonry construction 
with sections on the scope of work, 
materials, erection, waterproofing, 
cleaning and samples, and appen- 
dices on painting and flashing. 
Structural Clay Products Institute, 
1520 Eighteenth St., N. W., Wash- 
ington 6, D. C. 


Boiler Water Control System 
(A.LA. 34-B-1) Describes, illus- 
trates, and gives technical data and 
specifications for Filtrion automatic 
side-stream boiler water control sys- 
tems for steam boilers. 6 pp. Spark- 
ler-Filtrion Corp., Dept. AA1, 24th 
and Commonwealth Ave., North 
Chicago, Ill. 


Circuit Breaker Accessories 
Twelve-page bulletin GE A-6757 pro- 
vides all information necessary for 
selecting and specifying a complete 
line of industrial molded case circuit 
breakers and accessories. General 
Electrie Co., Distribution Unit, 90 
Whiting St., Plainville, Conn.* 


Mechanical Dust Collectors 
Contains technical information, de- 
tailed drawings and application dia- 
grams on  Cyclo-trell mechani- 
cal dust collectors, including the new 
involute design. Bulletin 300. Re- 
search-Cottrell, Inc., Bound Brook, 
N. J. 


Fir Plywood Roof Sheathing 

(A.LA. 19-F) Reference manual dis- 
cusses plywood's functions and ad- 
vantages, grades, types and uses, 
and gives plywood sheathing design 
data. Douglas Fir Plywood Assn., 
1119 A St., Tacoma 2, Wash.* 


Rigid Wood Post Construction 
Illustrates versatility of “pole-type” 
construction through descriptive 
text, design data and photos of typi- 
cal pole-type buildings. 8 pp. West- 
ern Wood Preserving Operators 
Assn., 1410 S. W. Morrison St., Port- 
land 5, Ore. 


Literature Requested 

Professor Roy Sellors, School of Ar- 
chitecture, The University of Mani- 
toba, Winnipeg, Manitoba, Canada 


Percy D, Bentley, F.A.R.A., Archi- 
tect, Esley D. Harden, Associate Ar- 
chitect, 56 Thirteenth Ave., West, 
Eugene, Ore. 

*Additional product information in 
Sweet's Architectural File 


There IS a Difference in Gym Seats 


HUSSEY’S TRUSS 


If 


Тину HUSSEY MFG. СО., INC. 


Rear View of Hussey Roll-Out Gym Seats 
photo by Cortlandt V. D. Hubbard 


Gym seats must be rigid to resist the side and end sway 
created by wildly cheering spectators. This is a job for a truss 
if you want the gym seats in the schools you design to be as 
safe as your building. 


Vertical columns support each Box Girder seat unit. These columns are 1!" or 2" square steel 
tubing, depending on row height. 


Horizontal braces tie these columns together. They are 2%" x 2" x 3/16" steel angles. (Steel- 
work between these braces in the photo is Hussey's scissors-type paralleling device.) 


Diagonal braces begin at the 3rd row and connect the vertical columns with their steel Box 
Girder stiffener angles. These steel braces are 112” x 1⁄2” x 3/16" ог 2%” x 2⁄2” x 3/16", de- 
pending on row height 


The Box Girder unit has front and rear risers and seatboards of 25/32" Arkansas Long Leaf 
Yellow Pine held in proper relation by 8 internal steel diaphragms and 8 steel Box Girder stiff- 
ener angles per 16' section. 


These seats are engineered for rigidity and a safety factor of 4 to 1. Hussey Closed Deck Roll- 
Out gym seats have ALL these elements of a complete truss. A quick field check will prove it. 


is of тоге importance to you and your clients than 


597 Railroad Avenue Osborne 6-2271 North Berwick, Maine 
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| The Record Reports 


Education Notes 

HARVARD UNIVERSITY'S Graduate 
School of Design, in the fall of 1960, 
will offer advanced courses leading to 
three new degrees in the field of ur- 
ban design: Master of Architecture 
in Urban Design, Master of Land- 
scape Architecture in Urban Design, 
| and Master of City Planning in Ur- 
ban Design; the courses will be open 
to holders of professional degrees 
from the Graduate School, or their 
equivalents. 

COLUMBIA UNIVERSITY has also an- 
nounced that it is offering, in its pro- 
gram of evening courses in the School 
of Architecture, a course in advanced 
Structures, to be directed to archi- 
tects in practice. 

Participants in ALLIED CHEMICAL's 
program of aid to architectural 
| schools this year are the University 

of Cincinnati, the University of 

Florida, the University of Pennsyl- 

vania, Syracuse University and 

Washington University; of the $1000 

granted to each school, $650 is to be 

allocated for student aid, $350 for 
use in the school’s architectural pro- 
gram. 

COLUMBIA UNIVERSITY has estab- 
3 E lished the Avery Archive of Meas- 
ured Drawings of Historical Monu- 
Wh l 2 thi h it l ments, for reference in comparative 
ere e se In 1S OSpI a stud of historic buildings; so far, 
e . the ive contains 49 drawings of 
is standby power important? buildings in France, Italy and Swit- 
zerland, and its committee will wel- 

come additions to the collection. 

The UNIVERSITY OF MICHIGAN Col- 
lege of Architecture and Design has 


Any list of critical areas or services would include elevators, 
heating system, respirators, aspirators, oxygen tents, com- 


munications, x-ray equipment and various kinds of pumps. appointed Lester Fader assistant pro- 
Interruption of electric power to any of these could be as fessor of architecture, Joseph Goto 
vital to the patient as failure of emergency or operating assistant professor of art and Robert 


Sannan Takaichi stant professor 
of architecture. . . . SYRACUSE UNI- 
VERSITY has appointed seven visiting 


room lighting. 
Onan can supply individual emergency electric plants 


up to 230,000 watts to handle all essential hospital services. critics for the current academic year: 
A wide choice of voltages is available to meet the different Richard L. Aeck, Anthony Ellner, 
voltage requirements of electrical equipment. Norbert Gorwic, Caleb Hornbostel, 

Diesel, gasoline or gas models. George Fred Keck, Victor Koechl and 


Ralph Walker. . . . CORNELL UNI- 

VERSITY'S Department of City and 

Dual Onan installation Regional Planning has undertaken a 
: study of possible means to be taken 
supplies Iwa voltages to protect an upstate New York in- 
for essential services dustrial community from the effects 


TEE Y f a nuclear explosion; the depart- 
Complete protection is assured th 3 т i 
p ро P assu s ment is cooperating with the New 


Canadian hospital with a 50KW, York State Civil Defense Commis- 
0-volt, 1-phase Onan unit and sion, the U. S. Office of Civil and De- 
a 35KW, 575-volt 3-phase plant. fense Mobilization and the New York 
State Department of Commerce, as 
well as with the American Machine 
and Foundry Company, the Buffalo 


Forge Company and the International 
D. W. о МАМ & S о N S I N с. Business Machines Corporala. 


ELECTRIC PLANTS GENERATORS ENGINES ENGINE-COMPRESSORS 
2605 University Avenue S.E. е Minneapolis 14, Minnesota more news on page 322 


Call the Onan distributor listed in your phone book or write for helpful literature. 
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Carl Underwood Elementary School, Andre Rowlett & Scott, 


Schools mean walls of glass, inside and outside, doors, single and 
double and in series, interior partitions, chalkboards and cases 
and special designs. Aluminum is the answer, and Acme of 
course is a natural specification. Acme means Alcoa aluminum; 
we were Alcoa's first distributor of architectural aluminum. 


Acme means progressive, inventive design and engineering, and 
a solid reputation in architectural metals for over fifty years. 
Your glass contractor can do his best for yourself and your cli- 


ent, in quality, price and outstanding service, when you include 
Acme in your specifications. 


od High Schoo! Hugh Gibbs, А.А. 


[1 1 1l 


since 1907 


TAKE A CLOSE LOOK 


AT THE SPECS 


SPECIFICATIONS 


“All treated lumber or timber specified herein shall be 
impregnated with OSMOSALTS® in a closed cylinder by 
vacuum-pressure process, full cell method, in strict accord- 
ance with the current Federal Specifications and recom- 
mended practices of the American Wood Preservers" 
Association.” 


“Retention of dry salts shall be .35 pounds per cubic 
foot of wood for moderate service conditions (exposure 
to weather but not in constant contact with ground of 
water) and 55 pounds per cubic foot of wood for severe 


service conditions (in constant contact with ground or - 


Water). 


“Where it is found necessary to frame OSMOSE treated 
lumber on the job, two coats of a 1-1 mixture of OSMO- 
SALTS and water shall be brushed on the framed sur- 
faces.” When specifying treated lumber, refer to Federal 
Specifications TT-W-569.for composition and the latest 
revision of TT-W-571d for application. 


For further information on treated wood, OSMOSE 
field representatives are ready to assist you in 
specifications. Write for our new brochure on 
the revolutionary discovery FLAMEPROOFING 
OSMOSE — PFR. 


We are listed in Sweets. 


OSMOSE Pressure Treated Lumber is 
available at any retail lumber dealer. 


Cece 


WOOD PRESERVING CO. OF AMERICA, INC. - 
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Е contains full informa 


NEW! 
EXCLUSIVE! 


| 
- HENDRICK 


| architectural grilles 
| 
more than 100 other patterns 
to choose from! 
Of the more than 100 designs in 
Hendrick Architectural Grilles, many 
are obtainable only from Hendrick, 
All combine the functional and the 
decorative with low installation costs 
— lower than for most architectural 
materials. All are of the highest qual- 
ity: they always lie flat . . . never 
bend or warp . . . provide plenty of 
open space for p 
All Hendrick Grilles are available 
in a wide range of dimensions, with 


varying numbers and sizes of per- 
| forations. The Hendrick Catalog 


on on every 
| design. Write for it today — and see 
how Hendrick Grilles сап help 


| | make your design shine! 


HENDRICK 


MANUFACTURING COMPANY 


38 Dundajf Street, Carbondale, Pa. 


Perforated Metal * Perforated Metal Screens * 
| Wedge Wire Screens * Architectural Grilles • 
Armorgrids * 


Wedge-Slot Screens * Hendrick 
Mitco Open Steel Flooring—Shur- 


| Site Treads • Hydro Dehazers * Distillation Column Internals 


GET BUILT-IN PROTECTION AND 


LASTING BEAUTY WITH 


inside and out, nothing can preserve and enhance your building's finishing touches— 
door frames, metal wall panels, fluorescent lighting fixtures, baseboard heating units— 
like high quality, corrosion resistant zinc-coated steel sheets. 


Neither torturous fabricating steps nor heavy-handed jobsite treatment can faze the 
skintight zinc coating of electrolytic or continuous hot dipped zinc-coated steel. And for 
smooth beauty and unequalled durability when it comes to paint, enamel and lacquer 
finishes, nothing equals a chemically treated electrolytic zinc-coated surface. 


In electrolytic zinc-coated steel sheets, the standout name is WEIRZIN—top choice where 
painting, spot welding or light gauge are factors and where a corrosion resistant metal 
is needed inside the building. In continuous hot dipped zinc-coated steel sheets, the 
standout is WEIRKOTE—top choice where a heavier zinc coating is required because 
of the weathering the finished product must take. Write for free brochures on Weirzin 
and Weirkote today. Weirton Steel Company, Department Q-16, Weirton, West Virginia, 
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WEIRTON STEEL 
COMPANY 
WEIRTON, WEST VIRGINIA 


a division of 


Sate:Groove Even this final detail — the packing of finished products in special Abrasive Cast 
Safety Treads made wood boxes — reflects the constant maintenance of quality Safety Treads 
standards in every step of manufacturing Wooster Super-Grit and E 
Safe-Groove Safety Treads, E 
Your assurance of the skill, experience and craftsmanship behind every 
tread and threshold is guaranteed by the pride we take in signing our 
work with the famous Wooster “W” label on each product and ship- 
ping container. 


Super-Grit e t Abrasive Cast 
Safety Treads , See our new enlarged catalog in Sweets architectural file —— or send for free сору Thresholds 


“WOOSTER 


QUALITY SAFETY TREADS 


AND THRESHOLDS 
WOOSTER PRODUCTS INCORPORATED è WOOSTER, OHIO 


Representatives in all principal cities 
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óPEEÜWALK 


PASSENGER CONVEYORS 
Continue to make the BIG NEWS in mass transportation 


DISNEYLAND, CALIFORNIA — JUNE 15th 
w А 


The first successful commercial passenger con- 
veyor or "Moving sidewalk" was put into oper- 
ation severdl years and some millions of safe 
passenger miles ago. Yet, month after month, 
SPEEDWALK Passenger Conveyor Systems con- 
tinue to make news in the mass transportation 
field. Shown here, are but three typical exam- 


ples of SPEEDWALK Big News events for 1959. 


An S-A SPEEDRAMP Passenger Conveyor carri :s visitors to the Mono- 
rail station where they board trains of the Disneyland-Alweg Monorail 


System . . . the first daily operating monorail in the United States. 
This SPEEDRAMP installation is a part of the fabulous new attractions 
visited by millions this summer at Disneyland '59. This modern mode 
of transportation was unveiled June 15 to a coast-to-coast TV audi- 
ence and olso received acclaim in nationwide publicity. 


NAVY PIER, CHICAGO — JULY 17th 


ATLANTA, GEORGIA — AUGUST 3rd 


The press featured the fact that one new way of transportation — 
the St. Lawrence Seaway — became the mode of transportation for 
а second new system of travel — "the moving sidewalk," July 17th. 
It all came about when the Nordlake Line's 5,5. KAARINA steamed 
oway from her Navy Pier Dock, bound for Europe with the first 
passenger conveyor belt system destined for overseas installation. The 


City-size Lenox Square Shopping Center, one of the world's most 
beautiful, most complete and without question most modern shopping 
centers, opened its doors to the Atlanta, Georgia area public, on 
August 3rd. The million square foot shopping center became the first 
of its kind to offer customers the advantages of a "Moving sidewalk," 


SPEEDRAMP Passenger Conveyor will be placed in service at Lousanne, 
Switzerland, in the ultra-modern "Innovation" Department Store. 


SEE THE "SPEEDWALK" MOVIE . . . WRITE FOR FREE SHOWING DATE 


4 7 ڪڪ 


SPEEDWALK DIVISION 


STEPHENS-ADAMSON МЕС. CO. 


GENERAL OFFICE & MAIN PLANT, 53 RIDGEWAY AVENUE, AURORA, ILLINOIS 


PLANTS LOCATED IN: LOS ANGELES, CALIFORNIA — * — CLARKSDALE, MISSISSIPPI 
BELLEVILLE, ONTARIO 


SEE THE MONTGOMERY ELEVATOR COMPANY REPRESENTATIVE OR THE 
STEPHENS-ADAMSON REPRESENTATIVE IN YOUR AREA. 


Write for 
SPEEDWALK 
Conveyor 
Brochure. 
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Strong, durable, lower in cost 


You can now specify windows of sturdy, lasting stainless 
steel—at a cost much lower than you may think. Reason? 
Manufacturers now roll-form windows from Allegheny Stain- 
less and pass the fabrication economies on to you. 

In actual bidding recently, the price of roll-formed 
Allegheny Stainless windows averaged only about 10% 
higher chan another non-stainless metal, 

Vital to architecture, durability and compatibility are 
inherent in Allegheny Stainless. It never requires chemical 
films for surface protection, and virtually cleans itself with 
normal rainfall. Because of an amazing resistance to corto- 


wsw 7206 
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sive atmospheres, the brightness and freedom-from-pitting 
of Allegheny Stainless are recorded history; yet different 
patterns, textures and colors make news each day. 

Stainless steel windows—of all-welded design and tubular 
construction—are available in Allegheny Stainless Types 
202 and 302. 

Include Allegheny Stainless in your design-thinking now. 
Learn how you can get the quality of stainless steel windows 
for much less than you think, For additional facts, and 
manufacturers’ names, write to Allegheny Ludlum Steel 
Corporation, Oliver Bldg., Pittsburgh 22, Pa. Dept, R-23. 


Export distribution: AIRCO INTERNATIONAL 


КОО ALLEGHENY LUDLUM 
p 


J EVERY FORM OF STAINLESS... EVERY HELP IN USING IT 
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These frame-free glass doors will give maximum 


visibility into the stores, lobbies and offices of 


your building. They’re enhancing, and good for 
business. Made of Tuf-flex® tempered plate glass, 
they are 3 to 5 times stronger than regular plate 
glass of the same thickness. Perfect for new con- 
struction or to modernize old buildings. Six stand- 


lz" 


ard sizes, 15" or 24" thick, with hardware. 


To order, call your L'O-F Glass Distributor or 
Dealer (listed under “Glass” in the Yellow Pages), 
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Just clear glass and handsome hardware 


TUF-FLEX DOORS 


LIBBEY*OWENS*FORD GLASS co. 


a Great Name in Glass воз MADISON AVE., TOLEDO 3, OHIO 


Dayton, Ohio West Stands 5000 seats 


... Waterbury, Conn. 


Permanence 


—for long years 
of low-cost 
seating comfort 


—FOR SCHOOLS OF EVERY SIZE 


PITTSBURGH 
-DES MOINES 


Steel Deck 
Grandstands 


Safe, sturdy steel grandstands by Pittsburgh-Des 
Moines offer lifetime permanence that protects the 
school investment plus complete design freedom in 
size and shape, thanks to unit-section construction 
that permits stands of any depth or length required. 
Write for detailed literature on watertight, weather- 
proof PDM Steel Grandstands, and let us consult 
with you. 


(staat оламозтамоз ] 


1850 seats 


Pa 


Pittsburgh-Des Moines Steel Company 


Plants at PITTSBURGH, BALTIMORE, DES MOINES, SANTA CLARA, FRESNO, and STOCKTON, CALIF. 
Other Sales Offices at: 


PITTSBURGH (25). ..........3417 Neville Island ATLANTA (5)......- 361 E. Paces Ferry Rd., М.Е 
BALTIMORE (26). . -Curtis Bay Station DES MOINES (8). 916 Tuttle Street 
NEW YORK (17)....... Suite 2790, 200 E. 42d St. DALLAS (1)... ..... Suite 1716 Southland Center 
CHICAGO (3). .....607 First National Bank Bldg. SEATTLE (1)... Suite 307, 500 Wall St. 


EL MONTE, СА! ...............Р. O. Box 2012 SANTA CLARA, CAL............ 606 Alviso Road 
DENVER (2)......... 323 Railway Exchange Bldg. 


Long Beach, Calif. 
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protect 
your owner 
and yourself 


with time- tested masonry watarprocting 


It costs no more to use superior, time-tested materials to protect 
masonry structures, above and below grade, but it will give you 
and your owners greater satisfaction in lowered maintenance costs 
in the years to come. Since 1912, Standard Dry Wall Products, 
Inc., has been in no other business than the бурш testing 
and "production of quality waterproofing, = 
protective and corrective treatments for 
masonry. If you have a special problem, 
our highly-trained field engineers are avail- 
able to assist you. Our THORO System 
materials are stocked in every locality to 
provide an immediate source of supply. 
Use the coupon to obtain our new 20-page 
specification guide. Ask your dealer about 
our new ''broad-brush"' cost-saving 
method of applying Thoroseal. 


Please send new 20-page specification guide describing all products 
and uses. 


St d d Dry Wall 
an al Products, Inc. 
BOX X (1) New Eagle, Pa. 


Plants at New Eagle, Pennsylvania and Centerville, Indiana 
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The Record Reports 


Speaker at Hospital Conference 
Urges Planning Cooperation 
Medical officers and hospital admin- 
istrators gathered in Edinburgh for 
the International Hospital Congress, 
held June 1-6 this year. This was the 
eleventh Congress organized by the 
International Hospital Federation. 
The program revolved around the 
theme “Efficiency Methods in Hos- 
pitals.” 

Discussing “Efficiency Methods as 
Applied to Planning and Construc- 
tion,” G. Birch-Lindgren, of Sweden, 
observed that in designing the hos- 
pital it is necessary to consider not 
only medical factors, but operational. 
administrative and economic factors 
as well. But, he added, “a hospital or 
a department in a hospital must be 
built in such a way that it can easily 
be operated not only by its first oc- 
cupier; it must be planned in such a 
way that it can be used by a series 
of oceupants without many elaborate 
changes." Mr. Birch-Lindgren's sum- 
mary of the "ideal" pattern of co- 
operation in hospital planning was 
that: *(1) Hospital planning is a 
specialty, which makes specialists— 
both architects and  engineers— 
necessary; (2) doctors, nurses, ad- 
ministrators, heads of service depart- 
ments must be consulted and given 
ample opportunity to express their 
opinions and take part in the plan- 
ning; (3) the final decisions ought to 
be taken, however, by people with 
experience in hospital planning as a 
whole and who are acquainted with 
the medical, operational, administra- 
tive and economic sides of the prob- 
lem." 

In addition to Mr. Birch-Lind- 
gren's address, other papers were 
read on planning and on hospital pro- 
cedures which affect the planning 
process, as well as on more strictly 
administrative subjects. The papers 
have been published by the Interna- 
tional Hospital Federation, at 34 
King Street, London, E. C. 2, Eng- 
land. 


Ward Design 
An architectural exhibition on hos- 
pital ward design was held in con- 
nection with the congress; it was 
organized by an architectural com- 
mittee for the Scottish Organizing 
Committee for the Congress. The ex- 
amples are all taken from British 
hospitals, and plans and descriptions 
of each of the included hospitals have 
been published in a brochure titled 
“Hospital Ward Design," which is 
also available from the International 
Hospital Federation. 

more news on page 326 


How to plumb 
a building that 
isn’t there! 


Residents of Denver couldn’t believe their eyes as they watched the 
Alida Rae Apartment building start to go up. The foundations were hardly in 
place before the plumbing lines were installed. 


There was no error. Joe Harris of Harris & Company Plumbing was merely 
using a new technique, worked out with S. W. Haan, the architect /engineer, 
to save space, time and money. 


With NIBCO fittings from Amstan Supply, Harris employees (members 

of Denver Plumbers’ Local #3) prefabricated a copper system for this three- 
story building at the shop, hauled it to location and set it up. With 

no bother, no fuss, they completed the entire plumbing in three trips 

to the site: (1) Laid underground lines; (2) Set the 

prefabricated “trees”; (3) Set the fixtures. 


NIBCO INC., Dept. J-2111, Elkhart, Indiana 


SEND FOR FREE DRAINAGE CATALOG DWV-2 NIBCO 
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When it comes to door S 


TUBELITE* DOORS 


This inviting entrance to David's Shoes 
in Macon, Georgia, culminates in the 
simplicity of double Tusstrre Doors. 
Concealed channel-type anchors hold all 
frame seams to a hair line joint so that 
there is no structural blemish to mar the 
smoothness of the superb aluminum fin- 
ish. The Товецте Door frames have an 
exclusive interlocking feature which gives 
them utmost rigidity, and assures that 
their shape will remain true through long 
and continued use. Standard or specially 
designed handles can be applied directly 
to the glass for complete open vision. 
General Contractor: W. E. Dixon, Macon, 
Georgia. 


WEST TENSION DOORS 


Narrow stiles characterize WEST TENSION 
Doors but there is no sacrifice of rugged 
strength. 14” thick glass held under com- 
pression in the metal frame makes a solid 
unit which can never sag, rack or get 
out of alignment. Its simplicity makes it 
compatible with a wide variety of archi- 
tectural designs. It can be operated with 
any type of automatic opening device. 
West Tension Doors are moderately 
priced and completely dependable in 
operation. Cumberland Savings and Loan 
Association, Portland, Maine; Architects: 
Wadsworth & Boston, Portland, Maine. 
General Contractor: Paul B. McLellan Co., 
Portland, Maine. Glazing by Soule Glass 
& Paint Co., Portland, Maine. 
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come to PITTSBURGH 


In the Pittsburgh line of quality doors, 
there are three distinct types . . . HEncu- 
тв, West and Товвитв. In the various 
sizes and styles of these three types of 
doors, you can find a model that will 
fit perfectly into any architectural setting. 
All three types of Pittsburgh Doors are 
handsome in appearance and completely 
dependable in operation. 

For complete and detailed information 
on Pittsburgh Doors, see Sweet’s Archi- 
tectural File, sections 16a and 16b. Infor- 
mation may also be obtained by writing 
directly to Pittsburgh Plate Glass Com- 
pany, Room 9213, 632 Fort Duquesne 
Blvd., Pittsburgh 22, Pennsylvania. 

PITTCOMATIC®. . . is the nation’s finest 
automatic door opener and may be in- 


stalled with any type of Pittsburgh Door. 


A simple, hydraulic, motor-driven unit, 


activated by either handle or mat control, 
is easy to install and maintain, and it is 
always completely concealed. 


HERCULITE® DOORS 


In this entrance to the Thorofare Market in 
Mt. Lebanon, Pennsylvania, HERcULITE Tem- 
pered Plate Glass Doors are installed with 
'ТовкитЕ frames. The wide doorways provide 
easy access and at the same time framing 
members blend with the architectural pattern 
established by the adjacent metal window- 
settings. For the convenience of heavy-laden 
shoppers and pushcart traffic, Prrrcomatic 
mat-controlled automatic door openers oper- 
ate efficiently and dependably, and eliminate 
confusion in this heavily traveled area. Architect: 
Charles Roberts, A.I.A., Pittsburgh, Pa. General 
Contractor: White & Cunningham, Pittsburgh, Pa. 


PITTS B U RG H DOO RS ‚. for entrances of enduring distinction 


PAINTS * GLASS * CHEMICALS · BRUSHES * PLASTICS ' FIBER GLASS 


PITTSBURGH PLATE GLASS COMPANY 


IN CANADA: CANADIAN PITTSBURGH INDUSTRIES LIMITED 
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The Record Reports 


On the Calendar 


November 


2-5 


2-5 


THE BEAUTY 
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12th Regional Meeting, Amer- 
ican Concrete Institute—Con- 
tinental Hilton and Del Prado 
Hotels, Mexico City 

11th Exposition of the Air- 
Conditioning and Refrigera- 
tion Industry — Convention 
Hall, Atlantic City 

National Hotel Exposition— 
The Coliseum, New York 
Annual Conference, Atomic 
Industrial Forum, and Winter 


of wood... 


Concordia Evangelical Lutheran Church 
Conover, N. C. 

Architect—A. G. Odell, Jr., & Associates 
Charlotte, N. C. 


THE MIRACLE 


Meeting, 


tel, Washington 


2-6 National Metal 
Chicago 
2-7 Fifth Annual 


—Deauville 
Beach 


Hotel, 
6-12 


tate Boards—Toronto 


11-13 Annual Fall Conference, Na- 
tional Fire Protection Associ- 


ation—Des Moines 


of lamination 


. . . together, an Open Sesame to 
limitless new design horizons .. . 
a challenge to creative ability ... 
an invitation to worthwhile contri- 
butions to architecture. 


. .. As pioneers in lamination, 
UNIT offers product perfection 
attainable only through master 
craftsmanship. 


. . . UNIT laminated arches and 
beams reflect patient attention to 
details of fabrication in the natural 
beauty óf wood, the medium you 
have chosen for fulfillment of your 
creative design. 


UNIT's staff of experienced structural engineers, trained product con- 
sultants and careful estimators can help you keep your projects “in the 
money.” May we tell you HOW ? Write or call for details. No obligation, 


Charter Member of AITC 
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UNIT STRUCTURES, INC. 


General Offices—Peshtigo, Wisconsin 
Plants at Peshtigo, Wisconsin, and Magnolia, Arkansas 
Sales Offices In AII Principal Cities 


ber 1959 


American Nuclear 
Society—Sheraton-Park 


Exposition— 
Convention, 


Prestressed Concrete Institute 


52nd Annual Convention, Na- 
tional Association of Real Es- 


12-13 


12-14 


14-17 


16-18 


16-20 


December 


1-4 


11-15 


January 


12-15 


25-28 


Annual Meeting, American 
Society of Industrial Design- 
ers; theme, “Planning by De- 
sign: In a World of Product 
Change"—Hotel — Statler-Hil- 
ton, New York 

Annual Meeting, Florida As- 
sociation of Architects—Jack- 
sonville 

Sixth Annual National Retail 
Lumber Dealers Association 
Building Products Exposition 


—Public Auditorium, Cleve- 
land 
Silver Anniversary Conven- 


tion, Structural Clay Products 
Institute—Greenbrier Ноќе], 
White Sulphur Springs, W. 
Va. 

Automation Show and Con- 
ference on Materials Handling 


—New York Trade Show 
Building, New York 
Fall Conferences, Building 


Research Institute—Shoreham 
Hotel, Washington 

Annual Meeting, American 
Society of Mechanical Engi- 
neers; through Dec. 4—Chal- 
fonte Haddon Hall, Atlantic 
City 


Annual Convention, National 
Warm Air Heating and Air 
Conditioning Association— 
Chase Park-Plaza Hotel, St. 
Louis 

Third Annual Swimming Pool 
Exposition and National Con- 
vention of National Swimming 
Pool Institute—The Coliseum 
and Hotel Statler-Hilton, New 
York 


16th Annual Technical Con- 
ference, Society of Plastics 
Engineers—Conrad Hilton Ho- 
tel, Chicago 

16th Annual Convention and 
Exposition, National Associa- 
tion of Home Builders—Con- 
rad Hilton and Sherman Ho- 
tels and The Coliseum, Chica- 
go 

Plant Maintenance and Engi- 
neering Show— Convention 
Hall, Philadelphia 


Office Notes 
Offices Opened 

Denis Beatty, A.I.A., has opened 
an office for the practice of archi- 
tecture at 693 Mission St., San Fran- 


cisco 5. 
Richard C. Byce and Associates, 


continued on page 334 


Take a surface . . . most any interior surface. Imagine the gentle 


glimmer of wisps of gold on a background of yellow, beige, pink or 


white. THIS DISTINCTIVE NEW PATTERN IS 
PANELYTE “GOLDEN WISP.” Lovely to look at. 
Lastingly durable. No trouble to care for. As America’s style leader 
in decorative laminates, Panelyte was first with metallic effects, 
creating a popular trend. “Golden Wisp” is our latest addition 
to a whole colorful line of patterns—all sparked with imagination. 


May we send 
you free samples 
of color- 
coordinated 
Panelyte? Write 
Panelyte 
Division, 

St. Regis Paper 
Company, 150 
East 42nd St., 
New York 17, 
New York. 
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The incorporation of the Massachusetts 
Гіпе® into the Peerless Electric product 
parade now makes it possible for Peerless 
Electric to supply fans and blowers with 
4" to 86" wheels. Special units are being 
produced to customer, engineer, and gov- 
ernment specifications every day. If you 
are an engineer, we suggest that you con- 
sider the specification of Peerless Electric 


Fans and Blowers. If you are a customer, 


dependable air moving 


обла. Electric. STANDARDS 


KNOWLEDGE . SKILL 
SERVICE . RESPON 


bla 


equipment 


you are assured that you are getting the 
best air moving equipment money can buy. 
If you are an installer, you will find that 
Peerless Electric products work in easily, 
quickly, and arrive at the job site com- 
pletely ready for installation. Look for the 
name plate of quality — backed by 
Peerless Electric standards . . . knowledge 
... Skill. . . service . . . and responsibility. 


Write Today for Catalogs! 


e m 


1 
i 
H 


FAN AND BLOWER DIVISION 


me обла. Electric company 


Also Manufacturing The Massachusetts Line® 
WARREN, OHIO 
Member of the Air Moving and Conditioning Association, Inc. (AMCA) 
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PORCENA 


for schools, public buildings, deluxe installations 


You can be confident of beauty, of long-run economy, when you 
select Sanymetal Porcena porcelain enamel on steel as the material 
for toilet compartments. In s of 


Sanymetal uses extra strong hardware t Do epu сита, ч 
especially designed for porcelain, such as of Porcena ЕЕ iA 
these brackets designed to properly material or des; 


carry the weight of large panels and 


prevent sagging. and the rect handling and 


. For an example of 
m, where 


calendar day, but where a $; 1 
stood up, year after y ithout damage. 


Sanymetal 


DELUXE, Porcena installations should 
have hardware that is beautiful as well as 


| strong. Flush design of Sanymetal hinges, THE NAME PLATE 
hinge brackets, latches, etc., gives you the IDENTIFIES EVERY PRODUCTS COMPANY, INC. 
асаа 1689 Urbana Road, Cleveland 12, Ohlo 


clean, attractive appearance you want. 
Representatives in principal cities 
in Canada: Westeel Products, Ltd., Montreal, Toronto, Winnipeg 


Ow the Flouda A 


STRUCTURAL STEEL 


NGALLS 


by 


Jacksonville's new City Hall will soon join 
the Prudential Building in Jacksonville 
another imposing addition to the progr 
Florida skyline. Like the Prudential Building, 
structural steel for the City Hall will be 
fabricated and erected by Ingalls. 

When you call on Ingalls for fabricated 
structural steel...as do so many leading 
companies throughout the United States... 
you get not only the advantages of a strong 
economical framing material, but also the 
extra benefits of Ingalls’ fabricating “know 
how" through 49 years of experience. 

Haye you a building, power house, bridge, 
plant, in the planning stage? If so, we believe 
it will be to your advantage to consult us today. 


Sco A 


FABRICATORS 
SED 


Reynolds, Smith and Hills 
Architects and Engineers 

2 The Auchter Company 

im General Contractor THE 


; INGALLS 


IRON WORKS 
Structural Steel Fabrication—The Ingalls Iron Works Co. С O M PA NY 


Structural Steel Erection—The Ingalls Steel Construction Co. Executive Offices 
BIRMINGHAM, ALABAMA 


CITY HALL © 
JACKSONVILLE, FLORIDA | 


E 


INGALLS INDUSTRIES ARE: 

The Ingalls tron Works Company, Sales Ollices: New York, Pittsburgh, Chicago, Houston, New Orleans, Atlanta + The Ingalls Steel Construction Company, Sales Offices: New York 
Chicago, New Orleans, Pittsburgh, Houston, Atlanta + Birmingham Tank Company, Sàl ices: New York, Pittsburgh, Chicago, Atlanta, New Orleans, Pascagoula 

The Ingalls Shipbuilding Corporation, Shipyards: Pascagoula, Mississippi: Decatur, Alabama + Sales Ollices: New York, Chicago, Washington. Houston, New Orleans, Atlanta 
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one thing 


іп common...— 


...their tableware was washed by a Hobart 


Flight-Type dishwasher...standard for volume operations 


Hobart Flight-Type Dishwashers 


Completely automatic power-water-scrapping, power 
washing and rinsing, with human supervision reduced to 
a minimum. Dishes are continuously racked in conveyor 
between resilient, stainless steel—“flight links"—tipped 
with nylon which protects chinaware against markings. 
Stainless steel side links, rollers, tie rods. Famed Hobart 
combination jet-powered and revolving wash system in- 
sures thorough sanitation. Flight-type sizes range from 
12 to 26 ft. long, with conveyor speeds from 5 to 12 ft. 
per minute. Dozens of other exclusive features make it 
the most advanced dishwasher made. 


Hob ex st MACHINES 


The World's Oldest and Largest Manufacturer 
of Food, Bakery, Kitchen and Dishwashing Machines 


teer tt nn 


Whether in a restaurant, hotel...cafeteria in an office 
building, school or industry, they do have one thing 
in common! They eat every day, and agree with you 
on clean tableware. Hobart dishwashers are the 
unparalleled answer. “Unequaled speed, thorough- 
ness and efficiency" skims over the Hobart flight- 
type dishwasher story much too fast. For here is 
every dishwashing service you need built into one 
amazingly fast machine (many models)—custom- 
designed to cut costs in volume food operations. 
Fully automatic, it delivers the lowest possible oper- 
ating cost, with traditional Hobart dependability. 

If your plans are for less than large volume oper- 
ations, be sure to see the complete line of more than 
50 Hobart dishwashers—one is exactly right for 
every specification. 


Nationwide Service through over 200 Hobart Service Offices... 
the largest network of service in the industry. 


The Hobart Manufacturing Co., Dept. HAR, Troy, Ohio 


Please send me more information on: [7] The Hobart flight- 
type dishwasher, [C] the complete dishwasher line. C] I would 
like the name of my nearest Hobart dealer. 


Firm name. 

My пате......... 

Address...» М ee OC HR ELEC NE PUER 
Су. о.ни RE КУЙУУ Zone. «Sale iii iios 


Chosen for its workability and ability to blend with the beauty of the 1 
straight grain wood is utilized in osed framing throughout the Motel on the 
Mountain, Suffern, N.Y. Architects: Harwell Hamilton Harris, Perkins and Will, 


andscape, 


Mf all building materials, only wood offers so 
hany fastening and finishing possibilities. Carved 
г curved, nailed or glued, stained or painted . . . 
ood quickens the imagination, lends itself to 
Bins use in your designs. 


)n the practical side, this workability of wood 
rings about construction economies. Carpenters 
ww wood, work easily with this universal mate- 
ial. Structural members, siding, flooring, panel- 


Exposed framing, 2" lumber on edge in decking and ceiling, on 
the porch of this new Lake Grove, Ore. lakefront home, form a 
natural setting for a scenic view. Architect: Van Evera Bailey. 


jreat laminated members 
ave been used, with exposed 
bof deck and walls of wood, 
ructurally апа decoratively 

the Tokeneke Elementary 
Bchool, Darien, Conn. Archi- 
ects: O'Connor & Kilhan. 


or new answers...look to WOOD 


faximum workability... one of wood's great contributions to design 
2 c 


ing... wood holds the workable solution to your next 

design problem. For more design information on 

wood, write: 

NATIONAL LUMBER MANUFACTURERS ASSOCIATION 
Wood Information Center, 1319 18th St., N.W., Washington 6, D.C. 


SS 


ШИШ 


Church of the Redeemer, Baltimore, Md., matches several 
species of wood in siding, ceiling and towering laminated 
arches for a spacious, uplifting feeling. Architect: Pietro Belluschi. 
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The Record Reports 


Inc., engineering firm, has been es- 
tablished at 428 W. South St., Kala- 
mazoo, Mich. 

Courtney E. Robinson, A.I.A., has 
opened an office for the practice of 
architecture at 1924 St. Joe Blvd., 
Fort Wayne, Ind. 

Friedrich H. Schmitt has opened 
an office for the practice of archi- 
tecture at 1208 E. Morehead St., 
Charlotte, N. C. 

Stuart L. Werner, 


A.LA., has 


opened an office for the practice of 


Cholve STORAGE PROBLEMS 
WITH 


SPECIFY THIS LOW COST SHELVING 


Erecta-Shelf's steel rod construction supports ор to 1,000 Ibs. per 
shelf! Shelves and uprights friction-fit into place without nuts, 
bolts or special tools! Assembly takes only minutes. Simple addi- 
tions adapt Erecta-Shelf to most any height, depth or length 
requirement. You can count on Erecta-Shelf for a quick, easy, low 
cost solution to just about any storage problem! 


WRITE FOR A FREE CATALOG TODAY! 


ERECTA HIER 


architecture at 1012 17th St., N. W., 
Washington. 


kitm ПИШЕ = ee 

The Sidney W. Barbanel Organiza- 
tion, consulting engineers of Long 
Island City, N. Y., announces the ap- 
pointment of Saul Neufeld as execu- 
tive engineer in charge of the Miami 
office, 

Percy D. Bentley, Architect, Esley 
D. Harden, Associate Architect, is 
the new name of the firm formerly 


® Erecta-Shelf on wheels 
rolls away storage 
problems 


® Corner Broces eliminate 
post, permitting full use of 
corner space. 


® Erecla-Shelf plotforms 
keep storage high and 
dry. Simplifies cleaning! 


® Shelf Dividers adjust to 
any atrangement, to 
make neat, orderly com- 
"orments. 


® Bock спа Side Braces 
keep storage from falling 
н. 


a quality product of 


METROPOLITAN WIRE GOODS CORP. 


N. WASHINGTON ST. and GEORGE AVE. 
WILKES-BARRE, PA. 
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known by Mr. Bentley's name alone. 
The firm also has a new address: 
56 13th Ave. West, Eugene, Ore. 

Fineh, Alexander, Barnes, Roths- 
child & Paschal, Architects, an- 
nounees the organization of an inter- 
ior design department headed by 
William L. Pulgram, A.LA., ana 
ciate in the firm. Address: 70 Fairlie 
St, N. W., Atlanta 3. 

Hankin, Stull & Backes announces 
the retirement of Ned Ray Stull and 
the continuation of the partnership 
for the practice of architecture un- 
der the name Hankin & Backes. Ad- 
dress: 495 W. Hanover St., Trenton, 
N. J. 

Harley, Ellington & Day, Inc., De- 
troit architects and engineers, an- 
nounces the promotions of James E. 
Gibson, A.LA., to project adminis- 
trator and Robert C. Cunov to chief 
structural engineer. 

Kegley, Westphall & Arbogast, 
Los Angeles architects, announces 
the election of James B. Stewart, 
A.I.A., as vice president. Mr. Stewart 
remains at 550 W. 5th St., San Pedro, 
Calif., which is now a branch office 
of the firm. 

Thorshov & Cerny, Ine., Minneap- 
olis and St. Paul architects and engi- 
neers, announces several changes: 
expansion of corporate ownership 
to include not only Roy N. Thorshov. 
president, and Robert G. Cerny, ex- 
ecutive vice president, but also now 
Cecil M. Tammen, Newton E. Grif- 
fith, John G. Rauma, Frederick J. 
Bentz, Foster W. Dunwiddie, Wil- 
liam J. Miller, and Kenneth R. White- 
head, vice presidents, and John G. 
Cook, secreta reasurer. The group 
of ten comprises the firm's board of 
directors. Also announced were the 
recent promotions of Messrs. Dun- 
widdie, Miller, Whitehead, and Cook 
to their present positions as listed 
above. Also announced were the pro- 
motions of Francis R. Meisch to ma- 
terials control manager, Richard A. 
Peterson to chief draftsman, Rich- 
ard L. Peterson to chief mechanical 
engineer, Gerald Paulson to chief 
struetural engineer, and Leonard 
Johnson to chief electrical engineer. 

Frederic P. Wiedersum Associates, 
architects and engineers, announces 
the opening of a new office at 4400 
Post Ave, Miami Beach. The other 
offices are in New York, Valley 
Stream, N. Y., and Trenton, N. J. 


New Addresses 


Wilfred E. Blessing, A.LA., 3593 
Stevens Creek Blvd., Santa Clara, 
Calif. 

John D. Randall and Associates, 
Architects, 30 N. La Salle St., Chi- 
cago 2. 
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A new world of shopping convenience... 
served by Westinghouse 
electrical equipment С) 


ou CAN BE SURE... ir IT'S Westinghouse 


-94100-1 


COVER PHOTO 


Aerial view shows May 
On-The-Heights suburban 
store near Cleveland, Ohio, 
and part of its 18 ac of 
parking facilities. Adequate 
parking, protected wal 
ways and convenient en- 
trance to the store are at- 
tractive inducements to 
suburban shopping. 


Close-up of new store building shows 
oneentrancearea. Multipleentrances 
at two store levels provide two “first” 
floors and permit greater flexibility 
in customer traffic flow. Building is 
of reinforced concrete with all 


walls covered with various colors of 


textured brick. 


air Dining Room offers guests 

ing atmosphere of glass, light 

One end of room 

overlooks a small court having an 

interesting modernistic fountain and 
colorful plants. 


таша 


E 3v 
Aes 


J-94100-2 


Over-all view of Mays-On-The-Heights shows entrances and spacious terrace cre- 
ated by protected walkways. Westinghouse OV-20 street lights with Westinghouse 
mercury-vapor lamps in the huge tw: vel parking area are functional as well a 

decorative, combining glare-free visibility with virtual elimination of maintenance. 


New suburban store says "Watch Us Grow" 


... architect provides for 


future electrical needs 


Mays-On-The-Heights, whose slogan is “Watch Us 
Grow," is a new suburban department store near 
Cleveland, Ohio. Owned and operated by The May 
Company Department Stores, Inc., it is the largest 
suburban store between New York and Detroit and 
one of the 10 largest in the country. 

Especially designed to meet suburban shopping 
needs, the store has 353,000 square feet of space on 
four selling floors, employs 1000 people, and will 
accommodate 2000 cars in its two-level parking lot. 

'The careful design which distinguishes this new 
store goes beyond the many obvious architectural 
features. The electrical system has been carefully 
planned to provide maximum shopper comfort and 
convenience. Every item of Westinghouse equipment 
—power centers, switchgear, panelboards, circuit 


Leo J. Chak, The May Company Building Superintendent, 
and James Miller, Westinghouse Construction Sales Engi- 
neer, read current being used in low-voltage switchgear sec- 
tion as George Friedlander, Phillips Electric Co., Electrical 
Contractors, points out current being drawn is less than half 
that available in system. Power center has built-in capacity 
for expansion. 


breakers, safety switches, transformers and controls 

was selected for its ability to provide dependable, 
uninterrupted service and for future expansion as 
store growth requires it. 

In addition to the electrical distribution system, 
Westinghouse outdoor lighting makes shopping safe 
and convenient. And shopper transportation 
throughout the building is rapid and convenient with 


Westinghouse elevators. (cont.) 


you CAN BE SURE...ir ITS 


Westinghouse 


[S] Over 275 Pages Westinghouse Data in Sweet's Architectural File, 


Earl T.'Stratton, Westinghouse Product Specialist, George 
Friedlander and J. C. Kamuf, WESCO, discuss features of 
Westinghouse CDP convertible panelboard, which provides 
feeder protection and control of 480-v power in mechanical 
equipment room. Type NLAB lighting panelboard and Class 
15-825 contactors at right of CDP panelboard are used for 
120-v lighting. 


J-94100-3 


New May Company store installs 
electrical system for present and future 
needs . . . now says “Watch Us Grow" 


(cont., 


The May Company slogan, “Watch Us Grow,” had a definite 
influence on planning by the owner, the architect, the contractors 
and Westinghouse. The architect’s use of the electrical system as 
a readily expandable design element enables the owner to double 
the electrical load on the system before it becomes necessary to 
add more power equipment. 

A Westinghouse construction specialist can be of service in your 
planning. Call the Westinghouse sales office near you, or write: 
Westinghouse Electric Corporation, Box 868, Pittsburgh 30, Pa. 


OWNER: The May Company Department Stores, Inc. 
ARCHITECT-ENGINEER: Victor Gruen Associates, Detroit, Mich. 
ASSOCIATE ARCHITECT: Jack Alan Bialosky, Cleveland, Ohio 
GENERAL CONTRACTOR: The Sam W. Emerson Co., Cleveland, Ohio 
ELECTRICAL CONTRACTOR: The Phillips Electric Co., Cleveland, Ohio 


WESTINGHOUSE DISTRIBUTOR: 
Westinghouse Electric Supply Co., Cleveland, Ohio 


[S] Over 275 Pages Westinghouse Data in Sweet's Architectural File, 


You САН BE SURE...1F irs V Vestinghouse 


WATCH “WESTINGHOUSE LUCILLE BALL-DESI ARNAZ SHOWS 


CBS TV FRIDAYS 


J-94100-4 


F. B, Burbank, Westinghouse Area Sales Manager, 
Leo J. Chak and George Friedlander are shown in 
front of Class 11-350 motor control center installed 
in mechanical equipment room. This compact West- 
inghouse unit centralizes all motor controls to save 
inspection time and reduce service problems. 


Walter Mack, ''he May Company Maintenance 
Supervisor, and E. E. Croushore, Jr., Westinghouse 
Construction Sales Engineer, take reading from 
ammeter on Westinghouse indoor metal-clad switch- 
gear. Two 50 DH 150 air circuit breakers are used 
as feeders for the two Westinghouse 2000-kva power 
centers located at top of building. Utility company 


metering section is in far left compartment. 


DUKE... Pioneers in Food Service Progress! 


Food service equipment to match modern 


school architecture: 


pioneers 
new ideas in 
food service 
equipment 


THURMADUKE WATERLESS 
FOOD WARMERS AND 
PORTABLE FOOD WARMERS 


SERVICE TABLES 
CAFETERIA COUNTERS 
AEROHOT 


Specify food service equipment that will 
match your modern school architecture. 
Recommend Duke...famed for ultra- 
modern styling and efficiency in schools, 
restaurants and institutions everywhere. Plan 
from a complete, precision-engineered line, 
including Duke Cafeteria Counters with sani- 
tary all-welded, all-steel construction . . . and 
the original Thurmaduke Waterless Food 
Warmer (favored by 2 to 1 in schools today). 
Here's maximum flexibility in design and 
sizes that enables you to specify according 
to your client's exact needs. 


Get all the facts and specifications. Find out 
how Duke can help you with your layouts 
and plans. Mail coupon and consult your 
Sweet's Catalog file. 


DUKE 


' ——————— ÁO = 
1 

à Clip and аё da; DUKE Manufacturing Co., Dept. 109 1 
П 2305 М. Broadway, St. Louis 6, Mo. 1 
д a 
? Please send me information and specifications on one or all of following: H 
| — [] Thurmaduke Waterless Food Warmers and Portable Food Warmers [] Service Tables — | 
1 (0 Cofeteria Counters [Г] Low-cost Aerohot Food Warmers and Tables a 
l лге yov interested in name of Duke dealer-representative in your area who can help you with | 
1 food service equipment planning? Check here if you desire this information: o ' 
! Nome .— D se meg EX Title. 1 
коке 3 3 — Н 
П Addres , E i 
D ong n = Zone State H 
es et te mi mx ms mm т 4 So - =e =. ш та рз шк Еа ка тш ва гай 
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Corrugated Transite sheets add eye appeal to 
lounges and terraces. 


CORRUGATED 


asbestos 


TRANSITE 


...for eye appeal— 


...for rugged service 


340 ARCHITECTURAL RECORD November 1959 


Corrugated Transite sheets provide rugged service 
for industrial and commercial buildings. 


Johns-Manville Corrugated Transite sheets wear 
like stone. They are made of two virtually in- 
destructible materials — asbestos and cement. 
Corrugated Transite can't burn, can't rot, can't 
rust—requires practically no maintenance. 


Use it inside or outside—paint it a color or 
take advantage of its innate stone-gray attractive- 
ness—use it with other materials for contrast or 
variation—use it alone to emphasize the light 
and shadow of the corrugations, 


Sheets of Corrugated Transite are 42" wide (10 
corrugations) in lengths up to 12'—cover big 
areas quickly with minimum framing. For full 
information on this versatile material, send for 
the free 32-page brochure, “Corrugated Asbestos 
Transite.” Write to Johns-Manville, Box 158, 
New York 16, N. Y. In Canada, Port Credit, Ont. 


JOHNS-MANVILLE 


JOHNS-MANVILLE JM 


PRODUCTS 


wood casements 


implement dramatic fenestration 


Here, PELLA WOOD CASEMENTS show their versa- 
tility by combining nicely with rectangular and 
trapezoidal fixed units . . . grouped over PELLA 


MP WINDOWS installed as awning-type ventilators. 


For true flexibility in window planning, these 
quality wood casements are available in a wide 
range of sizes and pleasing proportions to help 
you achieve hundreds of attractive arrangements. 


PELLA's new glass height of 68" provides a new 
creative dimension for vertical themes in resi- 


dential, commercial and municipal buildings. 


Full specifications in Sweet’s, For the nearest 
U. S. or Canadian distributor, consult your classi- 


fied telephone directory. 


ROLSCREEN COMPANY, PELLA, IOWA. 


PELLA WOOD CASEMENTS CON- 
TRIBUTE DESIGN CHARACTER AND 
LOWER MAINTENANCE EXPENSE TO 
NON-RESIDENTIAL BUILDINGS. 
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A Washington Report 


continued from page 60 


ials. However, fallout can deny the 
use of inanimate objects to man until 
they are decontaminated by removing 
the radioactive particles. 

4. Crater—Such hard structures 
as underground installations are 
quite invulnerable to the other effects, 
but can be destroyed by the crater- 
ing effect of a surface burst. The 
damage would not be confined to just 
the crater dimensions, but would ex- 
tend also into the rupture zone, a 
region having a diameter about twice 
the crater diameter. Almost no struc- 
ture nor its occupants would survive 


within this region. (The report car- 
ries a drawing to indicate cratering 
in dry soil. This gives a depth of 140 
ft and a diameter of 1300 ft for a 
one-megaton burst, and a depth of 
240 ft and a diameter of 2500 ft for 
a 10-megaton burst.) 

Under problems related to a na- 
tional system of survival measures, 
the subcommittee listed several fac- 
tors, some of which follow: 

—The need for a formal radiologi- 
cal defense system disappears at fall- 
out levels less than a standard inten- 
sity of 100 roentgens per hr at one 


MOLDED IN FIBERGLASS 


ALLA FILE No. 29-H-1 


HAWS Model 10Y: reinforced fiber- 
glass plastic, heat laminated, vac- 


1+ uum molded. Concealed hanger and 


— i tectural File. 


i lag screws, For complete details 
Ap see Haws Catalog in Sweet's Archi- 


In fiberglass, in color... and a design as fresh as the latest archi- 
tectural trends! HAWS Model 10Y brings welcome beauty and 
color appeal to school and institutional environments. It’s 
vacuum molded in tough, lightweight, acid resisting fiberglass 
—with smooth lines and 100% concealed trim. HAWS vandal 
proof, shielded bubblers are anti-squirt, with HAWS Flow 
Controls. Choose from five decorator colors and white at no 
extra cost! Write for the complete specs on Model 10Y (and 
also Model 10X, the same fine design in enameled iron). 


See HAWS Catalog in Sweets Architectural File for 


data on the entire Haws line. 


HWS 


1441 FOURTH STREET 
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hr. The protection afforded by exist- 
ing buildings is generally adequate 
for this condition. (A shielding fac- 
tor of 10 is provided in the basement 
of some two-story houses.) 

—Most buildings offering a shield- 
ing factor of 100 or more are locat- 
ed in metropolitan centers and will 
be vulnerable to the effects of blast 
and fire if that area is a target. 

— Very good protection can be pro- 
vided by underground shelters. The 
best information available is for a 
partieular design based on a 24- by 
48-ft ammunition-storage magazine 
(quonset hut type) buried under 
three ft of earth. 

—Such a shelter, developed by the 
U. S. Naval Radiological Defense 
Laboratory and tested in cooperation 
with the Atomie Energy Commis- 
sion, provides for 100 people at an 
estimated cost of $100 to $125 per 
person sheltered. It provides a shield- 
ing factor for radiation of 1000 or 
more, and protection against blast at 
a level of 10 lb per sq in. Protection 
against mass fires can also be pro- 
vided. 

Тһе shelter сап be designed for 
a protection against a blast pressure 
of 35 lb per sq in. Availability of 
such protection under conditions of 
the subcommittee's hypothetical at- 
tack could reduce the fatalities from 
approximately 25 per cent of the 
U. S. population to about three per- 
cent. (All of these would result from 
immediate blast effects, no deaths 
from either thermal or nuclear radia- 
tion anticipated under these condi- 
tions.) 

—Cost of providing protection for 
200 million people at the levels pre- 
scribed by the higher performance 
defense system was estimated as be- 
tween $5 billion and $20 billion, de- 
pending on use of existing facilities. 
The cost is almost entirely in the shel- 
ter phase. 

New data on group type shelters 
discloses : 

1. On the first floor of a two-story 
wood building, the radiation was es- 
timated to average about one-half of 
that outside. On the first floor of a 
brick building, it was one-seventh. 

2. Closing openings in basements 
with bricks or sandbags will reduce 
the radiation in the basement by a 
significant amount. 

3. Radiation dose rates inside fire- 
places and behind masonry chimneys 
are lower than those in the center of 
the room. 

4. A heavy table covered with 7.5 
in. of concrete block and placed in 
the corner of a basement will reduce 
the radiation dose rate by a factor of 
200 to 1000 over that observed on the 
ground outside the structure. 


PELLA WOOD FOLDING DOORS combine me- 
chanical perfection with the rich beauty 
of natural wood veneers. 


PELLA’s solid wood “Lamicor” construc- 
tion and close-fitting panels provide an 
efficient space divider for conference areas 
or class and dining rooms. Patented “Live 
Action” steel spring hinging makes even 
the largest units effortless to operate, with 
the doors folding very compactly for stor- 
age. Available in any width and in heights 


{ 


nd 
6 Fine Wood Ve 


REAL ESTATE OFFICE 
TUCSON, ARIZONA 
ARCHITECT: NICK SAKELLAR 


up to 12’1”, PELLA WOOD FOLDING DOORS 
arrive factory assembled, complete with 
all hardware necessary for quick, economi- 
cal installation. 


Next time an interior calls for folding 
doors, remember the “Live Action" and 
honest wood beauty of PELLA DOORS. Full 
specifications in Sweet's. For nearest U.S. 
or Canadian distributor, consult your 
classified telephone directory. ROLSCREEN 
COMPANY, PELLA, IOWA. 
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add the natural richness of real WOOD 
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LOUVRED 


CEILINGS 


3 а T reete PONES 
7 -RAY CU- ili 2 " 
Shown above is NEO-RAY CU-3636 unbroken louvred ceil ing pattern Community Arts Auditorium 


Wayne State University 


THE ANSWER TO ALL LIGHTING n 


SUREN PILAFIAN 


REQUIREMENTS AT STATE UNIVERSITY е ua 


Pei мешш» 
Ж Dear Sir: 

We used the Neo-Ray ceiling at the Wayne State University Auditorium Lobby be- 
cause it provided an overall lighting effect that would be easy to maintain and that 
would have a sparkling effect not found in more diffusing types of luminous ceilings. 
Also we wanted an unbroken distribution in the visual pattern of louvers, which this 
type provided, 

WRITE FOR Yours truly, 


FREE 
SAMPLE KIT 


NEW! SC MINI-CELL See our catalog in —— SPECIAL LOUVRE DESIGNS? 


7 Н Я 32а 
* ALUMINUM LOUVRE Sweet's Architectural File Sec. 22. Neo-Ray is recognized as the pioneer in the devel- 
ke ies ta opment and manufacture of louvred ceilings... 
... Ve" x Ve" x Ve" cells. IN THE SOUTH: with years of louvred ceiling experience. Let the 
..exclusive CEL-LOK PROCESS. See our petmanent display at “know-how” of our engineering department assist 


ARCHITECTS & ENGINEERS INSTITUTE you. No obligation, of course. 
- . -baked with enamel. 230 Spring St., Atlanta, Ga S 
г -or Ripple-Tex® low brightness. 


the louvre with the 
appearance of a lens. 


Send for the following literature: 
ON THE WEST COAST. ++. New Product Bulletin N-58 (Mini-Cell) 
GRUEN LIGHTING +++ Sweet's Architectural File for 1959 
8336 W. 3rd St., Los Angeles 48, Calif. +. Louvred Ceiling Catalog No. 544 


MANUFACTURERS OF LIGHTING FIXTURES INCLUDING 


: NEO-RAY PRODUCTS, Inc. 


: 315 East 22nd St. « New York 10, N. Y. 


LOUVRED CEILINGS . ROTO-STRIPF * — MODUM D TROFFERS 
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See why 
Pittsburgh Corning Products 
make the things you build 

cost less, last longer, look better 


example: 


Jewish Community Center, Camden, N.J. Architect: Vincent G. Kling, A.LA., Philadelphia, Pa. 


PG Glass Blocks to provide maximum diffused daylight inside while preserving privacy at this 
community center. 

Architect Vincent G. Kling found that PC Glass Blocks provided a four-way answer to an important 
design problem at the Jewish Community Center, Camden, N.J. The floor of the Center’s gymnasium 
is set below grade with one outer wall facing the entrance drive and highway. Good design called for a 
material able to admit as much softly diffused daylight as possible without sacrificing privacy . . . and 
without breaking up the broad planes of the elevation. Because of the location, it was also desirable to 
have a material rugged enough to withstand substantial abuse. The wall of PC Glass Blocks pictured 


above met the architect’s design need on all counts. 
Here you see an excellent example of PC Glass Blocks used with authority to insure that the material 


serves the design. This preservation of the architect’s authority over design is inherent throughout the 
full line of PC Glass Blocks: in the sweeping variety of functional and decorative patterns; in the new 
4 x 12 block; and in the broad spectrum of architecturally oriented face colors available. (Continued) 


TTS BURGH 


example: 


An ounce of wate 


Most thermal insulations absorb literally gallons of water in a surprisingly 
short time. FOAMGLAS insulation doe 
value? Think back to a time when you were caught on a bitter cold day 
with your feet freezing in wet socks. Your socks should have served as 
insulators. But they were wet and couldn’t insulate. An absorbent insulation 
soon reaches the point where it’s no more effective than your wet socks, 


sn't. What's that do to insulating 


And remember; most materials claiming to be waterproof do absorb 
airborne water vapor. When that vapor condenses inside the material, insu- 
lating value goes out the window. 


EITT SB. UZE G T 


or 100 gallons . . . the difference shows why - 
FOAMGLAS? insulation guarantees constant k-factor and nothing else can 


FOAMGLAS, on the other hand, is 20,000 times less permeable than the 
next most effective insulation. Thus, in the time it would take a given 
amount of FOAMGLAS to pick up an ounce of condensed water vapor, an 
identical quantity of any other insulation would pick up over 100 gallons. 
This contrast demonstrates why FOAMGLAS maintains its original effec- 


tiveness long after other materials have become too wet to insulate. 

This illustrates why it is so important for you to compare all insulating 
materials. High Voltage Engineering did and selected FOAMGLAS. See 
why on the next page. (Continued) 


CORNING 


example: 


FOAMGLAS Roof Insulation . . . comparison tested to prove its superiority for this High Voltage 
Engineering Corp. roof. 

Time and again, when insulations are carefully compared, FOAMGLAS gets the nod. High Voltage 
Engineering Corp. made a point by point comparison of roof insulations . . . and they picked FOAMGLAS 
for the roof of their new $1!5-million plant at Burlington, Mass. 

They found no other roof insulation could deliver as valuable a combination of benefits as FOAMGLAS. 
The combination? First, moisture resistance. As pointed out on the preceding page, FOAMGLAS stays 
dry, thus insuring constant insulating efficiency. And strength. The average ultimate compressive strength 
of FOAMGLAS is over 7 tons per sq. ft., so it forms a remarkably solid base for built up roofing. Easy 
to cut and fit, it slashes roof installation time and money. It’s light in weight and it can’t burn, 

And High Voltage Engineering found that the dependability of FOAMGLAS promised to cut their 


heating costs by some $8,500 a year every year. Why not make your own comparisons? 
(To be continued) 


> жетеу 


YOU CAN LEARN MORE 


PITTSBURGH CORNING CORPORATION 
Dept. B-119, One Gateway Center, Pittsburgh 22, Pa. 


r л 
| | 
| | 
| Please send me descriptive literature on the building products checked below. | 
| FOAMGLAS Roof Insulation PC GLASS BLOCKS | 
| FOAMGLAS Low Temperature Insulation The PC 4 x 12 Block | 
1 FOAMGLAS Insulation for Piping and Equipment PC Color Glass Blocks | 
| FOAMGLAS STAY-DRY Pipe Insulation О FOAMSIL®, the Acid-Proof Insulating Refractory | 
| Name | 
| Company — Title. | 
| Address = = | 
| City Zone State | 
L 


PIT TS B U Rau COR NING 


SEPARATE 


SOUND | 


WHEN YOU 


SEPARATE 


SPACE | * 


и же] 
with 


new dual = —— 


Robin Hood Inn, Clifton, New Jersey 


LOOK AT THE ADVANTAGES 
ONLY THE NEW SOUND- 
RETARDANT FOLDOOR OFFERS 


It’s easy to see why new Dual Sound-Retardant Foldoor 
Partition is already being specified for so many multi-use 
facilities. This important Foldoor product offers all the versa- 


Equivalent in sound reduction to the fol- 
lowing types of construction materials: 


a Ma 
TT з inch Solia 2Î] 2inch Solid 
i 1 Wood Door with f=: | Gypsum Tile 
|] Cracks Sealed |20 Wall with же 

A Plaster 


EME] 3 inch Solid 
| Gypsum Tile 
H Wall 


* Minimum space requirements « Easy 
to operate • No floor guides • Will not 
bind from slight ceiling sag * Beautiful 
decorator fabrics * All meeting points 
tightly sealed • Installed weight is ap- 
proximately 5.25 pounds per square foot, 
about half of which is represented by 
the four dense layers of complemen- 
tary insulation. 


Wood Stud 
Wall with Metal 
Lath and 
Gypsum Plaster 


In Canada: 
FOLDOOR of CANADA, 
Montreal 26, Quebec 


HOLCOMB & HOKE 


FOLD GU 
FOLD GOR E 


FOLDING PARTITIONS AND DOORS 


tile convenience and beauty of the fabric-covered folding 
door—combined with the practicality of a general purpose, 
maximum sound-retardant partition. 

When it separates space—it separates sound. The advan- 
tage is obvious. Get al the facts . . . soon. 


OTHER FOLDOOR PRODUCTS... Look to FOLDOOR for fold- 
ing doors and partitions to meet every commercial and residential 
application. Both Multi-V and Multi-X models are offered in a 
wide variety of fabrics and colors. Full line of tracks, switches and 
other accessories. 


SEND FOR FULL INFORMATION . . . or phone your nearest 


Еогроок distributor now. 


i HOLCOMB & HOKE MFG. CO., INC. 
1545 Van Buren Street 
Indianapolis 7, Indiana 


Sound-Retardant FOLDOOR Partition. 


Please send me full information on: the new Dual 


FIRM 


ADDRESS 


CITY STATE 
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Washington Topics 


continued from page 68 


Relief for FHA 

In summary, the new housing law, 
PL 86-372, “bails out” the FHA in 
extending its authorizations for home 
loan insurance. The agency was reach- 
ing the bottom of its resources, run- 
ning on agreements to insure rather 
than firm contracts. These agree- 
ments had piled up a “promise to in- 
sure” in excess of $5 billion altogeth- 
er. 
The home repair and improvement 
loan insurance program (Title I of 
the FHA) is extended until October 
1, 1960. 


FHA sales housing mortgage in- 
surance—the ceiling permitted—was 
boosted on single-family units from 
$20,000 to $22,500, and on two-fami- 
ly units to $25,000, The new down- 
payment schedule on FHA Section 
203 sales housing is this—up to $13,- 
500, three per cent; $13,500 to $18,- 
000, 10 per cent; over $18,000, 30 per 
cent. The same applies to Section 220 
urban renewal housing, and is a de- 
crease in down-payments for houses 
valued at over $13,500. 

Under the new law, FHA now can 
accept Veterans Administration con- 
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struction inspections as a basis for 
application of full loan-to-value ra- 
tios. 

A total of 37,000 units of new pub- 
lic housing are authorized, against 
the President’s wishes, along with a 
directive pointing toward more local 
autonomy. 


New Program: Nursing Homes 


FHA is dealing with an entirely 
new program in insuring mortgages 
on privately-owned nursing homes. 
It works this way—the property can 
be a new or rehabilitated home. The 
insurable mortgage cannot exceed 
$12.5 million or 75 per cent of the 
estimated value of the property. The 
maximum interest rate on the mort- 
gage is five per cent, or six per cent 
if found necessary to meet the mort- 
gage market. 

The Federal Housing Commission- 
er cannot insure any mortgage under 
this nursing home program unless he 
has received from the state agency, 
designated under Title VI of the 
Public Health Service Act, a certifi- 
cation that there is a need for the 
nursing home and that there are in 
force in the state or the political sub- 
division of the state in which the 
home is to be located, reasonable min- 
imum standards for licensing and 
operating nursing homes. 


Elderly Coverage Broadened 

Another new FHA operation en- 
tails mortgage insurance for both 
nonprofit and profit-making rental 
housing for the elderly. This is Sec- 
tion 231. The nonprofit rental hous- 
ing for elderly provisions of the Act 
were repealed. 

Under the new law property eligi- 
ble for mortgage insurance is that of 
eight or more new or rehabilitated 
living units, not less than half of 
which are specially designed for the 
occupancy of elderly persons. The 
property can include such commer- 
cial and special facilities as the Com- 
missioner considers adequate to serve 
the oceupants. Elderly persons are de- 
fined as those 62 or over. 

Such insurable mortgages cannot 
exceed $12.5 million, except that 
where the mortgagor is a public in- 
strumentality or a nonprofit group 
subject to certain governmental con- 
trols, the mortgage can be up to $50 
million. There is a per-unit ceiling of 
$9000 for garden-type apartments, 
and $9400 for elevator-type apart- 
ments; and these can be increased by 
$1250 per room in high-cost areas. 
In the case of public or private non- 
profit sponsors, the mortgage can run 
up to 100 per cent of the estimated 
replacement cost; in the case of pro- 

continued on page 358 


S200 Wise до 
PELE WENSA 27 


JOHN L. MOKERSKY ELEMENTARY SCHOOL, INKSTER, MICHIGAN 
ARCHITECT: DOLGNER & ROLLASON 


LENS-ART© PHOTO 


SPANS 


TO 20 FEET 


PROJECTIONS 


TO 12 FEET 


with Ж 


е 


EXTRUDED ALUMINUM 
AIRFOIL 
CANTILEVER SUNSHADES 


C-S Airfoil samples 
are available for inspection. 


extruded aluminum airfoil blade 
The C-S Airfoil Cantilever, specifically developed to span The airfoil shape makes a highly 


efficient sunshade which adds 


great distances between anchorages, gives the architect beauty to the building. Seamless 


uded aluminum airfoil blades 


the freedom of an unusually broad, uninterrupted line are available in a wide variety of 
for his solar shading designs. Spans to 20 feet can be paige it А 
made without intermediate support and with no visible dein Le 
deflection in airfoils under standard live loads. A range extruded aluminum outrigger 

of airfoil sizes and fascia is available so that the archi- 
tect may adjust the module of the sunshade to his build- 
ing. The cost of C-S Airfoil Cantilever installations is in 
the same range as that of our standard cantilever, which 


has proved so popular and economical in recent years. 


tubes 
in 
out 


CONSTRUCTION SPECIALTIES, INC. AR-1159 
EAST COAST WEST COAST 
55 Winans Ave., Cranford, New Jersey West Grant St., Escondido, Calif. 


Please send C-S Airfoil 


O literature O specifications — O price data { O engineering 
CONSTRU CTION SPECIALTIES, INC. ee name of your local representative so that we may inspect product sample 
architectural products in aluminum FIRM TITLE 
gun controls. e louvers e ventilating bricks and blocks ADDRESS 
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how many communication system 
salesmen do you need to see? 


Wireless 
Paging 


Private Automatic 
Telephone 


Emergency 
& Evacuation 
Systems 


Intercom 


Public Address Y Hospital or 
School 
Background Communications 
Music Systems 


WINE SUPPLIERS... оп... ONE CONSULTANT? 


Of all the manufacturers of voice communication equipment, 
only DuKane offers a complete selection. Only DuKane offers 
nationwide sales and service coverage by experienced, factory-trained 
engineering distributors. Only DuKane custom-engineers systems 

from mass-produced components, for maximum service plus maximum 
economy. Put DuKane's 300 sound system consultants to work for you! 


fellow Pages’ 
mz 


New drafting and planning aid: 
DuKane's chart of electronic 
communication equipment 
symbols. Write on your 
letterhead for a free copy. 


DuKawne INSTANT voice COMMUNICATIONS 


CORPORATION Dept. AR-11S © St. Charles, Illinois 


BEAUTILITY? 


"The promise of the future is the creative 


potential in the minds of men." 
CHARLES M. WHITE, 
Chairman of the Board, 
Republic Steel 
Corporation 


Pattern 1-RL 
Colorized А 
and high- 
lighted. 


From this modern Research 
Center of the Republic Steel Corp. 
will come the steels of tomorrow. Every 
facility for research and steel making have 
been included. 


It follows naturally, that the curtain walls are stainless 
RIGID-tex, the modern textured metal, that incorporates 
beauty with utility (BEAUTILITY). Pattern used is 1-RL 
with a two-fone finish of blue porcelain enamel high- 
lighted to produce the shining metal high spots. 


Rigidized Metals Corporation is the leading innovator 
and largest producer of design strengthened and tex- 
tured metals. Write for complete information. See Sweets 
Architectural File, 6C/Ri. 


RIGIDIZED METALS C 
/ ( 


68511 OHIO STREET • BUFFALO З, N.Y. WORLD-WIDE DISTRIBUTION 
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And 
Excels on 
the 
Home Front, 
Too 


Steel pipe does the best pos- 
sible job at the most reason- 
able cost. On your next 
project use Beth-Co-Weld— 


steel pipe at its best, 


STEEL PIPE IS FIRST CHOICE 
for lasting strength 


economy 


workability 


insist on 


STEEL PIPE MADE IN USA 


Beth-Co-Weld serves 
Seattle University's 
William Pigott Building 
* Architect: John W. 
Maloney 

* Consulting Engineers: 
Bouillon, Griffith 

& Christofferson 

* General Contractors: 
Cawdrey 

and Vemo, Inc. 

* Mechanical Contractor: 
The Ballard Company 

* Pipe Jobber: Grinnell 
Company of the Pacific 


Seattle's Monticello apartments were built with Beth-Co-Weld in plumbing 
and heating lines * Architects: John O'Brien & Raymond H. Peck * Gen. 
Contr: Hebb and Narodick Construction Co, Inc. + Mech. Contr. The 
Ballard Company • Pipe Jobber: Grinnell Company of the Pacific 


BETHLEHEM STEEL COMPANY, BETHLEHEM, PA. 
Export Distributor: 


Bethlehem Steel Export Corporation 
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mortised in the door 
(right or left hand) 


push side—surface mounted pull side surface mounted 


(right or left hand) (right or left hand) 
NO SPECIAL BRACKET NEEDED 


non-handed closer meets every mounting need ous 


ONE-PIECE (non-protruding) ARM HOLD-OPEN quickly ad- FLOATING ROLLER in arm rides TRAVELING SPINDLE — TWOCLOSING SPEEDS 

hides away when door is closed, justable to any one of 7 freely to adjust to door sag or im- moves with arm to relieve independently adjusta- 
points. proper hanging. leverage tress on hinges ble. 

and door frame. 


THE OSCAR C. RIXSON COMPANY 


9100 west belmont avenue * franklin park, illinois 
CANADIAN PLANT: 43 racine rd. (rexdale P.O.) toronto, canada 


write for complete details 
and installation templates 
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New one-piece “two-tone” Gar-Lite shield of EVENGLO® Polystyrene 


provides softer side lighting . . 


better controlled down lighting 


One-ple 


This new “Dualens” shield is an important lighting 
first from Garey Lighting, Garden City Plating and 
Manufacturing Co., Chicago, Illinois. It is extruded 
from EVENGLO polystyrene. The sides of the shield are 
smooth, translucent white EVENGLO to supply softer, 
more diffused side lighting. The bottom is crystal-clear 
EvENGLO with an embossed pattern that directs and 
controls down lighting for maximum efficiency. 
EVENGLO polystyrene is light stabilized. It can be 


Offices in Principal Cities - In Canada; Dominion Anilines and Chemicals Ltd., Toronto, Ontario 


KOPPERS PLASTICS 


| two-tone shield of light-stabilized EVENGLO polystyrene was extruded by Sandee Manutacturing Company, Chicago, Illinois, Shown here on the Style 101, 24amp, 4001 Gar-Lite Fixture, 


molded or extruded in almost any shape, size or color; 
it aids in reduction of direct and reflected glare; and 
it gives uniform diffusion without shadows. Lighting 
shields of EVENGLO polystyrene are light in weight, are 
easy to install and maintain. 

For more information on EvENGLO polystyrene, or a 
list of lighting manufacturers now using 


ZVENGLO in 
fluorescent fixtures, write to Koppers Company, Inc., 
Plastics Division, Dept. AR-119, Pittsburgh 19, Pa. 
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Windows rated A-plus 
for controlled quality 
,.. factory assembly. 


installation and service. 


++ for +++++++++++++ +++ +++ 
free The Adams & Westlake Company 


IIL Dept. J-2111 Elkhart, Indiana © 


Please mail new catalog on Adlake double hung, 
pivot, projected windows and curtain walls, 


O Architect 


Ll Builder 


name 


firm 


Owner 


Ez. 


address _ 
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^ DAMPER 
REGULATOR 


NEW 
се اوو‎ 


WITH SERRATIONS, 


NEOPRENE 
J GASKETS 


"74 withstands 


| pressures 
/ to 
50 psi 


WITHOUT .—* 


«NEOPRENE GASKETS 
SERRATIONS А 


LEAD WASHERS 
This damper regulator, Model 409RD with #419RD end 


bearing, is designed specifically for ducts carrying high 
pressures or low vacuums. 


The unit is capable of withstanding pressures of 50 Ibs. 
per sq. inch without leakage. It is easily installed in 
round ducts from 4” to 8" in diameter. 


Another regulator, Model 409FD with #419FD end bear- 
ing, can be installed in rectangular ducts or round ducts 
over 8” in diameter. 


Write for detailed information, 


See our catalog in Sweet's Architectural File, 


Youna REGULATOR Company ә) 


20910 Miles Ave., Cleveland 28, Ohio 


A GLAMOROUS NEW 
SOLID VINYL TILE 


AT A SURPRISING LOW PRICE! 


METAL LEAF™ 


EXCLUSIVE NEW DESIGN FROM KENTILE" FLOORS 


The sheen and lustre of precious stone flows 
deep down into tiles brilliantly accentuated with 
gold or copper. 


Metal Leaf can be installed on, below, or above 
grade with proper adhesive. For samples and 
full details, call your Kentile Flooring Contractor. 


SPECIFICATIONS: 

METAL LEAF SOLID VINYL TILE 

Colors: Copper on Buff, Gold-Gray, Gold-Topaz, 
Copper-Agate, Gold-Rose, Gold on White, 
Gold on Black, Gold-Turquoise, Golden Green, 
Copper-Blue, Golden Pearl 

Sizes: 9" x 9" 

Thickness: Standard Gauge (.080"), 1/8" 


Esp тоок] 


Over 200 decorator colors + Available in Kentile Crystalite® Vinyl 
Solid Vinyl + Vinyl Asbestos + Rubber + Cork > Asphalt Tile 


"Everyone on this school 
building committee knows 
we must keep taxes down — 
get our school built 
on schedule... and gentlemen, 
here is the answer!’ 
d 


INTERLOCKING STEEL FRAMING 


for modern schools, V-LOK's 
rigid, interlocking frame is up 
in days, with roof on and 
ready for interior finishing... 
regardless of weather. For 
full details, contact your local 
Macomber representative, or 
send for fact-filled manual. 


NAME —— 
COMPANY — 


ADDRESS 


Washington Topics 


fit-motivated mortgagors, the per- 
centage is 90. 

The maximum interest rate on 
these mortgages is five per cent, or 
515 per cent if necessary to meet the 
mortgage market. 


What Urban Renewal Gets 

In the urban renewal field, the 
authorization for capital grant con- 
traets and other grants for assist- 
ance is increased by $350 million 
immediately and by another $300 mil- 
lion on July 1, 1960. The amount of 
the grant available for nonresiden- 


tial redevelopment is increased from 
10 to 20 per cent, applicable to the 
new authorization only. 


FHA Ups Rates 

As soon as President Eisenhower 
signed the housing bill into law, FHA 
announced an increase in the admin- 
istrative ceiling on interest rates for 
insured mortgages on all one- to four- 
family home programs. This went 
from 5% to 5%4 per cent. The ceilings 
on rental project mortgages and co- 
operative housing projects also were 
boosted—to 514 per cent. 


Theyre TAVLOR-made 


theyre streamlined 


It’s new, it’s a Halsey Taylor 
first. . . . the WALL-MOUNT 
Cooler. Mounted on the wall, 
off the floor! No exposed fit- 
tings, easy to keep clean, no 
corners to catch dirt! 


Ultra modern, recessed and face-mounted foun- 
tains, and battery types as well! The last word 
in performance and appearance. 


...Duilt for today's 
modern architecture 


To get the newest in fountains or coolers, all you 
need do is to specify Halsey Taylor. Then you 
can meet the most modern architectural decor! 


The Halsey W. Taylor Co., Warren, Ohio. 


* Write for latest 
catalog or see 
Sweet's 


AMERICA'S MOST COMPLETE LINE OF MODERN DRINKING WATER EQUIPMENT 
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Commissioner Julian H. Zimmer- 
man said the money market condi- 
tions had made these alterations nec- 
essary in order that the home-buying 
publie ean be more effectively served 
in the purchase of housing. 

FHA felt that discounts paid for 
FHA mortgages had become exces- 
sive and said it was hoped the new 
interest ceilings would eliminate 
discounts in normal secondary mar- 
ket transactions, Average discounts 
had reached 4.2 points. 

The agency can boost the ceiling to 
six per cent without further authori- 
ty from Congress. 

In conclusion, Commissioner Zim- 
merman said, “FHA has been legis- 
latively authorized by Congress to 
meet the demands of the home buyer 
and housing industry at all times and 
because FHA insured mortgages 
must remain competitive in today's 
market, we are realistic enough to 
take the necessary steps to meet this 
need.” 


Criteria for Fallout Shelters 

In U.S. Buildings Outlined 

A new advisory bulletin from the 
Office of Civil and Defense Mobiliza- 
tion encourages state and local gov- 
ernments, industry, business, and in- 
stitutions to apply to their own con- 
struction programs the policies and 


| eriteria governing the incorporation 
| of fallout shelter in future Federal 


buildings. 

This bulletin also outlines the lat- 
est OCDM criteria for these fallout 
shelter areas in the Federal govern- 
ment's structures, Twelve specific re- 
quirements are set down as “archi- 
tectural" in nature and follow an ex- 
planation that shelters of this type 


| shall provide at least 10 sq ft of net 


floor area and 65 cu ft of net volume 
per occupant. On top of these net al- 
lowances, space shall be provided for 
fixed equipment; sanitary facilities ; 
storage of bunks, food, medical sup- 
plies, etc. ; and service areas. 


Architectural Criteria Listed 

The following, said OCDM, shall 
be provided as "architectural" re- 
quirements: 

1. Space for tiered bunks to ac- 
commodate approximately half of the 
occupants at one time. 

2. Seating or exercise space for 
approximately half of the occupants. 

8. Food storage space on the basis 
of two cu ft per person. 

4. Counter dispensing units near 
the food storage rooms—with mini- 
mum food-warming facilities, such as 
for soup and coffee, 

5. A first aid area, including an 
isolation space large enough for one 


continued on page 366 


Central Sterile Supply Bacteriology Laboratory 


Hospital Casework by A (harles 


Installed in Utah Valley Hospital, Provo, Utah 


060090000000000090000000000500060000000€9 


JOHN H. ZENGER, Administrator 
WILLARD C, NELSON, Architect 


Just as no two hospitals are alike, no two 
casework installations can be alike. Only the 
adaptability of custom casework can meet the more 
exacting requirements of today's hospitals. 


Proven complete flexibility, plus functional beauty 
and rugged dependability, is making 

St. Charles Custom Casework the choice 

of more and more hospitals. 


"St. Charles Hospital Casework,” 
is available at request on your letterhead, 


9 24777 


CASEWORK * SINKS AND COUNTERS 


SPECIAL PURPOSE UNITS 


Chemistry Laboratory St. Charles Manufacturing Co., Dept. ARH-11, St. Charles, Illinois 
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An A.1.A. Award W ппеё 


ЗЯ 


Isle Dauphine Club, 
Dauphin Island, Alabama 


Ойле: Dauphin land Round Concrete Columns are an 


Property Owners Association 
Architects: T. Howard Ellis 


. . 
ond AR WIRE Outstanding Design Feature 
Contractor: Manhattan 
Construction Co. 


a. һы, 
a These supporting columns = 
^ were formed quickly. . economically with © 


/ N 
| SONOCO | 


\ Sonotube’ J 
uu FIBRE FORMS P Td 


T мек. 

Built almost entirely of curved or rounded walls and structural mem- 
bers, the palatial Isle Dauphine Club was winner of the American Institute 
of Architects Commendation and Honor Award for 1957 (Southern 
Division). 

Round columns of concrete, used for both interior and exterior supports, 
afford a touch of classic beauty in a basically ultra-modern design. All 
vertical columns, as well as the slanted columns in the second floor lounge, 
were formed with SONOTUBE Fibre Forms, illustrating the great versa- 
tility of these inexpensive forms. 

Because they are lightweight and easy to place, brace, pour, and strip, 
Sonoco SONOTUBE Fibre Forms reduce construction соз... provide 
the fastest, most economical method of forming any type of round concrete 
column. 

Incorporate the stately strength of round concrete columns in your work 

. and when you do, specify forming with Sonoco SONOTUBE Fibre 
Forms! Available in sizes from 2" to 48" I.D., any length. 


For complete information and prices, write 
HARTSVILLE, S. C. + 


LA PUENTE, CALIF, 

FREMONT, CALIF. 

MONTCLAIR, N. J. 

AKRON, INDIANA 

LONGVIEW, TEXAS е 

ATLANTA, бА Construction Products 


BRANTFORD, ONT. 
MEXICO, D.F. SONOCO PRODUCTS COMPANY 4222 
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ARTS AND CRAFTS 


CLOTHING 


a complete custom school installation by JZ (lares 


FOODS 


Maximum use of space, complete flexibility and built-in 
St, Charles quality —for heavy use plus long range economy — 
are the main reasons St. Charles Custom School Storage furni- 
ture is the ever-growing preference of teachers, administra- 
tors and school architects for all classroom needs. 

Each St. Charles installation is custom built to meet each 
individual teaching situation. The result? Food, clothing, arts 
and crafts and classroom storage furniture especially built to 
exactly fit your needs and available space. 


George W. Norris Junior High School, 
Omaha, Nebraska, 
Leo A. Daly Co., Architects 


Nebraska Custom Kitchen, Omaha, 
St. Charles Representative 


Send for Catalog: Complete. 

"$t. Charles Custom School Storage 
Furniture." Available at your request, 
on your letterhead. 


St. Charles Manufacturing Company 
Dept. ARS-11, St. Charles, Illinois 


ЛСА ег 


CUSTOM SCHOOL 
STORAGE FURNITURE 


School Storage Furniture for Food Labs, Clothing Labs, Arts and Crafts, and Elementary Classrooms 
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a V.I.P/s decor... 
rates a Bigelow on the floor 


Most clients aren't money-gushers or 
penny-pinchers, either! They're some- 
where in-between! The kind of folks 
who'll appreciate your wisdom and 
good taste in choosing carpets from 
Bigelow's unlimited variety of pat- 
terns, colors, textures...and prices. 
To insure the right carpet for the job, 
top value for every dollar invested, see 
your Bigelow dealer. He'll make avail- 
able the services of his experienced 
staff plus Bigelow Carpet Counsel, a 
group of commercial carpet specialists 
unmatched in the industry. Write or 
call Bigelow Rugs and Carpets, 140 
Madison Avenue, New York 16, N. Y. 
People who know. . .buy BIGELOW. 


whatever 
the need for a 


PERMANENTLY 
LEGIBLE 


LLECTRIC 


HOT WATER 
HEAT 


* 40,948 B.T.U. to 
2,000,000 B.T.U. Out- 
put. 


PERMANENTLY 
ATTRACTIVE 


| * All units meet the re- 
quirements of the 
ASME Boiler and Pres- 
sure Vessel Code. 


, 
PRECISION Яедіно НОТ WATER HEATING BOILER 


* Complete unit ready for installation with cir- 
culating hot water system and water chiller for 
year-round air-conditioning, 

* Conversion easily accomplished where other 
type fuels now used. Suited for homes, churches, 


2 ‘KNIGHT ff > 3 > “ apartments, hotels, motels, hospitals, commercial 
Of Man Caring G. 7 TET i | 


buildings, swimming pools, snow melting and do- 

c ы | mestic hot water. Temperature Range 60 to 250 
degrees. 

e Every unit tested and inspected. 


zur | 
SEND COUPON TODAY FOR KNIGHT MFG. CO., 5975 ARMOUR DRIVE | ў ў 
YOUR FREE COPY OF KNIGHT'S | HOUSTON 20, TEXAS i | Write for color brochure and prices. 
NEW 1960 CATALOG. Please rush me your iso samples of 5 
i шшш С frat nts “CISION parts corporation 
Packed with illustrated infor- 


| Name 


mation to help you choose and 400-AR North 1st. Street 


j 
specify the most appropriate Company. = ч 
nameplates and interior signs | Address. Nashville 7, Tennessee 
for your projects. City. State. 


No ducts! No noise! No chimney! No odors! No flame! 
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Crawford’s Shopping Center—Montebello, California—Architect: Ragnar C. Qvale, A.1.A., Los Angeles 


: adus 
i 


CRAWFO 


Sex жск} OF 


NEW and EXCITING IDEAS 
...begin with the Butler Building System 


Begin with a Butler structural core, add your own 
creative planning and the result will be exciting 
new building ideas with a wide latitude of design 
possibilities. A large variety of standardized 
structural sizes simplifies your routine engineer- 
ing problems . . . lets you apply full time to cre- 
ative thinking. Fire-safe metal roof decks and 
optional insulated wall panels enable you to offer 
your client a complete package. 

Inside . . . clear span interiors mean column- 
free floor areas with virtually unlimited possibil- 
ities for functional planning. Traffic flows 
smoothly, vision is unobstructed. 

Outside...load bearing rigid frame structurals 
let you use a wide variety of curtain wall mate- 
rials . . . make it possible to tailor your design to 


your client's needs and wants. 

For example, Crawford's Shopping Center, 
Montebello, California, designed by Ragnar C. 
Qvale, A.LA., provides space flexible enough to 
house a giant supermarket, yet has room for 
other businesses. 

The Butler system of building has enabled 
many architects to help their clients build new 
and exciting facilities . . . often conserving pre- 
cious working capital. It can help you, too. 


For full details on the advantages the Butler Building 
System offers architects and clients, contact your Butler 
Builder. He can help your client with Butler financing, 
too. He's listed in the Yellow Pages of your phone book 
under “Buildings” or "Steel Buildings." Or write direct. 


BUTLER MANUFACTURING COMPANY 742 East 13th Street, Kansas City 26, Missouri 


Manufacturers of Metal Buildings + Equipment for Farming, Oil Transportation, Outdoor Advertising • Contract Manufacturing 


Sales offices in Los Angeles and Richmond, Calif. • Houston, Tex. * Birmingham, Ala. + Kansas City, Mo. • Minneapolis, Minn. « Chicago, ША 
Detroit, Mich. » Cleveland, Ohio + Pittsburgh, Pa. « New York City and Syracuse, М.Ү. + Boston, Mass. + Washington, D.C. + Burlington, Ont., Can. 
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Whats new? 


The NAHB 
Convention... 
January 17-21 
in Chicago! 


See and hear everything new in building at the 
16th Annual NAHB Convention and Exposition. 
Over 35,000 people will attend. About 450 manu- 
facturers will exhibit. Visit some 800 display 
spaces at the Hilton and Sherman Hotels and the 
Chicago Coliseum. Don't miss it—register now! 
Registration fee: $15 for men, $10 for ladies. Send 
your advance registration and hotel reservation 
request to your local NAHB association or to the 
address below. Please include 
registration fee, business classi- 
fication information and date of 
arrival in Chicago. 


January 17-21 


| 


NATIONAL ASSOCIATION OF HOME BUILDERS 


Convention and Exposition Headquarters 
140 South Dearborn Street, Chicago 3, Illinois 
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solves movement and temperature 
problems in curtain wall joints 


Movement due to winds and temperature extremes pose a trying 
problem for designers of curtain wall buildings. The joint ma- 
terial must seal out water, dust and air but must remain flexible 
and resilient under these conditions. Hornflex, a Thiokol* LP-32 
Sealant, provides a squeeze-stretch range of 325% and stays firm 
and astio over a temperature range from 50°F BELOW ZERO 
to 250°F. 

Other uses for Hornflex are to fill and seal surface joints in 
bridges, highways, swimming pools, etc. Laboratory test and 
job applications indieate that Hornflex, properly installed, will 
provide excellent protection for periods up to 25 years and more. 

Like complete details? Write for Hornflex Technical Bulletin 


to Dept. AR-130. *Regi 
/ 
if ($55 Sun Chemical Corporation 
750 Third Avenue, New York 17, N. Y. 
Plonts: Long Island City, Chicago, Houston, Los Angeles, North Bergen, 
San Francisco, Portland, Ore., Toronto 
Sales Offices and Warehouses throughout the United States and Canada 


ered trademark 
Thiokol Chemical Corp. 


А. C. Horn Companies 
SUBSIDIARIES & DIVISIONS 


FORGED BRASS 


PARKER 114 


For Permanence 
and Beauty... 


SPECIFY PARKER BATHROOM FIXTURES. You can 
assure your client of no finer, longer lasting fix- 
tures. Made of forged brass and heavily nickel 
and chromium plated, the beauty of Parker fixtures 
will last a lifetime. 
Write today for complete catalog 
or see our insert in Sweet's. 
MERIDEN, CONN. 


The CHARLES PARKER CO. Established 1832 


No fire catastrophe here...it’s 


Reinforced CONCRETE 


Proviso West High School, Hillside, Illinois 
Architects and Engineers: Perkins & Will, Chicago, Illinois 
General Contractor: Manan Company, Oak Park, Illinois 


In every type of school building, fire pro- 
tection is a major consideration. To pro- 
tect our Nation’s children against fire 
and tornado, reinforced concrete is being 
used extensively. 


In the beautiful new Proviso West High 
School, it was specified as the lowest 


cost fire-resistant method of construction 
available. 


Before you build any type of building, 
compare the superior fireproofing quali- 
ties of reinforced concrete as well as its 
inherent design flexibility and greater 
construction economies. 


Concrete Reinforcing Steel Institute 
38 South Dearborn Street, Chicago 3, Illinois 
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— Nashville, Tenn. 


Wanted 
Economy 


Demanded 
Beauty | 


| 


э” 


| бате Bot 


Bb 5. Joseph's Catholic Church — 
Yates Center, Kan., 21 Riko beams 
varying in length from 4'2" to 39". 
Contr.: Berthot Construction Compony— 
Chanute, Ken, 

Arch.: Shaughnessy, Bower & Grimaldi 
—Kansas City, Mo. 


Ш The use of Rilco beams for St. Joseph's Catholic Church 

^was premised on cost factors as well as appearance considera- 
tions,” states the architect. “We found the Rilco people very 
cooperative (and) despite snow and wet weather, no delay was 
experienced in the erection of the arches." 
Contractor Berthot agreed. The Rilco structure was laminated 
perfectly and erected economically—“moreover, the service in the 
engineering department and production schedule, as well as the 
excellent field service provided by Rilco, contribute as much to 
this economy as any other item." 

A Contractor Crain, Bass & Company, warehouse builder, was 
also “very well pleased with the Rilco wood trusses used in the 
roof system, consisting of 20 bowstring trusses, 120’ clear span, 
spaced at 16' centers. : 

"They were easily assembled and erected at a labor and crane 
cost of $122 per truss. The total material and labor cost of the 
truss system amounted to approximately 30c per square foot of 
floor area." 

Rileo offers—the warmth of wood, ease of erection, increased 
strength, lower cost and greater fire resistance. Rilco arches and 
beams are fabricated according to your design which allows you 
to offer your client many original and exciting design variations 

—at a cost well within the budget. For complete information 
write your nearest Rilco office. 


RILCO LAMINATED PRODUCTS, INC, 
W818 First National Bank Building 


St. Paul 1, Minnesota 
DISTRICT OFFICES: TACOMA, WASH. * FORT WAYNE, IND. * NEWARK, N. J. 
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A Boss & Company, Inc, 
Warehouse in Nashville, Tenn. 
Trusses erected for 30c per sq. 
ft. Contractor: J, E. Crain & Son 


Washington Topics 


person to every 50 occupants (may 
have light storable partitions). 

6. Austere, demountable toilet fa- 
cilities on the basis of one per 35 per- 
sons. The facilities to be supplement- 
ed by dispensable bags. Depending 
upon the size of structure, toilet fa- 
cilities should be appropriately 
grouped, with provision for light, 
storable partitions for each area, (A 
suggestion for the “austere, demount- 
able toilet facilities” is the use of long 
wall-hung, galvanized sheet metal ur- 
inals, and long wall-hung and leg- 
supported, galvanized sheet metal 
toilets with smooth-board edge seats. 
The urinals and toilets should be pro- 
vided with outlets designed for quick 
coupling to Y’s and traps in the soil 
stacks. Water supply should be avail- 
able at the flushing end of the uri- 
nals and toilets. Tapped wall inserts 
and bolts should be provided for quick 
mounting of the urinals and toilets. 
A sewage pump and positive ejection 
pump should be provided. Fixtures of 
this type would be stored, in a simi- 
lar manner to the bunks and bedding, 
for installation immediately upon oc- 
cupation of the area for shelter pur- 
poses.) 

7. Hand basins or austere lavator- 
ies on the basis of one per 50 persons. 

8. Austere shower facilities on the 
basis of one for each 200 persons, 
combined with a facility for the de- 
contamination of monitors or late- 
comers. 

9. Sources of drinking water, stra- 
tegically located. 

10. Storage space for dead bodies 
on the basis of one per 750 persons, 
but not less than two per shelter. This 
requirement can probably be met 
most economically with hermetically 
sealed boxes, possibly sealing boxes. 

11. Disposal means or storage 
space for garbage and trash, which- 
ever is most practical and economi- 
cal. 

12. A 22-in. access and egress unit 
for every 200 people to be accommo- 

| dated, and an additional, small single- 
unit outside entrance through the 
shower room decontamination facili- 
ty—with an air lock. In no case 
should there be less than two means 
of egress of two units each, widely 
separated. 

| Upon completion of the shelters, 
said OCDM, food, water, and medical 
supplies should be stocked for a two- 
week occupancy. Seats, bunks, and 
bedding should also be provided. 


Service Requirements 
Here's the rundown on electrical 
and mechanical equipment required : 
eontinued on page 374 


Holophane Lighting 


Keeps Pace with the 


Advances of Industry 


SKIDMORE, OWINGS & MERRILL, Architects 
GUY B. PANERO ENGINEERS, Cons. Engrs. 
EMERSON-GARDEN ELECTRIC CO., Contractors 


SALA Mercury Reflectors Light 
Industrial Reactor Laboratories 


Holophane 
No. 635 


Twelve important companies have coordinated their resources LOBAY * 


for experimenting with nuclear radiation in industry at Industrial 
Reactor Laboratories, Plainsboro, N. J . HOLOPHANE LOBAY 
Prismatic Reflectors were selected to light the pool reactor area 
because they provide many unique advantages, Their deep 
shielding prevents reflection from the pool. Prismatic design pro- 
duces high level illumination with low brightness. At the same 
time, their upward component affords balanced, overall lumin- 
osity. Excellent light distribution permits best control of the 
reactor in the shaft... One more example of the way that 
HOLOPHANE controlled lighting meets specific needs. 


HOLOPHANE 


COMPANY, INC. ® Lighting Authorities Since 1898 You are invited to consult HOLOPHANE engineers 


342 Madison Ave., New York 17, N.Y. through your professional advisors. 
THE HOLOPHANE CO., LTD., 418 KIPLING AVE. $O., TORONTO 18, ONTARIO 


WONDER BUILDING 
“Truss-Skin 
ROOF SYSTEMS 


There’s nothing like it in the industry... 
a structural component that supports itself — a 
and saves 50% in building costs, erection 

time! Double Corrugation is the reason 

Patented double-curved and corrugated 
steel panels provide rugged strength 
and stability — span-free interiors. 
They're the only structural members 
required for the entire roof! Ask 
your Wonder Building distributor 
about “Truss-Skin” Roof Systems 
with this unique panel construction 


RUGGED STRENGTH! 
Bolt and nut assem- 
bly speeds erection, 
gives positive panel 
to panel connection 
... forms ап un 
yielding roof with 
low weight-to- 
strength ratio, 


PRE-ENGINEERED! 
The board work is 


PATENTED £ n 
— or write Dept. T-1159. done, stress factors 
LI? i i 
onder Building LOW-COST FINANCE PLANS AVAILABLE ence mee 
T H Special purchase arrangements feature low down Skin ' roofs are pre- 
"an payment, attractive interest rates — budget installments. cision-built, avail- 
able in a wide range 


wonder building corporation of america he yai 


of widths, up to 184’, 
in any length. 


In the world's largest single-structure shopping center, 
the 84-acre Southdale Center in Minneapolis, you'll find | 
ALTEC Engineered Sound Systems. You'll find ALTEC 
Systems too in Detroit's ultra-modern Ford Memorial 
Auditorium; in the International Amphitheater in 
Chicago; in schools, stadiums, churches; in government, 
commercial and industrial buildings all over the world. 
That’s because ALTEC sound systems, like all ALTEC 
products, are designed for dependable service 

under all conditions, for long life, and for ease 

of installation and service. 

And it's because of the hundreds of ALTEC engineer- 
consultant-contractors who are ready to serve you with 


SOUTHDALE SHOPPING CENTER ARCHITECT* SPECIFIED ALTEC 


more than 100 different ALTEC commercial sound 
components and/or systems designed to your specifications. 
Before you specify commercial sound equipment, you'll 
want to talk to your nearest ALTEC contractor. For his 
address look in the Yellow Pages of your Telephone 
Directory or write to ALTEC at the address below. 

See Altec's product listing in Sweet's Catalog 

Architectural File (17e/AL), 1960 Edition. 

*Victor Gruen and Associates, Los A ngeles 


ALTEC LANSING CORP., Dept. LIR 


1515 S. Manchester Ave., Anaheim, Calif 
161 Sixth Ave., New York 13, New York 


a subsidiary of Ling-Altec Electronics, Inc. 
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This door stile was destroyed in a 


forced entry attempt...but Maximum 
Security Lock held fast! 


Large photo shows door stile twisted by Burglars attempted to force entry through nine store front 


нА Ы Шеик ип doors іп a Phoenix, Ariz., shopping center, but failed in each try 
thrown and retracted position still operative, because doors were guarded by Adams-Rite Maximum Security 


Locks, which made forced entry impossible without complete 
destruction of the stile or jamb. 

These stores were saved from burglary because of the unique 
design of the MS Deadlock. Unlike standard lock bolts that vacate 
the lock when projected, the MS features a counterbalanced bolt 
with as much of the bolt retained within the lock stile as is pro- 
jected. Thus a laminated bar of hardened steel bridges the opening 
between the stile and the jamb. The MS bolt cannot be forced out 
of the lock stile and burglars have found it impractical to cut 
through it. 

Because of the greater protection that Adams-Rite Maximum 
Security locks afford, over 90% of the manufacturers of narrow- 
stile swinging doors use Adams-Rite locking devices on one or more 
of their products! 

To give your client the maximum protection with beauty be 
sure to specify Adams-Rite Maximum Security locks for his narrow- 
stile aluminum swinging glass entrance doors. 


FOR ADDITIONAL DETAILED INFORMATION AND SPECIFICATIONS, WRITE 


ADAMS-RITE Manufacturing Co. 
QUALITY HARDWARE Department AR-59, 540 W. Chevy Chase Drive, Glendale 4, California 

FOR OVER A 
HALF CENTURY Adams-Rite also produces over 90% of all door hardware for the airframe industry. 


ARCHITECTURAL RECORD November 1959 369 


Ss Leber P P ere A | 


370 


For the 
Driftwood Look 


House in Portland, Oregon. Architect: Van Evera Bailey. 
Siding and trim stained with Cobor's Bleaching Oil. 


Specify 


Cabots 


#241 
BLEACHING OIL 


Mildew Resistant 


® actually bleaches exterior woodwork 
ө can be used on any kind of new wood 


@ gives a natural,silver gray weathered 
effect in 6 months 


e high content of refined creosote 
prevents decay — permits painting over 
later if desired 


e provides both beauty and protection 
with minimum upkeep 


Aquality кәм abet labonsiprias 
Arai a 

n Ж chemists siwe 1877 
2 == 


SAMUEL CABOT ING. 
1129 Oliver Building, Boston 9, Mass. 


Please send Architectural Bulletins #1 and #2 and color card on Cabot's 
Bleaching Oil. 
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ecl. LF 7 
Californie + sis» 


Califone ois Hd Laboratory installed at Redondo 
Union High School, Redondo Beach, California. 


Wi: additional funds now available through the National 
Defense Education Act in providing urgently needed 
new school and government structures (including alterations 
on existing public buildings), school architects are now being 
called on to lapt building designs to the newest language 
teaching method—THE LANGUAGE LABORATORY. 

Careful study of CALIFONE LANGUAGE LABORA- 
TORY EQUIPMENT, its operations and applications, its 
adaptability to growth and expansion, will aid in coordinated 
and preplanned design to provide proper lighting, room 
layout, soundproofing, projector and screen area, recording 
studios, aisle widths, electrical distribution systems, etc. 

Perfection in performance of CALIFONE LANGUAGE 
LABORATORY EQUIPMENT may be greatly enhanced by 
the designs of thoughtful architects. Consult with us for 
full information on this superior equipment by writing 
Dept. AR-1... 


1020 N. La Brea Ave. 


CORPORATION Hollywood 38, Calif. 


PROBLEM: Find the Grinnell Auto- 
e matic Sprinklers, 


Hardly noticeable, they 
extend but an inch and a 
quarter below the ceiling 
— ideally fit the modern 
design of this building, 


SOLUTION: 


Grinnell has been a leader in the engineering, manufacture, 
fabrication, and installation of fire protection systems for 
more than 85 years, For architecturally right solutions to 
your fire protection problems, contact Grinnell Company, 
277 West Exchange St, Providence, Rhode Island. 


$451 


| Durospeed Ceiling -Type — Sidewoll 
Spray Spray Quartzoid 
| Whenever Fire Protection Is Involved Sprinkler Sprinkler Sprinkler 


COMMERCIAL • INDUSTRIAL + RESIDENTIAL 


Outwardly, one overhead type door looks much 
like another. But when you get down to cases, 
check actual dimensions of millwork and hardware, 
examine construction details, and consider special 
features, you discover big differences. 

Thats when you see that every Ro-Way door 
is built better than good. Beefed-up millwork and 
hardware, for example, to stand up under the con- 
stant operation of commercial use. Heavier track, 
brawnier hinges and corner brackets, rugged 
Power-Metered springs accurately tensioned to the 


There's a Ro-Way for every Doorway! 


ња с ЗЕ —— 


. the door that’s built 


BETTER THAN GOOD 


weight of the door. Muntins, rails and stiles preci- 
sion squared for perfect fit. All mortise and tenon 
joints both glued and steel pinned for extra strength. 
All hardware Parkerized and painted, or roll-gal- 
vanized, to resist rust and corrosion. 

Size for size, feature for feature, dollar for dol- 
lar . . . Ro-Way doors are without peer for any 
commercial or industrial application. Specify Ro- 
Way on your next job, and be sure of a satisfied 
client. Call your nearest Ro-Way distributor—you'll 
find him listed in the Yellow Pages. 

SEE OUR CATALOG 


۰ 
| IN SWEET'S 

HITECTURAL 

v n a 


OR WRITE FOR COPY 


1201 Holton Street * Galesburg, Illinois 
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| ENGINEERED BY EDWARDS 


Fire Hazard Reduced! 
ARCHITECT ^r 


1/2" 


Zone Control 
0 no 7 e Baseboard 
In Woodgrain, Chrome, 
PLASTER FIREPROOFING Copper-Tone, Flat White 


for 4 Ohio Schools! 


M A d ii "tahi 
FULTON & DELA MOTTE, ARCHITECTS & ASSOCIATES, CLEVELAND, OHIO Low) кн у> Approved NEH теша for Bananas 1/2 ше 


greater than many competitive 3/4” sizes • Unbroken Acousti-Cover 
lengths up to 20 ft. » Quiet, wire slide 


Also available: Standard 3/4" Baseboard Radiation. 


| FREE....70 page design handbook on single and ber] 


hot water baseboard heating systems. 


EDWARDS ENGINEERING CORP 


2633 ALEXANDER AVE., POMPTON PLAINS, N.J. 
TEMPLE 5-2808 


Beachwood 
High School = = = — = 
Beachwood, Ohio 


Melridge 
Elementary School 
Painesville, Ohio 


Junior 
High School 
Parma, Ohio 


Now as never before, this country is acutely aware of the 
need for maximum fire safety in our schools. That aware- 
ness is reflected in specifications of the four Ohio schools 
above. Walls and ceilings are all of Zonolite vermiculite 
Plaster. 

Zonolite Plaster and Acoustical Plastic systems provide 
the highest obtainable fire ratings as well as insulating 
and sound deadening properties. Fire-conscious archi- 
tects, engineers, and school officials should mail the eou- 
pon today for free booklet of facts and figures. No obliga- 
tion, of course. 


MAIL COUPON TODAY 


ZONOLITE COMPANY, Dept. AR-119 
135 S, La Salle St., Chicago 3, Illinois 


Please rush me your new booklet on Zonolite Plaster and 
Acoustical Plastic in modern fire-safe construetion. 


Name = —— = = 


Firm. 
Address. 
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Another new development using 


B.EGoodrich Chemical raw materials 


Now 

gas comes 
home through 
pipe of Geon 


The pipe in this natural gas distribution 
system is made of Geon rigid vinyl. Years 
from now it will be feeding gas to homes 
just as efficiently as the day after installa- 
tion. This pipe stays smooth inside and 
out because it is not affected by the cor- 
rosive influences that affect ordinary pipe. 
No problems from salt water, chemicals, 
acid or alkaline soils, or galvanic corrosion. 

Conduit or pipe made of Geon provides 
high tensile and impact strength. It stands 
up under pressure, resisting effects of 
fungi, bacteria, moisture, heat or cold. It 
makes a big hit with installation crews, 
since it is so light weight and so easy to 
install. 

Engineers are taking advantage of the 
properties of versatile Geon polyvinyl 
material for this and many other types of 
applications. For information, write Dept. 
AW-5, B. F. Goodrich Chemical Com- 
pany, 3135 Euclid Ave., Cleveland 15, Ohio. 
Cable address: Goodchemco. In Canada: 
Kitchener, Ontario. 


1M" diameter pipe of Geon 
rigid vinyl is being installed 
by Illinois Power Company 
in gas lines leading to homes 
at Decatur, Illinois. In ad- 
dition, *i" vinyl pipe is 
being inserted in reamed- 
out IM" iron pipe under 
streets to avoid breaking the 
pavement to repair leaking 
gas lines. Kraloy Plastic 
Pipe Company, Los Angeles, 
California, makes the pipe. 
B.F.Goodrich Chemical 
Company supplies the Geon 
rigid vinyl. 


B.F.Goodrich Chemical Company 
& division of The B.F.Goodrich Company 


B.EGoodrich GEON polyvinyl materials • HYCAR rubber and latex * GOOD-RITE chemicals and plasticizers 
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Pee On nS 


SPECIFY 


Rauland 


the very finest in 


Central Control 
Sound Systems 


for: 

SCHOOLS 
INSTITUTIONS 
INDUSTRY 


your choice of every desirable 
modern feature & program facility 


RaAULAND Central Control Sound Sys- 
tems are available to fit your exact 
sound distribution needs. Available 
features include: 

FM-AM Radio—selects any radio pro- 
gram on FM or AM for distribution 
to any or to all locations as desired 
Phonograph—distributes phono pro- 
gram (transcription player or record 
changer); also available for use with 
tape recorder 

Microphone Origination — selects and 
distributes sound from multiple mi- 
crophone locations 

Intercom— permits2-way conversation 
with any or all locations (up to a total 
of 220 locations or rooms) 

Special — Emergency Switch; all-call; 
signal clock provision; telephone in- 
tercom; remote control, etc. 


RAULAND SYSTEMS are available 
to meet all your sound distribution needs. 
Send for FREE catalog and detailed 
specification sheets. 


WRITE TODAY > 


: RAULAND-BORG CORPORATION 
* 3535-R Addison Ave., Chicago 18, II! 


{О Send full details on all RAULAND Central 
* Control Sound Systems 


Zone. State. 


Washington Topics 


1. Air supply to the occupied spa- 
ces at a rate of not less than 15 cfm 
per person, with not less than three 
cfm per person of fresh air. An effec- 
tive temperature of not more than 80 
deg shall be maintained, based upon 
the effective temperature index of the 
American Society of Heating and Air 
Conditioning Engineers. A positive 
pressure of 14 to 15 in. of water 
should be maintained when the shel- 
ter is closed. Standard commercial 
filters should be provided for contin- 
uous use, and provision should be 
made for the future installation of 
chemical, biological, and particulate 
filters in series with the commercial 
units. Specifications and costs for 
such units are obtainable from the 
Office of Civil and Defense Mobiliza- 
tion. 

2. A well, if feasible. Otherwise, a 
minimum of one gal of potable water 
per day per occupant shall be stored, 
and chemical toilets should be used. 

3. Emergency power generation to 
meet all needs, including at least a 
two-week fuel supply. Provision must 
be made for cooling the engine-gener- 
ator. 

4. General lighting intensities of 
five to 10 fc and local lighting inten- 
sities of 25 fe where required for 
working areas such as the decontami- 
nation unit, first aid area and other 
special locations. Lighting circuits 
should be arranged to permit reduc- 
ing the load on the emergency gen- 
erator by cutting out alternative or 
supplementary circuits. 

5. Fire-extinguishing equipment. 

6. Instruments which will meas- 
ure radiation levels both inside and 
outside the shelter with the monitor- 
ing devices suitably located in the 
shelter. OCDM standard item instru- 
ments are available and specifications 
and costs are obtainable on request. 

7. Broadcast radio receiver and 
telephone land lines, upon completion 
of the shelter. 

The bulletin also outlines the na- 
tional shelter policy in two of its 
parts—(1) the Administration will 
provide leadership and example by 
incorporating fallout shelters in ap- 
propriate new Federal buildings 
| hereafter designed for civilian use. 
| Federal example is an indispensable 
element to stimulate state, local gov- 
| ernment, and private investment for 
| fallout shelters, and (2) community 
| use of the shelters in these new 
buildings is contemplated. 

The policy intent is that the fall- 
out spaces be included in all new 
nonmilitary Federal buildings that 
are reasonably adaptable for the pur- 
pose. 


| 


„ington; Genri. Contr.: 


D Specify 


PLASTER WELD 


permanently 
bonds new plaster 
to concrete... 

for as little as 

2c per square foot. 


DUPONT PLAZA CENTER, MIAMI, FLORIDA 


Plaster-Weld is the amazingly versatile, patented 
liquid bonding agent today specified on hun- 
dreds of remodeling and new construction proj- 
ects by leading architects the country over. In 
the case of the Dupont Plaza Center, shown 
above, Plaster-Weld was used to permanently 
bond finish plaster to interior concrete surfaces 
and stucco to exterior concrete surfaces. Archt.: 
Frank Н. Shuflin & Associates, Miami; Genri. 
Contr.: Arkin Construction Compony, Miomi Beach; 
Pistg. Contr.: Е. L. Thompson Co., Atlanto, Ga. 


MARRIOTT MOTOR HOTEL, WASHINGTON, D. C.: 


With Plaster-Weld you con permanently bond 
gypsum, lime putty, acoustical plaster ond ce- 
ments to themselves . . . or directly to any sound 
surface . . . even glass. Applied with brush, 
roller or spray gun. No costly surface prepara- 
tion. You cover Plaster-Weld with new material 
as soon as touch dry (about an hour). In case 
of Marriott Motor Hotel, billed as “World's 
largest Motel,“ Plaster-Weld was sprayed on 
smooth concrete ceilings to bond lime putty 
plaster finish.. Archt.: Joseph G. Morgan, Wash- 
Charles H. Tomkins Co., 
Inc, Washington; Plstg. Contr.: Novinger Com- 
pany, Inc., Brentwood, Maryland. 

A Plaster-Weld bond is ageless . . . never lets 
go! Plaster-Weld 15 approved by New York City 
Board of Standards & Appeals, and protected 
under U.S. Patent No. 2,760,885. For technical 
data, and job proof, see Sweet’s or write us 
direct. Address Box 5756C, Larsen Products 
Corp., Bethesda, Maryland. 


SPECIAL OFFER 


For your convenience, we have developed 5-page 
work sheet copies of specifications for bonding 
agents, edited by Ben H. Dyer, A.LA., speci- 
fications consultant of Bethesda, Md. Get yours 
today. Simply mail coupon below. 
| harsen Products Corporation 

Box 5756 C Bethesda, Md. 
Please send ( ) sets of specifications to— 


Nome- 


Company. к... ache 


Street Address... 
City. 


ا 


Architect: Harold Goetz, Jr. Associates, Middletown, Ohio 


And ARMCO STEEL BUILDINGS 


Panel wall construction combines flexibility with 
economies of mass-produced components 


Your ideas and Armco Steel Buildings can be Yet, while you are achieving custom results, 

partners. A look at the Armco Building File in you are earning mass production economies for New steels are 
Sweet's Architectural Catalog will give you a your client. Structural components and covering born at 
colorful picture of the results of combining materials are designed and fabricated to fit the "m 
Architects! imaginations and the Armco Build- thousands of size combinations possible with Armco 
ing Method. Inside and out, you can achieve Armco Buildings. Get details from Sweet's— 

exactly what you want— what your client needs. or write us. Armco Drainage & Metal Products, 

Panel wall construction gives you flexibility. Inc., 6409 Curtis Street, Middletown, Ohio. 


ARMCO DRAINAGE & METAL PRODUCTS 


Subsidiary of ARMCO STEEL CORPORATION 


OTHER SUBSIDIARIES AND DIVISIONS: Armco Division * Sheffield Division * The National Supply Company 
The Armco International Corporation * Union Wire Rope Corporation 
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ROOF VENTILATORS 

Here are two widely-used roof 
fans, typical of Allen engineered ventilation 
for modern structures and industrial uses: 


LOW 


J I-LINE 
| EYE 
APPEAL 
| zs 
• Recommended whenever specifications call for a roof fan of lo 
contour without sacrificing high operating efficiency — 
e Low noise level е Low first cost e Low maintenance 


e Easy lo install (no extra bases needed) œ Easily accessible 
e Wide capacity range (420-45,000 cfm) e Belt or direct drive 


HIGH | 
VELOCITY Ё з 
VERTICAL E | 

DISCHARGE 2 


| * Recommended where extremely high discharge velocity is needed 
to keep fumes from sifting back into the building 


I e Automatic wing dampers © Capacities up to 90,000 cfm 
| » Direct drive (moderately dry temperatures up to 160° F.) 
| e Remote drive (corrosive or high temperatures up to 350° Р.) 


See Sweet's for the complete Allen line of roof ventilators 


| MAIL COUPON 


for specifications and performance | 
data on these and other Allen units 


ALLEN COOLER & 
VENTILATOR, INC 
ROCHESTER, MICH. 
Roof Ventilators for Every Commercial and Industrial Need 
REPRESENTATIVES IN PRINCIPAL CITIES 


ENGINEERED 
VENTHATION 


ALLEN COOLER & VENTILATOR CO. 
708 WOODWARD AVE, ROCHESTER, MICHIGAN 


Please send catalog of the Allen ventilator line, including 
specifications and data on the I-line and VD roof fans. 


Name 
Address — 


City 
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RUBBER and VINYL 


SEALS 


FOR MASONRY JOINTS 


Water Seals for cast-in-place construction joints between 
concrete footings and walls, walls and floor slab, wall 
section and wall section, and floor slab and floor slab. 

Sealing Gaskets for use between sill and coping stones, 
brick and stone wall panels, masonry wall panels and 
structural steel members. 

Sealing strips for control joints in block constructed 
walls . . . watertight seals with an inherent, permanent 
liveliness for use in Michigan and Besser Control Joints. 


RUBBER or VINYL WATERSTOPS 


Williams Waterstops are made 
from Natural Rubber Stock and de- 
+ ._ signed for maximum effectiveness in 
any type of cast-in-place construc- 
lion joint. They will bend around 
corners, and will not crack or teor 
++ from shear action. Tensile Test: 3990 
“A, ibs, Elongation Test: 65096. Avail- 
*- * able in rolls up fo 80 feet in length. 

^. Field splicing is simple. Williams 
Waterstops can also be furnished 
. ` in Vinyl or Neoprene for industricl 

1 uses where resistance to oil and 
other injurious wastes is desirable. 


Everlastic Masonry Gaskets are a 
readily compressible, nonabsorbent 
Elastomer impervious to water and 
inert to heat, cold and acids. In ma- 
sonry joints they permit linear expan- / 
sion in summer heat, and seal joints 
against moisture which causes frost 
damage in winter. Everlastic Gaskets 
are furnished die-cut to specifications 
and coated with pressure sensitive 
adhesive ... they should be used 
between sill and coping stones, 
brick or stone wall panels, and ma- 
sonry and structural steel members. 


Weathertite is a specially shaped, 
nonporous, expanded Polyvinyl 
Chloride strip which provides mul- 
tiple, continuous contact surfaces 
when compressed, and thereby pro- 
duces the positive pressure contact 
essential for an effective watertight 
seal in standard control joints in block 
constructed walls. Weathertite is 
available in two types to meet all 
requirements. Type "R" is made 
especially for use in Michigan Con- 
trol Joints; Type "RB" is made espe- 


NIGAN CONTROL JOINT 4, H ^ 
ы z cially for use in Besser Control Joints. 


See Sweet's Files, or Write for Information. 


WILLIAMS 


EQUIPMENT and SUPPLY CO. 


456 W. Eight Mile Rd., Hazel Park, Michigan 


ARCHITECTURAL RENDERING 
the techniques of contemporary presentation 
by Albert O. Halse 


A masterful, major treatise explains, in text and choice illustrations, every 
technique and medium used in architectural rendering today. For the pro- 
fessional renderer, the architect, and the beginner, it offers something new 
and complete in its field. 

Every aspect of rendering receives attention here: intetiors, exteriors, na- 
ture; perspective, lighting, reflections, textures; all of the media in detail; 
how to buy and use materials, and when; professional tricks of the trade. 
Introductory chapters contain a history of rendering, a study of color, and 
other basic information. A special section of professional renderings done 
in various media also is included. Numerous illustrations, 17 in full color. 


304 pages, 834 x 1154, $15.75 


THE CONTEMPORARY CURTAIN WALL 
its Design, Fabrication and Erection 
by W. Dudley Hunt, Jr. 


One of the most important recent developments in the construction industry, 
curtain wall construction is still so new that there is a great demand for 
information on proper methods of design, construction and installation. 
Meeting that demand, this new book presents, for the first time in one place, 
a wealth of new information about this construction system, 

Analyzes and evaluates the walls, their functions, their component parts, 
materials and installation. Lists and tables give all the known data about 
insulation, fire resistance, dimensional stability. Amply illustrated with 
drawings and photographs. 


468 pages, 7 x 934, $12.75 


APPLIED STRUCTURAL DESIGN OF BUILDINGS 
by Thomas H. McKaig, B. Arch., C.E. 


A practical office manual containing simple, standardized procedures for 
solving structural design problems. This unique handbook had its inception 
as a series of notes used by the author in his instruction of architects and 
engineers preparing for state licensing examinations. Strictly a practical 
work, witli na attempt made to develop theory. 

"The structural designer will find here short cuts, tables, formulae, sketches 
— a wealth of practical information — all designed to save countless hours 
of detail, help standardize office practice, and simplify the designer's work. 
All of this information has been tested by actual experience and proven to 
be reliable and useful. 


442 pages, TY x 10, $12.50 


FIELD INSPECTION OF BUILDING CONSTRUCTION 
by Thomas H. McKaig, B. Arch., C.E. 


A guide to the supervision of construction for architects, engineers, and field 
inspectors which charts a clear path through the maze of owner-architect- 
contractor-subcontractor relations and responsibilities. Defines responsibili- 
ties for such matters as quality of materíals and workmanship, coordination 
of work by different trades, safety precautions, safeguarding of work in 
place, and many more. 

Outlines the pitfalls the inspector should avoid, and gives him guidance in 
safeguarding the owner's interest against a variety of contingencies, with- 
out exposing him to charges and possible claims for interference or delay. 


384 pages, 6 x 9, $9.35 


APARTMENTS AND DORMITORIES 
by the editors of Architectural Record 


In response to numerous requests for information on this building type, the 
itors of Architectural Record have selected 48 superior examples of apart- 
iment houses, college residence halls, and other multiple dwellings, designed 
by some of the world's leading architects. The baildlogs range in size 
two-family houses to vast housing projects. 
In addition ro the buildings, there is a section containing useful technical 
information, and a series of studies on trends in apartment buildings and 
mmunity development. Over 250 illustrations. 


pages, 834 x 1155, $8.95 


Here are four pages of thoughtful gifts 


for architects, engineers, builders, and clients. 


MOTELS, HOTELS, RESTAURANTS AND BARS 
(Second Edition) 


by the editors of Architectural Record 


This revised and expanded book presents, in one place, an up-to-date, de- 
tailed study of physical designs 1n motels, hotels, restaurants, and bars. 
The important relationship between good design and good business is graph- 
ically shown in over 700 photographs, drawings and plans of successful 
establishments. 

The well-planned, practical design has — in each case studied — paid off 
in flourishing trade and satisfied clientele. The clear text gives expert an- 
swers to the hundreds of questions asked hy owners and prospective archi- 
tects, designers and investors in this important type of building. 


336 pages, 834 x 1155, $9.75 


THE SELECTION OF RETAIL LOCATIONS 
by Richard L. Nelson 


A new book which provides the newest trends and techniques in site selec- 
tion and potential volume analysis for stores, shopping centers, banks, 
restaurants and other establishments. The author is a noted real estate 
economist. 

Answers your questions on anticipating geographic trends, future of the 
downtown area, determining the volume potential of an area, rent-adver- 
tising ratios, effects of decentralization, compatibility of store types, and 
many more topics. With this book you can estimate business potential of a 
site, evaluate its growth capacity, and appraise the influence on the pro- 
posed business of other stores in the vicinity. 


384 pages, 6 x 9, $9.00 


CONSTRUCTION ACCOUNTING AND 
FINANCIAL MANAGEMENT 


by William E. Coombs 


The first, and only, complete manual of accounting and financial control 
for the construction industry, written by a specialist who has served as an 
attotney, accountant, and executive in the construction business. 

Describes and Келу recommends proper accounting and management 
procedures, Tells you what records to keep, why they must be kept, and 
several possible ways of keeping them. Relates accounting and record keep- 
ing to the size of the firm, type of job, and never loses sight of the funda- 
mental purpose — giving you effective financial control over every opera- 
tion. Contains 200 tables, charts, and sample forms, 


488 pages, 6 x 9, $12.85 


ARCHITECTURAL ENGINEERING 
by the editors of Architectural Record 


100 case studies which present the latest developments in architectural 
engineering. Each study is a detailed source of specific information for which 
there is current professional demand, The book is composed of six sections: 
The Building Shell, Environmental Control, Utilities, Site Planning, Ma- 
terials, Special Problems. Over 1,400 plans, diagrams and photographs. 


195 pages, 834 x 1154, $12.75 


ESTIMATING GENERAL CONSTRUCTION COSTS 
(Second Edition) 


by Louis Dallavia 


Provides an accurate, foolproof system for estimating all direct production 
costs in earthwork, reinforced concrete, masonry, structural steel, and car- 
pentry. This unique system can be applied at any time and in any place with 
equal yalidity, and can never go out of date. It was developed and perfected 
by the author during his 22 years as an estimator in heavy construction and 
building. 

Presents an index set of unit costs for typical shift crews, against which you 
compare local crews, arriving at a productivity percentage. By checking that 
figure against only three tables, you arrive at shift cost, output range, and 
E for the operation. There is a total of 160 tables and checklists in 
the : 


205 pages, 6 x 9, $8.50 


DODGE BOOKS 


INDUSTRIAL BUILDING DETAILS 
by Duane F. Roycraft 


The only master reference of architectural details for the industrial building 
designer. It presents over 1,500 detail drawings which have been proved in 
use by architects, draftsmen, and engineers. Each is sharp and clear, drawn 
precisely to scale, and is large enough to trace or project for direct use or 
adaptation. 

Every part of the contemporery industrial building is shown — from roofs 
and parapets to catch basins and manholes. Text is kept to a minimum, 
appearing only to introduce each of the seventeen major sections. Will save 
many hours КОИ seatching through files and folders. 


352 pages, 834 x 11%, $12.75 


ELECTRICAL EFFICIENCY IN INDUSTRIAL PLANTS 
by E. S. Lincoln 


A practical engineering guide to lower power costs. Designed to eliminate 
power waste and its resultant drain on industrial productivity. The author 
shows in detail the practical methods of making surveys of power load, 
voltage, and electrical protection — complete with a discussion of the 
necessary instruments 5 their use. 

An analysis of power costs is included as well as all the elements in the dis- 
tribution system. Such troublesome matters as power factor, choice of volt- 
age, and equipment maintenance are presented directly and simply. Supple- 
mented by helpful illustrations and tables. 


288 pages, 6 x 9, $9.50 


PLANT ENGINEERING PRACTICE 


by the editors of Plant Engineering 


The mammoth new reference work of plant operation and maintenance. 
Presents 226 separate case studies, each of which is designed to save time, 
work and money for the plant engineer and his staff, and architects and 
engineers doing industrial building work. 

Written by over 100 experts in their fields, it is virtually an encyclopedia of 
practical, hard-earned experience. Organized into 13 sections: Sites and Lay- 
struction, Housekeeping and Safety, Materials Handling, Main- 
tenance, Paints and Protective Coatings, Mechanical Power and Piping, 
Electric Power, Lighting, Utilities, Heating and Air Conditioning, Quality 
Control, Shopwork. 12-page master index. Over 800 illustrations. 


704 pages, 834 x 1156, $18.50 


GROUNDS MAINTENANCE HANDBOOK 
(Second Edition) 


by Herbert S. Conover 


The only comprehensive reference work of grounds development and main- 
tenance. Contains all the detailed information you need to plan, supervise 
and maintain grounds of every type and size. 

It is a big book (503 pages), and fully illustrated Cover 175 illustrations). 
It consolidates all the needed information on planning, turf maintenance, 
planting and care of trees and shrubs, equipment selection, control of weeds, 
insects and diseases, materials specifications, and erosion control. Through- 
out the book practical, economical methods and materials are stressed. 


503 pages, 6 x 9, $10.75 


HOW TO MAKE BUILT-IN FURNITURE 
by Mario Dal Fabbro 


Step-by-step instructions for constructing 102 contemporary built-ins. This 
practical book presents unique sequence plans and illustrations which vir- 
tually eliminate the errors and miscalculations which arise in these projects. 
All pieces can be built from standard grades of wood using common wood- 
о КҮЗ tools. 

Included are pieces for living rooms, kitchens, bedrooms, playrooms, attics 
and cellars. Hundreds of variations and adaptations can be made from these 
plans, and the book is also an excellent source of data for designing your 
own built-ins. 


259 pages, Т x 934, $6.95 


BUILDINGS FOR RESEARCH 
by the editors of Architectural Record 


This timely book analyzes in detail a wide variety of research facilities built 
by industry, government agencies, and universities during the past seven 
years — 44 separate projects. The installations shown are in these fields: 
Nuclear research, Industrial engineering, Biological research, Electronics and 
electrical engineering, and Institutional laboratories. 

Opens with a general discussion of the fla les of laboratory design, with 
emphasis on the ingredients common to all laboratories. Every point is 
made clearer by the inclusion of numerous photographs, plans, diagrams — 
over $00 illustrations in all. 


232 pages, 834 x 1154, $9.50 
COMMERCIAL BUILDINGS 


by the editors of Architectural Record 


Office buildings, banks, transportation buildings, TV studios, and theaters 
are shown here in photographs, plans and drawings. 


106 pages. 834 x 1154, $10.50 


RELIGIOUS BUILDINGS FOR TODAY 
by the editors of Architectural Record 


Presents 35 new religious buildings, each of which is the work of a gifted 
architect collaborating with a clergyman and building committee who were 
not afraid to break with the architectural past. Protestant, Catholic, and 
Jewish buildings are shown, from all parts of the United States as well as 
Europe and Asia. Each is shown in brilliant photographs, and plans and 
drawings. 

There are several other sections. One is called “‘Worship and the Arts." It 
explores the relationship between eternity and the present, as it pertains to 
the design of churches. There follow six articles on worship and the arts in 
different traditions — Jewish, Catholic, Orthodox, Episcopal, Reformed, 
and Lutheran. Also contains cogent studies by leading architects, clergy- 
men, and secular authorities. Over 300 excellent illustrations. 


184 pages, 834 x 1155, $7.95 


TIMBER DESIGN AND CONSTRUCTION HANDBOOK | 
prepared by Timber Engineering Company 


The complete master handbook of timber design and construction written 
and edited by 34 engineers and timber specialists. Serves two purposes: it is 
a comprehensive timber design reference, and it is also a practical field hand- 
book. Offers every bit of essential information needed to develop and con- 
struct the best wood structures. 
The first portion covers the fundamental structural characteristics of wood. 
Lists types, grades, and ways of preservation. The next ten chapters analyze 
reliminary design considerations, кү details, fabrication and erection. 
The final chapter presents 129 pages of design and engineering specifications 
and precise tabular data allowing easy conversion for particular grades and 
species. 
622 pages, 6 x 9, $12.75 


HOW TO BUILD MODERN FURNITURE 
(Second Edition) 


by Mario Dal Fabbro 


Clear, easy-to-follow instructions for building your own professional quality 
furniture, plus step-by-step plans for 53 contemporary pieces, by a famous 
furniture designer. 

The first section gives instruction in basic woodworking operations, selec- 
tion of materials, joints, assembly, wood finishing, and upholstery. Stand- 
ard measurements of all furniture pieces are listed. The second section pre- 
sents 53 separate pieces: hi-fi cabinets, chests, tables, chairs, beds, and many 
others. Text is brief and clear — unique exploded diagrams do most of the 
teaching. Each project contains a list of materials and directions for assem- 
bly. Over 1200 diagrams and drawings. 


224 pages, ТІ x 934, $4.95 


BUILDINGS FOR INDUSTRY 
by the editors of Architectural Record 


An outstanding selection of new industrial buildings, together with a series 
of informative studies on trends and factors in present-day industrial build- 
ing design. 74 projects from all over the United States, as well as a few from 
overseas, are completely analyzed. Explains choice of site, plan, lighting, 
colors, loading docks and rail spurs, employee facilities, and many more 
features. Over 700 illustrations. 


315 pages, 834 x 11%, $9.75 


IME-SAVER STANDARDS 
Third Edition) 


y the editors of Architectural Record 


rchitects, engineers, designers, builders, and other specialists in the build- 
ig field consider this book the one indispensable reference to every question 
f building principle, practice, and procedure. As a daily working tool on 
onstruction projects of every size and description, Time-Saver Standards has 
ved endless hours of research time, immeasurable extra work, and many 
ostly mistakes, as well as millions of dollars on construction costs. 


pages, 814 x 11, $12.75 


HE STRUCTURES OF EDUARDO TORROJA 
n autobiography of engineering accomplishment 


duardo Torroja, famous Spanish architecc-engineer, has written a book 
hich illustrates, describes, and explains the 30 most significant accomplish- 
nents of his career. These structures include bridges, dams, hangars, sports 
renas, factories and churches, Many are of reinforced concrete — for Tor- 
ja's most unusual engineering feats are in prestressed and post-tensioned 
ncrete — but wood, brick, and steel are used as well. 
he book shows the author's reasoning in arriving at the design of each 
ructure, and reveals his unusual building philosophy. Engineering details 
e given. There is a profusion of photographs, plans and drawings — over 
75 in all. 


8 pages, 7 x 934, $8.50 


TRUCTURES 
y Pier Luigi Nervi 


ier Luigi Nervi of Rome draws on over 30 years of experience as architect, 
gineer, and builder. Contains much valuable information on the proper- 
les of Ferro-cemento, which is a type of reinforced concrete developed by 
ie author and used by him in the construction of some of the largest and 
host beautiful thin-shell concrete structures in the world. 

lternately practical and philosophical, the book considers such varied 
bjects as architect-client relations, training of designers and builders, 
eory of structures, and building in reinforced concrete. Contains photo- 
raphs of all of Nervi's major works, as well as numerous sketches and plans. 


18 pages, 714 x 975, $6.95 


DVENTURE IN ARCHITECTURE 
y Whitney S. Stoddard 


he exciting story of the rebuilding and expansion of 100-year-old St. John's 
onastery in Minnesota. The client is the Benedictine order of monks. The 
chitect is Marcel Breuer, How he was selected, the rapport established be- 

n him and the building committee, and the flexible master-plan they 
rew is all explained here. The text has a narrative quality, RT the 100 
hotographs and drawings cover every phase of the project. 


pages, 810 x 11, $8.50 


HE CHAPEL AT RONCHAMP 
y LeCorbusier 


orbusier's own account and explanation of che chapel of Notre Dame du 
ut, which is one of the truly revolutionary buildings of our time. He 
sents the buildings in its 3 facets: as a place of worship, as a work of art, 

as a practical exercise in architecture and construction. Contains notes 
id sketches in LeCorbusier's own handwriting. 


pages, 1% x BY, $5.50 


RIC MENDELSOHN (Second Edition) 
y Arnold Whittick 


thoughtful, handsomely-illustrated study of the works and life of one of 
e outstanding architects of our time. 


9 pages, 714 x 1054, $9.85 


RECORD HOUSES OF 1959 


by the editors of Architectural Record 


The fourth annual volume of the year's outstanding contemporary houses. 
After considering hundreds of architect-designed houses, the editors of 
Architectural Record selected the 20 presented here. Representative of many 
new directions in house design, the projects featured come from all regions of 
the continental United States and cover a wide range of prices. They are 
described fully in text, photographs, plans and drawings. Troc are several 
valuable editorial features, plus 8 pages in full color. 


226 pages, 834 x 1154, $2.95 


THE SECOND TREASURY OF 
CONTEMPORARY HOUSES 


by the editors of Architectural Record 


A magnificent collection of 44 contemporary houses superbly described by 
text, photographs, drawings, and plans. They are examples of the spirit of 
originality end individualicy that is becoming ever more important in mid- 
twentieth century architecture, and they are dücincdve in the success with 
which they meet the physical and esthetic requirements of their owners. 
Selected from the outstanding Record Houses annuals of 1956, 1957, and 1958. 
Ranging from the inexpensive to the luxurious, and representing the various 
climates of this country, these houses will furnish a genuine treasury of ideas 
to architects, contractors, and laymen alike. 8 pages in full color. 


232 pages, 834 x 1154, $7.75 


A TREASURY OF CONTEMPORARY HOUSES 
by the editors of Architectural Record 


Here are 50 contemporary houses designed by some of the world's leading 
architects; the ultimate in quality contemporary design. Most of the houses 
are depicted in 10 or more photographs, plans and drawings. The story be- 
hind each house is леа simply in its essentials, with no involved tech- 
nical language 


215 pages, 834 x 1156, $5.95 


82 DISTINCTIVE HOUSES 
selected from Architectural Record 


82 of the finest houses published in Architectural Record in recent years. Each 
house is depicted in superb interior and exterior photographs which drama- 
tize its design and convey its originality. These houses represent a wide range 
of localities, living habits, personal tastes, and sites. The last 100 pages con- 
tain special Time-Saver Standards data for houses. 


437 pages, 834 х 1136. $8.50 


THE ART OF HOME LANDSCAPING 
by Garrett Eckbo 


Here is the book which helps the user recognize his landscaping needs, plan 
them on paper, substitute pencil work for shovel work, Жай САНАУ рго- 
vide useful, beautiful outdoor space to the limits of his lot. Especially valu- 
able to the new home buyer or builder, who cannot afford the services of a 
landscape architect, and cannot afford to make costly mistakes in his basic 
planning. 

Covers in detail such topics as: Recognizing your needs, Plans, Scheduling 
work and money, Screenings, Walls, Brando Soil conditions, Solar orien- 
tation, Weather considerations, and many more. Profusely illustrated. 


256 pages, 6% x 934, $5.95 


LANDSCAPE FOR LIVING 
by Garrett Eckbo 


The professiunal-level study of the purposes, problems and practices of land- 
scape design. 
288 pages, 8 x 1012, $10.00 


BOOKS 


PLANNING HOMES FOR THE AGED 

by Geneva Mathiasen and Edward H. Noakes 

The first comprehensive planning guide on the problems of designing and 
building homes for the aged and the infirm. The editors — an expert in the 
problems of the aging and a noted institutional architect — provide written 
and graphic assistance in the physical planning of such homes. Included are 
ШЕ: prepared by eleven specialists on such topics as site planning, the 
residence unit, health needs and the infirmary, construction Tarea and 
costs, design and the function of the architect. 

Complementing the authoritative text is a collection of award-winning con- 
temporary designs selected in national competition sponsored by the Na- 
tional Committee on the Aging, in conjunction with The Modern Hospital 
and Architectural Record magazines. Contains much new thinking on princi- 
ples, methods, and ideas which are applicable ro all types of related in- 
stitutions, 


119 pages, fio x 1114, $12.75 


NURSING HOME MANAGEMENT 
by R. C. Williams, M.D. and others 


The unique, complete handbook on the operation, organization, and man- 
agement of nursing homes and similar institutions. Written by five authori- 
ties in the fields of public health, medicine, nursing care and administration, 
this book answers the unusual and the everyday problems of nursing home 
operation. It shows how to provide the best possible service while main- 
taining sound, economical business policy 

Eight chapters include establishment and organization, business manage- 
ment, medical and nursing care, recreational facilities, food service, house- 
keeping, buildings and grounds, and safety. Well illustrated with photo 
graphs, checklists, and informative appendices 


224 pages, 6 x 9, $8.50 


DESIGN AND CONSTRUCTION OF 
GENERAL HOSPITALS 
by the U. S. P. H. S. 


Senter guidance in planning the general hospital. 30 master plans for 
hospitals of every size are shown 


214 pages, $13.50 


PSYCHIATRIC SECTIONS IN GENERAL HOSPITALS 
by Paul Haun, M.D. 


The complex design problems of psychiatric units are discussed in detail 
With floor plans for 200-bed hospital 


80 pages, $6.00 


DESIGN FOR MODERN MERCHANDISING 
by the editors of Architectural Record 


A detailed study of the physical design of stores, shopping centers, and 
showrooms. 


247 pages, $8.95 


PLANNING STORES THAT PAY 
by Dr. Louis Parnes 


This book demonstrates the amazing degree to which good design speeds and 
increases sales in department stores and specialty chain stores. 


380 pages, $12.75 


DODGE BOOKS, F. W. Dodge Corporation 
119 West 40th St., New York 18, N. Y. 


Send me the books checked below. Within ten days after receiving them, I shall remit payment, includ- 


ing a few cents postage, or return any or all of them without obligation. 


МАМЕ........ 


SCHOOL PLANNING AND BUILDING HANDBOOK 

by N. L. Engelhardt, N. L. Engelhardt, Jr., and S. Leggett 
The authoritative work which contains every item of basic information 
needed to execute a school building program 

626 pages, $12.75 


SCHOOLS FOR THE NEW NEEDS 


by the editors of Architectural Record 


In concise text and over 900 illustrations, shows 66 new school buildings 
where sound planning paid off in better buildings at lower cost 


312 pages, $9.75 


PLANNING ELEMENTARY SCHOOL BUILDINGS 
by N. L. Engelhardt, N. L. Engelhardt, Jr., and S. Leggett 


A comprehensive study of design standards, equipment, and facilities needed 
for today's elementary school buildings 


268 pages, $12.50 


TOWARD BETTER SCHOOL DESIGN 
by William W. Caudill 
A valuable book by one of America's top school planning authorities that 


sums up years of research. Relates the new school building to the needs of 
the community. 


288 pages, $12.75 


JAPANESE TEMPLES AND TEA-HOUSES 
by Werner Blaser 


^ magnificently illustrated study of classic Japanese architecture. Contains 
over 90 photographs (8 in full color? plus plans and drawings. 


156 pages, $12.75 


NEW GERMAN ARCHITECTURE 

by G. Hatje, H. Hoffman, K. Kaspar 

A brilliant study of the best of postwar German architecture. 133 projects of 
all types are shown, each illustrated with at least 3 photographs and plans. 
220 pages, $11.50 


PRACTICAL HOUSES FOR CONTEMPORARY LIVING 

by Jean and Don Graf 

Here are 40 houses that reflect their owners’ tastes and living habits. Prices 
range from $7500 up. 

174 pages, $6.95 


WRITING AND PUBLISHING YOUR 

TECHNICAL BOOK 

If you have ever contemplated writing a business, professional, or engineering 
book, you would do well to request this manual. It is written to help authors 
organize and develop their ideas for books to the point where they can ob- 
tain the support and backing of a publisher. 


50 pages, booklet, Free of charge 


MAIL THIS 10-DAY APPROVAL COUPON 


| Industrial Building Details. s.s.s... +1275 
Japanese Temples and Tea-Houses +1275 
Landscape for living ........ 10.00 


| Motels, Hotels, Restaurants and 
New German Architecture . . . 
Nursing Home Management. 


975 
11.50 
8.50 


Planning Elementary School Buildings. 12.50 

Doo IMPEDIT | Planning Homes for the Aged 12.75 

^| Planning Stores That Pay 12.75 

а ETE ZONE: iiss $ТАТЕ............. Ei Plant Engineering Practice . . . ..18.50 

Check enclosed. Dodge pays postage, same return privilege. аке-е шад Fac tens 

[1 Record Houses of 1959...... ++ 2.95 

[ ] Adventure in Architecture... . +++ $8.50 .] The Contemporary Curtain Wall........ 1275 _] Religious Buildings for Today 7.95 

[| ] Apartments and Dormitories . . 8.95 _] Design and Construction of General |_| Schools for the New Needs. ve 975 

Î] Applied Structural Design of Bui .12.50 Hospitals [1 Schoo! Planning and Building Handbook. .12.75 

[_| Architectural Engineering . -12.75 [C] Design for Modern Merchandising . 8.95 ] Second Treasury of Contemporary Houses. 7.75 

Architectural Rendering . . 1575 82 Distinctive Houses. ..........- B.50 | The Selection of Retail Locations. . .. 9.00 

[_] The Art of Home Landscaping 5.95 Electrical Efficiency in Industrial Plants . 9.50 j 6.95 

[| ] Buildings for Industry. . 9.75 ] Eric Mendelsohn Š | The Structures of Eduardo Torroja...... 8.50 
] Buildings for Research. . 9.50 | | Estimating General Construction Costs 8.50 


[ | Commercial Buildings... - 
] Construction Accounting and Financial 
Мападетеп!....................... 12.85 


F1 
[1 The Chapel at Ronchamp 
= 


Field Inspection of Building Construction. 
Grounds Maintenance Handbook. . . 
How to Build Modern Furniture. . 
1 How to Make Built-In Furniture. . . 


Timber Design and Construction Hondbook. 12.75 
935 Time-Saver Standards ЕА 


112.75 
12.75 
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| ESPECIALLY DESIGNED TO BLEND WITH ACOUSTICAL CEILINGS 
ЙН А 
Наян е ре 2727. 


PERFORATED AIR OUTLETS 


\ 


The architectural styling of PERFAIR, both supply and match- 
ing return units, conform to all interior designs. The inter- 
changeable core and built-in air controllers permit the location 
of PERFAIR units in any part of the ceiling. 


Engineers can depend upon AGITAIR PERFAIR air diffusers 
to meet every requirement — maximum turbulence... aspira- 
tion...quick temperature equalization... uniform air distribu- 
tion... noiseless...draftless operation. 


Ask your AGITAIR representative for catalog P-200 or write 
direct to Air Devices Inc. 


National Biscuit Company 
Research & Development Bldg. 
Foir Lawn, N. J. 


Architect: Owner 

Contractor: 
Walter Kidde 
Constructors, Inc 


For over 100 years, Archi- 
tects have relied upon Fiske 
for the widest choice of artis- 


For Enduring Charm 


. . Specify 
Architectural METAL WORK 


by Fiske 
Aluminum, Bronze, 
Stainless Steel and Iron 


tic designs, materials, crafts- 
manship and dependability. 
Now, more than ever, Archi- 
tectural Metal Work by 
Fiske...in Aluminum, 
Bronze, Stainless Steel and 
Iron ... represents the finest 
obtainable, 

Write for our catalog of 
designs or send blueprints 
for quotations. 


J-W. Fiske ARCHITECTURAL METALS, Inc. | 


113-115 Pennsylvania Avenue, Paterson 3, New Jersey 
ESTABLISHED 1858 == 


* Provide Uniform Ceiling Design 


* Can Be Located Anywhere 
In Ceiling 


* Interchangeable Diffusing Cores 
* Unlimited Patterns 

* Built-In Air Controllers 

* Adjustable for 1-2-3-4 Way Blows 


* No Blank-Offs Required 


* Maximum Turbulence — 
Aspiration 


* Quick Temperature 
Equalization 


* Uniform — Draftless Air 
Distribution 


Send for complete Perfair Catalog 
AIR DEVICES INC. 
185 MADISON AVENUE * NEW YORK 16, N. Y. 


BETTER PRODUCTS FOR 
AIR DISTRIBUTION * AIR CLEANING * AIR EXHAUST 


FULL INFORMATION ON THE TWO 
MOST-SPECIFIED* HARDWOOD FLOORS 


perma(Sushion : 
Free-Floating Resilient 
Floor System 


Ironbound» 


Continuous Strip® Hard 
Maple Floor 


اوی 
E v‏ 
per‏ 


*called for “by name" 
more than any other 
hardwood floors 


Write today to Rob- 
bins Flooring Со., 
Reed City, Mich., 
Dept, AR-1159 

{Patented ond Trademarked 
in U. $. and Canada. 


ROBBINS FLOORING COMPANY 


Reed City and Ishpeming, Michigan 
WORLD'S LARGEST MANUFACTURER OF MAPLE FLOORING 
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SHLAGRO 
TAPERED 


* SPANS FROM 
24'0" to 130'0" 


* FAST DELIVERY — 
MADE FROM 
PLATES IN STOCK 


For Floors 


[cnin Tee 


For Roofs 


e Maximum strength — minimum materials. 


* For fast delivery — welded plate 
construction, plates always in stock. 


Write today for Catalog No. 825 


he PIONEERS 
JARE columns ! 


SHLAGRO 


EL PR 


1 am interested in the Shlagro Tapered 
Girder and other Shlagro products 
checked below. 


#825 — SHLAGRO TAPERED GIRDER 
#100 — STOCK STEEL ROOF TRUSSES 
#150 — STOCK STEEL 

LONGSPAN J0 МЕИ 


E SQUARE "COLUMNS 
#250 — SHUAGRO. SHEAR HEA! 

#300 — STOCK STEEL TURNTABLES 
#350 — SCAFFOLDING 

#375 — PA IEDHABONAL 


ISTS 

#400 — [5 SHELL STEEL PLATE ROOFS 
450 — SHLAGRO DOME STRUCTURES 
500 — STOCK STEEL RIGID FRAMES 
#550 — STOCK STEEL VERTICAL 

MEMBER TRUSSES 
pn] — STEEL VERTICAL UT DOORS 
650 — NO SHELL PRE-CAS 

toe ЖЕ 


'ONCRETE 
$700 — Steet FLOORSPAN. GIRDERS 
#735 — SHLAGRO TRIANGULAR GIRDER 
#750 — STEEL WELDED PIPE TRUSSES 
4775 — KARRI-MORE BEAM MD GIRDER 
#800 — STOCK STEEL MOMEN 

CONTOUR BEAM AND GIRDER 

#850 — Fut ron Coloss — 


оо Ee OO GOOD о00000 000 ~ 


#875 — PREFAB BUILDINGS — > 
PITCH ROOF 3 
name. 
title. 


Please attach B ferf professional let- 
Й $ terhead and mail 


HLAGRO STEEL PRODUCTS CORP. M 
SOMERVILLE, MASS. 


hummmmmmumm 
382 


Required Reading 


continued from page 79 


The Soul of a City 


THE STONES OF FLORENCE. By Mary MeCar- 
thy. Harcourt, Brace & Co., 750 Third Ave., 
New York 17. 130 pp., illus. $15. 


Mary MeCarthy's book on Florence 
was designed not as a guide book nor 
a compendium on a notable city and 
its art, but as a critical essay. Vir- 
tually all of it, in fact, appeared last 
August as three articles in the New 
Yorker, where, in single columns be- 
tween the whisky and shirt ads, it had 
considerable allure. Yet, oddly 
enough, in its present extremely 
handsome format the book is irritat- 
ing. The photographs (mostly by Ey- 
elyn Hofer) are superb, and the book 
itself is beautifully made. Written im- 
pressionistically, yet with all the style 
and verve that mark Miss MeCarthy's 
novels, the essay at first seems to bea 
work of art about a work of art that 
was a city. Miss McCarthy starts off 
stridently, describing the hateful, 
noisy heat of present-day, summer- 
time Florence. Then, lulled by all the 
skill of a born writer, you are carried 
from the blaring, glaring streets to 
the sculpture-filled loggias, the great 
halls of galleries where tourists never 
penetrate, and the cool, forgotten sec- 
rets of neglected crypts and baptis- 
teries. The history of a city, a people, 
and their art whirl about you like a 
half-dream, half nightmare. But then, 
somehow, you awaken. You realize 
that even all the book’s evocative ar- 
tistry hasn’t quite brought the thing 
off. 

Perhaps the fault lies in the too 
handsome format, where such things 
as references to illustrations or chap- 
ter titles never obtrude. Or it may be 
the style, wherein sentences half a 
page long are clogged with names only 
half remembered and references al- 
most preciously oblique. But, more 
likely, the flaw lies in Miss McCarthy 
herself. The book rings with the hard 
bitterness of tone familiar to readers 
of her novels. It adds up to a cruel de- 
scription of a cruel but beautiful city 
that cruelly languished. The sin of 
the Florentines, Miss McCarthy tells 
us, was their lust to capture the ab- 
solute in art, architecture, and poli- 
ties. The Florentines challenged the 
mystery that binds all of us to our 
sinful fate. The book in the end 
strikes one as first-rate McCarthy. 
For the architect in search of his soul, 
a must! 


— CHARLES FORCEY 
Columbia University 
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new 


lighting 
usd 


br mc yc í 


LINE 


mcPhilben's new 37.60 line designed by E. 
Allan Rothman provides the most efficient 
lighting of fitting rooms, mirrors, stair land- 
ings, telephone bookstands 
ized illumination is desirable 


.. wherever local- 


Available in both fluorescent and incandes- 
cent models offering these exclusive features: 
continuously hinged doors for easy relamping 

„all metal construction... baked on grey 
enamel finish . . . removable reflectors for 
easy access to electrical components. 


37-60 Two 60 watt lamps 
37-65 Two 15 watt T-8 fluorescent lamps 


Contact your mcPhilben representative for full 
details. See our insert in Sweet's file 32a or 
write for data sheet C/27 me 


mc Philben 


LIGHTING COMPANY 


1320 WiLLOUGHBY AVENUE, BROOKLYN 37, NEW YORK , 


Parke -Davis building 
at Menlo Park... 


jaunty “showcase” assembled from 


just 3 basic shapes in precast concrete 


Beauty is good public relations, agreed officials 
of Parke, Dayis & Company in planning this 
combination office and warehouse in a re- 
stricted industrial area in Menlo Park, Calif. 
To achieve this beauty, and fill practical needs 
as well, concrete was chosen for the whole job. 

Shell-roof sections, L-shaped bents and wall 
panels were all precast, quickly and easily as- 


sembled on the job site. The results: a graceful, 
pleasing silhouette; the wide-open, fire-resistant 
interior specified; and a clean, modern look that 
suits a maker of pharmaceutical products. 

Architects: Minoru Yamasaki & Assoc., Birmingham, 
Mich. Associate Architects: Knorr-Elliot Assoc., San 
Francisco, Calif. Structural Engineers: Amman & Whit- 


ney, New York City. General Contractor: Williams & 
Burrows, Inc., Belmont, California. 


PORTLAND CEMENT ASSOCIATION 


A national organization to improve and extend the uses of concrete 
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The only gym seats that provide 
ALL THE TOP FEATURES 


^ 


BOECKH'S MANUAL 
OF APPRAISALS 

5th Edition — just published 

Over 100,000 individual unit 

costs—more than 300 buildings, 

with hundreds of variations, all 


easily converted to local cost 
conditions. 


EAS j 


YOU CAN FIGURE YOUR BUILDING COSTS 
.. quickly end accurately »»: 


bd E DART BUILDING COSTS — published monthly 


TELESCOPIC GYM SEATS 


e Vertical fronts prevent accidents, permit recessing 
eFour vertical uprights per row put load on floor, 
not wall—distribute weight evenly 


A supplementary service giving 
an analysis of current market 
conditions and latest cost indexes 


eInterlocked uprights insure straight-line trackage, for the major metropolitan areas 
make operation easier of the U. S. and Canada to con- 
e Toughest, abrasion-resistant seat finish known vert to local cost conditions. 


e More leg and foot room—greater visibility 
SEND TODAY FOR 


Write for catalog COMPLETE DETAILS 

Ooms POWER OPERATION Key-operated. Opens and E. H. Boeckh & Associates 

N closes entire banks of seats in seconds, safely, quietly. 

V'N'Adds only a fraction to seat cost. 1406 M Street, N. W. 

Washington 5, D. C. 

FRED MEDART PRODUCTS, INC. А 
3540 DeKalb St. . St, Louis 18, Mo. 
In Canada: 20 Kilbarry Crescent Ottawa, On! 


the first handbook to provide complete information on 
supervising and testing building construction 


FIELD INSPECTION OF BUILDING CONSTRUCTION 


by Thomas H. McKaig, C.E., Chairman of the N. Y. State Board of Examiners for Professional 
Engineers and Land Surveyors 


Here is a strictly practical book — it is not a textbook, It assumes sors 
that you or your inspector have had sufficient theoretical training to 344 pages, 6x 9 Li illustrated, $9.35 


put to immediate use the wealth of practical information it 7 IMPORTANT CHAPTERS 


contains. 
The opening chapter discusses the role of the field inspector — 
gives sound advice on getting along with the various trades, on 1, The Job of the Inspector 
Sea tage рн УЫН under- aud Sver-tnepertion, on gn up 2. Preli minary Stage 
the n records, on reporting through correct channels, and on : 
other general, but important, matters. i 3. Foundation Stage 


COVERS EVERY STAGE OF CONSTRUCTION 4. Structural Framing Stage 


The next five chapters are devoted to nd inspection and E ERI 5. Intermediate Stage 


6. Finishing Stage 
1. Concrete 
-"——————— MAIL TODAY -————— eee eee 
DODGE BOOKS, F. W. Dodge Corporation 
119 W. 40th St., New York 18, N. Y. 


Send me. ......copies of FIELD INSPECTION 
OF BUILDING CONSTRUCTION @ $9.35. After 
ten days free use, I shall remit payment plus postage, 
or return the book without obligation. 


problems at each stage of construction. For each stage you will fin 
ific information on testing the materials and workmanship used 
there, on pitfalls to avoid, on material storage, protection of work 
in place, safety precautions, and hundreds of other vital points. 
e seventh and final chapter covers every aspect of concrete 
construction, and the many special problems involved in getting 
uniform and acceptable quality. 


USE THIS HANDBOOK FOR TEN DAYS’ FREE TRIAL 

To examine this important material, all you need do is fill out and 
return the coupon. As soon as your copy arrives, take it right to the 
job site and put it to work for ten days. We guarantee that it will — 

1. Point out better ways to speed job progress. 

2. Provide better ways of testing materials and millwork. 

3. Help coordinate and ease friction among the many parties to the 

job. 

If FIELD INSPECTION OF BUILDING CONSTRUCTION 
fails in the aboye objectives, or if it does not satisfy you for any 
reason, return the book and consider the invoice аргый, 


Payment enclosed. Dodge pays postage, same return 
privilege. 418 
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Investigated claims of mal- 
function of panic exit de- 
vices indicate incorrect loca- 
tion of trim as the major 
cause. 


“The 


UNI-TRIM 


UNI-TRIM Exit Devices pre- 
cisely align trim**and lock 
forming a coordinated unit ac- 
tually strengthening the door 
and providing a rigid fastening 
of both lock and trim, Exterior 
screws being eliminated, UNI- 
TRIM improves the appearance 
of the door, UNI-TRIM devices 


require ло reinforcing in hol- 


low metal doors, No sex bolts 
are required on kalamein doors. 
UNI-TRIM devices are tops for 


replacement in pre-cut doors. 


SARGENT & GREENLEAF, INC. 
жт ROCHESTER 21, N. Y. 


|... LIGHTING EQUIPMENT 
FOR SCHOOLS 


FRESH LOOK IN CURTAIN WALLS 
YOUR OWN PATTERNS IN 
MINI] TILE 


Western Subsidiary: Redondo Tile Co., Redondo Beach, Calif. 


See SWEETS ARCHITECTURAL FILE or write 
MULTI ELECTRIC MFG., INC. 


4235 W. LAKE STREET CHICAGO 24, ILLINOIS 


for more information 
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"DARK ACCENT” FACINGS 


BELLMAN GILLETT RICHARDS, Architects-Engineers, Toledo, Ohio. 


a natural stone 
that requires no maintenance 


ALBERENE stone 


For FREE literature and technical assistance address: ALBERENE STONE 
{A DIVISION OF THE GEORGIA MARBLE company) 386 FOURTH AVE., NEW YORK 16, N.Y. DEPT. R 


WALLY WAL-LOK SAYS: 


WAL-LOK 


| MORTAR JOINT REINFORCING 


is now DOUBLE DEFORMED 
. BONDS BETTER THAN EVER! 


FREE! | 
112-page 
Lighting Catalog 


Specifying lighting demands complete, up-to- 
date information. The Electro Lighting Corpora- 
tion general catalog is packed with photometric 
data, dimensional information . . . all the facts 
needed to write intelligent lighting specifications. 
It is kept current with the addition of pages on 
every major product change and innovation. For 
your up-to-the-minute copy, just attach this ad 
to your letterhead, and address to: 
Department R12. 


< Electro Lighting Corporation  LENAWEE PEERLESS, INC. 


d i 1406 E. MICHIGAN, ADRIAN, MICHIGAN 
Bil souin Pavlina $i * Chicago 8, Ill. | successors TO ADRIAN PEERLESS, INC. 
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For slip-resistant floors, 
specify Seal-O-San! 


Planning a gym? The coach will be vitally interested 
in the seal you specify! He knows that good basket- 
ball calls for fast footwork . . . and a player's foot- 
work can be no better than the floor permits, 

A Seal-O-San finished gym floor provides good 
footing because the seal is resilient. The surface gives 
a little so the shoe sole holds its position, doesn’t 


Write for details and specifications 
on Seal-O-San gym floor finish. 
Please use your firm letterhead and 
give your name and title. 


==] 


slip. Footing is sure, action becomes smooth and fast. 

Seal-O-San offers the primary advantage of slip 
resistance, plus durability, light color, easy applica- 
tion, simple maintenance and protection for long 
floor life. It will serve your client, and his coach, well. 
Ask your Huntington representative, the Man Be- 
hind the Drum, for more information. 


HUNTINGTON 


... Where research leads to better products 


HUNTINGTON Lg LABORATORIES . HUNTINGTON, INDIANA « Philadelphia 35, Pennsylvania • In Canada: Toronto 2, Ontario 


AURA-LITE 


an exciting new dimension in mood lighting 


Р) Now, a single lighting unit gives both 
ZZ, a color tinted low intensity glow 
and a white cone of functional light. 
Century’s AURA-LITE combines 
the Alzak reflector recessed downlite 
with a specially designed color coupler (above). 
Various colored couplers 
can be replaced in seconds. 
A wide range of color effects may be attained 
by designating the exact shade 
or tint of the coupler. 
A decorative color glow is achieved while 
natural color of complexion or decor is retained. 
Century's engineers freely consult 
with architects and designers 
in carrying out desired color moods. 


Send for descriptive brochure. 


CENTURY LIGHTING, INC. 
521 West 43rd St., New York 36 
1820-40 Berkeley St., Santa Monica, Calif. 
1477 N. E. 129th St., N. Miami, Florida 
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STATEMENT REQUIRED BY THE ACT 

OF AUGUST 24, 1912, AS AMENDED BY 

THE ACTS OF MARCH 3, 1933, AND 

JULY 2, 1946 (Title 39, United States 

Code, Section 233) SHOWING THE 

OWNERSHIP, MANAGEMENT AND CIR- 
CULATION OF 


ARCHITECTURAI 
& Architecture, 


RECORD, combined with 
published monthly at Concord, 
October 1, 1959. 


An 
New 


can Architect 
Hampshire, for 


1. The names and addres oí the publisher, editor, managing edi- 


tor, and b managers ar 

Publisher . W. Dodge Corporation, 119 West 40th Street, New 
York 18, Y.; General Manager: Robert F. Marshall, 119 West 40th 
Street, ? Vork 18, N. V.; Editor: Emerson Goble, 119 West 40th 
Street, New York 18, N. Y. 


2. The owner is: (If owned by a corporation, its name and address 
must be stated and also immediately thereunder the names and ad 
8 tockholders owning or holding 1 percent or more of total 
ount of stock. If not owned by a corporation, the names and ad- 
s of the individual owners must be given. If owned by a partner- 
ship or other unincorporated firm, its name and address, well as that 
of cach individual member, must be given.) F. W. Dodge Corporation, 
119 West 40th Street, New Vork 18, N. V. 


All of the common stock is held by the following Voting Trustees 
namely: James McV. Breed, 15 Broad AU Ne York 5, N. Y.; 
Paul Abbott, 40 Wall Street, New York 5, ; Howard Barringer and 
T. Oliver Morgan, both of 119 West 40th £ D New York 18, N aH 
and George W. Morgan, 76 Beaver Street, New York 5, N. under 
Voting Trust Agreement dated as of June 12, 1928 as amended and 
extended to May 2, 1966 by Extension Agreement dated as of February 
19, 1957. 


No owner or holder of preferred D owns or holds 1 percent or 
more of the total amount of stock of F. Dodge Corpora запа the 
beneficial owners of common stock de; мар under the aforesaid Voting 
Trust, whose combined ownerships or holdings of common stock so 
deposited and of preferred stock equal 1 percent or more of the total 
amount of si : Paul Abbott; May Gibson Baker; Howard J. Bar- 
ringer; James McV. "Breed; Rosilla Hornblower Breed and William C. 
Breed, Jr., Trustees under Paragraph Fifth of the Will of Alan R 
Breed for tł enefit of Rosilla Hornblower Breed; Rosilla Hornblower 
Breed and William C. Breed, Jr., as Trustees under Paragraph Fourth 
of the Wi Alan R. Breed for the benefit of Rosilla Hornblower 

ed; William C. Breed, Jr. (Individually Broadwell; Eddy 
Nominee for Bankers Trust Company, T under Will of 
А. 1 sen for the benefit of Gwendolyn Mikkelsen; Sumner 
Irving W. ааз, Thomas S. Holden; (Mrs.) Laura M. ‘Jac son; 
Julius I ttle; . А 
Robert F. Marshall; George W. Morgan; Gerald D. Morgan; T. 5 
Morgan, Trustee under Will of Laura O. Morgan for the benefit of 
Laura M. Ja Oliver Morgan, Trustee, under Will of Laura O. 
Morgan for the efit of Helen M. Young Oliver Morgan (Individ- 
Oliver Morgan, Trustee unde l of Truman S. Morgan for 

the benefit of Laura M. Jackson; T. Oliver Morgan, Trustee under Will 
of Truman S. Morgan for the benefit of Helen M. Young; Minnie C. 


а 
Ford; 
(Mrs.) Laura McIntosh 'Kleege; 


Ort; George H. Partridge; Mrs. Jane A. Pratt; William J. Quinn; How- 
ard M. Thompson; John J. aynor. Successor Trustee under Agree- 
ment dated June 1, 1932 for the benefit of Eugenia S. Breed; Marcus 


Wayne; Chauncey L. Williams; Helen Morgan Young. 


3. The known bondholders, mortgagees, and other security holders 
owning or holding 1 percent or more of total amount of bonds, mort- 
gages, or other securities are: (if there are none, so state.) None. 


4. Paragraphs 2 and 3 include, in cases where the stockholder or 
security holder appears upon the books of the company as trustee or in 
any other fiduciar tion, the name of the person or corporation for 
whom such tru: acting; also the statements in the two paragraphs 
show the affiant’ and 


è is 
full knowledge and belief as to the circumstance 
conditions under which stockholders and security holders who do not 


, hold stock and 
e ‘owner. 


appear upon the books of the company as tru: 
securities in a capacity other than that of a bona 


RonERT F. MARSHALL, 


General Manager 


Sworn to and Subscribed before me this 17th day of September, 1959 
[SEAL] IPA A. Public for the State of New York 
Qualified in Was ». 60-3075100. Cert. filed with Co. 
2 4 March 30, 1961 


Architects: Kahn & Jacobs 


Consulting Engineers: 
Jaros, Baum & Bolles 


Builder: George A. Fuller Company 


Plumbing Contractor: 
Crane Plumbing & Heating Co. 


Pipe Distributor: Charles D. Sheehy | 
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Steel pipe was first choice at Travelers Insurance Company 
after performance/cost actuarial tables showed the facts 


Evaluated on the basis of performance, service life, original 
cost, installation cost—calculation showed that steel pipe 
could best serve the new Travelers Life Insurance building in 
Boston for vent and drainage lines, the fire protection sprin- 
kler system and stand-pipe fire lines, 

The cost of steel pipe when related to the performance ad- 
vantages was truly significant. And, the savings in initial cost 
and installation cost were considerable. But these facts are 
true in most steel pipe applications . . . for steel pipe is the least 
expensive and most versatile of all tubular products. 

These are the reasons why steel pipe is the most widely used 
pipe in the world for fire sprinkler systems, water transmis- 
sion lines, vent and drainage lines, structural applications, 
radiant heating, snow melting, refrigeration, ice making, gas, 


cades г * Simple equipment and tools make steel pipe 
and air lines, and for electrical conduit. easy to install anywhere. PP 


STEEL PIPE IS FIRST CHOICE " 

i i COMMITTEE ON 
* Low cost with durability * Threads smoothly, cleanly 
* Strength unexcelled for safety • Sound joints, welded or coupled STEEL PIPE RESEARCH 
* Formable—bends readily * Grades, finishes for all purposes ү 
* Weldable—easily, strongly * Available everywhere from stock American Iron and Steel Institute 

t ty- id Street, New York 17, N.Y. 
INSIST ON PIPE MADE IN U.S.A. (РФ Se UNT ia E сащ 
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Current Trends in Construction 


THE LEGAL PROCEEDINGS in which the steel strike is 
involved at this writing offer no guarantee of a solution 
to the problem. Several things are certain, however. The 
first is that the strike has already lasted long enough to do 
some damage to the nation’s economy. Construction has 
been hit, not only in terms of projects which have been 
halted due to lack of steel, but also in terms of planning 
for new projects which cannot get underway. Other seg- 
ments of the economy have also felt the strain—employ- 
ment, retail trade, transportation, automobile manufac- 
turing, to name a few. The effects are by no means over. 
Full production cannot be achieved until a month or so 
after the workers go back on the job, and then only under 
ideal conditions which may or may not exist. A resumption 
of the strike, either through a high court reversal of the 
injunction or the termination of the 80-day work period, 
could be extremely costly. And inventories are so much be- 
low proper working levels that shortages of particular 
types of steel, at the time and place needed, may persist for 
many months. 


THE EXPERTS, as usual, are of several minds as to the 
long-range effects of the strike on the economy. One school 
holds that 1960 will see an unusually great boom as the 
nation produces at full steam to make up for lost time. 
An opposing school maintains that time lost is time lost; 
that the gap in production and income during the strike 
means a temporary hiatus in the normal growth trend of 
the economy. The truth probably lies somewhere in be- 
tween. Recovery from the 1958 recession still has enough 
steam to induce a strong effort to make up production lost 
during the strike, and so some post-strike spurt is likely. 
But loss of income for both industry and workers over a 
period of months is bound to have some offsetting effect. 


AN INTERESTING SIDELIGHT on the strike is this: 
the latest official estimate shows that the Federal budget 
for this fiscal year (July 1, 1959 to June 30, 1960) will be 
just about balanced. But this estimate assumed high tax 
d. collections based on booming corporate profits. It is ap- 
parent that profits in the second half of 1959 are not going 
to be anywhere near as high as the estimate, because of 
strike effects. In addition, personal incomes will also be 
somewhat lower than anticipated. Therefore, the Federal 
government faces the prospect of a deficit, rather than a 
balance, in the budget for the current fiscal year. The 
result could be a further tightening of tight money, with 
unpleasant implications for construction in general and 
housing in particular. 


GEORGE CLINE SMITH 
Vice President and Economist 
F. W. Dodge Corporation 
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legance that lasts... 


The Prudential Ins. Bldg. 
Kansas City, Mo. 
Architect: 

Voskamp & Slezak 
Kansas City. Mo. 


ALUMINUM CASEMENTS FOR PRUDENTIAL BY МА: МЕТ. 


Fenestration of gleaming aluminum puts a jewel-like MARMET APs are made in casement type or 
finishing touch to the bold simplicity of architects in any combination desired, of fixed lite arrange- 
Voskamp & Slezak’s Prudential Insurance Building ments, with awning or hopper type projected 
in Kansas City. Windows are MARMET Series 5212 sash. Windows are fabricated with a special 
Architectural Projected, made up in the interesting “thru-weld” process that fuses the metal for great 
combination, (as shown in the section below) of fixed strength, provides maximum glass area . . . and 
lites alternating with single casement ventilating leaves no exposed screws . . . only a neat, hair- 
sash. Marmet's Architectural Projected Windows line joint. All operating sash is equipped with 
come in two series; the 550 which is 115" in depth vinyl weatherstripping where specified . . , far 
and Series 5212, 244” in depth. Tubular sash is exceeding AWMA standards for tightness. . . 
available in either series for ventilating lites con- For successful execution of your next design . . . 
taining large expanses of glass. specify MARMET. 


_ 


Series 5212 AP 


the man from 
MARMET 


When sub-contracting 
erectors encounter any 
unusual site conditions or 


tire special technical 
asistance, the MARMET 
field engineer is available 
on 24 hour call to expedite 
job progress. If you need 
technical help or infor- 
mation in addition to that 
supplied by your local 
MARMET representative 
‚.. Write or phone for 
complete details on 
this service. 


Casements 

This is just one of many styles 
possible with MARMET’s versa- 
tile AP Window Section. Case- 
ments are spank operated . . i 
awning and hopper vents project 
on non-slip. adjustable nylon 
block ''slide-hinge"' arrangement. 


Series 2200 Doors ) 
New, unusual flush glazing 
design uses tubular frame sec- 
ih 9 ган Md eie 
"'thru-welded'' for great 
without extra. bulk. "There are 
,no 


Serews . . . only 
a neat hairline joint. 


For additional specifications on the complete line of MARMET 
products—consult Sweet's Catalog File No. 17а or write to 
MARMET for Catalogs 60-we and 60-d. Mor. 


CORPORATION 


300-M Bellis Street, Wausau, Wisconsin 


Advertising Action in Architectural Record 
building’s 
busiest 
marketplace! 


Architects and engineers have taken these actions recently as the 
result of reading specific advertisements in Architectural Record* 


“U. S. Steel had an advertisement on stainless steel "Corrugated metal deck w/underfloor duct system 

which I investigated further." looked good for possible future use by us. We | 

Engineer— San Francisco, Calif. sent coupon to manufacturer asking for additional | 
information. Received information, read, | 

“Saw Suntile ad. Checked with dealer and specified discussed and filed for future use.” 

product in school." Engineer —Ft. Wayne, Ind. Architect —San Francisco, Calif. 


* My first introduction to latest acoustie tile and 
ceramie tile was via the Record. I never heard of the 
Simpson Bifold Door until I saw it in the Record. 
This has been going on for 30 years with me. 

I get more new ideas from the Record's ads than from 
direct mail." Architect — Cambridge, Mass. 


“In one case we were interested in finding an improved 
quality of asphalt tile and rubber tile and contacted 
Kentile. In another we were interested in securing 
acoustical ceiling with larger units and simplified 
installation." Engineer—Salisbury, N. C. 


“Investigation and subsequent exclusive use ‘Specified Armstrong corkoustic for auditorium | 
of Nu-Tone products in residential work.” ceiling." Engineer—Wooster, Ohio 


Architect —Wausau, Wis. 1 д 
“Used Adams-Rite lock for narrow stile ‘night latch.’ 


“Saw an advertisement for mobile window washing Use of Kawneer’s ‘new’ tubular entrance section 
equipment and contacted representative. At the time (set in vinyl glazing)." Architect— Charlotte, N. C. 
I could not determine where to find this information 
which I was looking for." Architect— Milwaukee, Wis. “Ad on movable Hauserman interior walls caused us 

to contact local representative for comparison purposes.” 
“Andersen Windowalls folio used in detailing Engineer—Dallas, Tex. 


reference." Engineer—Vacaville, Calif. 
“Wanted more information on design for wood in 


“American Sisalkraft Corp. (Moistop). The use of this school and recreational buildings and wrote to National 
product on an underground structure is a Lumber Manufacturers’ Association. Representative 
direct result of seeing ad.” Engineer—Oakland, Calif. stopped at office.” Architect — White Plains, N. Y. 


sk а random selection from hundreds of signed statements on file at 119 West 40th Street, New York 18, N. Y. 
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“Recommended specific use of Sloan hand 
high toilet valve in new building.” 
Engineer— Jamaica, N. Y. 


“The advertisement on ‘Aquadam’ has helped me to 
overcome the problem described on our test lab 
buildings." Engineer— Van Nuys, Calif. 


* Recent ad showing Cambridge T'ile Co. palterns 
impressed us. We used one of the palterns in a 
specification." Architect —San Antonio, Tex. 


“| recommended the use of American Standard 
room unit in a new installation.” 
Engineer—Newark, N. J. 


“Saw ad on Tectum plank and specified on job.” 
Engineer—Payette, Idaho 


“After having trouble with drip from drinking fountains 
al classroom sinks saw ad from Haws Fountain Co. 
and have been using them since." Archilecl —Ore. 


“Armco ad in January '59 issue inspired idea 
for use of standard rigid frame structure for 
lab—with appropriate architectural treatment— 
for future project." Engineer —Fort Worth, Tex. 


“An advertisement of Flexicore prompted us to 
investigate. Since that time we have been using this 
product in apartment house construction." 
Architect — Great Neck, N. Y. 


For advertising action in 1960 
Architectural Record is 
5 Ways Your Best Buy 


1. Largest architect—and engineer paid circulation — 
documented by June 1959 A.B.C. Publishers' Statements. 
(By far the highest renewal percentage—and the lowest 
cost per page per 1,000 architects and engineers, too!) 


2. Top verifiable building market coverage — docu- 
mented by Dodge Reports. 


3. Preferred readership by architects—and engineers 
in building—documented by over 140 studies SPON- 
SORED BY BUILDING PRODUCT MANUFAC- 
TURERS AND ADVERTISING AGENCIES, 


4. Editorial leadership in quantity and in quality —with 
most editorial awards in its field, including 5 out of 6 
awards to architectural magazines by The American 
Institute of Architects. 


5. Year after year more building product manufacturers 
and their agencies serve more architects and engineers 
with more pages of adrerlised product information in 
Architectural Record than in any other magazine. It's 
building's busiest marketplace! 


Over Three Types 
Of Advertising Action 
Per Reader 


Percentage of architect and engineer subscribers 
taking various types of action in response to adver- 
tisements in recent issues of Architectural Record* 


1. Communicated with manufacturer 54227 
ГЮ 
2. Discussed product with associate 5377 
3. Turned to Sweet's Catalog File 4 77 
for more information n 0 
4. Specified—or recommended use 2 5 
of—the product A 0 
5. Tore out or filed ad—or 
otherwise took note of product AT 
for future use * 0 


6. communicated with dealer or 

distributor 22/4 
T. Gave time to a manufacturer's 

salesman who called 22/ 7 


“Source: Continuing Readership Research 


Architects and engineers mean business when they read your pw in the 


@ 


1p Architectural Record 


119 West 40th Street, New York 18, N. Y. • OXford 5-3000 
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These symbols tell you 
which advertisers’ catalogs 


are INSTANTLY ACCESSIBLE 
in your office 


The great majority of Architectural 
Record advertisers employ Sweet's Cat- 
alog Service to maintain their catalogs 
continuously in architectural, engineer- 
ing and building-contractor offices. 


By doing so, these manufacturers make 
it easier than is otherwise possible for 
you always to have instant access to 
further information about their prod- 
ucts or services, 


The above symbols* are included in 
the facing Advertisers’ Index as a quick 


guide to which advertisers’ catalogs are 


A complete line 

of Electric and 

Manual Folding 
Partitions 


Torjesen 


Newark, 
Gruzen 


Ж AUTOMATIC ELECTRIC 
PARTITIONS 


K MANUAL PARTITIONS 
(a) Top Hung — Center Pivot — All Hinged 
(b) Top Hung — Center Pivot — 
Pair or Individually Operated 
(c) Top Hung — Edge Pivot — Pair Operated 
(d) Bottom Bearing — Edge Pivot — Pair Operated 
(e) Bottom Bearing Edge Pivot — 
Individually Operated 


X HIDDEN PARTITIONS 
+ No Floor Track * No Exposed Hardware 
+ Remote Stacking 


Torjesen"'warLL-A-wAv' 


in y ects File— classified 1 PPM 

in your Sweets File—classified by POUR Folding Partitions 

product type, indexed, up-to-date, and t th with 
a 

always ready for use whenever you А . TOROPLY 

want them. same price America's newest, most economical, 

pre-finished wood paneling, in a 

as Duck or choice of rich finishes. In addition to 
Vinyl its economy and durability there is 


Sweet's Catalog Service 
Division — F. W. Dodge 
Corporation 
119 West 40th Street 
New York 18, N. Y. 


* А (Architectural Catalog File) 


IC (Industrial Construction Catalog File) 
LC (Light Construction Catalog File) 


no finishing required or necessary. 
Toroply is impervious to stains such 
as ink, crayon, lipstick, etc. Sam- 
ples and test results on request. 


Write for fully detailed catalog with 3” scale drawings 


Visit our plant and tour its facilities 


TORJESEN, INC. 


209 - 25th St., Brooklyn 32, N.Y. 
Cabinet Makers since 1919 


Over 50 representatives in key cities to serve you 


Affiliates 


BAR-RAY PRODUCTS, INC. 
CAPITAL CUBICLE CO., INC . 


X-Ray Accessories and Radiation Protection 
Cubicle and Track 
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“We far surpassed our expectations 
by the use of Penmetal® stud and Hush Clip" 


...reports contractor for Coral Sea Towers 


ae Coral Sea Towers is a forty-unit lux- 
* ury cooperative apartment building 
on Bay Harbor Islands, Miami Beach, 
Florida. Structural partitions are of 
8" poured concrete, providing highly 
efficient sound insulation for the 
apartments involved. 

But as Mr. Frank Walker, the 
general contractor, points out, "We 
were faced with the problem of how 
to retain this excellent insulation on 
the non-structural partitions. I am 
pleased to advise you that we were 
not only able to achieve the desired 
results, but far surpassed our expecta- 
tions by the use of your 215" Penmetal 
steel stud and Hush Clip. 

"The sound transmission loss 
through these walls is practically un- 
believable and it is our intention to 
use this system whenever possible in 
the future. The speed and ease of erec- 
tion as well as the low cost of con- 
struction convinced us that we had 
made a good decision when we chose 
your fine product." 

The Penmetal Hush Clip system 
can provide a sound-transmission loss 
rating as high as 56.4 decibels! Send 
for folder 615-L which describes this 
unique system in detail. 


PENN METAL COMPANY; INC. 


General Sales Office: 
40 Central Street, Boston 9, Mass. 
Plant: Parkersburg, W. Va. 
District Sales Offices: Boston, New York, Phila- 
delphia, Pittsburgh, Chicago, Detroit, Dallas, 
Little Rock, Seattle, San Francisco, Los Angeles, 
Parkersburg, St. Lovis 


24 c NIC mm e ac 


i 


GOODE‏ ت 


ne Penmetal steel stud and Hush Clip. 


CORAL SEA TOWERS 


Architect: Carlos B. Schoeppl, Miami, Florida 
Structural Engineer: J. Pasco Sweat, West Palm Beach, Florida 


General Contractor: Frank J. Walker Company, 
North Miami, Florido 


PM-224 
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